
Part No FWPD4 FWPD2

Body High quality ABS.

Diffuser Polycarbonate material.

Clips Stainless Steel 304 Clips.

Light Source lumi TC/TD LED Tube.

Electrical Data 240V, 50Hz, Power Factor 0.9.

Wire Flexible Cable 3 Core x 23/0.0076” 250/440V 80°C

Waterproof Rating IP65

Dimension / Size 1270mm x 125mm x 94mm 660mm x 125mm x 94mm
 For 4 feet tubes For 2 feet tubes

DIMENSIONS

FWPD4

FWPD2
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850mm
1270mm 125mm

460mm
660mm 125mm

IP 65 Weatherproof T8 Fitting extends the functionalities of our
lumi  TC/TD LED Tube Light with a weatherproof housing. Made
to withstand our torrential rain throughout the year, the main
body is made with durable ABS and the diffuser is made from
high quality lightweight polycarbonate supplied with stainless
steel 304 clips and is rated IP65.

•  Easy to install with stainless steel fixing
brackets included for easy installation and
maintenance.

•  Knockout and IP gland supplied for
connections and through wiring.

•  Ideal for any industrial facilities, garages,
car parks, workshops.

Note: *Specifications subject to change without prior notice. * Product images are for illustraton purposes only.
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