
Note: * ± 10% Lux accuracy  * Test environment @ 25 °C *Specifications subject to change without prior notice. * Product images are for illustraton purposes only.           
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APPLICATIONS:  Warehouse, Factory, Shopping Mall, Car Park, Indoor Sports Center...

lumiLH | LED Linear Highbay Light

 lumiLH Linear High Bay Series

CRI Ra > 80 / R9 > 0

Input Power (DC) 180-265V 50/60Hz  (100-277V 50/60Hz Optional)

Power Factor > 0.9 @240VAC

Working Temp Ambient Temperature Max 50°C

Housing Material Die Cast Aluminium Base (Heatsink) & Lens

Part No Wattage Colour Lumens Lumens  Projection Input Dimension / Size Weight Warranty
  Temp  Per Watt Angle Power (AC)  

LH30000C-18 220 5700K 30000 140 18°

LH30000C-60 220 5700K 30000 140 60°    

LH30000C-90 220 5700K 30000 140 90° 
240V @916mA 

1180mm(L) x 145mm(W)
 

6500g  

LH30000W-18 220 3000K 28000 130 18°  x 145mm(H) ± 5%

LH30000W-60 220 3000K 28000 130 60°   

LH30000W-90 220 3000K 28000 130 90°    

LH23000C-18 165 5700K 23000 140 18°

LH23000C-60 165 5700K 23000 140 60°   

LH23000C-90 165 5700K 23000 140 90° 
240V @687mA 

838mm(L) x 145mm(W) 5200g

LH23000W-18 165 3000K 21000 130 18°  x 145mm(H) ± 5%

LH23000W-60 165 3000K 21000 130 60°   

LH23000W-90 165 3000K 21000 130 90°    
3 Years

LH15000C-18 110 5700K 15000 140 18°    

LH15000C-60 110 5700K 15000 140 60°    

LH15000C-90 110 5700K 15000 140 90° 
240V @458mA 

568mm(L) x 145mm(W)
 

3800g  

LH15000W-18 110 3000K 14000 130 18°  x 145mm(H) ± 5% 

LH15000W-60 110 3000K 14000 130 60°    

LH15000W-90 110 3000K 14000 130 90°    

1Meter Metal 
Chain included. 

*Custom length available on special request.
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UNIT:cd
C0/180,85.5

UNIT:cd

C90/270,85.0

AVERAGE BEAM ANGLE(50%):85.3 DEG

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM
1m 183. 34c m7135, 12132l x

2m 366. 68c m1784, 3033l x

3m 550. 02c m792. 8, 1348l x

4m 733. 35c m446. 0, 758. 2l x

5m 916. 69c m285. 4, 485. 3l x

6m 1100. 03c m198. 2, 337. 0l x

7m 1283. 37c m145. 6, 247. 6l x

8m 1466. 71c m111. 5, 189. 6l x

9m 1650. 05c m88. 09, 149. 8l x

10m 1833. 39c m71. 35, 121. 3l x

F l ux  out : 19493 l m

Note: The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.

Height E avg, E max Angle: 85.02 deg Diameter

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM
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Drawing (Unit: mm)
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UNIT:cd
C0/180,86.6

UNIT:cd

C90/270,86.1

AVERAGE BEAM ANGLE(50%):86.3 DEG
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Height E avg, E max Angle: 86.07 deg Diameter
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