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 Reference ENEDIS  N° Quantity Description 
POLY 07.57.764 1 Stripping external sheath and stripping insulation 
OUT SCP NP 07.57.766 1 Removing the peelable semiconductor and the non peelable semiconductor 
ODL5 - 1 Cable sheath stripper with lever 
CONE 150 TB 11 SP - 1 Pencilling tool for primary insulation (11kV – 150 mm²) 
CONE 240 TB 11 SP - 1 Pencilling tool for primary insulation (11kV – 240 mm²) 
CONE 630DTB SP - 1 Pencilling tool for primary insulation (33kV - 630 mm²) 

ODP2483 - 1 Stripper for PE / PVC / lead sheaths Ø25 - 85 mm 

ECARTE G06 - 2 Hook for extracting the external sheath (after cutting) 

HTA1254 - 6 Handle for CONE tools 

MA60-AL - 1 Replacement blade for OD PE PVC PB (6.0 mm) 

LAME POLY L - 1 Replacement blade for POLY tools 
LAME OUT SCP CH 07.57.767 1 Replacement blade for SCP tools 
LAME OUT SCNP 07.57.767 1 Replacement blade for SCNP tools 
LAME CONE TB11 - 1 Replacement blade for CONE tools 
PLAQ POLY - 2 Pair of protector clamps for POLY 
 - 1 Allen keys for changing blades + cleaning brush 
COFFRETP4 9 - 1 Plastic carrying case 540 x 400 x 130 mm and protective foam 

OPERATING INSTRUCTIONS  

Cable preparation toolset for 33KV cables 
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  POLY – operating instructions 

 
Operating handle  

Blade lever: 
OFF (0) = straight cut 
ON (I) = helicoidal cut 
 

Depth adjustment knob of the blade 
for external sheath and insulation 

Handle for jaws 
opening / closing 

Jaws locking nut  

Insulation 
 

External sheath 
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EXTERNAL SHEATH 1 
 

 
 

Before starting, the blades shall be retracted.  
Put the tool at the end of the cable. 

Tighten the jaws on the external sheath. 

EXTERNAL SHEATH 2 
 

 
 
 

Tighten the tool. 
It shall rotate freely without gap. 

 

EXTERNAL SHEATH 3 
 

 
 

Lock the adjustment with the locking nut. 

EXTERNAL SHEATH 4 
 

 
 

Adjust the blade depth. 
Turning to the right (+): more depth of cut 

Turning to the left (-): less depth of cut 
 

EXTERNAL SHEATH 5 
 

 
 

Turn the lever to “ON” (I) position: helicoidal cut  

EXTERNAL SHEATH 6 
 

 
 

Start helicoidal cut turning the handle clockwise. 
 (BE CAREFUL: the blade shall not touch the cable wire 

screen or the semiconductor. 
Adjust cutting depth if necessary). 
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EXTERNAL SHEATH 7 
 

 
 

Strip until the desired length (make a mark on the external sheath. 
Remark: add 50 mm to the desired strip length. 

EXTERNAL SHEATH 8 
 

 
 

Stop when you arrive to the desired strip length, go back 
half a turn to free the blade. 

EXTERNAL SHEATH 9 
 

 
 

Turn the lever to “OFF” (0) position: 
straight cut  

 

EXTERNAL SHEATH 10 
 

 
 

Perform the final straight cut (two turns). 

EXTERNAL SHEATH 11 
 

 
 

Remove the external sheath. 

EXTERNAL SHEATH 12 
 

 
 

Remove the tool. 
 

mailto:contact@derancourt.com


MA NUFA CTURED IN 
 FRA NCE BY  

DISTRIBUTED IN  
MA LA Y SIA   BY 

 
DERANCOURT ® 

TEKNO BUMI SDN BHD 
51 & 52, Jalan 11, Kosmopleks,  
Bandar Baru Salak Tinggi,  
43900 Sepang, Selangor, 
Malaysia 
Email: tbsb@teknobumi.com.my 
Tel: +603 8705 1122 

Document reference: 1281 Ind4 Page  
5 / 20 

 

DERANCOURT – 1 rue de Barcelone – Sainte Eugénie – 66270 LE SOLER – France  
Tel. +33 (0)4 68 92 11 55   Fax. +33 (0)4 68 92 71 78 

Email: contact@derancourt.com      Web: www.derancourt.com 

INSULATION 1 
 

 
 

INSULATION 2 
 

 
 

 

Adjust the stop according to the desired strip length 
(from 20 mm up to 100 mm). 

INSULATION 3 
 

 
Lock the stop adjustment with the locking nut. 

 

INSULATION 4 
 

 
 
Put the tool at the end of the cable to allow depth adjustment 

of the blade. The tool shall rotate freely but with no gap. 
 

INSULATION 5 
 

 
 

Lock the adjustment with the locking nut . 

INSULATION 6 
 

 
Adjust the depth of the blade 0.5 mm smaller than the 

insulation thickness. 
Turning to the right (+) : more depth of cut  

Turning to the left (-) : less depth of cut 
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INSULATION 7 
 
 

 
 

Turn the lever to “ON” (I) position: helicoidal cut  

INSULATION 8 
 

 
 

Start helicoidal cut turning the handle clockwise.  

INSULATION 9 
 

 
 

(Be careful: the blade shall not touch the conductor). 
Adjust the depth if necessary. 

INSULATION 10 
 

 
 

Strip until the desired length. 

INSULATION 11 
 

  

 
 

Stop the tool when the stop comes into contact with the 
conductor.  

INSULATION 12 
 

 
 

Remove the stop. 
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INSULATION 13 
 

 
 

Go back half a turn to free the blade. 
 

INSULATION 14 
 

 
 

Turn the lever to “OFF” (0) position: straight cut 

INSULATION 15 
 

 
 

Perform the final straight cut with two turns clockwise. 

INSULATION 16 
 

 
 

Remove the insulation. 
Then, remove the tool. 

 

 

 

 

 

 

 

  

Complementary tools:  

1) CHANFREIN DT: make a chamfer (30° beveled edge) on the insulation end 

2) CONE DT (section): make a cone shape on the insulation end (penciling) 

3) ETAU RSM: holding tool for mechanical connectors 

4) OUT SCP/NP: tool for removing semi-conductors 

1 

2 

3 

4 
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  OUT SCP NP –  
operating instructions 

Bonded semi-conductor 
 

Non-bonded semi-conductor 
 

Operating handle  

 Depth adjustment knob of the 
blade for bonded semi-conductor 

Locking nut for the 
adjustable stop 

Jaws locking nut  

 

Depth adjustment knob 
of the blade for non-
bonded semi-conductor 

Adjustable stop 

Extraction guide 

Blade locking nut 

Handle for jaws 
opening / closing 
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NON-BONDED SEMI-CONDUCTOR 1 
 

 
 
 

Before starting, the blade for bonded semi-conductor must 
be retracted. 

NON-BONDED SEMI-CONDUCTOR 2 
 

 
 

Adjust the blade cutting depth (thickness of the semi-conductor 
-- 0,1 mm) with the graduated knob (pull, adjust, push). 

For example: for semi-conductor of 0,8 mm thickness, set the 
blade at 0,7 mm. 

 

NON-BONDED SEMI-CONDUCTOR 3 
 

 
 

Put the tool at the end of the cable and tighten the jaws.  
It shall rotate freely but without gap. 

NON-BONDED SEMI-CONDUCTOR 4 
 

 
 

Align the arrow mark with the end of the cable. 
 

NON-BONDED SEMI-CONDUCTOR 5 
 

 
 

Lock the adjustment with the locking nut. 

NON-BONDED SEMI-CONDUCTOR 6 
 

 
 

Adjsut the stop according to the length of semi-conductor 
that must be preserved 

 (25mm without the stop, 30, 35, 40, 45, 50, 55 mm). 
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NON-BONDED SEMI-CONDUCTOR 7 
 

 
 

Lock the adjustment with the locking nut. 

NON-BONDED SEMI-CONDUCTOR 8 
 

 
 

Turn the lever to “ON” (I) position: helicoidal cut  

 

NON-BONDED SEMI-CONDUCTOR 9 
 

 
 

Start the incision turning the tool clockwise. 

NON-BONDED SEMI-CONDUCTOR 10 
 

 
 

At the beginning, verify that the blade is not making any 
mark on the insulation.  

Adjust the cutting depth if necessary. 
 

NON-BONDED SEMI-CONDUCTOR 11 
 

 
 

Perform the helicoidal incision until the desired strip length. 

NON-BONDED SEMI-CONDUCTOR 12 
 

 
 

Then, stop the tool and turn the lever to “OFF” (0) 
 position: straight cut  
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NON-BONDED SEMI-CONDUCTOR 13 
 

 
 

Perform the final straight cut (2 turns). 

NON-BONDED SEMI-CONDUCTOR 14 
 

 
 

Remove the semi-conductor. 
 

NON-BONDED SEMI-CONDUCTOR 15 
 

 
 

At the end, remove it slowly and carefully. 

NON-BONDED SEMI-CONDUCTOR 16 
 
 

 
 

You get a chamfer at the end of the semi-conductor. 
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BONDED SEMI-CONDUCTOR 1 
 

 
 

Clear the semi-conductor. 
In case of a cable with copper wire screen, fold the wires 

over the external sheath. 
 

BONDED SEMI-CONDUCTOR 2 
 

 
 

Apply silicon grease all over the semi-conductor. 

BONDED SEMI-CONDUCTOR 3 
 

 
 

For the first adjustment, blades shall be fully retracted. 
Then, put the tool somewhere on the semi-conductor and 

tighten the jaws. 
 

BONDED SEMI-CONDUCTOR 4 
 

 

 
 

With the adjustment knob, put the blade in contact with 
the semi-conductor 

Turning to the rigth (+) : more depth of cut  
Turning to the left (-) : less depth of cut  

 

BONDED SEMI-CONDUCTOR 5 
 

 
 

Remove the tool and adjust the cutting depth according to 
the thickness of the semi-conductor. Use the graduations 

in front of the symbol (∆), each graduation is 0,1mm.  
Lock the blade adjustment with the locking nut. 

BONDED SEMI-CONDUCTOR 6 
 

 
 

Put the tool at the end of the cable and tighten the jaws. It 
shall rotate freely but without gap. Align the arrow mark 

with the end of the cable. 
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BONDED SEMI-CONDUCTOR 7 
 

 
 

Lock the position with the locking nut. 
 

BONDED SEMI-CONDUCTOR 8 
 

 
 

Adjsut the stop according to the length of semi-conductor 
that must be preserved 

 (25mm without the stop, 30, 35, 40, 45, 50, 55 mm). 
 

BONDED SEMI-CONDUCTOR 9 
 

 
 

Lock the adjustment with the locking nut. 

BONDED SEMI-CONDUCTOR 10 
 

 
 

Start removing the semi-conductor turning the tool 
clockwise. 

BONDED SEMI-CONDUCTOR 11 
 

 
 

Make sure that the width of the removed semi-conductive 
tape is approx. 3-4mm (1/3 white + 2/3 black). 

 Adjust the cutting depth if necessary. 
 

BONDED SEMI-CONDUCTOR 12 
 

 
 

As soon as possible, put the semi-conductive tape 
through the extraction guide and wrap it anti-clockwise 

around the insulation (you can make a knot). 
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BONDED SEMI-CONDUCTOR 13 
 

 
 

Now, the semi-conductive tape wraps automatically 
around the insulation. Continue machining the semi-

conductor until the desired strip length. Operate with 
constant and regular speed. 

 

BONDED SEMI-CONDUCTOR 14 
 

 
 

When the graduated ruller stops the tool, perform the 
final cut with 1 or 2 turns. The semi-conductor is 

automatically cut off. 

BONDED SEMI-CONDUCTOR 15 
 

 
 

Remove the tool. 

BONDED SEMI-CONDUCTOR 16 
 

 
 

Take out the semi-conductor.   
 

Remove the semi-conductor of the other cables starting 
directly at step n°10. 

 

  

Complementary tools:  

1) CHANFREIN DT: to make a chamfer (30° beveled edge) on the insulation end 

2) CONE DT (section): to make a cone shape on the insulation end (penciling) 

3) ETAU RSM: holding tool for mechanical connectors 

4) POLY: tool for stripping external sheath and insulation 

You get a chamfer at the end of the semi-conductor. 

3 
4 

1 

2 
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  Take the cone fitted to the cable section 
and screw the handles. 

 

Check the condition of the cutting edge of 
the blade (red line) 

  
Check that the blade is correctly positioned on 
the cone (see marking on the cone) and check 
that the screws are correctly tightened 

Push and turn clockwise to perform the 
cone 

  

Continue the operation along the entire length 
of the blade Finish the cut with a full turn. 

  
Taper length: 30mm to 40 mm Spare blade Ref. LAME CONE DT 

   

   

Operating instructions for CONE  

X mm 
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OPERATING INSTRUCTIONS 
Tool for removing all types of cable external sheaths (PE – PVC – LEAD) 

Ref. OD PE PVC PB 
Blade 

Handle for jaw  

opening / closing 

Knob for adjusting the 

blade orientation 

Knob for adjusting the roller guide 

orientation 

Notched roller guide 

1- Choose the right blade in accordance with the external sheath thickness 

Blade change: 

 

 

 

a) Unscrew the fastening screw. b) Remove the pin in order to change blade. 

Blade: MB(XX)-AL (for PE / PVC sheaths and mechanical protection of direct-buried cables). 
E.g.: for a 2,4mm thickness, use the blade ref. MB24-AL 

Blade: MB(XX)-PB2 (special blade with double cut for LEAD sheaths). 

 

    

Accessories (supplied with the tool): 
Ref. T200-75 NI - T-spanner with 3/8‘’ square drive (75mm length) 
Ref. MB20-PB2 - Special blade with double cut for LEAD sheaths - 2mm depth 
Ref. MB20-AL - Blade for PE / PVC sheaths - 2mm depth 
Accessories (optional): 
Ref. MB(XX)-AL - Blade for PE / PVC sheaths - specify the required cutting depth: 
0,2 | 0,4 | 0,6 | 0,8 | 1,0 | 1,2 | 1,4 | 1,6 | 1,8 | 2,0 | 2,2 | 2,4 | 2,6 | 2,8 | 3,0 | 3,2 | 3,4 | 3,6 | 3,8 | 4,0) 
Ref. ECARTE DT - hook for removing the external sheath. 
Ref. SAC KT - textile carrying pouch 360 x 170 x 60 mm 
 

M
B2

0-
PB

2 

M
B2

4-
AL

 

T2
00

-7
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I 
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2- Circular cut 
Adjust the roller guide orientation and the blade orientation for circular cut. 
 
 Push  

and 
Turn 

Note: 
Put the tool as stated in the 
picture, the blade must be in front 
of the roller guide. Perform the 
circular cut over the full 
circumference of the external 
sheath, making sure the blade 
penetration is complete. 
 
    3- Longitudinal cut 
Adjust the roller guide orientation and the blade orientation for longitudinal cut. Put the tool as stated in 
the picture below. For the longitudinal cut, the notched roller must be positioned at the front as per the 
direction of the tool and the blade must be positioned at the rear. 
Note: you can also use a 3/8‘’ ratchet spanner. 
 
 

Direction of tool 
movement 

 

4- Take the external sheath out with the tool ref. ECARTE DT 

 

 

 

 

Important: 

The notched roller ant the 
smooth roller must be positioned 
at the front as per the direction of 
the tool. 

 

 

    

mailto:contact@derancourt.com


MA NUFA CTURED IN 
 FRA NCE BY  

DISTRIBUTED IN  
MA LA Y SIA   BY 

 
DERANCOURT ® 

TEKNO BUMI SDN BHD 
51 & 52, Jalan 11, Kosmopleks,  
Bandar Baru Salak Tinggi,  
43900 Sepang, Selangor, 
Malaysia 
Email: tbsb@teknobumi.com.my 
Tel: +603 8705 1122 

Document reference: 3694 Ind0 Page  
18 / 20 

 

DERANCOURT – 1 rue de Barcelone – Sainte Eugénie – 66270 LE SOLER – France  
Tel. +33 (0)4 68 92 11 55   Fax. +33 (0)4 68 92 71 78 

Email: contact@derancourt.com      Web: www.derancourt.com 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

  

ODL5 - OPERATING INSTRUCTIONS 

Adjust the cutting depth 
with the screw (0 - 5mm) 
 

At the beginning of the cut 
(longitudinal and circular), 
guide the knife area 
pressing slightly with the 
fingers.  
(pictures 1, 4, 9 and 11) 
 

The cutting of the external 
sheath will be operated by a 
slight lever movement and 
simultaneous pressing of 
the tooth system down to 
the external sheath.  
(pictures 2, 5 and10) 
 

The knife can be turned 
anytime from longitudinal 
to circular cutting. 
(pictures 3, 8 and 11) 
 

For mid-span stripping, 
press slightly the tip of the 
blade into the external 
sheath. 
(picture 8) 
 

End of the cable stripping 

Mid-span stripping 
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Instructions for changing the blade: 
 
Unscrew the button to take the blade completely out. 
Every blade can be used from both sides. 
(picture 13) 
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ECARTE G06 - OPERATING INSTRUCTIONS 

1) After realize the cuts with the FENTE DT tool: 

2) Engage the hook on stop under the external sheath in the central part between two cuts. 

3) Separate the external sheath putting the back heel on stop against the cable (see picture). 

4) CAUTION:  don’t go beyond the stop. 
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Changing blades of MV stripping tools: 

Use the Allen hex keys supplied with the toolset.  
The blades are delivered with the screws.  
To replace a blade, release it enough to access the Allen screw. 
Remove the old blade, clean the area and remove all residues. 
Position the new blade in the correct direction of assembly.  
Tighten the screw securely.  
Periodically check the tightness of the blade 
 
 
 
 

Ref. LAME POLY L  Ref. LAME OUT SCP CH 
 (for peelable semiconductor) 

Ref. LAME OUT SCNP 
 (for non peelable semiconductor) 

   

 
 

 
  

 

OPERATING INSTRUCTIONS FOR CHANGING BLADES 

mailto:contact@derancourt.com


<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


