FINISHING | SIOUX TOOLS INDUSTRIAL CATALOG
SIGNATURE SERIES RANDOM ORBITAL SANDERS

22

RO2512-50SNP RO2512-50SRP

R0O2512-50FVP

Performance: Features:
Power: 0.25 hp (0.19 kW) 3/32" (3 mm), 3/16" (6 mm) & 3/8" (10 mm) Orbit Diameters
Speed: 12,000 rpm Built-in Speed Control

Ergonomic 24-Position Indexable Grip
Non-Vacuum, Venturi Vacuum & Remote Vacuum

R0O2512 Series Random Orbital Sanders C €

[ WodlMumbe | FrooSpecd | PaSimo | OitDiameter |  Weight | Height | AvConsumption |

0.25 hp (0.19 kW) — 5/16"-24 Spindle Thread — Non-Vacuum

R0O2512-30FNP R0O2512-30FNH 12,000 3 75 3/32 3 1.5 0.7 3.3 83 13 6
R0O2512-30SNP R0O2512-30SNH 12,000 3 75 3/16 5 1.5 0.7 3.3 83 13 6
R0O2512-35FNP R0O2512-35FNH 12,000 3.5 90 3/32 3 1.5 0.7 3.3 83 13 6
R0O2512-35SNP R0O2512-35SNH 12,000 3.5 90 3/16 5 1.5 0.7 3.3 83 13 6
RO2512-50FNP R0O2512-50FNH 12,000 5 125 3/32 3 1.5 0.7 3.3 83 13 6
R0O2512-50SNP R0O2512-50SNH 12,000 5 125 3/16 5 15 0.7 3.3 83 13 6
R0O2512-50CNP R0O2512-50CNH 12,000 5 125 3/8 10 1.5 0.7 3.3 83 13 6
RO2512-60FNP R0O2512-60FNH 12,000 6 150 3/32 3 15 0.7 3.3 83 13 6
R0O2512-60SNP R0O2512-60SNH 12,000 6 150 3/16 5 1.5 0.7 3.3 83 13 6
R0O2512-60CNP RO2512-60CNH 12,000 6 150 3/8 10 15 0.7 3.3 83 13 6
0.25 hp (0.19 kW) — 5/16"-24 Spindle Thread — Remote Vacuum Ready

R0O2512-30FRP R0O2512-30FRH 12,000 3 75 3/32 3 1.5 0.7 3.3 83 13 6
R0O2512-30SRP R0O2512-30SRH 12,000 3 75 3/16 5 1.5 0.7 3.3 83 13 6
R0O2512-35FRP R0O2512-35FRH 12,000 3.5 90 3/32 3 1.5 0.7 3.3 83 13 6
R0O2512-35SRP R0O2512-35SRH 12,000 3.5 90 3/16 5 1.5 0.7 3.3 83 13 6
R0O2512-50FRP R0O2512-50FRH 12,000 5 125 3/32 3 1.5 0.7 3.3 83 13 6
R0O2512-50SRP R0O2512-50SRH 12,000 5 125 3/16 5 1.5 0.7 3.3 83 13 6
R0O2512-50CRP RO2512-50CRH 12,000 5 125 3/8 10 1.5 0.7 3.3 83 13 6
RO2512-60FRP R0O2512-60FRH 12,000 6 150 3/32 3 1.5 0.7 3.3 83 13 6
RO2512-60SRP R0O2512-60SRH 12,000 6 150 3/16 5 1.5 0.7 3.3 83 13 6
R0O2512-60CRP R0O2512-60CRH 12,000 6 150 3/8 10 15 0.7 3.3 83 13 6
0.25 hp (0.19 kW) — 5/16"-24 Spindle Thread — Self-contained Venturi Vacuum

RO2512-30FVP R0O2512-30FVH 12,000 3 75 3/32 3 15 0.7 3.3 83 13 6
R0O2512-30SVP R0O2512-30SVH 12,000 3 75 3/16 5 1.5 0.7 3.3 83 13 6
RO2512-35FVP R0O2512-35FVH 12,000 3.5 90 3/32 3 15 0.7 3.3 83 13 6
R0O2512-35SVP R0O2512-35SVH 12,000 3.5 90 3/16 5 1.5 0.7 3.3 83 13 6
RO2512-50FVP R0O2512-50FVH 12,000 5 125 3/32 3 15 0.7 3.3 83 13 6
R0O2512-50SVP R0O2512-50SVH 12,000 5 125 3/16 5 1.5 0.7 3.3 83 13 6
R0O2512-50CVP RO2512-50CVH 12,000 5 125 3/8 10 1.5 0.7 3.3 83 13 6
R0O2512-60FVP R0O2512-60FVH 12,000 6 150 3/32 3 1.5 0.7 3.3 83 13 6
R0O2512-60SVP RO2512-60SVH 12,000 6 150 3/16 5 1.5 0.7 3.3 83 13 6
R0O2512-60CVP R02512-60CVH 12,000 6 150 3/8 10 1.5 0.7 3.3 83 13 6
General:

Air Inlet Size: 1/4" NPT e Recommended Hose Size: 3/8" (10 mm) e Performance rated @ 90 psig (6.2 bar) air pressure
Standard Equipment:

Parts List  Safety and Instruction Manual ® Comfort Grip ® Backing Pad & Wrench

Accessories:

Sander Accessories, see pages 60 — 62

_ @ @ ® A SAFETY PRECAUTION: Read and follow all safety and operating instructions.
WARNING: Face & eye protection must be worn while operating power tools, per ANSI B186.1




SIOUX TOOLS INDUSTRIAL CATALOG | FINISHING
ORBITAL JITTERBUG SANDERS

RO2510-44FNC

Performance: Features:

Power: 0.25 hp (0.19 kW) Built-in Speed Control

Speed: 10,000 rpm Ergonomic 24-Position Indexable Grip

Orbital Jitterbug Sanders c €

| PaperSze | OmitDameter |  Weigt | Height | A Consumption Free Speed

fesetmber [ T ] b | ke | in | om | cm | U]

0.25 hp (0.19 kW)

RO2510-44FNC 3-3/4 x 4-1/4 95 x 105 3/32 3 1.8 0.8 3.5 90 13 6
General:

Air Inlet Size: 1/4" NPT e Recommended Hose Size: 3/8" (10 mm) e Performance rated @ 90 psig (6.2 bar) air pressure
Standard Equipment:

Parts List ® Safety and Instruction Manual

Accessories:

Sander Accessories, see pages 60 — 62

GEARED ORBITAL SANDERS

G0459-60SNP GO459-80SRP

(e =P = -
Performance: Features:
Power: 0.45 hp (0.34 kW) 3/16" (5 mm) Orbit Diameter
Speed: 900 rpm Built-in Speed Control
Lever Throttle
Vacuum & Remote Vacuum
Ergonomic 24-Position Indexable Grip
Geared Orbital Sanders C E
| ModelNumoer | FreeSpeed |  PadSize |  Weight |  Height [ AirConsumption |

| __PsaPad | HalPad | _oom | in | mom | b | ko [ in | om | _oim [ s |

0.45 hp (0.34 kW) Non-Vacuum

GO459-60SNP GO459-60SNH 900 6 150 4.4 2 5 127 15 7
GO459-80SNP GO459-80SNH 900 8 200 4.4 2 5 127 15 7
0.45 hp (0.34 kW) Remote Vacuum

G0O459-60SRP GO459-60SRH 900 6 150 4.4 2 5 127 15 7
GO459-80SRP GO459-80SRH 900 8 200 4.4 2 5 127 15 7
General:

Air Inlet Size: 1/4" NPT ® Recommended Hose Size: 3/8" (10 mm) e Performance rated @ 90 psig (6.2 bar) air pressure
Standard Equipment:

Parts List ® Safety and Instruction Manual

Accessories:

Sander Accessories, see pages 60 — 62

@ @ ®A SAFETY PRECAUTION: Read and follow all safety and operating instructions.
WARNING: Face & eye protection must be worn while operating power tools, per ANSI B186.1




FINISHING | SIOUX TOOLS INDUSTRIAL CATALOG
600 SERIES RANDOM ORBITAL SANDERS

e —
Performance: Features:
Power: 0.40 hp (0.30 kW) 3/16" (5 mm) Orbit Diameter 658
Speed: 10,000 rpm Built-in Speed Control
Aluminum Housing
Palm & Lever Throttle

600 Series Random Orbital Sanders

| ModelNumber | FreeSpeed | PadSize | OrbitDiameter | Weight | Height | AirConsumption |
| __psapad | Hatpad [ _pm | in f mm | in | om | b | kg [ in [ mm | ocim |

0.40 hp (0.30 kW) — Palm Throttle

PS690' 10,000 5 125 3/16 5 2.9 1.3 4.2 107 20

697" 10,000 6 150 3/16 5 2.9 1.3 4.2 107 20

0.40 hp (0.30 kW) — Dual Action — Lever Throttle

658" 10,000 5 125 3/16 5 3.2 1.5 4.2 107 20 9

For remote vacuum ready add suffix V

"Not CE Certified

General:

Air Inlet Size: 1/4" NPT e Recommended Hose Size: 3/8" (10 mm) e Performance rated @ 90 psig (6.2 bar) air pressure
Standard Equipment:

Parts List e Safety and Instruction Manual ® Backing Pad & Wrench

Accessories:

Sander Accessories, see pages 60 — 62

PISTOL GRIP SANDERS
SPS10P18
SDG10P18

Performance: Features:
Power: 1 hp (0.75 kW) Trigger Start
Speed: 6000 rpm — 21,000 rpm Down-Handle Exhaust

Comfort Grip
Pistol Grip Sanders C E

Model Number Free Speed

1 hp (0.75 kW) — 5" (125 mm) Diameter Backing Pad

SPS10P6 6000 1.7 0.8 4.5 115 35 17
SPS10P18 18,000 1.7 0.8 4.5 115 35 17
1 hp (0.75 kW) — 1/4" Collet

SDG10P18* 18,000 1.7 0.8 5.8 145 35 17
SDG10P21 21,000 1.7 0.8 5.8 145 35 17
*backing pad not included

General:

Air Inlet Size: 1/4" NPT e Recommended Hose Size: 3/8" (10 mm) e Performance rated @ 90 psig (6.2 bar) air pressure
Standard Equipment:

Parts List ® Safety and Instruction Manual ¢ Comfort Grip

Accessories:

Sander Accessories, see pages 60 — 62

@ @ ® A SAFETY PRECAUTION: Read and follow all safety and operating instructions.
WARNING: Face & eye protection must be worn while operating power tools, per ANSI B186.1




SIOUX TOOLS INDUSTRIAL CATALOG | FINISHING
RIGHT ANGLE SANDERS

‘ SAS101A324

_r

2.10"

4

2.10"

|._

SAS03S122-20 SAS05S232-20

—

SAS10A182-20

77016 Threaded Arbor
Performance: Features:
Power: 0.33 hp (0.25 kW) — Lockoff Lever Throttle 300 Series Collet
1hp (0.75 kW) Front, Rear, and Vacuum Exhaust
Speed: 12,000 rpm — 23,000 rpm Comfort Grip

Right Angle Disc Sanders

Air Consumption
Free Speed Length
Model Number m Free Speed Spindle Thread
[ om | Us

0.3 hp (0.22 kW) — Lever Throttle

SAS035122-20 12,000 1.1 0.5 5.625 143 11 5.2 1/4'-20
SAS035202-20 20,000 11 0.5 5.625 143 11 5.2 1/4'-20
0.5 hp (0.37 kW) — Lever Throttle

SAS055232-20 23,000 1.3 0.59 5.625 143 23 10.3 1/4'-20
1 hp (0.75 kW) — Lever Throttle

SAS10A122-20 12,000 2.15 0.98 7.5 190 30 14 1/4'-20
SAS10A152-20 15,000 2.15 0.98 7.5 190 30 14 1/4'-20
SAS10A182-20 18,000 2.15 0.98 7.5 190 30 14 1/4'-20
SAS10A324 3200 2.8 1.3 9.25 235 35 17 3/8"-24
General:

Air Inlet Size: 1/4" NPT e Recommended Hose Size: 3/8" (10 mm) e Performance rated @ 90 psig (6.2 bar) air pressure

Standard Equipment:

Parts List ® Safety and Instruction Manual e Support Handle (1 hp Models)  Spindle Wrenches, 300 Series Collet, 1/4"-20 Threaded Arbor
Accessories:

Sander Accessories, see pages 60 — 62

Sioux Swivel

1338-25 1/4" non-regulated air swivel connector with safety pin
1338-38 3/8" non-regulated air swivel connector with safety pin
1338-50 1/2" non-regulated air swivel connector with safety pin 1338-25
1338FC-25 1/4" regulated air swivel connector with safety pin
Allows the air

hose to rotate
360° on 2 axes.

1338FC-25

@ @ ®A SAFETY PRECAUTION: Read and follow all safety and operating instructions.
WARNING: Face & eye protection must be worn while operating power tools, per ANSI B186.1
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RIGHT ANGLE SANDERS

SAS10AX125

SAS10S125

Performance: Features:
Power: 1 hp (0.75 kW) Governed & Non-Governed
Speed: 6000 rpm — 12,000 rpm Lockoff Lever Throttle

Rear Exhaust on SAS Series

Right Angle Sanders

/
Model Number Under Load
L om | n [ mm | b | kg [ in | om | om [ vs |

1 hp (0.75 kW) — Lockoff Lever Throttle — Rear Exhaust

SAS10S125 12,000 5 125 3.5 1.6 8.3 210 N/A N/A 35 17 5/8"-11
SAS10A125 12,000 5 125 2.2 1 7.75 134 N/A N/A 35 17 5/8"-11
SAS10AX125 12,000 5 125 3.2 1.45 11.25 285 N/A N/A 35 17 5/8"-11
1 hp (0.75 kW) — Governed Speed Control — Lockoff Lever Throttle

1287L" 6000 7 175 59 2.7 11.3 287 35 17 18 8 5/8"-11
"Not CE certified.

General:

Air Inlet Size: 1/4" NPT e Recommended Hose Size: 3/8" (10 mm) ® Performance rated @ 90 psig (6.2 bar) air pressure
Standard Equipment:

Parts List e Safety and Instruction Manual ® Support Handle e Spindle Wrenches e Backing Pad & Nut

Accessories:

Sander Accessories, see pages 60 — 62

VERTICAL SANDERS

VS20AL-727
Performance: Features:
Power: 1 hp (0.75 kW) — 2 hp (1.5 kW)  Governed & Non-Governed
Speed: 6000 rpm — 7200 rpm Lever & Thumb Throttle
Side Exhaust
Vertical Sanders Overspeed Shutoff Protection (V Series)

. Air Consumption Air Consumption
Free Speed Pad Diameter Length
Model Number P -m Under Load Free Speed Spindle Thread
[ om [ in | om [ b | ke [ in |l om | cm [ s | cm | Us |

1 hp (0.75 kW) — Thumb Throttle

1290 5000 7 175 4.1 1.9 7.2 183 30 14 38 18 5/8"11
1 hp (0.75 kW) — Lever Throttle

1290L 6000 7 175 4.1 1.9 7.2 183 30 14 38 18 5/8"11
2 hp (1.5 kW) Class Vertical Sanders — Governed Speed Control — Lockoff Lever Throttle

VS20AL-609 6000 9 230 7.4 3.3 5.5 145 75 35 26 12 5/8"11
VS20AL-727 7200 7 175 7.4 3.3 5.5 145 75 35 26 12 5/8"-11
General:

Air Inlet Size: 1/4" NPT e Recommended Hose Size: 3/8" (10 mm) e Performance rated @ 90 psig (6.2 bar) air pressure
Standard Equipment:

Parts List @ Safety and Instruction Manual e Spindle Wrenches ¢ Backing Pad & Nut

Accessories:

Sander Accessories, see pages 60 — 62

@ @ ® A SAFETY PRECAUTION: Read and follow all safety and operating instructions.
WARNING: Face & eye protection must be worn while operating power tools, per ANSI B186.1




