SPECIALTY | SIOUX TOOLS INDUSTRIAL CATALOG
CLINCH NUT TOOLS
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SCN7R420 (1::: 'm)
1.8" Dia.
(45 mm)
Performance: Features:
Torque: 60 in. Ib (6.5 Nm) — 400 in. Ib (45 Nm) Reversible
Speed: 300 rpm - 2500 rpm Pistol Grip

For ordering complete tools select the appropriate power unit from the power unit table below, then select required thread size from
Clinch Nut or Stud Head Unit tables. Combine part numbers for complete tool e.g. 700 rpm + 1/4-20 serrated nose = SCN7R420.

1 hp (0.75 kW) Clinch Nut Power Unit

Free Speed Maximum Torque Weight “A" Dimension Side To Center W EPI Ty e
Model Number Consumptlon

Pistol Grip — Rapid Reverse — Power Unit Only Specifications

SCN3R 300 400 45.2 3.2 1.5 11 279 0.9 20 30 14
SCN5R 500 325 36.7 3.2 1.5 11 279 0.9 20 30 14
SCN7R 700 220 24.8 3.2 1.5 11 279 0.9 20 30 14
SCN12R 1200 145 16.4 3.2 1.5 11 279 0.9 20 30 14
SCN20R 2000 80 9 2.8 1.3 10 254 0.9 20 30 14
SCN25R 2500 60 6.5 2.8 1.3 10 254 0.9 20 30 14
General:

Alir Inlet Size: 1/4" NPT e Recommended Hose Size: 3/8" (10 mm) e Performance rated @ 90 psig (6.2 bar) air pressure
Standard Equipment:

Parts List ® Safety and Instruction Manual ® Comfort Grip

Accessories:

Clinch Nut Accessories, see pages 81 - 82

Front End Attachments

Clinch Nut a Clinch st NSRS

Order Number Suffix Order Number Suffix
Thread Size Thread Size
Serrated Nose Smooth Nose Serrated Nose Smooth Nose

#4-40 440 4408 #4-40 440F 440SF
M3 x 0.5 M305 M305S M3 x 0.5 M305F M305SF
#6-32 632 6325 #6-32 632F 632SF
#8-32 832 832S #8-32 832F 832SF
M4 x 0.7 M407 M407S M4 x 0.7 M407F M407SF
#10-24 1024 1024S #10-24 1024F 1024SF
#10-32 1032 10328 #10-32 1032F 1032SF
M5 x 0.8 M508 M508S M5 x 0.8 M508F M508SF
1/4-20 420 4208 1/4-20 420F 420SF
M6 x 1.0 M610 M610S M6 x 1.0 M610F M610SF
5/16-18 518 5188 5/16-18 518F 518SF
M8 x 1.25 M8125 M8125S M8 x 1.25 M8125F M8125SF
3/8-16 616 6165 3/8-16 616F 616SF
M10 x 1.5 M1015 M1015S M10 x 1.5 M1015F M1015SF

Head unit assemblies can be ordered separately by adding the prefix SCN to the above part number (example 1/4-20 serrated nose = SCN-420).

@ @ ® A SAFETY PRECAUTION: Read and follow all safety and operating instructions.
WARNING: Face & eye protection must be worn while operating power tools, per ANSI B186.1




