PULLERS & INDUSTRIAL

W
=
[TT]
—
—
=
[

HYDRAULICS

JILLLA
WILLIAMS,
TWO JAW PRESSURE-SCREW PULLERS

2 to 20 Ton Capacity

Capacity Maximum Reach  Inside Spread Outside Spread Pressure Screw Size  Jaw Thickness Jaw Width
Product Code (Tons) (Inches) (Inches (Inches) (Inches) (Inches) (Inches)
87001 2 2'h 3 3 Hax5'he e s
87002 2 ' 3% 4 Haxh e e ¥
87005 ] 3 3 4!z fex 67 fa 3
87008 10 5'/ 7'k a8'): Iy 83 'y Yifyg
87009 10 8a 8 10 Yax12'/e 'fa g
87012 10 15 " 13%: Hax 18%)ss 3 |
87014 20 9z 10 12 1x15 s 1
87015 20 14% 13 16 1%19 Ril] 14
Features

Made in US.A,

+ Convertible from external to internal pull - each item makes 2 pullers,
Self-locking jaws hold puller in place for one-hand operation.
Interchangeable parts allow tremendous variety of applications,
Jaws are forged for maximum strength and durability,

All pullers are easily assembled without the use of other tools.
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Curved anvil heads on the pressure screw allow use of hammer to “shock” frozen gears and pulleys.
Pullers are compatible with slide hammer sets 87016, 87017, and 87018, simply match the correct pressure screw size.
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WILLIAMS
THREE JAW PRESSURE-SCREW PULLERS
2-1/2 to 12-1/2 Ton Capacity

Outside  Pressure
Capacity ~ Maximum Reach  Inside Spread  Spread  Screw Size  Jaw Thickness  Jaw Width
Product Coda (Tons) (Inches) (Inches) (Inches)  (Inches) (Inches) {Inches)
87003 2'h 2'h ' 3 Hex5' g %
87004 2'h 3 3 4 HanB'ha g %
87006 6 6 8 NR Hex 6 e s
87007 1'h 3 3 4 ex 67 s s
87010 12'4 5'h 'h 8% x99 'fa s
87011 12 8 8 10 Yax12'/s a s
87013 12' 15 1'h 13%  ax18%ha a 1
Features
Made in US.A.

* NR = Not Recommended, Designed as an inside pull only,

# Convertible from external to internal pull - all except 87006 make 2 pullers.
Self-locking jaws hold puller in place for one-hand aperation.
Interchangeable parts allow tremendous variety of applications.

Jaws are forged for maximum strength and durability.

All pullers are easily assembled without the use of other tools.
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Curved anvil heads on the pressure screw allow use of hammer to “shock” frozen gears and pulleys.
Pullers are compatible with slide hammer sets 87016, 87017, and 87018, simply match the correct pressure screw size,
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WlLLIAMS
r\@
COMBINATION 2 / 3 JAW PRESSURE-SCREW PULLERS
20 Ton Capacity
Pressure

Capacity Maximum Reach  Inside Spread ~ Outside Spread Screw Size Jaw Thickness Jaw Width
Product Code ons) (Inches) {Inches) (Inches) (Inches) (Inches) (Inches)
87045 20 8'% 10 12 1x15 s 14
Features A
¢ Similar in appearance to 3-jaw puller, with unique design that enables use as a 2-jaw or 3-jaw puller. Medan L3

* Includes 3 jaws.
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HYDRAULICS

ILLLA

2 JAW HYDRAULIC PULLERS
Capacity Number ~ Maximum Reach Inside Spread Qutside Spread Pressure Screw Size  Jaw Thickness  Jaw Width
Product Code  Description (Tons) of Jaws (Inches) (Inches! (Inches) (Inches) (Inches) (Inches)
87046 6Ton, 2 Jaw ] 2 3 3'h 4'f 1'5% 20 ' s 34
87047 10 Ton, 2 Jaw 10 2 B3 8 107 Han 16l i 15
87048 10 Ton, 2 Jaw 10 2 15 ' 135 Hax 237, s 1
Made in U.S.A,
WILLIAMS
’_‘\;ﬂ

COMBINATION 2/3 JAW HYDRAULIC PULLERS

Capacity Number ~ Maximum Reach Inside Spread Outside Spread Pressure Screw Size  Jaw Thickness  Jaw Width
Product Code  Description (Tons) of Jaws (Inches) (Inches) (Inches) (Inches) (Inches) (Inches)
87049 20 Ton, 2/3 Jaw 20 213 9% NR 13 152202 s 11
87050 20 Ton, 2/3 Jaw 20 2/3 14 NR 15 15220 Wit 1Ye
87052 20 Ton, 2/3 Jaw 2 213 19 NR 20 1'ax20'2 1'% 1
87054 50 Ton, 2 Jaw 50 213 28 NR 44 1530 17 2
MR = Mot Recommended, Designed as an outside puller only.
Features Made U .,

¢ |deal for the most rugged industrial applications.
¢ Hydraulic power increases versatility of the puller.
¢ Reduces effort and increases pulling safety.

87050
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ILLEA
\ILLIAMS,
TIGHT-GRIP STUD REMOVER / INSTALLER SET

Remove and Install Coarse and Fine Thread Studs from

: 1/4" through 5/8" Diameter
Product Code Description
87032 15 Piece Stud Remover / Installer Set
Contents Include:
Product Code Description Stud Size (Inches)
87035 Stud Remover / Installer Housing
(:\. 87055 Collet '/:-20 4. 20
- 87056 Collet '/:-28 4. 28
87057 Collet ¥/1:+18 15+ 18
87058 Collet /1224 515 24
87059 Collet */s-16 g~ 16
87060 Collet */s-24 o- 24
F 87061 Collet 7/1=-14 The- 14
. 87062 Collet 7/1=-20 T+ 20
87063 Collet '/-13 f2-13
87064 Collet '/2-20 -2
B7065 Collet %112 81512
87066 Collet /=18 Yise1B
87067 Collet (511 Hae 1
87032 87068 Collst */s-18 5g- 18
Features
* Remove studs without damaging the threads. Made in US.A

+ Colletis placed in housing and threaded over stud, Draw bolt is then
used to clamp tool onto stud for secure removal or installation,

* Studs may be reused.

* |deal for working in confined areas.

v Works even if only a few threads are exposed.

clamp tool onto nipple for secure removal or installation.
* Nipples and other lengths of pipe may be reused.
+ Essential when working with decorative brass, bronze, and stainless piping,
¢ |deal for working in confined areas.

LI
WILLAVS,

TIGHT-GRIP PIPE NIPPLE REMOVER & INSTALLER KITS &
Remove and Install Pipe Nipples Without Thread Damage =
! Product Code Description ™
e 87025 Pipe Nipple Remover / Installer Kit for /6", /4", and a
95" NPT Pipe Nipples e
87025 Includes: =
87025 87035 Stud Remover / Installer Housing ac
87036 Collet, /" NPT wn W\
87037 Collet, '/«" NPT ;
87038 Collet, ¥/s" NPT ;.
F

Product Code Description i

87026 Pipe Nipple Remover / Installer Kit for '72" and 314" NPT Pipe Nipples

87026 Includes: W
87039 Stud Remover / Installer Housing E
’ 87040 Collet, '/2* NPT =
87041 Collat, 35" NPT go
87026 =
Product Code Description =
87027 Pipe Nipple Remover / Installer Kit for 1" and 1!/4" NPT Pipe Nipples =
m
87027 Includes: =
87042 Stud Remover / Installer Housing m
87043 Collet, 1* NPT =
87044 Collet, 1'/e" NPT 2
Features o]
* Remove pipe nipples and other lengths of pipe without damaging pipe threads. Madeinus.a, -
87027 ¢ Collet is placed in housing and threaded over pipe. Draw bolt is then used to =
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HYDRAULICS

ILL1LA
INDIVIDUAL TIGHT-GRIP STUD REMOVER / INSTALLERS

Description Size Uses Housing Number
Product Code (Stud Size) (Inches) {Below)
B7055 Collet '/-20 420 87035
87056 Collet '/=28 '/1-28 87035
87057 Collet /1z-18 §15-18 87035
87058 Collet */1-24 5-16- 24 87035
B7059 Collet */=-16 s~ 16 87035
7060 Collet */3-24 p-24 87035
B7061 Collet /1214 e 14 87035
B7062 Coflet /1520 e 20 87035
B7063 Collet /13 'f2-13 87035
B7064 Collet /220 'y 20 87035
B7065 Collet */12+12 fhe - 12 87035
B7066 Collet */1:-18 s -18 87035
B7067 Collet */=11 Sfa- 11 87035
B7068 Collet */=18 5a-18 87035
87069 Collet /=10 s-10 87039
87070 Collet "/z-9 y-9 87039
7071 Collet 1-8 1-8 87039
WILLIAMS ~
INDIVIDUAL TIGHT-GRIP PIPE NIPPLE REMOVER / INSTALLERS
Description Size Uses Housing Number
Product Code (Stud Size) (Inches) (Below)
B7036 Collet '/s NPT /s NPT 87035
E7037 Collet '/ NPT "4 NPT 87035
§7038 Collet */s NPT Ha NPT 87035
7040 Collet '/2 NPT "2 NPT 87039
87041 Callet 3/« NPT HiNPT 87039
87043 Collet 1 NPT 1 NPT 87042
E7044 Collet 1'/+ NPT 1'/s NPT 87042
87035
WILLIAMS
HOUSINGS
Product Code Description
B7035 Use with collets abave for stud sizes '/s" through 3/s" and pipe nipple sizes '/s" through */s" NPT
B7039 Use with collets ahove for stud sizes %/« through 1" and pipe nipple sizes '/2" and */" NPT
87042 Use with collets above for pipe nipple sizes 1" and 1 '/s" NPT
Features

* The most ingenious stud and pipe nipple pullers available. Unique two-piece system can be used
to remove stubborn studs and nipples, as well as install new ones without damaging the threads,
Tapered collets thread onto stud, even if only a few threads are exposed. Tightening the housing
balt draws the collet into the housing and clamps the collet onto the stud. Doesn't damage
threads. Larger sizes are available as a special order.

NOTE: Avoid bottoming or shouldering studs to avoid shearing or damaging stud or workpiece.

ClelS
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LIA
PULLING PLATE
Product Code Description
87031 Pulling Plate
Features

* |deal where there is no gripping surface for the puller alone,

+ Plate is attached to item being pulled - with puller clamped behind the plate.
* Plate allows pulling action where space does not allow for puller accessories.
L]

Includes 4 each of the following screws: '/s - 20 x /" and /- 28 x 1",
Plate diameter is 3 °/s",

WILLIAMS
r-\m
-— Product Code Description
CG10F Crosshar for 6 - 7 /2 ton slide hammer puller screws
CGI0F
Features
¢ |deal for turning the slide hammer screws.
* Fits 87017 Slide Hammer set,
\WILLIAMS
f\‘&
Product Code Description
87028 Screw point for 6 and 7 '/z ton pullers
87029 Screw point for 10 and 12 '/z ton pullers
87030 Screw point for 20 ton pullers
-
87030 87029 87028 Features =
¢+ Match screw point to puller capacity. ﬁ
=
WILLIAMS =3
r—.\ 5 =
22
PULLER REPLACEMENT PARTS 0
c=
2 Ton & 2-1/2 Ton Puller Group g g
Product Capacity  2Jaw  3Jaw  Std Pres. Slide: Skide 2Jaw 3Jaw Adjusting  Standard  Long w ﬂ
Code Product Description Mons)  Yoke Yoke Screw Screw  Hammer Lok Plate Lock Plate  Spring Mut Jaw Jaw .
87001 2TON, 2 JAW PULLER ] CG240-2 CG240-1  CG240.8  CG2409  CG240-5 CG240-6 CG240-7  CG240-3 =
B7002 2TON, 2 JAW PULLER ] CG240-2 CGM0-11  CG2408 CG2409  CG2405 CG2406  CG240-7 CG240-10 E
87003 2'/2TON, 3 JAW PULLER 2 CG32 CG24-1 CGM08  CG409 CGM35 CGM06 CG40.7  CG240-3
87004 2'/2TON, 3 JAW PULLER 22 CG243.2 CG240-11  CG2408  CG240-9 CGM3-5 CG240-6  CG240-7 CG240-10
6 Ton & 7-1/2 Ton Puller Group
Product Capacity  2-Jaw  3Jaw  Std. Pres.  Slide Slide 2-Jaw 3eJaw Adjusting  Standard  Long (=]
Code Product Description Tons)  Yoke Yoke Screw Screw  Hammer Lock Plate Lock Plate  Spring Nut Jaw Jaw o
87005 GTON, 2 JAW PULLER ] CG250-2 CG230-1A4 CG250-8A CG250-8  CG230-5 CG230-6 CG250-7  CG250-3 =
87006 GTON, 3JAW PULLER 6 CG253-2 CG2S0-1A CG230-8A CG250-9 CG250-5  GG250-6  CG250-7 CG2s0-10 o
87007 7'/2TON, 3 JAW PULLER 7' CG253-2 CG250-1A  CG250-8A  CG25049 CG250-5 CG250-6  CG250-7  CG250-3 g
10 Ton & 12-1/2 Ton Puller Group =
Product Capacity  2-Jaw  3Jaw  Std Pres.  Slide Slide 2-Jaw 3-daw Adjusting Standard  Long Extension  Special —
Code Product Description Mong) Yok Yoke Serew Screw  Hammer Lock Plate Lock Plate  Spring Nut Jaw Jaw  Piece-8 14 Jaw w
87008 10 TON, 2 JAW PULLER 10 CG270-2 CG270-1A  CG270-8A  CGBG-2  CG270-5 CG270-6  CG270-7  CGR70-3
87009 10TON, 2 JAW PULLER 10 CG2mo-2 CGZ70-11A  CG270-8A  CGBG-2  CG2705 CG270-6  CG270-7 CG270-10  CG270-13
87012 10TON, 2JAW PULLER 10 CG270-2 CGZ70-11A  CG270-8A  CGB6-2  CG270-5 CG270-6  CG270-7 CG270-12  CG270-13
B7010 121/2TON, 3 JAW PULLER 12' CG273-2 CG270-11A CG270-8A  CGig-2 CG273-5 CG2706 CG270-7  CG270-3 CG270-35
8701 1212 TON, 3 JAW PULLER 122 CG2T32 CGIT0-NA CG270-8A  CGBG-2 CG273-5 CG2106 CG270-7 CG270-10  CG270-13  CG270-35
67013 12 1.ITTON, 3 JAW PULLER 12'12 CG273-2 CGZ70-11A CG270-8A  CGHG-2 CG273-5 CG210-6  CG270-7 CG270-12  CG270-13  CG270-35
20 Ton Puller Group
Product Capacity 2-Jaw  3-Jaw  Std. Pres. Slide Slide  2-Jaw Lock 3-Jaw Lock Adjusting  Standard  Long
Code Product Description Mons)  Yoke Yoke Screw Screw  Hammer  Plate Plate Spring Nut Jaw Jaw Plug
87014 20 TON, 2 JAW PULLER 20 G302 CG300-1 CG300-5 CG300-6 CGI00-7 CG300-3
gT015 20 TON, 2 JAW PULLER 20 CG30o-2 CG305-8 CG300-5 CG3006  CG300-7 CG305-9
87045 20 TON, */s JAW PULLER 20 CG4o0-2 CG400-2  CG300- CG400-5  CG400-5  CG400-6  CG400-7  CG300-3 £G34341
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