DRILLS

Performance, Serviceability, Ergonomics and Value...

INDUSTRY LEADER
Light weight aluminum Regarded as the Number 1 choice in the industry, Sioux Tools' pneumatic drills are known around the world for
housing their exceptional engineering and construction. A wide range of configurations, speeds, and options ensure a

perfect match for any application. Through next generation ergonomics and the continued focus on productivity and
operator safety comes the development of the Sioux Tools Signature Series Drill line.

Signature Series Drills are used in applications ranging from manufactured housing and wood working to light
assembly. With free speeds from 300 to 16,000 rpm we have the right drill for any application, for use with any
type of material. The powerful five vane motor makes these drills great for drilling applications that contain
ferrous and non-ferrous metals, wood and composite materials, The Signature Series Drills offer great value with
a 3 planet gear system for increased life and load capacity. The Sioux tools Signature Series Drill line reduces
operator fatigue by offering a low sound level and low vibration selution! Operator comfort is achieved through
the implementation of a light weight aluminum housing and a comfort grip. Drills are available in both reverse and
non-reverse models and are available in pistol grip, straight, Z-handle and D and T-handles, and offer a variety of
chuck and collet size,

INNOVATIVE DESIGN

Our exclusive Z-handle models are often the only drills that will get you into those tough, hard to reach spaces,
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Ergonomic, handle with soft
textured grip

DRILLS

Available in 1 hp and

-6 hp motor and our miniature aircraft angle drills are designed with small, compact 45° and 90° heads and internal threaded
spindles that accept a variety of aircraft precision drill bits.
360" ROTATION
The SDR10S40N360 has a unique 360° rotating head for applications in hard to reach places or difficult angles.
3 planet gear system
for increased life and '|'. " n" DI.ES
load capacity 5 ™ : y :
Our exceptional T-handle drills help reduce stress on the operators back and arms while making short work of any
decking application.
ERGONOMICS
All Sioux Drills offer ergonomic features to provide maximum comfort during operation. Many models include
Teasing throttle, conveniently comfortable insulating grips to reduce cold and vibration. We alse offer optional support handles for most models.
located reverse

Drill Maintenance

o Tipper valve and valve seat is easily accessible for service

o Slip fit of front end plate bearing allows easy service of the air motor without
disturbing the rotor spacing

o Drop in motor, No alignment necessary (applies to non-reversing drills only)
o Rotor pinion is case hardened to resist wear

o Grease zerk makes it easy to grease the gears without disassembly

o Planetary reduction can be serviced without remaving the chuck

o Planet gear pins are slip fit for ease of assembly and disassembly

o o Ring gear is machined into the motor retainer for ease of assembly
]_. W o '| B - o 2 = and disassembly
—- L L
"11 == { / o Interchangeable rotor, cylinder, bearings and end plates.
e —— | \ This reduces the number of spare parts tool cribs need to stack

@ Safety Precaution: Read and fallow all safety and operation instructions.
Warning: Face & eye protection must be worn while operating power tools, per ANSI B186.1,
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ACCESSORIES

Sioux carries an extensive selection of drill accessories, including hole saws and
wire brushes.

See the drill accessory section in this catalog for a comprehensive listing.

DRILL SAFETY

Chips can cause eye injury.
Drilling creates chips. Proper eye protection must be worn at all times by tool user
and bystanders.

Broken drill bits can cause eye injury.
Proper eye protection must be worn at all times by tool user and bystanders.

Sudden and unexpected tool movement can cause injury.
Be sure your body position allows you to have control of the tool at all times. Make
sure your footing is secure,

Tools starting unexpectedly can cause injury.

Always remove tool from air supply and activate trigger to bleed air line hefore
making any adjustments, changing accessories, or doing any maintenance or service
on the tool.

DRILL PRINCIPLES OF OPERATION

An air motor and reduction gearing are used to drive a spindle/drill chuck, which holds
accessorigs for drilling, reaming, tapping, and hole sawing, Motor size (horsepower),
gear ratio, handle style and drive spindle determine the type of tool needed to handle

DRILL USES

Pneumatic drills may first be thought of for drilling holes in wood, metal, or plastic.
Drills are used in a wide variety of applications. Each of these applications require
the proper tool with the proper horsepower and speed to get the best results. Drilling
- cutting a hole in material using a fluted bit. Reaming - opening up or sizing a
previously drilled hole or aligning offset hales. Tapping - cutting threads in a drilled
hole to accept threaded fasteners.

Continuous-duty production drilling

For initial tap operations and thread chasing
Wire brushing and deburring

Screwdriving

Hole sawing

General Maintenance

CONSIDERATIONS FOR SELECTING DRILLS

What type of material is being drilled?
What size of hole will need to be drilled?
What are your horsepower requirements?
What speed requirements do you have?

an application.

DRILL SPEED GUIDE
Size of Hole to be Drilled
Matsrial Sun‘aFe Ysin Yin $ein Yain Yain ¥in Thain "%in
Ft/Min 1.5 mm 3.0 mm 5.0 6.0 mm 8.0 mm 9.5 mm 11,0 mm 13.0 mm
Recommended Cutting Speed Range (rpm)

Steel Alloy, 300-400 Brinnel 20-30 1250-1800 600-800 400-600 300-450 250-350 200-300 175-250 150-225
Stainless Steel, Cast Iron, Hard 30-40 1800-2500 900-1200 600-800 450600 350-500 300-400 250-350 225-300
Steel Forgings 40-50 2500-3100 1200-1500 800-1000 600.750 500-600 400-500 350-425 300-400
. i) 5060 31009700 15001800 1001200 750900 600-100 500-600 425525 400450
.80-1.20 Carbon
Steel, .40-.50 Carbon 70-80 4300-5000 2100-2500 1400-1600 1000-1200 850-1000 700-800 600-700 500-600
Cast lron, Medium Hard 70-100 4300-6000 2100-3000 1400-2000 1000-1500 B50-1200 700-1000 600-900 500-800
Bronze, High Tensile Strength 70-150 4300-9000 2100-4500 1400-3000 1000-2300 850-1200 700-1530 600-1300 500-1200
Mallgable Iron 80-90 5000-5500 2500-2800 1600-1800 1200-1400 950-1100 800-900 700-800 600-700
Steel, Mild .20-.30 Carbon 80-110 5000-6700 2500-3400 1600-2300 1200-1700 950-1350 800-1150 700-1000 600-850
Cast Iron, Soft Plastic 100-150 6000-9000 3000-4500 2000-3000 1500-2300 1200-1800 1000-1530 900-1300 800-1200
Aluminum, Brass, Bronze 200-300 12,000-18,000  6000-9000 4000-6000 3000-4500 2400-3700 2000-3000 1700-2600 1500-2300
Magnesium 250-400  15500-25,000  7500-12,000 5000-8200 38006100 3000-4900 2500-4000 2200-3500 1900-3000
Fiberglass, Wood 300-400  18,000-25000 9000-12000  6000-8200 4600-6100 3700-4900 3000-4000 2600-3500 2300-3000

Actual drilling or cutting RPM will be approximately 80% of rated spindle speed of tool. Surface Feet Per Minute = .26 x RPM x Drill Diameter in Inches.
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PERFORMANCE: FEATURES:

ﬁ Power: 0.33 hp (0.25 kW) - 1 hp (0.75 kW) Reversible and Non-Reversible

(=] Speed Range: 360 rpm = 21,000 rpm Trigger Start SDR10P26NK3

E Chuck Capacity: 1/4" (6 mm) = 1/2" (13 mm) Rotatable Exhaust (0.33 hp models)

o Rubber Grip

—  PISTOL GRIP DRILLS Ce

a odel o Chuck Capacity S';’:: . Weight Length Side To Center gar’g’::l;‘h‘:‘; SoundLevel  Spindle

in mm rpm Ib kg in mm in mm cfm Ifs 4BA Tas

0.33 hp (0.25 kW) - Non-reversible
1410 Y 6 2600 13 0.60 63 160 0.6 15 12 B 75 3'-24

(7, DR1412 fa 6 3600 1.3 0.60 6.3 160 0.6 15 12 6 75 fi'-24

: DR1414 Ya 6 4300 13 0.60 6.3 160 0.6 15 12 6 75 3'-24

E DR1416 Ya [ 6000 13 0.60 63 160 06 15 12 8 75 .24

2 1 hp (0.75 kW) - Non-reversible

= SDR10P4N3 ¥ 10 400 29 1.30 8 205 08 20 30 14 80 %20

(L] SDR10P4N4 o 13 400 33 1.50 85 215 0.8 20 30 14 80 1420

a‘ SDR10PTN3 ¥ 10 700 29 1.30 8 205 0.8 20 30 14 80 1220

| SDR10PTNG ' 13 700 33 1.50 8.5 215 08 20 30 14 80 %20

2 SDR10P12N3 kil 10 1200 29 1.30 g 205 08 20 30 14 80 20

6 SDR10P12N4 ] 13 1200 33 1.50 85 215 08 20 0 1/4 80 1420

3 SDR10P16N3 ¥ 10 1600 29 1.30 8 205 08 20 0 14 80 1420

— SDR10P16N4 % 13 1600 33 1.30 B35 215 08 20 30 1/4 80 120

g SDR10P26N2 Y 6 2600 23 1.05 65 165 08 20 30 14 80 i'-24
SDR10P26N3 % 10 2600 25 1.10 7 180 08 20 0 14 80 -4
SDR10P26N4 ' 13 2600 29 1.30 15 180 08 20 30 14 80 120
SDR10P40N2 fa 6 4000 23 1.05 6.5 165 0.8 20 0 14 a0 0'-24
SOR10P4ON3 ¥ 10 4000 25 1.10 1 180 08 20 30 14 80 o-24
SDR10P6ON2 Ya [ 6000 23 1.05 6.5 165 08 20 0 14 80 §'-24
SDR1OPEON3 ¥ 10 6000 25 1.10 T 180 08 20 30 4 80 3'-24
SDR10P180N2 fa 6 18000 1.85 0.84 5.5 140 08 20 30 14 80 §'-24
SDR10P210N2 s 6 21000 1.85 0.84 55 140 08 20 30 14 80 3'-24
1 hp (0.75 kW) - Non-reversible With Keyless Chuck
SDR10P4NK4 ' 13 400 31 1.40 18 200 08 20 25 12 80 1420
SDR10PTNK4 % 13 700 £A| 1.40 18 200 08 20 25 12 a0 1420
SDR10P12NK3 ¥ 10 1200 27 1.20 13 185 08 20 25 12 80 3'-24
SDRIOP2GNK3 % 10 2600 23 1.00 63 160 08 2 % 12 80 %4
SDR10P26NK4 " 13 2600 27 1.20 6.6 170 0.8 0 25 12 80 1420
SDR10P4ONK3 % 10 4000 23 1.05 83 210 08 19 0 14 78 %04
SDR10PEONK3 ¥ 10 6000 25 1.10 7 180 0.8 20 30 14 80 3'-24
1 hp (0.75 kW) - Non-reversible
3P1140' % 13 360 5 2.30 89 224 1% % 33 {5 80 120
3P1240' Y 13 650 5 2.30 8.8 224 1V 26 33 15 80 1420
3P1340' ' 13 1000 5 2.30 8.8 224 1 e 2% KX 15 80 420
3P1430' % 10 1400 5 2.30 8.8 224 1 Ve 26 3 15 80 1420
3P1530' ¥ 10 2150 43 2.00 15 180 1Y 26 33 15 80 %20
3P1540' % 13 2150 43 2.00 15 180 1V 26 3 15 80 1220
3P1640' i ] 13 2650 43 2.00 15 180 12 26 KX] 15 80 1420

' Not CE Compliant

General: Air Inlet Size: 1/4" NPT » Recommended Hose Size: 3/8° (10 mm) + Performance rated @ 90 psig (6.2 bar) air pressure
Standard Equipment: Parts List » Safety and Instruction Manual » 3-jaw Chuck and Key * Comfort Grip

Accessories: Drill Accessories, see page 669

@ Safety Precaution: Read and follow all safety and operation instructions.
Warning: Face & eye protection must be wern while operating power tools, per ANSI B186.1.
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@ SDR10P25R3 ‘ ﬂ
SDR10P20RK3

PERFORMANCE: FEATURES: B
Power: 0.20 hp (0.15 KW) - 1 hp (0.75 kW) Reversible and Non-Reversible

Speed Range: 300 rpm - 6000 rpm Trigger Start

Chuck Capacity: 1/4" (6 mm) - 1/2" (13 mm) Rotatable Exhaust (1410 series models) — =

Rubber Grip —_—

. SDR10P20R3RR é
SDRG6P20R3RR g
PISTOL GRIP DRILLS CE =
Model Number Chuck Capacity Sﬁpr::d Weight Length Side To Center gﬁ:m:‘n;lﬁl; Sound Level Spindle Thread E
in mm rpm b kg in mm in mm cfm lls dBLA)
0.20 hp (0.15 kW) - Reversible
1410R ] 6 2000 13 0.60 6.3 160 06 15 10 5 75 24
1412R Y 6 2600 1.3 0.60 6.3 160 06 15 10 5 75 24
0.60 hp (0.45 kW) - Non-Reversible [=]
SDR6P4N3 ] 10 400 27 1.20 13 185 08 20 25 12 80 %20 =
SDR6P4N4 ] 13 400 31 1.40 18 200 08 20 25 12 80 120 F
SDRGPTN3 b1 10 700 27 1.20 73 185 08 20 25 12 80 %20 !'p
SDR6PTN4 % 13 700 3 1.40 18 200 08 20 25 12 80 1%'-20 )
SDR6P12N3 Y 10 1200 7 1.20 13 185 0.8 20 25 12 80 1420 'I._|ﬂ
SDR6P26N2 Y B 2600 21 095 58 145 08 20 25 12 80 W24 (=)
SDRGP26N3 ¥ 10 2600 23 1.00 6.3 160 08 20 25 12 80 324 ;
SDR6P26N4 il 13 2600 7 1.20 6.6 170 08 20 25 12 80 1%2'-20 =
SDR6P40N2 Ya 6 4000 21 095 58 145 08 20 25 12 80 624 -
SOR6P40N3 Y 10 4000 23 1.00 6.3 160 0.8 20 5 12 80 6'-24 g
SDR6P6ON2 Ya 6 6000 21 0.95 58 145 08 20 5 12 80 24 -
SOR6PBON3I b 10 6000 23 1.00 6.3 160 0.8 20 25 12 80 ¥'24 G
0.60 hp (0.45 kW) - Non-Reversible With Keyless Chuck
SDR6P26NK3 % 10 2600 23 1.00 63 160 08 20 2% 12 80 %24
SDR6P4ONK3 % 10 4000 23 1.00 63 160 08 20 % 12 80 .24
SDR6PEONK3 b 10 6000 23 1.00 6.3 160 08 20 25 12 80 W24
1 hp (0,75 kW) - Reversible With Keyless Chuck
SDR10PTRK4 i 13 700 35 1.60 95 241 08 20 30 14 80 1%".20
SDR10P20RK3 % 10 2000 27 1.20 B 203 08 20 30 14 80 .24
1 hp (0.75 kW) - Reversible
SDR10P3R3 % 10 300 31 140 8.6 220 08 20 30 14 80 %520
SDR10P3R4 Y% 13 300 36 1.60 9.1 230 08 20 kit 14 80 1%".20
SDR10P5R3 % 10 500 31 140 8.6 220 08 2 0 14 80 %20
SDR10P5R4 ] 13 500 36 1.60 9.1 230 08 20 30 14 80 1%'-20
SDR10PTR3 % 10 700 31 1.40 8.6 220 08 20 30 14 80 %20
SDR10P7R4 b 13 700 36 1.60 9.1 230 08 20 30 14 80 %20
SDR10P12R3 ) 10 1200 34 1.40 8.6 220 08 20 30 14 80 1%"-20
SDR10P12R4 % 13 1200 36 1.60 9.1 230 08 20 30 14 80 %20
SDR10P20R2 Ve 6 2000 24 1.10 71 180 08 20 30 14 80 24
SDR10P20R3 ¥ 10 2000 26 1.15 16 195 08 20 30 14 80 24
SDR10P20R4 " 13 2000 3 1.35 19 200 08 20 30 14 80 %".20
SDR10P25R2 Ya 6 2500 24 1.10 11 180 08 20 30 14 80 324
SDR10P25R3 % 10 2500 26 1.15 76 195 08 20 30 14 80 24
SDR10P40R2 s 6 4000 24 1.10 11 180 08 20 30 14 80 "-24
SDR10P40R3 % 10 4000 26 1.15 16 195 08 20 30 14 80 24
0.60 hp (0.45 kW) - Rapid Reverse
SDR6P20R3RR % 10 2000 23 1.00 6.3 160 08 20 25 12 80 W24
SOR6P2Z5R3RA Y 10 2500 23 1.00 6.3 160 08 20 25 12 80 124
SDR6P20RK3RR % 10 2000 24 1.25 79 200 08 20 25 12 80 24
SDR6P20RK4RR i 13 2000 27 1.20 8.3 210 08 20 25 12 80 %20
SDR6P25RK3RR b 10 2500 24 1.25 79 200 08 20 25 12 80 W24
SDR6P25RK4RR i 13 2500 7 1.20 8.3 210 08 20 25 12 80 %20
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POWER TOOLS

STRAIGHT DRILLS

DRILLS

§od

1 hp (0.75 kW) - Rapid Reverse

SDR10P20R3AR ¥ 10 2000 26 115 7.6 185 0.8 20 30 14 80 324
SDR10P25R3RR % 10 2500 26 1,15 7.6 185 0.8 20 30 14 80 %24
0.80 hp (0.60 kW) - Reversible

P40 % 13 300 5 230 88 224 1Y 26 kk! 15 81 1420
DR3P2240' % 13 550 5 230 88 224 1 Ve 26 33 15 8 %20
3P2340' % 13 850 5 230 88 224 1 2 n 15 81 %20
""Not CE Compliant

General: Air Inlet Size: 1/4" NPT » Recommended Hose Size: 3/8' (10 mm) » Performance rated @ 90 psig (6.2 bar) air pressure
Standard Equipment: Parts List * Safety and Instruction Manual ¢ 3-jaw Chuck and Key * Comfort Grip

Accessories: Drill Accessories, see page 669

PERFORMANCE: FEATURES:
Power; 0,33 hp (0,25 kW) - 1 hp (0.75 kW) Reversible and Non-Reversible SDR10S26N3
Speed Range: 300 rpm — 21,000 rpm Lever Start
Chuck Capacity: 1/4" (6 mm) - 1/2" (13 mm) Rubber Grip (1420, 1422)
STRAIGHT DRILLS SR10s15RS i Ce
Chuck Capacity o Weight Length Side To Center Mewees fm Sound Level
Model Number Speed Consumption Spindle Thread
in mm rpm Ib kg in mm in mm cfm /s dBA)
0.33 hp (0.25 kW) - Non-reversible
1420 Y 6 2600 1.2 0.54 8 208 0.6 15 12 6 75 W24
DR1422 Y 6 3600 1.2 0.54 8 203 0.6 15 12 6 75 '-24
1 hp (0,75 kW) - Non-reversible
SDR10S4N3 % 10 400 28 1.25 9.3 2368 0.8 20 30 14 8 #'.20
SDR10S4N4 % 13 400 28 1.25 93 236 0.8 20 30 14 T8 '#'20
SDR10S7N3 % 10 700 28 1.25 9.3 236 0.8 20 0 14 78 #-20
SDR10S12N3 % 10 1200 28 1.25 9.3 236 0.8 20 30 14 8 .20
SDR10S16N3 L] 10 1600 28 1.25 93 236 0.8 20 30 14 78 420
SDR10S26N2 Y 6 2600 23 1.05 8.3 m 0.8 20 30 14 8 W24
SDR10S26N3 % 10 2600 23 1.05 8.3 21 0.8 20 30 14 78 W24
SDR10S40N2 Ya 6 4000 23 1.05 8.3 M 0.8 20 30 14 8 24
SDR10S40N3 % 10 4000 23 1.05 83 m 0.8 20 30 14 T8 .24
SDR10SE0N2 s 6 6000 23 1.05 83 m 0.8 20 30 14 78 24
SDR10SE0N3 % 10 6000 23 1.05 83 n 0.8 20 0 14 78 W'-24
SDR10S180N2 Y ] 18,000 1.85 0.84 7.3 185 0.8 20 30 14 8 Y24
SDR10S210N2 W 6 21,000 1.85 0.84 13 185 0.8 20 30 14 78 24
1 hp (0,75 kW) - Reversible
SDR10S3R3 % 10 300 28 1.25 10.8 273 0.8 20 30 14 T8 %20
SDR10S3R4 ' 13 300 3.2 145 1.3 285 0.8 20 30 14 8 #'-20
SDR10S5R3 ¥ 10 500 28 1.25 10.8 273 0.8 20 30 14 T8 '-20
SDR10S5R4 4 13 500 3.2 145 113 285 0.8 20 0 14 T8 A'-20
SDR10S7R3 % 10 700 28 1.25 10.8 273 0.8 20 30 14 78 4'-20
SDR10S7R4 Y 13 700 3.2 145 1.3 285 0.8 20 30 14 78 %'-20
SDR10512R3 ¥ 10 1200 28 1.25 10.8 273 0.8 20 30 14 78 '-20
SDR10S12R4 e 13 1200 3.2 145 1.3 285 0.8 20 30 14 78 '-20
SDR10S20R2 Y 6 2000 2.2 1.00 93 235 0.8 20 30 14 T8 W24
SDR10S20R3 ] 10 2000 2.3 1.05 98 248 0.8 20 30 14 78 '-24
SDR10S20R4 i 10 2000 2.8 1.25 103 260 0.8 20 30 14 78 #'-20
SDR10S25R2 Ya ] 2500 2.2 1.00 9.3 235 0.8 20 0 14 T8 ¥'-24
SDR10525R3 1] 10 2500 23 1.05 98 248 0.8 20 30 14 78 $'-24
SDR10S40R2 Y 6 4000 2.2 1.00 93 235 0.8 20 K] 14 78 Yi'-24
SDR10S40R3 ¥ 10 4000 2.3 1.05 9.8 243 0.8 20 30 14 78 .24

General: Air Inlet Size: 1/4" NPT » Recommended Hose Size: 3/8" ¢ Performance rated @ 90 psig (6.2 bar) air pressure
Standard Equipment: Parts List » Safaty and Instruction Manual * Suspension Bail » 3-jaw Chuck and Key » Comfort Grip

Accessories: Drill Accessories, see page 669
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Safety Precaution: Read and follow all safety and operation instructions.
Warning: Face & eye protection must be worn while operating power toals, per ANSI B186.1.
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PERFORMANCE: FEATURES: =
Power: 0.33 hp (0.25 kW) = 0.75 hp (0.56 kW) Non-Reversible =
Speed Range: 540 rpm - 4000 rpm Lever Start =
45 or 90° Miniature Angle Heads (except SDR10S40N360) E'
180" Adjustable Rotating Head (SDR10S40N360) =
MINIATURE ANGLE DRILLS C€ i
Model Number Free Speed Weight : Length : Side To Center Maximum Air Consumption  Sound Level E
pm Ib kg in mm in mm cfm I/s dBA) m
45’ Angle Head - 0.33 hp (0.25 kW) - 1/4"28 Internal Thread Spindle =)
1AM1441 2200 15 07 10.2 259 0.3 B 12 [ 5 g
1AM1541 2800 15 07 10.2 259 0.3 B 12 6 15 G
1AML1541 (with Lever Lock) 2800 15 07 10.2 259 0.3 8 12 [i] 75
90° Angle Head - 0.33 hp (0.25 kW) - 1/4°-28 Internal Thread Spindle
1AM1451 200 15 07 97 246 0.3 8 12 6 It
TAML1451 (with Lever Lock) 2200 1.5 07 9.7 246 0.3 8 12 6 75
1AM1551 2800 15 07 87 246 0.3 (] 12 6 75
1AML1551 Gwith Lever Lock) 2800 15 Q7 97 246 0.3 B 12 6 %
SDR10AH35 3500 TBD TBD TBD TBD 0.8 20 30 14 TBD
90° Angle Head - 0.33 hp (0.25 kW) - 9/32".40 Internal Thread Spindle
1AM1452 2200 15 07 9.7 246 0.3 8 12 6 5
1AM1552 2800 1.5 07 9.7 246 0.3 B 12 6 75
180" Rotating Head - 0,75 hp (0,56 kW) - Chuck Capacity: #70 thru 1/4"
SDR10S40N360 4000 27 1.3 125 318 0.8 20 30 14 80
Sealant Removal Tool Kit
1AM1141/51K 800 18 0.80 115 292 0.3 B 12 6 75
Includes 1AM 1151 (90° Angle Drill) and 65213 (45" Angle Drill Head Assembly)
1AM11415RK B0O 1.8 0.80 11.5 202 0.3 B 12 6 75
Includes 1AM1141 (45" Angle DrilD
1AM1151SRK 800 1.8 0.80 11.5 292 0.3 8 12 [ 75

Includes 1AM 1151 {90 Angle DrilD

General: Air Inlet Size: 1/4" NPT * Recommended Hose Size: 3/8" (10 mm) » Performance rated @ 90 psig (6.2 bar) air pressure
Standard Equipment: Parts List * Safety and Instruction Manual
Accessories: Drill Accessories, see page 669
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3A2340 385" |
PERFORMANCE: l ;
Power: 0.80 hp (0.60 kW) = 1 hp (0.75 kW)
Speed Range: 300 rpm - 2200 rpm

Chuck Capacity: 1/4" (6 mm) - 1/2" (13 mm)

= FEATURES: )

8 Reversible and Non-Reversible an; | SDR10A20R3

o= Lever Start | ‘

o Heads can be rotated 360°

= Rear or Side Exhaust {

4
RIGHT ANGLE DRILLS CE€

Chuck Capacity Free Weight Length Side To Center Maximum Fir Sound Level .

N Madel Number _ Speed : . Consumption Spindle Thread

j in mm rpm Ib kg in mm in mm cfm Iis dBA)

o 0.80 hp (0.60 kW) - Reversible - Side Exhaust1

(=] JA2140' % 13 300 6.9 310 15.5 394 0.8 18 k4] 16 B 1e"-20

ﬂ 3A2240' i 13 480 6.9 310 155 394 0.8 19 33 16 Gl 1220

= 3A2340' % 13 700 6.9 310 155 394 08 19 3 16 81 420

E 3A2430' ¥ 10 1000 6.3 2.90 154 391 0.8 19 KX} 16 81 A0

; 1 hp (0,75 kW) - Reversible

[T SDR10A3R3 ¥ 10 300 33 1.50 12 305 08 19 30 14 8 324

o SDR10A3R4 " 13 300 37 1.65 12 305 0.8 19 30 14 8 24

ﬁ.fi SDR10AGR3 ¥ 10 600 3.3 1.50 12 305 0.g 18 30 14 T8 Y24

— SDR10AGR4 % 13 600 37 1.65 12 305 0.8 19 30 14 78 " 24

o= SDR10A10R3 k] 10 1000 33 1.50 12 305 0.8 19 30 14 78 %24

=3 SDR10A10R4 % 13 1000 37 1.65 12 305 0.8 19 30 14 8 Sa'24
SDR10A16R2 Ya 6 1600 32 1.40 12 305 0.8 18 30 14 78 3'-24
SDR10A16R3 ¥ 10 1600 33 1.50 12 305 0.8 19 30 14 78 %24
SDR10A20R2 Ya 6 2000 29 1.30 ] 280 08 19 30 14 8 24
SDR10A20R3 % 10 2000 3 1.35 1 280 0.8 19 30 14 78 524
1 hp (0.75 kW) - Non-Reversible
SDR10A4N3 % 10 400 33 1.50 11.2 285 0.8 19 30 14 78 524
SDR10A4N4 i 13 400 37 1.65 1.2 285 0.8 19 30 14 78 524
SDR10A1ONS ¥ 10 1000 33 1.50 1.2 285 0.8 19 30 14 78 %24
SDR10A1ON4 % 13 1000 37 1.85 11.2 285 0.8 19 30 14 78 Su'-24
SDR10AT3N2 Ya [ 1300 32 1.40 1.2 285 0.8 19 30 14 78 %'-24
SDR10A13N3 % 10 1300 33 1.50 1.2 285 0.8 19 30 14 8 24
SDR10A2ZN2 i [ 2200 2.9 1.30 10.2 260 0.8 19 30 14 78 W24
SDR10A22N3 % 10 2200 3 1.35 10.2 260 0.8 19 30 14 78 W24
SDR10A30N2 Y 6 3000 29 1.30 10.2 260 0.8 19 30 14 78 24
1 hp (0,75 kW) - Non-reversible - Side Exhaust'
3A1140 % 13 360 8.5 290 15 384 08 19 B 16 80 120
3A1240' P 13 600 6.5 2.90 15.1 384 0.8 19 33 16 80 120
3JA1530 % 10 1800 6.5 2.90 15.1 384 0.8 19 3 16 B0 'a"20

! Not CE Certified

General: Air Inlet Size: 1/4" NPT » Recommended Hese Size: 3/8° (10 mm) » Performance rated @ 90 psig (6.2 bar) air pressure
Standard Equipment; Parts List * Safety and Instruction Manual » 3-jaw Chuck and Key

Accessories: Drill Accessories, see page 669

@ Safety Precaution: Read and follow all safety and operation instructions.
4 Warning: Face & eye protection must be worn while operating power toals, per ANSIB184.1.

666
ALLIANCE SUPPLIES SDN.BHD. T: +6 06 3338889/ 8887/ 8898 F: +6 063338899 Email: info@alliance-supplies.com




'S

Y Sr ey 232, INDUSTRIAL BRANDS

&

PERFORMANCE: FEATURES:
Power: 1 hp (0.75 kW) Non-Reversible
Speed Range: 375 rpm = 2,000 rpm Trigger Start
Chuck Capacity: 3/8" (10 mm) = 1/2" (13 mm) Side Exhaust
Support Handle Included
Swivel Air Inlet -~
(=]
D-HANDLE DRILLS E
Model Number Chuck Capacity S.;r::d Weight Length Side To Center g::;r;:ti‘;: Sound Level Spindle g
> - T Thread [=]
in mm pm Ib kg in mm in mm cfm Ifs dB&) -
“D" Handle Drill - 1 hp (0.75 kW) - Non-Reversible v
DR1467 % 13 375 6.6 3 134 340 1 25 30 14 76 1%".20
1466 1 13 550 6.6 3 134 340 | 25 30 14 76 1%'-20
1465-1/2 '8 13 1000 6.6 3 134 340 1 25 30 14 76 520
1464 1 13 2000 6.6 3 134 340 | 25 30 14 76 %20
1465 ¥ 10 1000 6.6 3 133 338 | 25 30 14 76 220 g
General: Air Inlet Size: 1/4" NPT » Recommended Hase Size: 3/8" (10 mm) * Performance rated @ 90 psig (6.2 bar) air pressure —
Standard Equipment: Parts List * Safety and Instruction Manual ® 3-jaw Chuck and Key * Swivel Air Inlet E
Accessories: Drill Accessories, see page 669 e
=
o
=
-_
=2
e
=
=
aT1630 =
. 4
-
=
=
PERFORMANCE: FEATURES: SDR10TANA =
Power: 1 hp (0.75 kW) Non-Reversible g
Speed Range: 360 rpm - 4000 rpm Lever Start =
Chuck Capacity: 3/8" (10 mm) - 1/2" (13 mm) Handle Grips —
i
T-HANDLE DRILLS
Chuck Capacity ~ Free Speed Weight Length Side To Center Medium .Mr Sound Level <
Model Number Consumption Spindle Thread
in mm pm Ib kg in mm in mm cim I/s dBA
Signature Series - 1 hp (0.75 kW) - Non-reversible
SDR10T4N4 bl 13 400 6.3 29 36 914 0.85 21.6 3 17 80 120
SDRIOTTNG i 13 700 6.3 29 36 914 0.85 21.6 35 17 80 20
SDR10T12N4 ] 13 1200 6.3 29 36 a14 0.85 21.6 35 17 0 120
SDR10T16NS i 13 1600 6.3 29 36 914 0.85 21.6 35 17 80 1"20
SDR10T26N3 % 10 2600 5.6 25 36 914 0.85 21.6 35 17 80 ¥-24
SDR10T26N4 % 13 2600 5.9 a7 36 914 0.85 2.6 35 17 g0 20
SDR10T40N3 k(] 10 4000 5.6 25 36 914 0.85 21.6 35 17 80 20
3 - Series - 1 hp (0.75 kW) - Non-reversible
371140 v 13 360 76 35 kL3 889 1 25 35 17 80 120
371340 % 13 1000 1.6 35 35 889 1 25 35 17 80 1%".20
ar1530 % 10 2150 1.3 33 35 889 1 25 35 17 80 20
311630 k] 10 2650 13 33 35 889 1 25 35 17 80 %20
371640 % 13 2650 14 3.4 35 889 1 25 35 17 80 1%"-20

General: Air Inlet Size: 1/4' NPT # Recommended Hose Size: 3/8" (10 mm) ¢ Performance rated @ 90 psig (6.2 bar) air pressure
Standard Equipment: Parts List * Safety and Instruction Manual ® 3-jaw Chuck and Key * Comfort Grip
Accessories: Drill Accessories, see page 19
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POWER TOOLS

PERFORMANCE: FEATURES:
Power: 0.33 hp (0.25 kW) - 0.50 hp (0.37 kW) Reversible and Non-Reversible
Speed Range: 1000 rpm = 2200 rpm Lever Start
Chuck Capacity: 1/4' (6 mm) - 3/8" (10 mm) Rear Exhaust
Suspension Bail
«»  Z-HANDLE DRILLS C€
= , Free . i Maximum Air
g Model Number Chuck Capacity Speed Weight Length Side To Center Conssmpion Sound Level Spindle Thread
:'.l in mm pm Ib kg in mm in mm cfm I/s dBA
=] Non-reversible - 0.50 hp (0.37 kW)
E 251310 e 6 2200 26 1.2 35 89 1 25 18 g 5 24
= 251330 % 10 2200 27 1.2 38 97 1 25 18 g 5 %24
~N Reversible - 0.33 hp (0.25 kW)
w 282110 s 6 1000 26 1.2 35 89 1 25 16 8 75 %24
= 252130 ¥ 10 1000 27 1.2 3.8 97 1 25 16 8 75 %24
e 252230 ] 10 1600 27 1.2 38 97 1 25 16 g 5 24
e 252310 s 6 2200 26 1.2 35 89 1 %5 16 8 75 $'-24
252330 % 10 2200 21 12 38 97 1 25 16 g 75 %24

General: Air Inlet Size: 1/4' NPT » Recommended Hase Size: 3/8" (10 mm) * Performance rated @ 90 psig (6.2 bar) air pressure
Standard Equipment: Parts List * Safety and Instruction Manual * 3-jaw Chuck and Key * Suspension Bail
Accessories: Drill Accessories, see page 669

: @ Safety Precaution: Read and follow all safety and operation instructions,
i Warning: Face & eye protection must be worn while operating power tools, per ANSI B186.1.
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DRILL CHUCKS & KEYS QUICK CHANGE CHUCK
Adapts arbor with 1/2'-20 thread to hole saw with 5/8"-18 thread Part No 2352
’ Adapts 3/8".24 threaded spindles to

1/4° hex quick change
Non-Reversing Only g
SR CUTTERS =
210198 g
q
(=
=
-
wv
21085 69005 69006 SR40 SR83
Sioux Part Number Description
SR40 #3 (0,40 SR Cutter
SR83 #8 (0.83' SR Cutter

Sold in case of 40

21133 9
21132 SUPPORT HANDLE
J'/ Part No 23558
For use on ES, 2L, 3P series drills
21137
Chuck

Key PatNo  Key Holder No

S3140SS1IIV T114d

Chuck Capacity ~ Thread Size

Part No
0- W W 20077 30000 SIGNATURE SERIES SUPPORT HANDLE
0-w 324 210198 30000 Part No SPSDR-14A
0-%' 1420 21002 30011 14273 For use on Signature Series Drills p
0-%" %24 21085 30231 14273
0-%" 304 59005 Part No 77067A
o 4 Heavy Duty Support Handle
?;i; :ﬁi g??g? 30002 Iorag?;nah?re Szﬂes Drills
"= 3" ¥'-24 21133 30002 14273
S - 18" %"-24 2132 30429
- 18" 14'-20 pARKT 30011 14273
'Keyless Chuck * Keyed chucks include key COMFORT GRIPS

For use on 1SM & 15T series drills

For use on 10M & 10T series drills .

For use on Signature series drills

SDREPNBOOT / SDR10PNBOOT

66T?4
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