
Load up to 350 sheets of paper for any heavy print job, eliminating the need to reload paper frequently. The small 
see-through window at the front allows you to check if the cassette is running out of paper.

With the new black pigment ink, the new G-series printers deliver laser-like print quality that has sharp and crisp 
black text. The G6070 and G5070 also print vibrant borderless photo up to A4 size.

THE NEW PIXMA G6070,
G5070 AND GM2070

HANDLE HIGH VOLUME PRINTING AT A BREEZE

The new PIXMA G6070, G5070 and GM2070 deliver high page yield at an incredibly low cost for exceptional 
productivity. Now with the PIXMA GM2070, you can print black-and-white document that is economical for 
your printing budget.

The new ink bottle automatically stops filling when the ink reaches the designated level. Together with 
the tank cap that is designed to open and close tightly and effortlessly, the entire ink filling process is 
fast, clean and splatter-free.

Up to 8,300 B/W pages and
7,700 colour pages 

www.facebook.com/CanonPIXMA

2-Line LCD

4800 x 1200 dpi 600 x 1200 dpi

4 1 bottle (PGBK)
Option: Colour cartridge

Approx. 13.0 ipm/6.8 ipm

approx. 45 sec NA

Up to A4

A4/A5/B5/Letter= 250 (Cassette) / 100 (Rear Tray)

SPECIFICATIONS
Maximum Printing Resolution*¹

Number of Ink Bottles

Borderless Printing*³

Flatbed & CIS
(Contact Image Sensor) NAScanner Type/Scanning Method

Standard Paper Input Plain Paper
(Sheets)
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T
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AN
*⁴

Print
Speed*²

Document:
B&W/Colour ESAT/Simplex

Photo (4x6") PP-201/
Borderless

A4/Letter (216x297 mm)
NA
NA

1200 x 2400 dpi
Maximum Document Size
Optical Resolution*⁵

Copy
Speed*6

Document:
ColourC

O
PY NA20 secsFCOT/Simplex

5.1 ipm NAsESAT/Simplex

150 –1,500 pagesRecommended Monthly Print Volume

Windows 10 / 8.1 / 7 SP1
(operation can only be guaranteed on a PC with a pre-installed Windows 7 or later)

Mac OS X 10.10.5 ~ OS X 10.11, Mac OS 10.12 ~ 10.14 NA

NA

NA

Operation Panel Display

Standard

Economy*11 

NA

Max. 99 pagesMultiple Copy Black/Colour NA

(Please visit https://asia.canon 
to confirm OS compatibility and to 

download the latest driver)
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Wireless LAN IEEE 802.11 b/g/n, 100 Base-TX/10 Base-T, USB 2.0 Hi-SpeedInterface

Auto Document
Feeder (ADF)

Paper Handling
(A4 Plain Paper)

Canon PRINT Inkjet/SELPHY,
Easy-PhotoPrint Editor, Message in Print

Canon PRINT 
Inkjet/SELPHY                        

Mobile Printing Applications

Other Connectivity Features
Mopria® Certified, Canon Print Service,

AirPrint™, Google Cloud Print™, PIXMA Cloud Link, 
Wireless Direct

Canon Print Service, 
PIXMA Cloud Link, 

Wireless Direct

Weight (approx.)

Plain Paper A4 (ISO/IEC
24712 test file)*9

Photo Paper A4
(ISO/IEC 29103, PP-201, 4x6" test file)*9

15W 
(0.8W Standby)

21W
(0.8W Standby) 

13W
(0.8W Standby) 

Dimensions (W x D x H) (approx.) 403x369x166 mm
8.1 kg 6.5 kg 6.0 kg

Optional:
CL-741: 180

CL-741XL: 400

GI-70 PGBK: 6,000 pages

GI-70 PGBK: NA*10

GI-70 C/M/Y: 2,200 pages

Power Consumption (approx.)
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403x369x195 mm 

G6070 (NEW) G5070 (NEW) GM2070 (NEW)

Specifications are subject to change without notice.
*1 Ink droplets can be placed with a pitch of 1/4800 or 1/600 inch at minimum.
*2 Document print speeds are the averages of ESAT in Office Category Test for the default simplex mode, ISO/IEC 24734. 
 Photo print speed is based on the default setting using ISO/JIS-SCID N2 on Photo Paper Plus Glossy II and does not take into 
 account data processing time on host computer. Print speed may vary depending on system configuration, interface, software, 
 document complexity, print mode, page coverage, type of paper used etc.
*3 Paper types NOT supported for borderless printing are as follows: Envelope, High Resolution Paper, T-Shirt Transfer, 
 Photo Stickers.
*4 TWAIN driver （ScanGear） is based on the TWAIN specification V1.9 and requires the Data Source Manager 
 comes with the operating system.
*5 Optical resolution is a measure of maximum hardware sampling resolution, based on ISO 14473 standard.
*6 Copy speeds are the average of sFCOT and sESAT, ISO/IEC 29183. Copy speed may vary depending on document complexity, 
 copy mode, page coverage, type of paper used etc. and does not take into account warm up time.
*7 Black & white document fax transmission speed is based on default setting using ITU-T No.1 chart. Colour document fax 
 transmission speed is based on default setting using Canon Color Fax Test Sheet. Actual transmission speed may vary 
 depending on document complexity, fax settings at receiving end, and line conditions etc.
*8 Page count is based on ITU-T No.1 chart or Canon FAX Standard Chart No.1.
*9 Declared yield value in accordance with ISO/IEC 24711 (for A4 size) using ISO/IEC 24712 test file and ISO/IEC 29102 (for 4x6" 
 size) using ISO/IEC29103 test file. Values obtained by continuous printing.
*10 Black ink is not used when printing under this condition. However, a minimal amount of black ink is used for maintenance  
 purpose.
*11 The economy mode reduces the black ink consumption by lowering the density, 38% more pages than the standard mode can 
 be printed.

 Note: All printers work in Operating Environment of Temperature: 5–35°C; Humidity: 10–90% RH (no dew condensation). 
 All printers work in Storage Environment of Temperature 0–40°C; 5–95% RH (no dew condensation).

LARGE PAPER 
CAPACITY FOR MORE 

CONVENIENCE

HIGH IMAGE PRINTING 
QUALITY IN PLAIN AND 

GLOSSY PAPERS

FAST, NO-MESS 
INK FILLING

HONG KONG
Canon Hong Kong Co. Ltd.
Tel:  852-3191 2333
Fax:  852-2428 3963
https://hk.canon
https://store.canon.com.hk

INDIA
Canon India Pvt. Ltd.
Tel:  91-124-4160 000
Fax:  91-124-4160 011
https://in.canon

MALAYSIA
Canon Marketing (Malaysia) Sdn. Bhd.
Local Customer Care Hotline:  
 1-800-88-2000
Fax:  603-5567 9441
Overseas Hotline: 603-2267 7374
https://my.canon

SINGAPORE
Canon Singapore Pte. Ltd.
Tel: 65-6799 8888
Fax:  65-6799 8882
https://sg.canon
https://shop.canon.com.sg

TAIWAN
Canon Marketing (Taiwan) Co., Ltd.
Customer Care Hotline: 0809-022 888
Fax:  886-2-6632 6700
https://tw.canon
https://store.canon.com.tw

THAILAND
Canon Marketing (Thailand) Co., Ltd.
Tel:  66-2-3449 988
Fax:  66-2-3449 961
https://th.canon

PHILIPPINES
Canon Marketing (Philippines), Inc.
Customer Care Hotline: 63-2-884 9000
Provincial Hotline: 1-800-10-884 9000
https://ph.canon

VIETNAM
Canon Marketing Vietnam Co., Ltd.
Ho Chi Minh City

Tel:  28-3820 0466
Fax:  28-3820 0477
https://vn.canon

BANGLADESH
J.A.N. Associates
Tel: 880-2-9660 601 / 8611 444  
 880-2-9122 847
Fax:  880-2-8610 410

BRUNEI
Interhouse Company
Tel:  673-2653 001
Fax: 673-2653 003

CAMBODIA
i-Qlick Marketing Co., Ltd.
Tel:  885-23-996 638
Fax:  885-23-996 639

INDONESIA
P.T. Datascrip
Customer Care Hotline: 
 62-21-2922 6000
Tel:  62-21-6544 515
Fax:  62-21-6544 811-13
https://store.datascrip.id

PAKISTAN
Megaplus
Tel:  92-51-2111 526 to 8
Fax:  92-51-2111 530

Shirazi Trading Co. (Pvt.) Ltd.
Tel:  92-21-3242 4075
        92-21-3241 4998
Fax:  92-21-3241 7747

SRI LANKA
Metropolitan Computers (Pvt.) Ltd.
Tel:  94-11-2437 797
Fax:  94-11-2448 980

MALDIVES

Tel: 960-333 4421
Fax:  960-333 4424
www.simdi.com 

MONGOLIA
IT Zone LLC
Tel:  976-11-32 3705
Fax:  976-11-31 2699
www.itzone.mn
www.itzonestore.mn

MYANMAR
Myanmar Golden Rock 
International Co., Ltd
Tel:  95-1-654810 to 19
Fax:  95-1-654820

NEPAL
International Electronics Concern (P) Ltd.
Tel:  977-1-4421 991
Fax:  977-1-4421 909
www.iec.com.np

Mac OS X 10.10.5
～  10.11, 

Mac OS 10.12

2-Line LCD

4800 x 1200 dpi
4

approx. 8.8 ipm/5.0 ipm

approx. 60 sec

Up to A4

A4/A5/B5/Letter=100/Legal=10 (Rear Tray)

SPECIFICATIONS
Maximum Printing Resolution*¹
Number of Ink Bottles

Borderless Printing*³

Flatbed/CIS
(Contact Image Sensor)

Flatbed & ADF/
CIS (Contact 

Image Sensor)
NAScanner Type/Scanning Method

Standard Paper Input Plain Paper (Sheets)
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*⁴

Print
Speed*²

Document:
B&W/Colour ESAT/Simplex

Photo (4x6") PP-201/
Borderless

approx. 2.5 ipmDocument
(ADF): Colour sESAT/Simplex

A4/Letter (216x297 mm)
NA

NA

600x1200 dpi
Maximum Document Size
Optical Resolution*⁵

Copy
Speed*6

Document:
Colour

C
O

PY

NA
NA

approx. 24 sec approx. 32 secsFCOT/Simplex
approx. 3.5 ipm approx. 2.5 ipm approx.1.7 ipm NAsESAT/Simplex

150 –1,500 pagesRecommended Monthly Print Volume

Max. 99 pages Max. 20 pages Max. 21 pages Max. 20 pagesMultiple Copy Black/Colour NA

NA

NA

FA
X

NA

NA

NA

approx. 50 pages

approx. 3 sec
/1min (33.6 kbps)

Transmission/Reception Memory*8

Windows/Mac 
AvailablePC Fax

Transmission Speed*7 Black/Colour

Operation Panel Display

20 sheets

NA

NA

19 locationsAutomatic Group Dialing

Windows 10/8.1/7 SP1 Windows 10/8.1/7 SP1Windows 10/8/
7/Vista/XP

Mac OS X 10.7.5 
and later

(Please visit https://asia.canon  
to confirm OS compatibility and to 
download the latest driver updates)

Windows

Macintosh NA

NA
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Wireless LAN IEEE 802.11 b/g/n, USB 2.0 Hi-Speed USB 2.0 Hi-Speed

1.2" Segment 
LCD

1.2" Segment 
LCD

Interface

Auto Document
Feeder (ADF)

Paper Handling
(A4 Plain Paper)

Canon PRINT Inkjet /SELPHY,
East-PhotoPrint Editor, Message in PrintMobile Printing Applications NA

Other Connectivity Features NA

Mopria® Certified,
AirPrint™, Google 

Cloud Print™, 
PIXMA Cloud Link, 

Wireless Direct

Google Cloud 
Print™, PIXMA 

Cloud Link, 
Wireless Direct

Mopria® Certified,
Google Cloud 
Print™, PIXMA 

Cloud Link, 
Wireless Direct

Weight (approx.)

Plain Paper A4
(ISO/IEC 24712 test file)*9

Photo Paper A4
(ISO/IEC 29103, PP-201, 4x6" test file)*9

10W
(0.9W Standby) 

11W
(1.2W Standby) 

11W
(0.6W Standby) 

14W
(1.7W Standby) 

9W
(0.6W Standby) 

Dimensions (W x D x H) (approx.) 445x330x163 mm 445x330x135 mm 
7.3 kg 6.3 kg 6.3 kg5.8 kg 4.8 kg

GI-790PGBK: 6,000 pages
GI-790 C/M/Y: 7,000 pages

GI-790PGBK: NA*10

GI-790 C/M/Y: 2,000 pages

Power Consumption (approx.)
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445x330x197 mm 

G4010 G3010 G2010 G1010G3000

https://asia.canon.com 02
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GI-70 PGBK: 8,300 pages

HIGH-YIELD HIGH VOLUME PRINTING

PRODUCTIVITY
PIXMA INK EFFICIENT G SERIES

GI-70 C/M/Y: 7,700 pages

AT ITS BEST



UPGRADE YOUR PRINT PRODUCTIVITY AT HOME OR IN THE OFFICE

Great for Small Offices Best for Student Use Perfect for Micro Businesses

Perfect for Businesses with Heavy B/W and Occasional Colour Printing

Refillable Ink Tank All-in-One 
for High Volume Printing

Refillable Ink Tank 
for High Volume Printing

Refillable Monochrome Ink Tank
for High Volume Printing

Ideal for Businesses with Heavy Print Requirements

Refillable Ink Tank All-in-One 
with Fax for High Volume Printing

Refillable Ink Tank All-in-One 
for High Volume Printing

Refillable Ink Tank All-in-One 
for High Volume Printing

Refillable Ink Tank All-in-One 
for High Volume Printing

Refillable Ink Tank
for High Volume Printing

• Print, Copy, Scan 
• Borderless photo printing 
 (up to A4 size)

• Print, Copy, Scan, Fax 
• 2-Line LCD
• Borderless photo printing (up to A4 size)

• Print, Copy, Scan
• 1.2″ Segment LCD
• Borderless photo printing (up to A4 Size)

• Print
• Borderless photo printing (up to A4 Size)

• Print, Copy, Scan
• 1.2″ Segment LCD 

• 20-sheet auto document feeder
• ID card copying
• Mobile & Cloud printing

• Borderless photo printing 
 (up to A4 size)
• Mobile & Cloud printing

• Mobile & Cloud printing
• Bundled with 2 additional 
 black ink bottles

•  Print, Copy, Scan 
• 2-Line LCD 
•  Auto duplex printing
• ID card Copying

•  Borderless photo printing 
(up to A4 size) 

•  Wireless/Wired LAN, Wireless Direct 
•  Mobile & Cloud printing

•  Print 
• 2-Line LCD
•  Auto duplex printing
•  Borderless photo printing 

(up to A4 size) 

•  Wireless/Wired LAN, 
Wireless Direct 

•  Mobile & Cloud printing

•  Print 
• Print even without colour cartridge
•  Auto duplex printing
• Wireless/Wired LAN, Wireless Direct 
•  Mobile printing

s

The monochrome printer, 
GM2070 comes with an option 

for colour printing. Simply install 
a compatible colour ink cartridge 

whenever printing of colour 
document is required.


