
H3000-Series NVR

Features
• Smart AI NVR with body temperature, 

time attendance, access control 
management.  

• Standalone Embedded Linux – Economical 
& Reliable

• H.265+ / H.264+ Compression
• 8ch Live Display of body temperature 

display, alarm, face search, attendance, 
access control & statistic reports

• Face Recognition with/without Mask
• Support IPC up to 8MP @25fps
• 8ch Simultaneous Playback
• 8-Port 13W POE
• Add faces through Web, Apps, USB
• Event : Allow/Block Lists, VIP, Temperature
• HDD Failure Notification (S.M.A.R.T.)
• USB2.0 x1, USB3.0 x1

* Specification maybe changed without prior notice

Model HN-3108-TM

Video In 8ch, 80Mbps in / 80Mbps out

Recording Up to 8MP : 3840x2180 @25fps (PAL) /ch

Compression Support H.265+ / H.264+

Audio 1 RCA In / 1 RCA Out, Support 2 way Audio

Monitor  Out 3840x2160 (4K) @60fps HDMI x1, 1920x1080 FHD (2K) VGA x1

Alarm 8 Alarm in / 4 Alarm out

Storage 1x Internal SATA HDD, up to 10TB

Network RJ45 1000 Mbps

Working Environment -10o ~ 50oC, <90o Humidity (Non-Condensing)

Power Supply 48VDC, 2.5A Adapter Included

Dimension (mm) 1U mini,  300(W) x 48(H) x 248.5(D), 1.5kg (w/o HDD)

SPECIFICATION

HN-3108-TM – 8ch 1HDD AI NVR c/w 8-POE 


