
 

 

 

DS-KH3200-L 
Video Intercom Indoor Station with 7-inch Screen 

 

Key Features 

 Two-way audio communication with door station, master station and other indoor station  

 Panic call supported 

 Volume adjustment 

 8-ch zone alarm supported 

 One-Touch Arm 

 Supports monitoring door stations  

 Remote unlocking when communicating with door station 

 7-inch colorful TFT LCD with resolution 800 x 480 

 Works together with elevator controller to realize elevator control  

 Noise suppression and echo cancellation 

 Convenient installation and easy operation  

 

 



 

 

 

 

 

 Model DS-KH3200-L 

Operation system Hikvision Video Intercom System 

Display screen 7-Inch Colorful TFT LCD 

Display resolution 800 × 480 

Operation method Physical Button 

Alarm input 8-ch Alarm Input Sensor 

Network interface 1 RJ-45 Interface  

Power supply 24 VDC 

Power consumption ≤ 5W 

Installation  Wall Mounting  

Working temperature -15° C to + 55° C (5° F to 131° F) 

Working humidity 10% to 90% 

Dimensions 
(L × W × H) 

197.7 mm × 132.8 mm × 18 mm (7.8" × 5.2" × 0.7") 

Specifications 



 

 

Front Panel Rear Panel 

  

Front Panel Description Rear Panel Description 

1 Volume Wheel 1 Network Interface(24 VDC) 

2 Power Supply Indicator 2 Reserved 

3 Alarm Indicator 3 Loudspeaker 

4 Answer/Decline Key 4 Terminals 

5 Unlock Key   

6 Live View Key   

7 Management Center Key   

8 LCD Display Screen   

9 Microphone   

10 Arm/Disarm Key   

Appearance and Interfaces 
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Available Model 

DS-KH3200-L 

Typical Application 
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