STAINLESS STEEL SPANNERS

STAINLESS STEEL Open end spanner set

STAINLESS STEEL Combination spanners, offset

+DIN 3113 Form A / 1SO 3318/ IS0 7738

«Jaw 15° offset

+Ring head 157 offset

+Suitable for use at extremely low temperatures

= Extreme resistance to intergranular corrosion and oxidation
+Extremely long service life

« Autociavable (heating of the tools to over 100°C to kill germs)
«Rust-proofl and acid resistant

«Stainless steel

STAINLESS STEEL Adjustable wrench

*In accordance to DIN 3117 Form A

=Jaw 15° offset

= Swedish type design

«With mm scale

= With hanging hole

= Suitable for use at extremely low temperatures

* Extreme resistance to intergranular corrosion and oxidation
«Extremely long service life

= Autoclavable (heating of the tools to over 100°C to kill germs)
* Rust-proof and acid resistant

«Stainless steel

@ a1 a2 B1 B2 L
‘ mm ﬁ

mm  mm mm mm  mm
964.0108 & 55 46 128 185 1260 26
964.0110 10 6.5 48 158 232 1450 42

964.0111 11 88 52 189 253 1560 47
R —. = et e

210 808 1850 &7

225 325 1850 98

253 359 2150 119

105 74 281 407 2350 162

STAINLESS STEEL combination spanner set, offset

«DIN 3113 Form A / ISO 3318 / ISO 7738

= Jaw 15° offset

+Ring head 15° offset

= Suitable for use at extremely low temperatures

«Extreme resistance to intergranular corrosion and oxidation
+Extramely long service life

* Autoclavable (heating of the tools to over 100°C to kill germs)
+Rust-proof and acid resistant

= Stainless steel

A B C  H1 Hz2 L ﬁ
mm  mm mm mm mm mm

&0 430 170 120 50 1500 120
B0 520 240 140 60 2000 245

70 670 290 150 7,0 250,0 390
100 770 33,0 190 80 300,0 645 |

*DIN 3113 Form A/ ISO 3318/ IS0 7738

=Jaw 15° offset

= Suitable for use at extremely low temperatures

Extreme resistance to intergranular corrosion and oxidation
«Extremely long service life

= Autoclavable (heating of the tools to over 100°C to kill germs)
*Rust-proof and acid resistant

= Stainless steel

Bx10 - 10x12 - 12x14 - 14017

~17%19 - 19x22 - 22x24 - 24x27 - 2,01
30x32 mm

810 - 9x11- 10x12 - 12¢14 - 14x17
(064.2245 11pcs - 17x19- 10x22 - 22x24 - 24x27 - 256
27x30 - 30x32 mm

o P

13,0 96,0 450 220 90 3750 1175 |
13,0 114,0 490 260 11,0 4500 1865 |
190 1350 550 34,0 140 500,0 3325 |

STAINLESS STEEL Open end spanner, 5.5x7mm

=DIN 3113 Form A/ 1S0 3318/ 1SO 7738

+Jaw 15° offset

«Suitable for use at extremely low temperatures

«Extreme resistance to intergranular corrosion and oxidation
«Extremely long service life

+Autoclavable (heating of the tools to over 100°C to kill germs)
»Rust-proof and acid resistant

»Stainless steel

D 55x7 - 6x7 - Bx10-9x11 - 10x12
0964.2250 13pcs -12x14- 14x17- 17x19- 19x22- 264
- 22x24 - 24x27 - 27x30 - 30x32 mm

STAINLESS STEEL Single ring wrench

*FlankTraction profile

+Straight form

= Suitable for use at extremely low temperatures

+Extreme resistance lo intergranular corrosion and oxidation
«Extremely long service life

= Autoclavable (heating of the tools to over 100°C to kill germs)
*Rust-proof and acid resistant

+Stainless steel

8640130 Gpcs 8- 10-12-13-17- 19 mm 821
: 8-10-11-12-13-14-15-17
9640135 Spes | oo 842

19 12,0 31,0 1580 018

22 13,0 36,0 1850 018

24 13,0 38,0 1870 0,23

IR EY O

064.2201 5,557 40 130 140 940 005 | 32 15,0 50,0 2530 046
964.2202 647 40 130 14D 940 005 | 34 15,0 530 2700 055
964.22 819 50 190 23D 1220 006 | 36 15,0 55,0 2000 063
964.2204 ax10 50 190 230 1220 005 | a8 16,0 58,0 300 071
09642205  9x11 50 220 260 1350 006 41 17.0 62,0 3150 084
m 10x12 50 220 250 1350 0,08 I 45 19,0 710 3250 1.23
9642207  12x14 70 320 260 1500 0,09 | 46 180 710 3250 121
(964.2208  14x17 70 320 360 1650 0,12 | 48 21,0 75,0 3250 148
9642208  16x18 70 330 380 1700 0,12 | 50 21,0 75,0 3400 1,45
9642210, 17x12 80 950 380 1850 015 ] 55 220 800 3600 195
964.2211  1ox22 80 400 440 2000 0,19 | 364, 56 220 80,0 3600 1,95
(9642212 22x04 90 440 470 2300 027 (9641060 60 240 B0 3800 226
(9642213  24x27 100 480 510 2500 034 | |#Ba.1065 &5 27,0 86,0 4150 275
964.2214  27x30 100 500 B40 2750 049 | |esad070 70 27,0 1040 4250 326
9642215  30x32 120 600 640 2850 075 [ssa105 75 280 1140 4400 313
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STAINLESS STEEL ring spanner offset

= FlankTraction profile

=In accordance to DIN 838 / 1SO 1085/ 1SO 10104 / 1SO 3318
+Ring head 75" offset

= Thin walled

+Suitable for use at extremely low temperatures

« Extreme resistance to intergranular corrosion and oxidation
«Extremely long service life

= Autoclavable (heating of the tools to over 100°C to kill germs)
* Rust-proof and acid resistant

*Stainless steel

'EL A A2 B B2 L ﬁ
mm mm mm mm mm

i 557 60 B0 100 120

| 8x10 50 60
i Bx11 60 70
| 10x12 80 7.0
 12x14 70 80
| 14x17
18 il |
1719 90 100

19422 110 11,0 290 330 3000 024
22v24 120 13,0 320 350 3200 O,
 24x27 130 140 380 400 8500 03

370,
470 4000 0,59

STAINLESS STEEL ring spanner offset set

= FlankTraction profile

«In accordance to DIN 838/ ISO 1085 /1S0 10104 / 1S0 3318
+Ring head 75° offset

« Thin walled

= Suitable for use at extremely low temperatures

« Extreme resistance to intergranular corrosion and oxidation

+ Extremely long service life

+ Autoclavable (heating of the tools to over 100°C to kill germs)
= Rust-proof and acid resistant

+ Stainless steal

Bx10- 10x12 - 12¢14 - 1417
- 17x19- 19%22 - 22424 - 24¥27 - 2,18
30x32 mm
Bx10- Sl - 10412 - 12014 - 14517
964.1145 11 pos - 17x19 - 19622 - 2224 - 24x27 - 269
27%30 - 30x32 mm
55x7 - Bx7 - 8x10 - Bx11- 10x12
Mﬂﬁu 13pes - 12014 - 14x17 - 17x19- 19x22- 278
2%24 - 24427 - 2T%30 - 3032 mm

9641140 5 pes

STAINLESS STEEL hex sockst

+6 point

«In accordance to DIN 3124 [ 1SO 2725

*Internal square to DIN 3120 / ISO 1174 with ball reception
+For manual operation

= Suitable for use at extremely low temperatures

+Extreme resistance to intergranular corrosion and oxidation
«Extremely long service life

« Autoclavable (heating of the tools to over 100°C to kill germs)
»Rust-proof and acid resistant

+Stainless steel

11

250 120 12

250 120 14
B 11,0 157 138 250 140 17
964.1412 12,0 168 147 250 140 21
0641413 12,0 17.8 154 250 140 22
964.1414 14,0 183 164 250 140 26

STAINLESS STEEL Square drive screwdriver

« Square drive adaptor in accordance to DIN 3120/ 150 1174
«Suitable for use at extremely low lemperatures

= Extreme resistance to Intergranular corrosien and oxidation
«Extremely long service life

+Autoclavable (heating of the tools ta over 100°C o kill germs)
= With T-handle

+Rust-proof and acid resistant

»Stainless steal

STAINLESS STEEL Socket set

=Can be used by hand or with an electric screwdriver
»Suitable for use at extremely low temperatures

= Extreme resistance to intergranular corrosion and oxidation
Extremely long service life

+Autoclavable (heating of the tools to over 100°C to kill germs)
=With T-handle

+Rust-proof and acid resistant

+Stainless steel

0102450 Spcs  STAINLESS STEEL Socket set 340

1/4":4-5-6-7-8-10-12-13 mm

8x ;tp

1x T

STAINLESS STEEL hex socket

2" STAINLESS STEEL POINT SOCKETS

+6 point

= FlankTraction profile

+For manual operation

»Suitable for use at extremely low temperatures

«Extreme resistance to intergranular corrosion and oxidation
«Extremely long service life

«Autoclavable (heating of the tools to over 100°C to kill germs)
+Rust-proof and acid resistant

=Stainless steel

Dz L T
mm mm  mm ﬁ

220 370 14D 43

220 380 130 43

220 570 140 43

220 380 130 48

220 370 180 50

220 380 180 55

220 380 180 55

230 380 200

240 380 210

250 380 210 75

260 380 210 90

270 400 220 120

280 400 220 115

280 420 270 145

30,0 420 270 1685

310 430 260 155
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D Dz L.
mm  mm  mm

mTrn ﬁ
380 B340 420 270 185
400 340 450 270 225

400 340 450 280 210

420 350 440 270 230

420 360 440 270 230

STAINLESS STEEL uni joint

= For manual operation

« Suitable for use at extremely low temperatures

= Extreme resistance to intergranular corrosion and oxidation
+Extremely long service life

« Autoclavable (heating of the tools to over 100°C to kill garms)
»Rust-proof and acid resistant

«Stainless steel

gl2lsiu e

®
O m 5 &

| 984.1240 12 1z 85,0 295

STAINLESS STEEL Sliding T-bar

«For manual operation

= Suitable for use at extremely low temperatures

« Extreme resistance to intergranular corrosion and oxidation

= Extremely long service life

« Autoclavable (heating of the tools to over 100°C to kill germs)
+Rust-proof and acid resistant

+Stainless steel

A H
=

L .F—i
- L -

STAINLESS STEEL extension

= For manual operation

« Suitable for use at extremely low temperatures

«Extreme resistance to intergranular corrosion and oxidation

« Extremely long service life

= Autoclavable (heating of the tools to aver 100°C to kill germs)
+Rust-proof and acid resistant

= Stainless steel

STAINLESS STEEL cran

«Suitable for use at extremely low temperatures
- Extreme resistance to intergranular corrosion and oxidation
«Extremely long service life

« Autoclavable (heating of the tools to over 100°C to kill garms)
= Rust-proof and acid resistant

= Stainless steel

STAINLESS STEEL uni joint

«For manual operation
- Suitable for use at extremely low temperatures

+Extreme resistance to intergranular corrosion and oxidation
«Extremely long service life

= Autoclavable (heating of the tools to over 100°C to kill germs)
*Rust-proof and acid resistant

+Stainless steel

v &
mm

0641247 3350 565
STAINLESS STEEL Reversible ratchet
+Reversible

«With ejection mechanism on the ratchet head

= Suitable for use at extremely low temperatures

+Extreme resistance to intergranular corrosion and oxidation
«Extremely long service life

« Autoclavable (heating of the tools to over 100°C to kill germs)
+Rust-proof and acid resistant

«Slainless steel

STAINLESS STEEL Sliding T-bar

«For manual operation

«Suitable for use at extremely low temperatures

«Extreme resistance to intergranular corrosion and oxidation

= Extremely long service life

- Autoclavable (heating of the tools to over 100°C to kill germs)
= Rust-proof and acid resistant

»Stainless steel

400,0 1,21

9643471 55,0

A D L
| mm mm mm ﬁ
|9B4d2a8 220 470 2350 605

=6 paint

+FlankTraction profile

+For manual operation

= Suitable for use at extremely low temperatures

«Extreme resistance to intergranular corrosion and oxidation
+Extremely long service life

= Autoclavable (heating of the tools to over 100°C to kill germs)
= Rust-proof and acid resistant

+Stainless steel

Iﬁ]l I'Er}? I'IE?H mLm an &

350 500 330 025

964.3419 19 300 350 500 330 025
9643422 22 330 360 550 250 027

36,0 360 550 255 031

380 380 550 330 031

435 380 BOO 260 D041

450 380 600 240 047

340 048

34,0 051

36,0 0,66

200,0 385

810 550

2500 460

STAINLESS STEEL extension

*For manual opetation

«Suitable for use at extremely low lemperaturas

«Extreme resistance to intergranular corrosion and oxidation
«Extremely long service life

*Autoclavable (heating of the tools to over 100°C to kill germs)
+Rust-proof and acid resistant

»Stainless steel

1900 o

200.0 _EBE_

250,0 1,05
STAINLESS STEEL crank

»Suitable for use at extremely low temperaturas

+Extreme resistance to intergranular corrosion and oxidation
«Extremely long service life

= Autoclavable (heating of the tools to over 100°C to kill germs)
«Rust-proof and acid resistant

»Stainless steel

&5 @70 550 850 AG,O 155

| 964.3475 390,0 312

info@alliance




17 STAINLESS STEEL SOCKETS

STAINLESS STEEL uni joi

«For manual operation

« Suitable for use at extremely low temperatures

«Extreme resistance to intergranular corresion and oxidation

= Extremely long service life

= Autoclavable (heating of the teols to over 100°C to kill germs)
+ Rust-proof and acid resistant

«Stainless steel

i &

1320 1000 |

9642303

STAINLESS STEEL Sliding T-bar

+For manual operation

= Suitable for use at extremely low temperatures

«Extreme resistance to intergranular corrosion and cxidation
+Extremely long service life

= Autoclavable (heating of the tools to over 100°C to kill germs)
»Rust-proof and acid resistant

= Stainless steel

STAINLESS STEEL crank

+Suitable for use at extremely low temperatures

+Extreme resistance fo intergranular corrosion and oxidation
+Extremely long service life

+ Autoclavable (heating of the tools to over 100°C to kill germs)
= Rust-proof and acid resistant

+Stainless stesl

STAINLESS STEEL POZIDRIV*® screwdriver

«Two component handle

- Optimal power transmission

+Hardened blade

+Suitable for use at extremely low temperatures

= Extreme resistance to intergranular corrosion and oxidation
«Extremely long service life

+Auteclavable (healing of the tools to over 100°C to kill germs)
= Rust-proof and acid resistant

«Stainless steel

i &

390,0 4,68

STAINLESS STEEL SCREWDRIVER

» Two component handle

+ Optimal power transmission

+Hardened blade

+Suitable for use at extremely low temperatures

+Extreme resistance to intergranular corrosion and oxidation

= Extremely long service life

« Autoclavable (heating of the tools to aver 100°C to kill germs)
+Rust-proof and acid resistant

+ Stainless steel

- -
- _{‘E'_L_H .
— =
L o e e e R
1531002 30 185,0 75,0 80,0 40
1531003 40 155,0 75,0 800 40
1531004 50 205,0 100,0 1050 50
— 1531005 6,0 205,0 00,0 1060 50
1531008 80 2650 1500 1150 130
@
——
mm mm |
l’“m 620 400,0 160 | »Two component handle

STAINLESS STEEL extension

= For manual operation

« Suitable for use at extremely low temperatures

«Extreme resistance to intergranular corrosion and oxidation

= Extremely long service life

= Autoclavable (heating of the tools to over 100°C to kill germs)
«Rust-proof and acid resistant

= Stainless steel

*Optimal power transmission

+Hardened blade

«Suitable for use at extremely low temperatures

«Extreme resistance to intergranular corrosion and oxidation
+Extremely long service life

+Autoclavable (heating of the tools to over 100°C to kill germs)
»Rust-proof and acid resistant

»Stainless steel

L] A o B
' L F3 (1831020 PH1 1800 750 1050 40
mm 1531021 PH2 2050 1000 1050 70
| 964.2507 250,0 191 | [1ss022 PH3  1es0 1500 1150 130 i

153.1040  PZ1 180,0 75,0 1050 40
153.1041 PZ2 205,0 100,0 1050 70
1531042 PZ3 165,0 115,0 1150 130

STAINLESS STEEL bit screwdriver

« Two component handle

= Optimal power transmission

«Suitable for use at extremely low temperatures

«Extremne resistance to intergranular corrosion and oxidation
«Extremely long service life

«Autoclavable (heating of the tools to over 100°C to kill garms)
= Bust-proof and acid resistant

= Stainless steal

‘ (@] L1 L2 L3 ﬁ

mm mm mm

[1s34050 14 206,0

STAINLESS STEEL Screwdriver set

«Two component handle

«Optimal power transmission

=Hardened blade

»Suitable for use at extremely low temperatures

= Extreme resistance to intergranular corrosion and oxidation
«Extremely long service life

+Autoclavable (heating of the tools to over 100°C 1o kill germs)
» Bust-proof and acid resistant

- Stainless steel

100,0 106,0 106

&00

153.2000 8 pes E;IINNLESS STEEL Screwdriver

ax tf_ 3-5-6-8mm

2x ‘61- PH1 - PH2

2% ‘;ﬁ PZ1-PZ2
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STAINL STEEL Combination tool set

+Can be used by hand or with an electric screwdriver

»Suitable for use at extremely low temperatures

* Extreme resistance to intergranular corrosion and oxidation
«Extremely long service life

+ Autoclavable (heating of the tools to over 100°C to kill germs)
+Rust-proof and acid resistant

= Stainless steel

«In durable metal case

STAINLESS STEEL bit for slotted screws

+ Slotted

«With external hexagon drive to DIN 3126 / ISO 1173-C 6,3
«Can be used by hand or with an electric screwdriver

«Ideally suited for external working

+Suitable for use at extremely low temperatures

« Extreme resistance to intergranular corrosion and oxidation
«Extremely long service life

«Autoclavable (heating of the toals to over 100°C to kill germs)
+Bust-proof and acid resistant

ﬁ « Stainless steel

B0 42 7en SIUNCESSSTEEL Gonbintin 50

2x o o375 mm, 6x100 mm
j, ‘*_ PH1X75 mm, PH2x100 mm S (e &=
L L
I 2x &* PZ1x75 mm, PZ2x100 mm [ L ...!

1% = 14100 mm

| 15-2-25-3-4-5-6-8-10mm
1x - 910.2455

1/4” STAINLESS STEEL BITS I 5 "
r§n L Sormer ﬁ
10.: 30 250 1 4
STAINLESS STEEL quick release bit holder 30 25,0 5 a0
55 25,0 1 4
+Quick change function and locking device 9102297 55 250 5 a0
3 sibinck higid ; P ! < o e i
T?;;!_écﬁélg with external hexagon drive to DIN 3126/ 1S0O 9102244 65 25.0 3 il
+Can be used by hand, electric screwdriver and drills 910.2243 6,5 25,0 5 30
*Ideally suited for fitings in trade and industry
+ Suitable for use at extremely low temperatures
+Extreme resistance to intergranular corrosion and oxidation STAINLESS STEEL bit for hexagon screws
= Extremely long service lite
+Autoclavable (heating of the tools to over 100°C to kill germs) *Hexagon socket

+Rust-proof and acid resistant
= Stainless steel

+With external hexagon drive to DIN 3126 / ISO 1173- C 6,3
«Can be used by hand or with an electric screwdriver

«Ideally suited for external working

«Suitable for use al extremely low lemperatures

= Extreme resistance to intergranular corresion and oxidation

« Extremely long service life

+Autoclavable (heating of the tools to over 100°C to kill germs)

) 3 — + Rust-proof and acid resistant
I — - H *Stainless steel
s== Bk
- L -
* o n L & L
101114 114" 1/4" 16,0 5,0 50

ALLIANCE SUPPLIES SDN.BHD. T: +6 06 3338889/ 8887/ 8898

STAINLESS STEEL bit for phillips screws PH

+PH

*With external hexagon drive to DIN 3126 / ISO 1173 - C 6,3
+Can be used by hand or with an electric screwdriver

«ldeally suited for external working

+Suitable for use at extremely low temperatures

«Extreme resistance to intergranular corrosion and oxidation
«Extremely long service life

+Autoclavable (heating of the tools to over 100°C to kill germs)
+Rust-proof and acid resistant

+Stainless steel

lﬂLm f 6

PHI 1 4

PH1 5 30

PH2 1 4
{8102204  PHz 5w
0102208 PHa 1 a
. T i

STAINLESS STEEL bit for pozidriv screws PZ

«PZ

«With external hexagon drive to DIN 3126/ 1ISO 1173- C 6,3
+Can be used by hand or with an electric screwdriver

«Ideally suited for external working

«Suitable for use at extremely low temperatures

«Extreme resistance to intergranular corrosion and oxidation
«Extremely long service life

*Autoclavable (heating of the tools to over 100°C to kill germs)
+Rust-proof and acid resistant

«Stainless steel

mLI'ﬂ e ﬁ

910,2220 PZi 25,0 1 4
910.2219 PZ1 250 5 30
let02223  pPz2 250 1 i
9102222 =ri] 25,0 5 a0
910.2226 Pz3 25,0 1 4
910.2225. PZ3 25,0 & 30

+6 063338899 Email: info@alliance-supplies.c



STAINLESS STEEL bit for Torx screws

«Torx

= With external hexagon drive to DIN 3126/ 1SQ 1173-C 6,3
=Can be used by hand or with an electric screwdriver

= |deally suited for external working

»Suitable for use at extremely low temperatures

+Extreme resistance to intergranular corrosion and oxidation
«Extremely long service life

= Autoclavable (heating of the tools to over 100°C to kill germs)
+ Rust-proot and acid resistant

+Stainless steel

STAINLESS STEEL Bits set

«Can be used by hand or with an electric screwdriver

» Suitable for use at extremely low temperatures

«Extreme resistance to intergranular corrosion and oxidation

= Extremely long service life

* Autoclavable (heating of the tools to over 100°C 1o kill germs)
*Rust-proof and acid resistant

«Stainless steel

» In durable plastic case

STAINLESS STEEL KEY WRENCHES

STAINLESS STEEL Mini hex key

«Short execution

+In accordance to DIN 1S0 2936

+Continuous hardened

= Suitable for use at extremely low temperatures

«Extreme resistance to intergranular corrosion and oxidation
«Extremely long service life

= Autoclavable (heating of the tools to over 100°C to kill germs}
=« Rust-proof and acid resistant

«Stainless steel

- ol L1 L2
910.2455 32 pcs STAINLESS STEEL Bits set 296 o mm mm ﬁ
15 45,0 14,0 1
1x ozl " 20 50,0 18,0 2
@ — 7 25 56,0 18,0 3
% 114 3,0 63,0 20,0 5
L it w
mm = ﬁ 4,0 70,0 25,0 10
9102313 Ti0 25,0 1 5 4x DEGEED— 5-4-55-65mm 50 50,0 28,0 18
910.2312 Ti0 25,0 5 30 2 8,0 80,0 32,0 30
910.2316 T15 250 1 5 M ﬂ PH1 - 2% PH2 - PH3 80 100,0 36,0 60
9102315 Tis 25,0 5 30 P 9640310 100 1120 00 105
910,231 T20 25,0 i 5 =
! 4x m | PZ1-2xPZ2-PZ3
T20 25,0 5 30 *
T; STAINLESS STEEL Mini hex key set, short
e E 4 S @ 3-4-5-6mn
T27 20 i P 10 T15-T20- 725 T27 - T30 ik
- 7% ﬂ e i = ! ' = «In accordance to DIN 1SO 2936
27 25,0 5 30 * 140 +Continuous hardened
Tao 25,0 1 4 o . TB10-TB15- TB20 - TB25 - TH27 »Handle with double function (holder / T-handle)
Taon 25,0 5 30 & _ * TB30 - TB40 »Suitable for use at extremely low temperatures
Ta0 550 1 4 «Extreme resistance to intergranular corrosion and oxidation
T40 25'0 5 30 «Extremely long service life

STAINLESS STEEL bit for Torx tamperproof screws

+For tamperproof Torx

«With external haxagon drive to DIN 3126/ 1ISC 1173-C 6,3
«Can be used by hand or with an electric screwdriver

+|deally suited for external working

» Suitable for use at extremely low temperatures

+Extreme resistance to intergranular corrosion and oxidation
«Extremely long service life

= Autoclavable (heating of the tools to over 100°C to kill germs)
+Rust-proof and acid resistant

+Stainless staal

STAINLESS STEEL bit set

« With external hexagon drive to DIN 3126 /150 1173 - C 6,3
«Can be used by hand or with an electric screwdriver

« |deally suited for external working

«Precise arrangement of the popular 1/4" Bits

* Practical belt holder

«Suitable for use at extremely low temperatures

«Extreme resistance to intergranular corrosion and oxidation
«Extremely long service life

+Autoclavable (heating of the tools to over 100°C to kill germs)
» Rust-proof and acid resistant

» Stainless steel

*In durable two component storage case

810.2343 TE10 25,0 1 6 910.2055 18pcs STAINLESS STEEL bit set 180
 910.2342 TB10 25,0 5 30 —
10,2346 15 25,0 1 5 g “
ey : 1x oGl
910.2345  TH15 25,0 5 30 Vi L
9102348 TB20 250 ! 6 2x ©EgD o 55-85mm
9102348  TB20 250 5 a0
:. - .. i =8 5 5 3x =D ‘.4-5—6mm
9102351  TB25 25,0 5 30 -
Sioen)  TEX =0 : 2 3x @s@) 4 PH1-PH2-PH3
910.2357  TB7 25,0 5 30
910.2361 TB30D 25,0 1 4 ~
i . 3x <Nl g PZ1-PZ2-PZ3
0102360  TB30 250 5 30 = * -
8102366  TH40 25,0 ] 4
6x =  T10-T15-T20-T25- T27 - T30
9102365 T840 250 5 3 b S

«Autoclavable (heating of the tools to over 100°C to kill germs)
«Rust-proof and acid resistant

«In durable folding holder

«Stainless steel

[
98

64,0815 7pos 15-2-25-3-4-5-6mm

STAINLESS STEEL Mini hex key set, short

«Short execution

«In accordance to DIN 1SO 2936

= Continuous hardened

»Handie with double function (holder / T-handle)

= Suitable for use at extremely low temperatures

«Exfreme resistance to intergranular corrosion and oxidation
«Extremely long service life

«Autoclavable (heating of the tools to over 100°C to kill germs)
+Rust-proof and acid resistant

«In durable folding holder

«Stainless steel

964.0320 Opcs 15-2-25-3-4-5-6-8-10mm 282

fo@alliance-supplies.c
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STAINLESS STEEL Hex key, ball end, long

+Long execution

=In accordance to DIN I1SC 2936

+With ball head on the long end

«Ideal for difficult to access screws

+Continuous hardened

+Suitable for use at extremely low temperatures

+Extreme resistance to intergranular corrosion and oxidation
= Extremely long service life

= Autoclavable (heating of the tools to over 100°C to kill germs)
*Rust-proof and acid resistant

*Stainless steel

STAINLESS STEEL Hex key, ball end, extra long

«Extra long execution

- In accordance to DIN ISO 2936

«With ball head on the long end

= |deal for difficult to access scraws

= Continuous hardened

« Suitable for use at extremely low temperatures

«Extreme resistance to intergranular corrosion and oxidation
= Extremely long service life

= Autoclavable (heating of the tools to over 100°C to kill germs)
*Rust-proof and acid resistant

*Stainless steal

STAINLESS STEEL Torx tamperproof key wrench, long

+Long execution

+In accordance to DIN I1SO 2936

«Bore hole at the short and long end

«Continuous hardened

«Suitable for use at extremely low temperatures

«Extreme resistance to intergranular corrosion and oxidation
«Extremely long service life

= Autoclavable (heating of the tools to over 100°C to kill germs}
«Rust-proot and acid resistant

*Stainless steel

STAINLESS STEEL Hex key set, ball end, long

+Long execution

+In accordance to DIN 1SO 2936

+With ball head on the long end

«|deal for difficult to access screws

+Handle with double function (holder / T-handie)
+Continuous hardened

+ Suitable for use at extremely low temperatures

= Extreme resistance to intergranular corrosion and oxidation
= Extremely long service life

= Autoclavable (heating of the tools to over 100G to kill germs)
+ Rust-proof and acid resistant

+In durable folding holder

+Stainless steel

= fim i &

- mm i a 140 2 TB10 86,0 17,0 6

15 62,0 14,0 1 16.0 3 TB15 90,0 18,0 3

20 75,0 16,0 2 18,0 5 TB20 95,0 18,0 12

25 850 18,0 4 20,0 8 TB25 1000 20,0 16

3,0 20,0 20,0 i 250 18 TB27 105,0 21,0 24

40 100.0 25,0 14 280 31 TB30 1140 240 31

50 1150 28,0 25 22,0 51 TB40 1240 26,0 48

964.0406 6,0 1350 32,0 41 8 ; 36.0 104 TB45 133,0 29,0 B4

964.0408 80 150.0 36,0 84 9640510 10,0 224,0 40,0 182 TB50 152,0 320 51
| 964.0410 10,0 170,0 40,0 145

STAINLESS STEEL Hex key set, ball end, extra long ﬁL‘“gNLESS SIEEC TonctenpalpragtkeyWiehel ol

« Extra long execution

= In accordance to DIN ISC 2936

«With ball head on the long end

*|deal for difficult fo access screws

+Handle with double function (holder / T-handle)
«Continuous hardened

= Suitable for use at extremely low temperatures

«Extreme resistance to intergranular corrosion and oxidation
*Extremely long service life

* Autoclavable (heating of the tools to over 100°C to kill germs)
« Rust-proof and acid resistant

*In durable folding holder

«Stainless steel

+Long execution

«In accordance to DIN ISO 2936

«Bore haole at the short and long end

*Handie with double function (holder / T-handle)

= Continuous hardened

= Suitable for use at extramely low temperatures

= Extreme resistance to intergranular corrosion and oxidation
«Extremely long service life

*Autoclavable (heating of the tools to over 100°C to kill germs)
+Rust-proof and acid resistant

-In durable folding holder

«Stainless steel

5 Tpos 1,5-2-25-3-4-5-6mm 18

STAINLESS STEEL Hex key set, ball end, long

»Long execution

+In accordance to DIN 1SO 2936

=With ball head on the long end

«|deal for difficult to access screws

+ Handle with double function (holder / T-handie)
+Continuous hardened

+Suitable for use at extremely low temperatures

+Extreme resistance to intergranular corrosion and oxidation
«Extremely long service life

« Autoclavable (heating of the tools to over 100°C to kill germs)
»Rust-proof and acid resistant

+In durable folding holder

+Stainless steel

515 7pcs 1,5-2-25-3-4-5-6mm 157

STAINLESS STEEL Hex key set, ball end, extra long

« Extra long execution

*In accordance to DIN ISO 2936

*With ball head on the long end

«|deal for difficult to access scraws

= Handle with double function (holder / T-handle)

= Continuous hardened

» Suitable for use at extremely low temperatures

« Extreme resistance to intergranular corrosion and oxidation
»Extremely long service life

+ Autoclavable (heating of the tools to over 100°C to kill germs)
» Rust-proof and acid resistant

= In durable folding holder

« Stainless steel

e — T —
T 1 ;5

064,0420 Gpos 1,5-2-25-3-4-5-6-8-10mm 368

TB10 - TB15 - TB20 - TB25 - TE27 -
TB30 - TB40

STAINLESS STEEL Torx tamperproof key wrench set,
long

«Long execution

*In accordance o DIN 150 2936

«Bore hole at the short and long end

»Handle with double function (holder / T-handle)
*Continuous hardened

»Suitable for use at extremely low temperatures

= Exireme resistance to intergranular corrosion and oxidation
«Extremely long service life

«Autoclavable (heating of the tools to over 100°C to kill germs})
«Rust-proof and acid resistant

+In durable folding holder

= Stainless steel

964.0615 7 pos 162

TB10- TB15 - TB20 - TBas - TB27 -
TB30 - TB40 - TB45 - TBSD

; ! =
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STAINLESS STEEL PLIERS

STAINLESS STEEL Waterpump pliers

«Suitable for use at extremely low temperatures

«Extreme resistance to intergranular corrosion and oxidation

= Extremely long service life

= Autoclavable (heating of the tools to over 100°C to kill germs)
«Rust-proof and acid resistant

«Stainless steel

A B L1 2

mm mm mm mm ﬁ
964.1801 650 45,0 200,0 450 265
064.1802 650 51,0 250,0 470 345

STAINLESS STEEL Diagonal side cutter

«In accordance fo DIN ISO 5749

= Two component handle

+Long cutting edge

«For different wire types

+ Suitable for use at extremely low temperatures

= Extreme resistance to intergranular corrosion and oxidation
«Extremely long service life

= Autoclavable (heating of the tools to over 100°C fo kill germs)
« Rust-proof and acid resistant

«Stainless steel

A *] L 5
mm mm mm mm ﬁ J

9644801 110 220 1500 220 208

STAINLESS STEEL Universal pliers

« Suitable for use at extremely low temperatures

= Extreme resistance to intergranular corrosion and oxidation

« Extremely long service life

« Autoclavable (heating of the tools to over 100°C to kill germs)
« Rust-proof and acid resistant

= Stainless steel

A D1 D2 L1 L2L3L4Lsﬁ
mm mm mm mm mm mm mm mm

8641701 10,0 90 3102000250 80 40 130 230

ALLIANCE SUPPLIES SDN.BHD

STAINLESS STEEL Combination pliers

=In accordance to DIN ISC 5748

+Long cutting edge

= Suitable for wire

« Two component handle

* Suitable for use at extremely low temperatures

= Extreme resistance to intergranular corrosion and oxidation
«Extremely long service life

= Autoclavable (heating of the fools to over 100°C fo kill germs)
« Rust-proof and acid resistant

»Stainless steel

A 03] D2 L1 L2 5 ﬁ
mm  mm  mm  mm  mm  mm

9640203 110 70 290 2000 400

130 330

STAINLESS STEEL Telephone pliers

+Long nosed jaws

= Serrated execution

» Two component handle

= With intergrated cutting edge

» Suitable for use at extremely low temperatures

« Extreme resistance to intergranular corrosion and oxidation
«Extremely long service life

+Autoclavable (heating of the tools to over 100°C to kill germs)
»Bust-proof and acid resistant

= Stainless steel

A2
M= T =T

—

mnzmoaul.asa

mm mm mm mm  mm  mm mm

964.1501) 100 20 170 40 1500 490 120 165

+6 06 3338889/ 8887/ 8898 F: +6 063338899 Emai

+Long, fine tips
+Smooth, curved gripping surfaces

+Suitable for use at extremely low lemperatures

«Extreme resistance to intergranular corrosion and oxidation

= Extremely long service life

«Autoclavable (heating of the tools to over 100°C to kill germs)
+Rust-proof and acid resistant

«Stainless steel

150,0 35

200,0 50

STAINLESS STEEL HAMMERS
STAINLESS STEEL Pin hammer

«With fibreglass handle

+Forged execution

+|mpact area surfaces inductively hardened

+Head and edge areas polished ground

«Rounded edges

+Suitable for use at extremely low temperatures

« Extreme resistance to intergranular corrosion and oxidation
+Extremely long service life

= Autoclavable (heating of the tools to over 100°C to kill germs)
+ Bust-proof and acid resistant

«Stainless steel

wi wwe e M

280 3200 1200 065
33,0 9400 1200 145
42,0 360,0 1600 175
480 4000 1650 246
54,0 900,0 1870 4,00
850 9000 2150 6,00
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STAINLESS STEEL Pin hammer

= With fibreglass handle

« Surfaces polished ground
«Rounded edges
»Suitable for use at extremely low temperatures

+Extreme resistance to intergranular corrosion and oxidation
«Extremely long service life

= Autoclavable (heating of the tools to over 100°C to kill germs)
«Rust-proof and acid resistant

«Stainless steel

STAINLESS STEEL welding hammer

= With fibreglass handle

*Forged execution

«Impact area surfaces inductively hardened

= Pane polished ground

«Rounded edges

« Suitable for use at extremely low temperatures

+Extreme resistance to intergranular corrosion and oxidation
«Extremely long service life

« Autoclavable (heating of the tools to over 100°C to kill germs)
«Rust-proof and acid resistant

= Stainless steel

T ek ke o B
Dea2101 230 220 220 2700 031
9542102 340 230 230 2850 043
0642103 440 280 280 3100 060
0842104 680 320 32,0 3450 095
964.2105 910 36,0 36,0 ass0 1,07
8642106 1130 38,0 38,0 3550 1,31

STAINLESS STEEL Club hammer

«In accordance o DIN 6475

= With fibreglass handle

+Forged execution

«Impact area surfaces inductively hardened

+ Surfaces polished ground

+Rounded edges

+Suitable for use at extremely low temperatures

= Extreme resistance to intergranular corrosion and oxidation
« Extremely long service life

* Autoclavable (heating of the tools to aver 100°C to kill germs}
+Rust-proof and acid resistant

+Stainless steel

Lt D L1 L2
‘ a mm mrm mm ﬁ

|9642021 300 270 3400 2100 450

STAINLESS STEEL test hammer

= With fibreglass handie

«Forged execution

« Impact area surfaces inductively hardened

*Rounded edges

* Suitable for use at extremely low temperatures

= Extreme resistance to intergranular corrosion and oxidation
«Extremely long service life

» Autoclavable (heating of the tools to over 100°C to kill germs}
» Rust-proof and acid resistant

STAINLESS STEEL Flat chisel

+Flat oval form

+Blade can be resharpened

+Quenched and tempered

«Suitable for use at extremely low temperatures

«Extreme resistance to intergranular corrosion and oxidation
«Extremely long service life

= Autoclavable (heating of the tools to over 100°C to kill germs)
*Rust-proof and acid resistant

+Stainless steel

| S}
60" 5 —t———————— | ]
= L -
1 —
A (e —T———3)
i
ml?n n'?m I‘|'|Sm ﬁ
964.3101 160,0 18,0 18,0 230
964.3102 160,0 20,0 18,0 230
964.3103 180,0 220 20.0 423
9643104 2500 24,0 220 725
964.3105 3000 260 240 1255
964.3106 400,0 30,0 26,0 1560
064.3107 4500 30,0 26,0 1755
smasis  smo  so s e

STAINLESS STEEL PRY BAR
STAINLESS STEEL Crow bar

»Quenched and tempered

+Suitable for use at extremely low temperatures

«Extreme resistance to intergranular corrosion and oxidation
«Extremely long service life

+Autoclavable (heating of the tools to over 100°C to kill germs)
+Rust-proof and acid resistant

+Stainless steel

| S
D27 ———
i L 1 [}

0.48
0,64
1,00
1,24
1,49
1,80

2,08

290

3,08

- O L1
o mm mm
964.2001 450 00 3100
0642003 1350 440 400,0 A —
9642004 1800 48,0 400,0
09642005 2250 49,0 400,0
8654.2006 2700 55,0 700,0
‘864.2007 3600 56,0 00,0
964.2008 4500 58,0 900.0
9842009 5400 670 9000 - o o = &
964.2010  §300 70,0 900,0 9 mm mm mm
9642011 7200 720 900,0 9642031 250 18,0 3200 1120 350
964.2012 8100 80,0 900,0 9642032 500 220 360.0 1320 700

3,88

6 3338889/ 8887/ 8898 F: +6 063338899 Email: info@alliance




STAINLESS STEEL Crow bar

=Quenched and tempered

+Suitable for use at extremely low temperatures

+Extreme resistance to intergranular corrosion and oxidation

+ Extremely long service life

+Autoclavable (heating of the tools to over 100°C to kill germs)
*Rust-proof and acid resistant

+Stainless steel

01 D2 L 5
mm mm mm mm ﬁ

|964.3301 180 240 4000 160 075

964.3302 180 24,0 500,0 160 1,08
964.3303 200 280 800,0 180 201
964.3304 220 32,0 1000,0 200 287

964.3305 220 320 12000 200 945

STAINLESS STEEL CUTTING AND SCRAPING

STAINLESS STEEL Cutter

+Suitable for use at extremely low temperatures

+Extreme resistance to intergranular corrosion and oxidation

= Extremely long service life

« Autoclavable (heating of the tools to over 100°C to kill germs)
+ Rust-proof and acid resistant

Stainless steel scraper

«With wooden handle

= Ground

« Polished

«With hanging hole

+ Suitable for use at extremely low temperatures

«Extreme resistance to intergranular corrosion and oxidation

« Extremely long service life

= Autoclavable (heating of the tools to over 100°C fo kill germs)
« Rust-proof and acid resistant

+Stainless steal

mLm mm ﬁ
2072261 2250 25,0 70
907.2262 225,0 38,0 70
9072263 2250 50,0 70
907.2264 2250 83.0 70
9072265 2250 75,0 N

STAINLESS STEEL Chisel scraper

«|deal for removing of stickers, seal and glue residues

+Also sujtable for the removal and chiselling of plates or
welding spots

«Continuous stainless steel blade that can be re sharpened

»With reinforcement eyelet

«With hammer cap on the handle

«With ergonomic moulded two component handle

= Suitable for use at extremely low temperatures

« Extreme resistance to intergranular corrosion and oxidation

* Extremely long service life

« Autoclavable (heating of the tools to over 100°C 1o Kill germs)

+ Rust-proof and acid resistant

= Stainless steel

' NG
: |
mm
9072211
907.2213
907.2212
9072214

+Stainless steel
G -
B B L
T mm mm ﬁ
964.3001 18,0 75,0 180,0 75
 964,3002 30,0 140,0 250,0 95

STAINLESS STEEL Chisel scraper set

+Ideal for removing of stickers, seal and glue residues

- Also suitable for the removal and chiselling of plates or
welding spots

«Continuous stainless steel blade that can be re sharpened

«With reinforcement eyelet

+With hammer cap on the handle

«With ergonomic moulded two component handle

= Suitable for use at extremely low temperatures

«Extreme resistance to intergranular corrosion and oxidation

«Extremely long service life

+Autoclavable (heating of the tools to over 100°C to kill garms)

+Rust-proof and acid resistant

+Stainless steel

F2x1232x25.26% 12,25

8072210 4 pcs o8 mm

o
@
=

EDELSTAHL OIL PUMPS

EDELSTAHL portable manual oil pump

«Suitable for use at extremely low temperatures

«Extreme resistance to intergranular corrosion and oxidation
«Extramely long service life

«Autoclavable (heating of the tools to over 100°C to kill germs)
*Rust-proof and acid resistant

+Stainless steel

Lengh ﬁ

1350,0 3380

ALLIANCE SUPPLIES SDN.BHD. T: +6 06 3338889/ 8887/ 8898 F: +6 063338899 Email: info@alliance-supplies.c
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ouble open ended spanner

ombination spanne

= FlankTraction profile

*In accordance to DIN 3113
~Jaw 15° offset

*Ring head 15° offset
+100% anti-magnetic

= Light (up to 42% lighter than steel)
= Extreme mechanical and thermal load capacity

= Bust-proof and acid resistant
= Extremely long service life
« Titanium

r&l o A1 Az B1 B2 L

mm mm mm mm mm
985.0206 & 56 60 110 130 1120 18
9650207 7 60 60 120 170

28,0 1750 60
14 g8 90 220 310 1820 30
5 92 92 240 200 190 22
16 98 92 260 350 1820 22
=2l 100 100 265 370 2120 35
19 109 109 295 410 2320 40
516" 62 62 130 190 1230 18
ae" 70 70 160 230 142.0?
T 76" 78 76 178 250 1520 24
965.030 12" B4 84 205 290 1720 28
9650305 016" 88 90 220 310 1820 30
"~ 58" 100 100 265 70 2120 36
? "~ 116" 100 100 260 670 2120 36
log5.0308 34" 109 70 295 410 2350 80

TITANp/us combination spanner set, offset

»FlankTraction profile

= In accordance to DIN 3113

=Jaw 15° offset

+Ring head 15° offset

= 100% anti-magnetic

= Light (up to 42% lighter than steel)

= Extreme mechanical and thermal load capacity
*Rust-proof and acid resistant

« Extremely long service life

* Titanium

MNplus combination ratcheting spanner

+FlankTraction profile

+In accordance to DIN 3113/1SO 3318
+Jaw 15° offset

= Straight form

« Exact gearing with 45-teeth

+100% anti-magnetic

«Light (up to 42% lighter than steel)

= Extreme mechanical and thermal load capacity
+Rust-proof and acid resistant
«Extremely long service life

= Titanium

1 !
Bz@—uﬂ—.u(j) Bt
Az' = p— ! Al
i |
- L -

o e o ()

s R sk W

75 45 180 190 1400 20

78 50 210 220 1500 28

80 52 225 240 1800 a2

_5_'5_ 5_.5 .24]?_ 2§,D _170.0 i 36 L
88 58 255 280 1800 46

95 62 212 300 1900 54

100 75 930 360 2150 88

TITANplus adjustable spanner

+In accordance to DIN 3117

+Jaw 15% offset

«Swedish type design

=With hanging hole

= 100% anti-magnetic

«Light {up to 42% lighter than steel)

+Extreme mechanical and thermal load capacity
+Rust-proof and acid resistant

«Extremely long service life

« Titanium

| rﬁ]\ A B ComoHe Log
mm mim mm mm mm mm
9650008 28 76 560 250 130 7.0 2000 138

9650010 30 0 685 280 160 90 2500 270

TITANplus adjustable spanner set

+In accordance to DIN 3117

«Jaw 15° offset

= Swedish type design

«With hanging hole

= 100% anti-magnetic

«Light {up to 42% lighter than steel)

+Extreme mechanical and thermal load capacity
= Rust-proof and acid resistant

«Extremely long service life

« Titanium

[865.2008 2pcs 8- 10°

+In accordance to DIN 3110

«Jaw 15° offset

+100% anti-magnetic

= Light {up to 42% lighter than steel)

«Extreme mechanical and thermal load capacity
«Rust-proof and acid resistant

«Extremely long service life

= Titanium

Y
965.0107 67 40 150 170 16
965.0108  &x9 50 190 230 22
9650134 11x14 55 250 290 23
9650111 12¢13 59 970 310 a0
9850114 14x15 58 310 Mo 30
865.0115  15x17 74 350 390 39
19650116 16x18 74 370 al0 89
985.0117  17x19 74 380 440 39 |
965.0120 732" 147 40 150 170 16 |
- 965.0121 1/4"-516" 40 150 170 18

TITANplus double open ended spanner set

+In accordance o DIN 3110

«Jaw 15° offset

+100% anti-magnetic

= Light {up to 429 lighter than steel)

«Extreme mechanical and thermal load capacity
+Rust-proof and acid resistant

« Extremely long service life

«Titanium

BX7 - B8 - 10x12 - 11x14 - 13x15-
15x17 - 16x18 - 17x159 mm

TITANplus SOCKETS

TITANpius hexagonal socket

9650148 8 pcs 450

=6 point

«In accordance to DIN 3124 [ 1ISO 2725-1

+Internal square to DIN 3120/ 1SO 1174 with ball reception
+100% anli-magnetic

+Light (up to 42% lighter than steel)

+Extreme mechanical and thermal load capacity
«Rust-proof and acid resistant

«Extremely long service life

= Titanium




1965.3900

TITANplus hexagonal socket, long

+ 6 point

=In accordance to DIN 3124 / 1S0O 2725-1

+Internal square to DIN 3120/ 1SO 1174 with ball reception
+Long execution

*100% anti-magnetic

«Light (up to 42% lighter than steef)

* Extreme mechanical and thermal load capacity

» Rust-proof and acid resistant

+Extremely long service life

» Titanium

2 LE L =R

250 210 950 250 100

TITANpius socket set

+6 point

*In accordance to DIN 3124 / 1SO 2725-1

+Internal square to DIN 3120/ ISO 1174 with ball reception
«100% anti-magnetic

+Light (up to 42% lighter than steel)

+»Extreme mechanical and thermal load capacity

+ Rust-proof and acid resistant

= Extremely long service life

= Titanium

i

516" - 3/8" - 716" - 1/2" - /16" -
5/8"-1116"- 1.1116™- 1.1/4"

965.2001 S pes 400

TITANplys socket set

=6 point

«In accordance to DIN 3124 / |SO 2725-1

+Internal square to DIN 3120/ ISO 1174 with ball reception
+100% anti-magnetic

«Light (up to 42% lighter than steel)

« Extreme mechanical and thermal load capacity

» Rust-proof and acid resistant

= Extremely long service life

« Titanium

13 pes  TITANplus socket set 500

65,2002

12x wi
1x - O 17 mm

TITANplus reversible ratchet

«In accordance to DIN 3122/ |SO 3315
«Square drive to DIN 3120 / 1SO 1174 with ball lock
«Toothed with 30 teeth

= With ejection mechanism on the ratchet head
«With reversing lever

+100% anti-magnetic

«Light (up to 42% lighter than steel)

+Extreme mechanical and thermal load capacity
+ Rust-proof and acid resistant

« Extramaly long service life

« Titanium

B-9-10-11-12-13-14-15-16
17-18-189 mm

\ B i & 4 &

o ’ e 28,0 36,0 2000 184

TITANpius universal joint

+In accordance to DIN 3123/ |SO 3316

«Square drive to DIN 3120 / 1SO 1174 with ball lock
«Internal square to DIN 3120 / IS0 1174 with ball reception
-100% anfi-magnetic

«Light (up to 429% lighter than steel)

«Extreme mechanical and thermal load capacity

+ Rust-proof and acid resistant

= Extremely long service life

« Titanium

O [ |

965.3804 aB g 620 39

LIANCE SUPPLIES SDN.BHD. T: +6

TITANpius extension

«Based on DIN 3122/ 150 3316

+Square drive to DIN 3120/ 1S0 1174 with ball lock
+Internal square to DIN 2120/ ISO 1174 with ball reception
+100% anti-magnetic

«Light {up to 42% lighter than steel)

«Extreme mechanical and thermal load capacity
+Rust-proof and acid resistant

«Extremely long service life

« Titanium

9653801 3" 100,0 70

965.3802 38" 200,0 138

sliding T-handle

+In accordance to DIN 3122 / ISO 3315

+Square drive to DIN 3120/ 1SO 1174 with ball lock
+100% anti-magnetic

«Light (up to 42% lighter than steel)

«Extreme mechanical and thermal load capacity
+Bust-proof and acid resistant

«Extremely long service life

«Titanium

e

. rrt! m mLm &
a0

965.3803 38" 34,0

180,0

TITANplus box wrench set

+100% anti-magnetic

«Light (up to 42% lighter than steel)

«Extreme mechanical and thermal load capacity
+Rust-proofl and acid resistant

«Extremely long service life

«Titanium

9652010 Spcs  TITANplus box wrench set 500

1% (== 3/g"
2x WF QO 17mm-gie

1x - O 17mm

11X e 100mm

6 3338889/ 8887/ 8898 F: +6 063338899 Email: info@alliance-supplies.c
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TITANplus HEXAGON KEY WRENCHES

TITANplus key wrench for hexagon socket screws

«6 point

«In accordance to DIN 1SO 2936

+100% anti-magnetic

= Light (up to 42% lighter than steel)

+ Extreme mechanical and thermal load capacity
» Rust-proof and acid resistant

«Extremely long service life

TITANplus SCREWDRIVERS

= Slotted

=In accordance to DIN ISO 2380-2 ( 2380-1 Form A
= Two component handle

*With hanging hole

= 100%: anti-magnetic

= Light {up to 429 lighter than steel)
= Extreme mechanical and thermal load capacity

« Titanium «Rust-proof and acid resistant
*Extremely long service life
* Titanium
_— —
D L2 —— 3 -
- L1 -
L -
965.0810 5.2 1510 750 755 22
9650911 3.2 1260 500 755 24
9650012 32 1760 1000 755 26
9650813 3.2 2760 2000 75 60 185
9650914 48 1930 1000 930 47
9650915 64 2350 1250 1100 @88
0850816 7.9 2680 1500 180 114

TITANplus key wrench set for hexagon sockel screws

+6 paint

+ 100% anti-magnetic

«Light {up to 42% lighter than stesl)

«Extreme meachanical and thermal load capacity
= Rust-proof and acid resistant

« Extremely long service life

«Titanium

15-2-25.3.3-4:4-5-5-6-

7-8-9-10-11-12- 14 mm L)

8652004 17 pcs

TITANplus screwdriver for Phillips screws

*PH

+Based on DIN 5265 / DIN 1SQ 8765-1

= Two component handle

With hanging hole

= 100% anti-magnetic

=Light {up to 429 lighter than steel)

+Extreme mechanical and thermal load capacity
«Rust-proof and acid resistant

«Extremely long service life

= Titanium
= {Z] ==
L2 - L3 -
L1 -
L1 L2 L3
mm mm mm ﬁ
9650000 PHO 1360 75,0 755 45
965.0901 PH 1 173.0 75,0 93,0 46
965.0002 PHZ2 260,0 150,0 110,0 91
965.0903 PH3 268,0 150,0 1180 117
0650004 PH4 3180 200,0 1180 176

TITANpius screwdriver set

* Two component handle

+With hanging hole

= 100%: anti-magnetic

=Light {up to 429% lighter than steel)

=Extreme mechanical and thermal load capacity
»Rust-proof and acid resistant

= Extremely long service life

» Titanium

e——"

105

065.2005 10 pcs  TITANplus screwdriver set

o /,‘_ 24-32 (125 mm) - 3,2 (175 mm) -

-~ 4.8-64-78mm

ax /,/"* PHO - PH1 - PH2 - PH3

TITANplus PLIERS

TITANplus waterpump pliers

«In accordance to DIN ISO 8976

= 4-way adjustable

*Insulated handle

*With 4-step groaving

= 100% anti-magnetic

«Light (up to 429% lighter than steel)

*Extreme mechanical and thermal load capacity
+Rust-proof and acid resistant

*Extremely long service life

+Titanium

A B L1 L2
mm mm mm mm d&

6650605 650 240 2500 940 255

TITANplus diagonal side cutter

+In accordance to DIN ISO 5749

« Two component handle

«For different wire types

+100% anti-magnetic

«Light (up to 42% lighter than steel)

»Extreme mechanical and thermal load capacity
«Rust-proof and acid resistant

*Extremely long service life

= Titanium

A D L 5
mm mm mm mm ﬁ
10,0 20,0 160,0 225 132
TITANplus universal pliers
«Two component handle

= 100% anti-magnetic

=Light (up to 424 lighter than steel)

Extreme mechanical and thermal load capacity
= Rust-proot and acid resistant

*Extremely long service life

+Titanium

A D1 D2 L1 L2 L3 L4 LS ﬁ
MM MM mm mmo Mmoo mmommo mn

965.0625 11,0 7.0 32,0 2000 30,0 7.0

60 160 173
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TITANpius combination pliers

+In accordance to DIN ISO 5748

= Two component handle

«100% anti-magnetic

«Light (up to 42% lighter than steel)

«Extreme mechanical and thermal load capacity
+Rust-proof and acid resistant

= Extremely long service life

« Titanium

A o] [0 L1 L2 5 ﬁ

mm mm mm mm  mm  mm

965.0620 110 60 250 1600 310 100 138

TITANplus telephone pliers

«In accordance to DIN ISO 5745
+Long nosed jaws

«Serrated execution

« Two component handle

«With intergrated cutting edge

= 100% anti-magnetic

«Light (up to 429 lighter than steel)
+ Extreme mechanical and thermal load capacity
+ Bust-proof and acid resistant
«Extremely long service life

= Titanium

Al A2 o1 D2 LU L2 5 ﬁ
mm mm Mmoo mmoommo ommo mm

9650610 10,0 40 200 40 1700 650 140 139

TITANpius pliers set

« Two component handle

= 100% anti-magnetic

=Light (up to 42% lighter than steel)

= Extreme mechanical and thermal load capacity
+ Rust-proof and acid resistant

«Extremely long service life

« Titanium

9652011 4pcs  TITANplus phers set 700

1x O 250mm

1x <=l 170 mm

1% =-c 160 mm

1x Mgy 200mm

ALLIANCE SUPPLIES SDN.BHD

TITAN WEEZE

+Long, fine tips

«Smooth, curved gripping surfaces

= 100% anti-magnetic

=Light {up to 429 lighter than steel)

*Extreme mechanical and thermal load capacity
*Rust-proof and acid resistant

= Extremely long service life

«Titanium

B L
mm mm
965.1301 12,0 150,0 25

TITANplus HAMMER

TITANplus fitters hammer

« With lacquered wooden handle

+ Additional head security

= 100%: anti-magnetic

*Light {up to 429 lighter than steel)

*Extreme mechanical and thermal load capacity
* Rust-proof and acid resistant

* Extremely long service life

= Titanium

o D2 L1 L2 ﬁ

mm mm mm mm

SGHOT 920 %00 3150 1050 540

TITANplus PRY BAR

TITANplus pry bar

= 100% anti-magnetic

»Light (up to 429% lighter than steel)

» Extreme mechanical and thermal load capacity
*Rust-proof and acid resistant

« Extremely long service life

= Titanium

TITANplus SCRAPER

TITANplus spatula

«With wooden handle

«With hanging hole

+100% anti-magnetic

«Light (up to 42% lighter than steel)

«Extreme mechanical and thermal load capacity
+Rust-proofl and acid resistant

«Extremely long service life

« Titanium
- L2 -
]
B
|
= L1 -
- L )
L1 Lz B
mm mm mm ﬁ
‘B65.9000 210,0 a0,0 30,0 36

TITANplus universal knife

+Durable and fixed blade

«With plastic handle

«100% anti-magnetic

«Light (up to 42% lighter than steel)

«Extreme mechanical and thermal load capacity
+Rust-proof and acid resistant

«Extremely long service life

= Titanium

] 5 L
mm mm mm ﬁ

9651102 25,0 130

TITANplus universal shear

= 100% anti-magnetic

«Light (up to 42% lighter than steel)

«Extrerne mechanical and thermal load capacity
+Rust-proof and acid resistant

«Extremely long service life

«Titanium

o - om— 2__A
]
e L =
D n A [ L2 5
mm mm mm & mm mm mm &
965.2300 20,0 457.0 20,0 744 965.1302 225.0 72,0 1220 162

+6 06 3338889/ 8887/ 8898 F: +6 063338899 Emai

fo@alliance-supplies.c
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