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Table 3 Benchtop pH/cond. Meter Model Comparison

● pH

● mV

● Conductivity

● TDS

● Salinity

● Resistivity

700 Series

910 Series

950 Series

9500 Series

Benchtop 
pH/Conductivity 
Meters



700 Series Benchtop Meter
● PH700 pH Meter

● EC700 Conductivity Meter

Main features
●

●

●

910 Series Benchtop Meter
● PH910 pH Meter

● EC910 Conductivity Meter

● PC910 pH/Conductivity Meter

MEAS-pH

9.65 pH

25.0℃ATC

4.00 7.00 10.01

99%

MEAS-pH/Cond

0.00uS/cm
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9.65pH
25.0℃ATC

HOLDHOLD

1.0     25.0℃     2.00%
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99%
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CAL-pH

pure water rinse Filter paper dry

to finishMeas to continue orPress

CAL-pH
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Wait for smile face

7.00

Press

SETUP

move confirm exitMeas

3.1  Reading with HOLD
3.2  Temperature unit 
3.3  Delete saved data
3.4  Language selection

ON
℃

No
English

ON
OFF

Measurement mode

Calibration mode
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●

●

●
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●

●

Parameter setting mode
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●
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9500 Series Benchtop Meter
● PH9500 pH Meter 

● EC9500 Conductivity Meter 

● PC9500 pH/Conductivity Meter

950 Series Benchtop Meter
● PH950 pH Meter

● EC950 Conductivity Meter

● PC950 pH/Conductivity Meter

MEAS-pH

9.65 pH

25.0℃ATC

4.00 7.00 10.01

S99%
S H
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 （a）Connect to use （b）Separate to use
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Table 1 Benchtop pH Meter Model Comparison Table 2 Benchtop Conductivity Meter Model Comparison
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