Type Cassette Cassette Cassette
GXA48PCV GXA36PCV GXA24PCV
Indoor P P g
V. = Y. = &N
Model GUA48PCV GUA36PCV GUA24PCV
Outdoor ‘ 0 = T |
8 » | .
Panel AZ-A24PCV AZ-A24PCV AZ-A24PCV
Total Capacity Cooling KW 12.80 10.00 7.00
Btu/h 43670 34120 23880
EER W/W 2.56 2.29 2.75
Power Supply V-Hz-Ph 380-415-50-3 220-240-50-1 220-240-50-1
Electrical Data Power Input Cooling kW 5.000 4.360 2.550
Rated Input Cooling kW 7.000 5.820 3.500
Sound Pressure Level (H/M/L)* dB (A) 63/—/— 60/—/— S ={=
Sound Power Level (H/M/L)* dB (A) 73/—/— 70/—/— 69/—/—
. Outline (WxDxH) mm 1032x412x1250 1018x412x840 1018x412x695
OUTDOOR Ogitriz‘;;gg't Package (LxWxH) mm 1113x453x 1400 1103x453x 1000 1103x453x770
UNIT Net/Gross kg 105/114 95/100 63/67
Type Constant Speed Scroll Constant Speed Scroll Constant Speed Rotary
Compressor Capacity W 15600 11700 7550
Power Input W 4590 3750 2380
Locked Rotor Amp A 62.7 112 60
Fan Motor Drive Type - Direct Direct Direct
Power Output PH 0.123 0.123 0.123
Power Supply V-Hz-Ph 220-240-50-1 220-240-50-1 220-240-50-1
Eloctrical Data Power Input! | Cooling kW 0.155 0.155 0.11
Min/Max Voltage Vv 198/264 198/264 198/264
Power Cord Spec mm2xpcs 1.0 x3 1.0x3 1.0x3
Fuse (A) A 3.15 3.15 3.15
Sound Pressure Level (H/M/L)* dB (A) 53/51/48 53/51/48 47/45/43
INDOOR Sound Power Level (H/M/L)* dB (A) 63/61/58 63/61/58 57/55/53
UNIT Air Flow Volume(rated EXP) CFM 977/924/883 977/924/883 694/636/589
m3/h 1660/1570/1500 1660/1570/1500 1180/1080/1000
Dimension Qutline Dimension (WxDxH) mm 840x840x320 840x840x320 840x840x240
Package Dimension (LxWxH) mm 963%x963%x409 963x963x409 963x963x325
Weight Net Weigbt kg 32 32 27
Gross Weight kg 43 43 36
QOutline Dimension (WxDxH) mm 950x950x60 950x950x60 950x950x60
) . Package Dimension (WxDxH) mm 1028x1043x130 1028x1043x130 1028x1043x130
PANEL Panel Dimension -
Net Weight kg 6.5 6.5 6.5
Gross Weight kg 10 10 10

Note: 1. The cooling capacity stated above is measured under following conditions :
Indoor Condition: 27°C (81°F) DB/19°C (66.6°F) WB; Outdoor Condition: 35°C (95.4°F) DB/24°C (75.6°F) WB.

2. Noise is tested in the semi-anechoic room, so it should be slightly higher in the actual Operation due to environmental change.
3."1" is tested under standard condition: i iE B4R LR .

“2" is tested under rated condition according to CE/Eurovent standard: i&iEBACEE, EuroventtR B EiE T«

4. * Fan different speed.

SHARP

SHARP-ROXY SALES & SERVICE COMPANY (M) SDN. BHD. (8394-w)
NO.1A, Persiaran Kuala Langat, Section 27, 40400 Shah Alam, Selangor Darul Ehsan.
www.sharp.com.my

* Design and Specification are current as of July 2013, but subject to change without prior notice.
* Actual colours may differ slightly in this catalogue.

E-mail: productinfo@my.sharp-world.com

Product Enquiry: Tel: 03-5102 5369
Service Enquiry: Tel: 1800 888 678 (Toll Free) Fax: 03-5102 5329

Cassette Type Air Conditioner
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Sharp's Cassette type air conditioner, ideal for office and home.

Its innovative design fits perfectly to your preferred environment giving you the utmost cooling comfort.
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Washable Filter ¥ Quality Motor @ Quiet Function Compact Design 6%9 E/Icosilr?‘rroinobilify Child Lock
I EASY

The washable filter can be cleaned easily. The highly durable motor protects Indulge into a soothing environment [ts innovative compact design fits Sharp's cassette type air conditioner The child lock function prevents from
[t ensures the routine maintenance kept and prolongs the lifespan of the air with cool air that discharged quietly perfectly to your home or office giving is easy to maintain, providing cool tempering the settings unnecessarily.
to the simplest steps. conditioner. and circulated evenly. you a lovely cooling environment. environment without a fuss.
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