Technical Specificatio

Outdoor unit GUX18SCR GUX18SCR GUX24SCR GUX24SCR GUX30SCR GUX36SCR GUX42SCR \
s Indoor unit Duct Cassette Duct Cassette Cassette Duct Cassette
GBX18SCR GXX18SCR GBX24SCR GXX24SCR GXX30SCR GBX36SCR GXX42SCR
Capacity Cooling w 5000 5000 7000 7000 8300 10000 11000
Btu/h 17060 17060 23884 23884 28319.6 34120 37532
Heating w 5600 5500 8000 8000 9200 12000 12500
Btu/h 19107.2 18766 27296 27296 31390.4 40944 42650
SEER/SCOP WwW 5.6/3.8 5.6/3.8 6.1/4.0 6.1/4.0 6.1/4.0 5.6/4.0 5.6/4.0
EER/C.O.P Wiw 3.23/3.61 3.12/3.48 3.21/3.62 3.21/3.62 3.11/3.58 3.12/3.53 2.82/3.29
Btu/h.W 11.01/12.33 10.66/11.88 10.96/12.35 10.96/12.35 10.61/12.21 10.66/12.04 9.62/11.22
Power supply Ph/V/Hz 220-240-50-1 220-240-50-1 220-240-50-1 220-240-50-1 220-240-50-1 220-240-50-1 220-240-50-1
Power Cooling kw 2.50 2.50 3.80 3.80 3.90 4.65 4.75
[npuc Heating kw 2.40 2.40 4.0 4.0 4.10 4.75 4.90
Current Cooling A 7.50 7.20 10.10 10.10 12.40 15.00 18.10
input Heating A 7.40 7.60 10.20 10.20 12.00 15.50 17.60
Refrigerant charge volume kg 1.4 1.4 2.2 2.2 2.4 315 3%,
Indoor unit Sound pressure level (H/M/L) dB(A) 39/36/28 46/44/37 46/44/40 46/42/38 48/45/40 52/48/44 49/46/43 5 0
Air flow volume (H/M/L) CFM 588.5 447.26 823.9 765.05 882.75 1235.85 1094.61
mi/h 1000 760 1400 1300 1500 2100 1860 | O | | I | | I e rC | a
ESP Rated Pa 25 0 25 0 0 37 0
Range Pa 0-30 0 0-75 0 0 0-100 0
Dimension Outline mm 1037x721x266 596x596x240 1279x558x268 840x840x240 840x840x320 1226x775x290 840x840x320
(WxDxH) Package mm 1123x798x323 773x733x300 1348x597x283 963x963x325 963x963x409 1338x877x305 963x963x409 Ne W Ra ng e
Net Weight kg 33.0 20.0 34.0 26.0 31.0 46.0 31.0
Gross Weight kg 38.0 24.0 39.0 32,0 38.0 53.0 38.0 ngh efﬁCiency, rel/ab/llty & Versatl.lity.
Panel Dimension Outline mm -/~ 670x670x50 —/- 950x950x60 950x950x60 -/~ 950x950x60
(WixBixH) Package mm - 763x763x105 - 1028x1043x130 | 1028x1043x130 - 1028x1043x130
Net weight kg -~ 3.5 —/- 7 7 -/~ 7
Gross weight kg -~ 5.0 /- 11 7 —/- 11
Outdoor Sound pressure level dB(A) 56/—/— 56/—/— 57/—/- 57/-1- 58/—/— 63/-/- 61/-/—
unit Dimension Outline mm 955x396x700 955x396x700 980x427x790 980x427x790 980x427x790 1107x440x1100 958x412x1349
(WxD xH) Package mm 1029x458x750 1029x458x750 1083x488x855 1083x488x855 1083x488x855 1158x493x1236 1043x453x1500
Net weight kg 47.0 47.0 67.0 67.0 71.0 92.0 95.0
Gross weight kg 50.0 50.0 72.0 72.0 76.0 100.0 105.0
Connection Outer Liquid inch(mm) 114 1/4 3/8 3/8 3/8 3/8 3/8
pipe Clameteq Gas inch(mm) ” 112 5/8 5/8 5/8 5/8 5/8
Max.distance Height m 15 15 15 15 15 15 30
Length m 20 20 30 30 30 30 50
Loading quanitity 40°'GP 93 95 76 64 49 45 45
\ 40'HQ 95 105 89 71 69 60 48 /

Design and Specification are current as of OCTOBER 2015, but subject to change without prior notice. Actual colours may differ slightly in this catalogue.
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4 Capacity Index (Btu/h) 18K 24K 30K h

Inverter Series Model GUX18SCR GUX24SCR GUX30SCR
It is a kind of split system that the outdoor unit can be freely connected to different types Outdoor Unit Bl
of indoor units according to various indoor decoration requirements. Picture |
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4 Nominal operating condition (temperature) Operation range (temperature) N
Item Outdoor condition Indoor condition Outdoor condition Drain Pump
DB(*C) WB(*C) DB(*C) WB(*C) DB(*C) (" Capacity Index 18000Btu | 240008ty | 300008tu | 360008tu | 420008tu) Eneray
-15~48 (with low ambient coolin Duct Type A A A e | INVERTER Eficiency
Cooling 35 24 27 19 . (.V: IW 'b. 'I.g) ek E 410A NG 14 Class
~48 (without low ambient cooling) \Cassette ° ° ° ° ) A
\Heatmg 7 6 20 15 -15~24 Y,

Features: @ Standard A\ Optional



