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BMP®51 Printer Specifications

®
B M P 5 1 Print Speed 1.18"/sec (W/AC Adapter)
Print & Color Thermal Transfer /
LABEL MAKER Capabilities Monochrome
Print Resolution 300 dpi
PC Compatibility ~ Stand alone & PC
M a d e to g et t h e or Stand Alone connect
(] Connectivity USB/WIFI (field
J o o n e ° Options installable), LAN
LabelMark™, Brady
g%ﬁrr\:/pa;ﬁbility Workstation Apps, Brady
. . . Mobile Apps w/ WiFi card
Print continuous and die cut labels up to ol g IR
. ) . . Power Supply Li-ION rechargeable
1.5" wide and with more material options.  gptions battery, 8AA, AC adapter
* Ribbon and label materials in one Standard Warranty 2years _____
easy 1o load cartridge Dimensions gg/\llbx 10.3'"Hx3.6'D
Weight .6 Ibs (w/o tape,

batteries)

Print Features

e Prints 1 inch per second!

3¢ BRADY 360

x‘ERe,ﬁ * 200+ label parts in 14 materials Screen Size 13 lines x 36 characters
e 1" sleeves and 1.5” continuous output ~ BackLitScreen  Yes
) » ) Keyboard Style  QWERTY
° Materlgl recognition and automatic label “Waxprimtwidth  1.5'
formatting Font Types (2) Brady Alpine and
Learn more at: ) ) . . Available Brady Fixed Width
e Large, graphical display with backlight Coslom Ao 4 6.7 0
Bradle'com/bmp51 « Durable built-in cutter with label retention TNt Sizes 10,13, 14,16, 20,26, 28,
(points) 32, 38, 40, 42, 45, 51, 55,
e Robust software for advanced label —_— 60,65, 70, 76, 102
Your Complete Printing Solution: i UliHUES Ll
our Comp g Solut design Capabilities 3
BMP5] cartridges with e Optional Wi-Fi card for wireless printing ~ Label Print Yes
label and print ribbon........... page 326 via a network Rotation
Data Serialization ~ Yes, multiple and linked
e Tough, durable label materials that Barcode Code 39, Code 128
won't fade. smear or fall off Capabilities & and more using Brady
’ Types Workstation
© .
BMP®51 Label Maker & Accessories Mernory Capaciy ig,ﬁﬂog characters up to
Catalog # Description e
" " ta Transfer from
BMP51 Printer*, Rechargeable Li-lon Battery d 3 Yes
BMPS1 Pack and AC Adaptor/Battery Charger P(.: fo Prm‘ter
BMP51-KITAC __BMP51 Printer” with AG Adaptor/Battery Charger RN RIEYICW Yes

Symbols Available 450

Label Supply Characteristics

Label/Ribbon Cartridge w/ included

BMP51-KIT-LMK  BMP51 Printer*, LabelMark & AC Adaptor
Accessories

M50-MAGNET  BMP50 Series Magnet Accessory -
BMP_UBP Lithium lon Rechargeable Baliery Pack Supply fiobon

- L:thm @2 Rizh::gzzbé B:nzz P:zk with Material Formats — Continuous & Die Cut
BMP-UBP-AC Supported Labels

AC Adaptor/Battery Charger Nodia Wi R
NET-LAN Brady Network Card - Ethernet only -
— Outdoor Vinyl, Nylon
NET-WIFI Brady Network Card - WiFi only Cloth Wire ID, Heat
M50-HC BMP50 Series Hard Carrying Case Shrink Wire ID, Self-
M50-SC BMP50 Series Soft Carrying Case lﬁaminaﬁg? V(\:/lifer:?/v o
M-AC-143110  BMP50 Series AC Adaptor/Battery Charger ) emovable Cloth Wire ID,
- Types of Materials Datacomm Cable Tags
M-USB-103788 _ BMP50 Series USB Cable (3), Standard Polyester
M50-BATT-TRAY  BMP50 Series Spare Battery Tray Aggressive Adhesive
* Printer ships with Hard Carrying Case, Battery Tray for AA Polyester, Metallized
batteries, USB Cable, Drivers CD, Product CD, Quick Start 1Ffo|ye%te{,d NonF-iAfcIiherswe
Guide, and one MC-1500-595-WT-BK. Network card sold — g, ulcoor nefective
separately. uaniity ot Lanel
o 4 (Catalog #8MP51 shown) Parts Available 200+ label parts

Patents applied for: 6,732,619 and 7,070,347 on printer. Cartridge Series _ M-series

6,929,415 on the PermaSleeve® cartridges.
8,642,155 on wireless and ethernet cards.
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G-99

Voice & Data
Communications

PermaSleeve®
Wire Marking Sleeves

Get the job done FASTER, EA

Product
Identification

Facility & Safety

Identification

2 BRADY
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Laboratory
Identification

SIER and WITH CONFIDENCE.

General ID
...and many more!
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Brady Workstation Apps
Brady has revolutionized its label creation software by now offering apps
specific to your projects.

Once the free Brady Workstation is installed on your PC, you can then
download a variety of free or paid labeling apps including Custom Label
Designer App, Text Label App and more. No print drivers needed!

AW, Rccommended:

. L\l Wire Identification Suite
Free 30 Day Trial! 12 Apps Designed For Wire & Cable

Marking Applications

¥
-I Download Brady Workstation at For creating wire and cable labels, the Wire Identification Suite includes
@i * workstation.bradyid.com the right mix of Brady Workstation apps. It allows you to easily create
single line labels, labels with wrapping text, and the serialization and
Fill your workstation with individual importing of data without having to worry about alignment. If you are
2. apps or an entire suite. labeling or wrapping wires and cables, this is the suite for you!

Apps included: Advanced Import, Advanced Sequence, Batch Print, Excel Import, Flip
Flop, Manage Files, Print Partner, Sequence, Template Editor, Text Labels, Label Settings.

3 Save time by quickly designing
@ ¢ labels and printing to your printer. For more information on all apps, view page 448.

No print drivers needed!

Brady Mobile Apps: For Printing On-The-Go

We understand that you don't always have your PC with you to design labels.
That's why we also offer two Brady Workstation Mobile Apps to enable you to
quickly design labels on any iOS device, Android smartphone or Windows tablet
and print those labels with your BMP®51 printer.*

9 ° Brady Workstation Mobile Text Labels enables you to design
professional text-only labels on the spot with your mobile device.

pre-defined fields with your mobile device using protected company
label templates. Use Brady Workstation on a computer to create your
own template and then open the template on your mobile device within
the Brady Workstation Mobile Print Partner app from either a local disk

(SD-card) or a cloud location, like Google Drive. "Bradly WiFi network card required to
connect printer to mobile device.

. e Brady Workstation Mobile Print Partner enables you to complete

Networking ;f//;af\%

Options {

The BMP®51 printer connects to \“E#//

your PC via the included USB -

Cab|e’ Optiona| field-installable USB Cable (Catalog#: NET‘LAN) Required if printing
network cards are also available: from Mobile Apps

(Catalog#: NET-WIFI)

> BMP®53 Printer Owners:

The BMP®53 printer has been discontinued, but Brady continues to
manufacture and stock label cartridges for use with your BMP53 printer.

View the following pages for available label cartridges.

1-888-272-3946 BradylD.com/s35
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Indoor / Outdoor Facility &
Safety Labels (B-595)

This low-shrink, continuous vinyl material
is pliable with an extremely aggressive
adhesive that conforms to smooth or rough
surfaces. |deal for lean 5S labels, pipe
markers, equipment and panel labels and
production area ID. Vinyl material has 8-10
years average outdoor durability.” These
labels offer excellent resistance to ails,
detergents, dirt, grime and many solvents.

¢ B-595 Indoor/Outdoor Vinyl Material -
Permanent adhesive, very pliable, good
for rough surfaces and outdoor use, wide
range of colors. Temp. range: -40°F to
180°F (-40°C to 82°C). UL recognized.

¥

exar It
L1X3L

Figure 33

NOTICE

KEEP CLEAR

VIBRATION
TesT ) PoINT

END MILL

;:Lsdzlrmter Diagram Catalog # Material :.nachhe:"\:\léd)th A IF:]T[I] I(';':T-?;h B Labels/Roll 2;2?’?:9':
B-595 - Indoor / Outdoor Vinyl Tape

BMP41,51,53  Fig. 33 MC-500-595-WT-BK B-595 Vinyl BK on WT 0.500 (12.70) 25 ft. (7.62 m) 1roll (cont)  R6000
BMP41,51,53  Fig. 33 MC-750-595-WT-BK B-595 Vinyl BK on WT o 750 (19.10) 25 ft. (7.62 m) 1roll (cont.)  R6000
BMP41,51,563  Fig. 33 MC1-1000-595-WT-BK B-595 Vinyl BK on WT 000 (25.40) 25 ft. (7.62 m) 1roll (cont.)  R6000
BMP51, 53 Fig. 33 MC-1500-595-WT-BK B-595 Vinyl BK on WT 1 500 (38.10) 25 ft. (7.62 m) 1roll (cont)  R6000
BMP41,51,53  Fig. 33 MC-500-595-YL-BK B-595 Vinyl BKon YL 0.500 (12.70) 251t (7.62 m) 1roll (cont.)  R6000
BMP41,51,53  Fig. 33 MC-750-595-YL-BK B-595 Vinyl BKon YL O 750 (19.10) 25 ft. (7.62 m) 1roll (cont.)  R6000
BMP41,51,53  Fig. 33 MC1-1000-595-YL-BK B-595 Vinyl BK on YL 000 (25.40) 25 ft. (7.62 m) 1roll (cont)  R6000
BMP51, 53 Fig. 33 MC-1500-595-YL-BK B-595 Vinyl BKon YL 1. 500 (38.10) 251t (7.62 m) 1roll (cont.)  R6000
BMP41,51,53  Fig. 33 MC-500-595-OR-BK B-595 Vinyl 0.500 (12.70) 25 ft. (7.62 m) 1roll (cont)  R6000
BMP41,51,53  Fig. 33 MC-750-595-OR-BK B-595 Vinyl o 750 (19.10) 25 ft. (7.62 m) 1roll (cont)  R6000
BMP41,51,53  Fig. 33 MC1-1000-595-OR-BK B-595 Vinyl 000 (25.40) 25 ft. (7.62 m) 1 roll (cont.)  R6000
BMP51, 53 Fig. 33 MC-1500-595-OR-BK B-595 Vinyl 1. 500 (38.10) 25 ft. (7.62 m) 1roll (cont.)  R6000
BMP41,51,53  Fig. 33 MC-500-595-BL-WT B-595 Vinyl 0.500 (12.70) 25 ft. (7.62 m) 1roll (cont.)  R4400
BMP41,51,53  Fig. 33 MC-750-595-BL-WT B-595 Vinyl o 750 (19.10) 25 ft. (7.62 m) 1roll (cont.)  R4400
BMP41,51,53  Fig. 33 MC1-1000-595-BL-WT B-595 Vinyl 000 (25.40) 25 ft. (7.62 m) 1roll (cont)  R4400
BMP51, 53 Fig. 33 MC-1500-595-BL-WT B-595 Vinyl 1 500 (38.10) 25 ft. (7.62 m) 1roll (cont)  R4400
BMP41,51,563  Fig. 33 MC-500-595-RD-WT B-6595 Vinyl 0.500 (12.70) 25 ft. (7.62 m) 1roll (cont.)  R4400
BMP41, 51,53  Fig. 33 MC-750-595-RD-WT B-595 Vinyl O 750 (19.10) 25 ft. (7.62 m) 1roll (cont.)  R4400
BMP41,51,53  Fig. 33 MC1-1000-595-RD-WT B-595 Vinyl 000 (25.40) 25 ft. (7.62 m) 1roll (cont.)  R4400
BMP51, 53 Fig. 33 MC-1500-595-RD-WT B-595 Vinyl 1. 500 (38.10) 25 ft, (7.62 m) 1roll (cont.)  R4400
BMP41,51,53  Fig. 33 MC-500-595-GN-WT B-595 Vinyl 0.500 (12.70) 25 ft, (7.62 m) 1roll (cont)  R4400
BMP41,51,53  Fig. 33 MC-750-595-GN-WT B-595 Vinyl 0.750 (19.10) 25 ft. (7.62 m) 1roll (cont.)  R4400
BMP41,51,53  Fig. 33 MC1-1000-595-GN-WT B-595 Vinyl 000 (25.40) 25 ft. (7.62 m) 1roll (cont.)  R4400
BMP51, 53 Fig. 33 MC-1500-595-GN-WT B-595 Vinyl 1 500 (38.10) 25 ft. (7.62 m) 1roll (cont.)  R4400
BMP41,51,53  Fig. 33 MC-500-595-WT-RD B-595 Vinyl RD on WT 0.500 (12.70) 251t (7.62 m) 1roll (cont.)  R4400
BMP41, 51,53  Fig. 33 MC-750-595-WT-RD B-595 Vinyl RD on WT O 750 (19.10) 25 ft. (7.62 m) 1roll (cont.)  R4400
BMP41,51,53  Fig. 33 MC1-1000-595-WT-RD B-595 Vinyl RD on WT 000 (25.40) 25 ft. (7.62 m) 1roll (cont)  R4400
BMP51, 53 Fig. 33 MC-1500-595-WT-RD B-595 Vinyl 1, 500 (38.10) 25 ft. (7.62 m) 1 roll (cont.)  R4400
BMP41,51,53  Fig. 33 MC-500-595-BK-WT B-595 Vinyl 0.500 (12.70) 25 ft. (7.62 m) 1roll (cont)  R4400
BMP41,51,53  Fig. 33 MC-750-595-BK-WT B-595 Vinyl O 750 (19.10) 25 ft. (7.62 m) 1roll (cont.)  R4400
BMP41,51,53  Fig. 33 MC1-1000-595-BK-WT B-595 Vinyl 000 (25.40) 25 ft. (7.62 m) 1roll (cont.)  R4400
BMP51, 53 Fig. 33 MC-1500-595-BK-WT B-595 Vinyl 1. 500 (38.10) 25 ft. (7.62 m) 1roll (cont.)  R4400
BMP41,51,53  Fig. 33 MC-500-595-CL-BK B-595 Vinyl BK on CL 0.500 (12.70) 20 ft. (6.09 m) 1roll (cont.)  R6000
BMP41,51,53  Fig. 33 MC-750-595-CL-BK B-595 Vinyl BK on CL O 750 (19.10) 20 ft. (6.09 m) 1roll (cont.)  R6000
BMP41,51,53  Fig. 33 MC1-1000-595-CL-BK B-595 Vinyl BK on CL 000 (25.40) 20 ft. (6.09 m) 1roll (cont)  R6000
BMP51, 53 Fig. 33 MC-1500-595-CL-BK B-595 Vinyl BK on CL 1 500 (38.10) 20 ft. (6.09 m) 1roll (cont.)  R6000
BMP41,51,53  Fig. 33 MC-500-595-CL-WT B-595 Vinyl WT on CL 0.500 (12.70) 20 ft. (6.09 m) 1roll (cont.)  R4400
BMP41,51,53  Fig. 33 MC-750-595-CL-WT B-595 Vinyl WT on CL O 750 (19.10) 20 ft. (6.09 m) 1roll (cont.)  R4400
BMP41,51,53  Fig. 33 MC1-1000-595-CL-WT B-595 Vinyl WT on CL 000 (25.40) 25 ft. (7.62 m) 1roll (cont.)  R4400
BMP51, 53 Fig. 33 MC-1500-595-CL-WT B-595 Vinyl WT on CL 1.500 (38.10) 20 ft. (6.09 m) 1roll (cont.)  R4400

* Average expected outdoor life of product will depend on user definition of failure, climatic conditions, mounting techniques and material colour.
The 8 to 10 year outdoor durability applies to the vinyl label stock only, ribbon durability will vary.

2 BRADY
= « WHEN PERFORMANCE MATTERS MOST"
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Inside-Panel Component Labels for
Electrical, Automation and Data Centers
(B-422, B-428, B-483, B-499 and B-595)
Variety of durable materials ideal for marking backer
boards, DIN rall, relays, PLCs, switches and solenoids.
Create serial or rating plates with barcodes, graphics and
more with a flexible high-tack adhesive for easy and long-
lasting adhesion.

e B-422 Polyester Material - Permanent adhesive, good for
powder-coated/textured surfaces. Best on flat surfaces.
Temp. range: -40°F to 212°F (-40°C to 100°C). UL .
recognized. |

e B-428 Metalized Polyester Material - Permanent /Y |
adhesive, silver finish. Temp. range: -40°F to 176°F
(-40°C to 80°C). UL recognized.

e B-483 Polyester Material - Permanent adhesive for
powder-coated/textured surfaces. Best on flat surfaces
Temp. range: -40°F to 248°F (-40°C to 120°C). UL
recognized.

¢ B-499 Nylon Cloth Material - Permanent adhesive.
Pliable for rough or smooth surfaces. Temp. range: -94°F

to 194°F (-70°C to 90°C). UL recognized. el e
¢ B-595 Indoor/Outdoor Vinyl Material - Permanent A = A
adhesive, very pliable, good for rough surfaces and TEXT 1 s[15% I TEXT 1
outdoor use, wide range of colors. Temp. range: -40°F to B TEXT 2 (S B TEXT 2
180°F (-40°C to 82°C). UL recognized. || TExTa ~ | TEXT3
Figure 29 Figure 33 Figure 46

(with border)

Ribbon in
Cartridge

Label Width A
Inch (mm)

Fits Printer
Model

Label Height B

Inch (mm) Labels/Roll

Diagram Catalog # Material

B-422 - Gloss Polyester

BMP41,51,53  Fig. 33 MC-375-422 B-422 Gloss Polyester BK on WT 0.375(9.5) 25 ft (7.6 m) 1 roll (cont)  R6000
BMP41,51,53  Fig. 33 MC-475-422 B-422 Gloss Polyester BK on WT 0.475(12.1) 25 ft (7.6 m) 1roll (cont)  R6000
BMP41, 51,53  Fig. 33 MC-500-422 B-422 Gloss Polyester BK on WT 0.500 (12.7) 251t (7.6 m) 1roll (cont.)  R6000
BMP41,51,53  Fig. 29 M-7-422 B-422 Gloss Polyester BK on WT 0.500 (12.70) 0.500 (12.70) 280 R6000
BMP41,51,53  Fig. 29 M-89-422 B-422 Gloss Polyester BK on WT 0.500 (12.70) 1.500 (38.10) 360 R6000
BMP41,51,53  Fig. 29 M-47-422 B-422 Gloss Polyester BK on WT 1.000 (25.40) 0.500 (12.70) 360 R6000
BMP41,51,53  Fig. 29 M-49-422 B-422 Gloss Polyester BK on WT 1.000 (25.40) 1.000 (25.40) 200 R6000
BMP41,51,53  Fig. 33 MC1-1000-422 B-422 Gloss Polyester BK on WT 1.000 (25.40) 25ft, (7.62m) 1roll (cont)  R6000
BMP41, 51 Fig. 29 M-90-422 B-422 Gloss Polyester BK on WT 1.500 (38.10) 0.750 (19.05) 200 R6000

B-428 - Metalized Polyester

BMP51, 53 Fig. 29 M-29-428 B-428 Metalized Polyester  Lt. Grey 0.500 (12.70) 1.500 (38.10) R4300
BMP51, 53 Fig. 29 M-30-428 B-428 Metalized Polyester  Lt. Grey 0.750 (19.05) 1.500 (38.10) 260 R4300
BMP41, 51,53  Fig. 29 M-47-428 B-428 Metalized Polyester  Lt. Grey 1.000 (25.40) 0.500 (12.70) 360 R4300
BMP41,51,53  Fig. 46 M-92-428-BB B-428 Metalized Polyester  Lt. Grey 1.130 (28.70) 0.500 (12.70) 360 R4300
BMP41, 51,53  Fig. 29 M-60-428 B-428 Metalized Polyester  Lt. Grey 2.000 (50.80) 1.000 (25.40) 80 R4300

B-483 - Ultra Aggressive Polyester

BMP41, 51,53  Fig. 29 M-47-483 B-483 Polyester BK on WT 1,000 (25.4) 0.500 (12.7) 480 R6000
BMP41, 51,53  Fig. 29 M-61-483 B-483 Polyester BK on WT 2.000 (50.80) 0.500 (12.70) 80 R6000
BMP41, 51,53  Fig. 29 M-60-483 B-483 Polyester BK on WT 2.000 (50.80) 1.000 (25.40) 80 R6000
BMP41, 51,53  Fig. 29 M-131-499 B-499 Nylon Cloth BK on WT 0.500 (12.7) 1.000 (25.40) 180 R4300
BMP41, 51,53  Fig. 29 M-11-499 B-499 Nylon Cloth BK on WT 0.500 (12.70) 0.750 (19.05) 220 R4300
BMP41, 51,53  Fig. 29 M-84-499 B-499 Nylon Cloth BK on WT 0.900 (22.86) 0.500 (12.70) 200 R4300
BMP41, 51,53  Fig. 29 M-128-499 B-499 Nylon Cloth BK on WT 1,000 (25.40) 1.900 (48.3) 100 R4300
BMP51, 53 Fig. 29 M-132-499 B-499 Nylon Cloth BK on WT 1.500 (38.10) 1.250 (31.75) 160 R4300
BMP41, 51,53  Fig. 33 MC-500-595-WT-BK B-595 Vinyl BK on WT 0.500 (12.70) 25 ft. (7.62 m) 1 roll (cont.) R6000
BMP41, 51,53  Fig. 33 MC1-1000-595-WT-BK  B-595 Vinyl BK on WT 1.000 (25.40) 25 ft. (7.62 m) 1 roll (cont.) R6000
BMP41,51,53 Fig.33  MC-500-595-YL-BK B595  Vinyl BK on YL 0,500 (12.70) 25 ft, (7.62 m) 1 roll (cont)  R6000
BMP41, 51,53  Fig. 33 MC1-1000-595-YL-BK B-595 Vinyl BKon YL 1.000 (25.40) 251t. (7.62 m) 1 roll (cont.) R6000
BMP41, 51,53  Fig. 33 MC-500-595-OR-BK B-595 Vinyl 0.500 (12.70) 25 ft. (7.62 m) 1 roll (cont.) R6000
BMPA41,51,53  Fig.33  MC1-1000-595-OR-BK  B-595  Vinyl 1.000 (25.40) 25 t. (7.62 m) 1 oll (cont.)  R6000

* For addlitional vinyl label colors, refer to the B-595 Indoor/Outdoor Grade Facility and Safety Labels on page 326.

1-888-272-3946
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Self-Laminating Vinyl Wire & Cable Markers (B-427)

Feature a clear, non printable area that wraps around wires and cables to

serve as an overlaminate. Protected print area offers superior resistance to

handling, solvents, oil, grease, dirt and water. These markers are designed

to adhere to the highly curved surfaces of wires and cables.

e B-427 Self-Laminating Vinyl
Material - Resistant to A :;_:"
abrasion, water, oil and }Eg; i TEXT 2 }§ ,\‘\v;
solvents. Temp. range -40°F - 0
to 158°F (-40°C to 70°C), UL
recognized.

Figure 42a

Figure 42 (continuous)

Print-On

B# Labels/ Ribbon in

Fits Printer

Approx. Max. Wire Label Width A Label Height B

Model Diagram  Catalog # Material Color Wire Gauge Diameter Inch (mm) Inch (mm) n\ilt?t(%[r;n) Roll Cartridge
B-427 - Self-Laminating Vinyl
BMP41,51,53 Fig. 42 M-11-427 B-427 Vinyl BKonWT 16-10 0.160" (4.06 mm)  0.500(12.70)  0.750(19.05)  0.375 (9.53) R4300
BMP41,51,53 Fig. 42 M-136-427  B-427 Vinyl BKonWT 16-10 0.160" (4.06 mm)  1.000(25.40) ~ 0.750(19.05)  0.375(9.53) 340 R4300
BMP41,51,53 Fig. 42 M-47-427 B-427 Vinyl BKonWT 12-10 0.210"'(5.33mm)  0.500(12.70)  1.000(25.40)  0.375(9.53) 360 R4300
BMP41,51,53 Fig. 42 M-48-427 B-427 Vinyl BKonWT 12-10 0.210'(5.33mm) __ 0.750(19.05)  1.000(25.40)  0.375(9.53) 200 R4300
BMP41,51,53 Fig. 42 M-49-427 B-427 Vinyl BKonWT 12-10 0.210"'(5.33mm)  1.000(25.40)  1.000(25.40)  0.375(9.53) 260 R4300
BMP41,51,53 Fig. 42 M-102-427  B-427 Vinyl BKonWT 10-4 0.270"(6.86 mm)  0.500(12.70)  1.250(31.75)  0.375(9.53) 200 R4300
BMP41,51,58 Fig.42  M-143-427  B-427 Vinyl BKonWT 10-4 0.270" (6.86 mm) __1.000(25.40)  1.250(31.75) _ 0.500 (12.70) 200 R4300
BMP51, 53 Fig.42  M-115-427  B-427 Vinyl BKonWT 10-4 0.270"(6.86 mm)  1.500(38.10)  1.250(31.75)  0.500(12.70) 200 R4300
BMP41,51,53 Fig. 42 M-89-427 B-427 Vinyl BKonWT 10-4 0.320"(8.13mm)  0.500(12.70)  1.500(38.10)  0.500 (12.70) 360 R4300
BMP41,51,53  Fig. 42 M-90-427 B-427 Vinyl BKonWT 10-4 0.320"(8.13mm) _ 0.750(19.05)  1.500(38.10) _ 0.500 (12.70) 200 R4300
BMP41,51,53 Fig. 42 M-91-427 B-427 Vinyl BKonWT 10-4 0.320'(8.13mm)  1.000(25.40)  1.500(38.10)  0.500 (12.70) 200 R4300
BMP41,51,53 Fig.42  M-91-427-YL  B-427 Vinyl BKonYL 10-4 0.320"(8.13mm)  1.000(25.40)  1.500(38.10)  0.500 (12.70) 200 R4300
BMP51, 53 Fig.42  M-32-427 B-427 Vinyl BKonWT 10-4 0.320"(8.13mm)  1.500(38.10)  1.500(38.10)  0.500 (12.70) 180 R4300
BMP41,51,53 Fig. 42 M-51-427 B-427 Vinyl BKonWT 3-2/0 0.530" (13.46 mm)  1.000 (25.40) 2,500 (63.50)  0.750(19.05) 80 R4300
BMWP41,51,568 Fig. 42  M-51-427-YL _B-427 Vinyl BKonYL 3-2/0 0.530" (13.46 mm) _1.000 (25.40) 2,500 (63.50) _ 0.750(19.05) 80 R4300
BMP51, 53 Fig.42  M-116-427  B-427 Vinyl BKonWT 3-2/0 0.530" (13.46 mm)  1.500(38.10) 2500 (63.50)  0.750(19.05) 80 R4300
BMP41,51,53 Fig. 42 M-53-427 B-427 Vinyl BKonWT 3/0-400 kemil 0.850" (21.59 mm) 1.000 (25.40)  4.000 (101.6)  1.000(25.40) 70 R4300
BMP41,51,53 Fig. 42 M-53-427-YL _ B-427 Vinyl [BKonYL 3/0-400 kemil 0.850" (21.59 mm) 1.000 (25.40)  4.000 (101.6) _ 1.000(25.40) 70 R4300
BMP51, 53 Fig.42  M-33-427 B-427 Vinyl BKonWT 3/0-400 kemil 0.850" (21.59 mm) 1.500 (38.10)  4.000(101.6)  1.000(25.40) 70 R4300
BMP51, 53 Fig. 42 M-34-427 B-427 Vinyl BKonWT 3/0-400 kemil 1.300" (33.02mm) 1.500 (38.10)  6.000 (152.40) 1.500(38.10) 40 R4300
B-427 - Continuous Self-Laminating Vinyl
BMP41,51,53 Fig. 42a  MC-750-427 _ B-427 Vinyl BKonWT 16-10 0.270"'(6.86 mm) 25t (7.62m) 0.750 (19.05)  0.375(9.53) 1 roll(cont) R4300
BMP51, 53 Fig. 42a  MC-1000-427 B-427 Vinyl BKonWT 12-10 0.850" (21.59 mm) 251t (7.62m) 1.000(25.40)  0.375(9.53) 1 roll(cont) R4300
BMP51, 53 Fig. 42a  MC-1250-427 B-427 Vinyl BKonWT 10-4 0.530" (13.46 mm) 251t (7.62m) 1.250(31.75)  0.500 (12.70) 1ol (cont.) R4300
BMP51, 53 Fig. 42a_ MC-1500-427 B-427 Vinyl BKonWT 10-4 0.270"(6.86 mm) 251t (7.62m) 1.500(38.10) _ 0.500 (12.70) 1 roll (cont.) R4300
* Approximate wire gauge based on AWG for THHN wire.
Vinyl Cloth Adhesive Wire & Cable Labels (B-498) N
Printer automatically repeats your text to fill the label for maximum
readability when label is wrapped around wire.
* B-498 Repositionable Vinyl Cloth - Durable

material’s special adhesive stays put, but - e &";”3

marker can be removed and reapplied if TEXT 1 A "*f,‘

necessary. Temp. range -40°F to 175°F 5| TEXT2 4

(-40°C to 70°C). UL Recognized. 1 TEXT3 4

Figure 29 /

Fits Printer
Model

B-498 — Vinyl Cloth

Approx. Max. Wire Label Width A Label Height B Labels/ Ribbon in
Wire Gauge Diameter Inch (mm) Inch (mm) Roll Cartridge

Diagram Catalog # Material Color

BMP41,51,53  Fig. 29 M-7-498 B-498  Vinyl Cloth 22-16 Gauge  0.110" (2.80mm) 0.500(12.70)  0.500 (12.70)

BMP41, 51,53 Fig. 29 M-11-498 B-498  VinylCloth  BKonWT 16-10Gauge 0.160"(4.00 mm)  0.750 (19.05)  0.500 (12.70) 220 R6200
BMP41, 51,53  Fig. 29 M-131-498 B-498  VinylCloth  BKonWT 12-10Gauge 0.210"(5.00 mm)  0.500 (12.70)  1.000 (25.40) 180 R6200
BMP41,51,53  Fig. 29 M-48-498 B-498  VinylCloth  BKonWT 12-10Gauge 0.210"(5.00 mm)  0.750 (19.05)  1.000 (25.40) 180 R6200
BMP41, 51,53  Fig. 29 M-49-498 B-498  VinylCloth  BKonWT 12-10Gauge 0.210"(5.00 mm)  1.000 (25.40)  1.000 (25.40) 160 R6200
BMP41, 51,53 Fig. 29 M-91-498 B-498  VinylCloth  BKonWT 10-4 Gauge  0.270"(7.00 mm)  1.000 (25.40)  1.500 (38.10) 160 R6200
BMP51, 53 Fig. 29 M-128-498 B-498  VinylCloth  BKonWT 10-4 Gauge  0.270"(7.00mm)  1.000 (25.40)  1.900 (48.3) 100 R6200

* Approximate wire gauge based on AWG for THHN wire.

2 BRADY
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PermaSleeve® PS Wire Marking Sleeves (B-342)

These heat-shrink sleeves are the ultimate in marker durability, permanence and

aesthetic appearance. Fast shrink rate saves time and costs during installation.

Military / Industrial grade 3:1 shrink ratio. Meets several MIL, SAE and ASTM specs.
Available as individual die-cut or continuous cut-to-length tubing. /

A—>
A 4
A
AL A
B
(@ diameter) (@ diameter) i TEXT 2 B
L NN N Nl .
Figure 44 Figure 58

Sleeve Supplied
Width A Diameter B
Inch (mm) Inch (mm)

For Wire Diameter
Inch (mm)
Min. Max

Sleeves/ Ribbon in
Roll Cartridge

Fits Printer
Model

B-342 — PermaSleeve® PS Wire Marking Sleeve

Approx.

Diagram Catalog # B# Wire Gauge

BMP41,51,583 Fig.44 M-125-075-342  B-342 BKonWT 22-16 Gauge 0.046-0.110(1.20-2.80mm) 0.750(19.1)  0.235(5.97) 80

BMP51, 53 Fig. 44  M-125-1-342 B-342 BKonWT 22-16 Gauge 0.046-0.110(1.20-2.80 mm) 1.000(25.40) 0.235(597) 80 R4300
BMP41,51,53 Fig.44 M-187-075-342  B-342 BKonWT 20-10 Gauge 0.062-0.150 (1.60-3.80 mm) 0.750(19.1)  0.335(8.51) 80 R4300
BMP51, 53 Fig. 44  M-187-1-342 B-342 BKonWT 20-10 Gauge 0.062-0.150(1.60-3.80 mm) 1.000(25.40) 0.335(8.51) 80 R4300
BMP41,51,53 Fig. 44  M-250-075-342  B-342 BKonWT 16-8 Gauge 0.094-0.215(2.40-550mm) 0.750(19.1)  0.439(11.15) 80 R4300
BMP51, 53 Fig. 44  M-250-1-342 B-342 BKonWT 16-8 Gauge 0.094-0.215(2.40-550mm) 1.000(25.40) 0.439(11.15) 80 R4300
BMP41,51,53 Fig.44  M-375-075-342  B-342 BKonWT 12-4Gauge 0.125-0.320(3.20-8.10mm) 0.750(19.1)  0.645(16.38) 80 R4300
BMP51, 53 Fig. 44  M-375-1-342 B-342 BKonWT 12-4 Gauge 0.125-0.320(3.20-8.10 mm) 1.000 (25.40)  0.645(16.38) 80 R4300
B-342 - PermaSleeve® PS Continuous Sleeving

BMP41,51,53 Fig.58  MC-125-342 B-342 BKonWT 22-16 Gauge 0.046-0.110(1.20-2.80mm) 7ft(2.13m)  0.235(5.97) 1 roll (cont.) R4300
BMP41,51,58 Fig.58 MC-125-342-YL  B-342 BKonYL 22-16 Gauge 0.046-0.110(1.20-2.80mm) 7ft(2.13m)  0.235(5.97) 1roll (cont.) R4300
BMP41,51,53 Fig.58  MC-187-342 B-342 BKonWT 20-10 Gauge 0.062 -0.150 (1.60 - 3.80 mm) 7 ft(2.13m)  0.335(8.51) 1 roll (cont.) R4300
BMP41,51,583 Fig.58 MC-187-342-YL  B-342 BKonYL 20-10Gauge 0.062-0.150(1.60-3.80mm) 7ft(2.13m)  0.335(8.51) 1 roll (cont.) R4300
BMP41,51,53 Fig.58  MC-250-342 B-342 BKonWT 16-8Gauge 0.094-0.215(2.40-550 mm) 7 ft (213m)  0.439(11.15)  1roll (cont.) R4300
BMP41,51,53 Fig.58 MC-250-342-YL  B-342 BKonYL 16-8Gauge 0.094-0.215(2.40-550mm) 7ft(2.13m)  0.439(11.15) 1roll (cont) R4300
BMP41, 51,53 Fig.58  MC1-375-342 B-342 BKonWT 12-4 Gauge 0.125-0.320(3.20-810mm) 7ft(2.13m)  0.645(16.38) 1 roll(cont) R4300

* Approximate wire gauge based on AWG for THHN wire.

Wire & Cable Flags and Tags

(B-.Iogy B-1459 B-4251 B-499)

Allow more legible information on data cables and smaller diameter wires.
Permits you to handle and view labels without touching the wires.
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Figure 57 Figure 63

Label Width A Label Height B Label Height C Labels/ Ribbon in
Inch (mm) Inch (mm) Inch (mm) Roll Cartridge

Fits Printer
Model

B-109 - Polypropylene Tag
BMP51, 53 Fig. 57 M-12-109 B-109  Polypropylene Tag ~ BK on WT  3.000 (76.2) 0.750 (19.05)
B-145 - Polypropylene Tag

Diagram Catalog # Material

BMP51, 53 Fig. 50 M-111-145FR-GY B-145  Polyethylene Tag 1.206 (30.63) 0.750 (19.05)

B-425 - Polypropylene Flag

BMP51, 53 Fig. 48 MFT-01-425 B-425  Polypropylene Flag  BKonWT  0.788 (20.01) 1.18 (29.97) 200 R4300
B-499 - Nylon Cloth

BMP41, 51, 53 Fig. 63 M-141-499 B-499  Nylon Cloth BKon WT  1.000 (25.40) 1.000 (25.40) 0.250 (6.35) 90 R4300
BMP51, 53 Fig. 63 M-152-499 B-499  Nylon Cloth BKonWT 1,500 (38.10) 0.500 (12.70) 0.250 (6.35) 160 R4300

1-888-272-3946 BradylD.com/s35
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Terminal Block Adhesive Strips (B-498)

When using terminal block mode, printer can serialize and ——
pre-space to your special thin widths to fit terminal blocks. ——
* B-498 Repositionable Vinyl Cloth Material - Special adhesive B EE
stays put, but marker can be removed and reapplied if necessary. »—

Temp. range: -40°F to 175°F (-40°C to 70°C). UL recognized. “
Figure 33

Ribbon in
Cartridge

Fits Printer Diagram Catalog # Material Label Width A Roll Length B

Labels/Roll

Model Inch (mm) Inch (mm)

B-498 - Vinyl Cloth

BMP41,51,53  Fig. 33 MC-240-498 . Vinyl Cloth 0.240 (6.09) 16 ft. (4.87 m) 1 roll (cont.)
BMP41,51,53  Fig. 33 MC-318-498 B-498 Vinyl Cloth BK on WT 0.318 (8.07) 16 ft. (4.87 m) 1 roll (cont)  R6200
BMP41,51,563 _ Fig. 33 MC-375-498 B-498 Vinyl Cloth BK on WT 0.375 (9.52) 20 {t (6.1 m) 1ol (cont)  R6200

e

BOTA BOTE BOTC

Patch Panel, Punch Block and Desi Strip
and Faceplate Labels (B-412, and B-422)

Create a fully-formatted serialized punch block label to fit your
equipment or label your ports, jacks and outlets with adhesive
labels or slide-in strips.
¢ B-412 Polypropylene Tags - Non-adhesive slide-in strips
¢ B-422 Polyester Material - Permanent adhesive, good for _ . )
owder-coated/textured surfaces. Temp. range: -40°F to T—"
21 2°F (-40°C to/100°C). uL recognized? ° —— Emi';_nmmi bbb
¢ B-483 Polyester Material - Permanent adhesive for powder-
coated/textured surfaces. Best on flat surfaces. Temp. range:
-40°F to 248°F (-40°C to 120°C). UL recognized.

- 5
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Figure 29 Figure 33

msdl;rmter Diagram Catalog # B# Material :.nachhe;mwr:ld)th S :.:chhelmH::)ght . Labels/Roll Material Notes g::?r?([i]glg
B-412 - Polypropylene Tag
BMP41, 51,53 Fig.33  MC-375-412 B-412  Polypropylene Tag BKon WT 0.375 (9.53) 20 ft (6.09 m) 1 roll (cont.)  Non-Adhesive Slide-in Strips R4300
BMP41,51,53 Fig.33  MC-475-412 B-412  Polypropylene Tag BKonWT 0.475(12.07) 20t (6.09 m) 1roll (cont.)  Non-Adhesive Slide-in Strips R4300
BMP41, 51,53 Fig. 33 MC-625-412 B-412  Polypropylene Tag BKon WT 0.675(12.07) 20 ft (6.09 m) 1 roll (cont.)  Non-Adhesive Slide-in Strips R4300
B-422 - Gloss Polyester

BMP41, 51,53 Fig.33  MC-375-422 B-422  Gloss Polyester BK on WT  0.375 (9.5) 251t (7.6 m) 1roll (cont.)  Adhesive Strips R6000
BMP41, 51,53 Fig. 33 MC-475-422 B-422  Gloss Polyester BKon WT 0.475 (12.1) 25t (7.6 m) 1roll (cont.)  Adhesive Strips R6000
BMP41, 51,53 Fig.33  MC-625-422 B-422  Gloss Polyester BKon WT 0.675(12.07) 25ft(7.62m) 1 roll (cont.)  Adhesive Strips R6000
BMP41,51,53 Fig.29  M-7-422 B-422  Gloss Polyester BK on WT 0.500 (12.70)  0.500 (12.70) 280 Individual Adhesive Port Labels  R6000
BMP41,51,53 Fig.29  M-89-422 B-422  Gloss Polyester BKon WT 0.500 (12.70)  1.500 (38.10) 360 Individual Adhesive Labels R6000
BMP41, 51,53 Fig.29  M-47-422 B-422  Gloss Polyester BK on WT 1.000 (25.40)  0.500 (12.70) 360 Individual Adhesive Labels R6000
BMP41,51,53 Fig.29  M-90-422 B-422  Gloss Polyester BKonWT 1.500 (38.10)  0.750 (19.05) 200 Individual Adhesive Labels R6000

B-483 - Ultra Aggressive Polyester
BMP41,51,53 Fig.29  M-61-483

BK on WT 2.000 (50.80)  0.500 (12.70) 80 Individual Adhesive Labels R6000

B-483  Polyester

Did You Know? BMP®51 Cartridges

The necessary print ribbons for the BMP®51 Label Printer
are self-contained within the label roll cartridge.

No need to order or load separate print ribbons!

2 BRADY
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Polyester Labels for Rating Plates and

BradylD.com/s35

General ID (B-422, B-428, and B-483) e o
Standard and metallized labels ideal for labeling rating 1
plate, products and general industrial applications. MOREK n.#l.:"\'r:.;yfé‘m
o B-422 Polyester Material - Permanent adhesive, good S e s

for powder-coated/textured surfaces. Best on flat

surfaces. Temp. range: -40°F to 212°F (-40°C to 100°C). ‘

UL recognized. I
e B-428 Metalized Polyester Material - Permanent |

adhesive, silver finish. Temp. range: -40°F to 176°F

(-40°C to 80°C). UL recognized. ——
* B-483 Polyester Material - Permanent adhesive for - == -

powder-coated/textured surfaces. Best on flat surfaces TEXT 1 s[5 T TEXT 1

Temp. range: -40°F to 248°F (-40°C to 120°C). UL 7 TEXT2 = v TEXT 2

recognized. || TExs ) | TExTs

Figure 29 Figure 33 Figure 46

;:Lsdslrmter Diagram Catalog # Material :.:cbhe:n\:\l"l]d)th i :."achhe:nljz:)ghl g Labels/Roll 2:,[::?:;:
B-422 - Gloss Polyester
BMP41, 51, 53 Fig. 33 MC-375-422 B-422 Gloss Polyester BK on WT 0.375 (9.5) 25 ft (7.6 m) 1 roll (cont.) R6000
BMP41,51,63  Fig.33  MC-475-422 B-422 Gloss Polyester BKonWT _ 0.475(12.1) 25 ft (7.6 m) 1 roll (cont.) R6000
BMP41,51,53  Fig.29  M-7-422 B-422 Gloss Polyester BKonWT 0,500 (12.70) 0.500 (12.70) 280 R6000
BMP41,51,53  Fig.29  M-89-422 B-422 Gloss Polyester BKonWT _ 0.500 (12.70) 1.500 (38.10) 360 R6000
BMP41,51,63  Fig.33  MC-500-422 B-422 Gloss Polyester BKonWT  0.500(12.7) 25 ft (7.6 m) 1 roll (cont.) R6000
BMP41,51,53  Fig.29  M-47-422 B-422 Gloss Polyester BKonWT _ 1.000 (25.40) 0.500 (12.70) 360 R6000
BMP41,51,53  Fig.29  M-49-422 B-422 Gloss Polyester BKonWT 1.0 (25.40) 1.000 (25.40) 200 R6000
BMP41,51,563  Fig.33  MC1-1000-422  B-422 Gloss Polyester BKonWT _ 1.000 (25.40) 251t (7.62m) 1 roll (cont.) R6000
BMP41,51,53  Fig.29  M-90-422 B-422 Gloss Polyester BKonWT  1.500(38.10) 0.750 (19.05) 200 R6000
B-428 - Metallized Polyester
BMP51, 53 Fig.29  M-29-428 B-428 Metalized Polyester __ Lt. Grey 0.500 (12.70) 1.500 (38.10) 360 R4300
BMP51, 53 Fig.29  M-30-428 B-428 Metalized Polyester __ Lt. Grey 0.750 (19.05) 1,500 (38.10) 260 R4300
BMP41,51,53  Fig. 46 M-92-428-BB B-428 Metalized Polyester  Lt. Grey 1.130 (28.70) 0.500 (12.70) 360 R4300
BMP41,51,53  Fig.29  M-60-428 B-428 Metalized Polyester  Lt. Grey 2.000 (50.80) 1.000 (25.40) 80 R4300
B-483 - Ultra Aggressive Polyester
BMP41,51,563  Fig.29  M-47-483 B-483 Polyester BKonWT  1.000(25.4) 0.500 (12.7) 360 R6000
BMP41,51,563  Fig. 29 M-61-483 B-483 Polyester BKonWT __ 2.000 (50.80) 0.500 (12.70) 80 R6000
BMP41,51,53  Fig.29  M-60-483 B-483 Polyester BKonWT _ 2.000 (50.80) 1.000 (25.40) 80 R6000
Reflective Material (B-584) adpiea

Ideal for labeling outdoor utility poles and pedestals, hard hats,

jobsite equipment and roof-top equipment.
¢ B-584 Reflective Tape - Reflective material shines back brightly

when struck by light. Recommended for low light or inclement
weather conditions.

<
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Figure 33

'I:I:Lsdzlrmter Diagram Catalog # Material :-:chhezr‘:’r:]d)m A :T:::II: I(.;r:g;h B Labels/Roll 5;23?3;:
B-584 - Reflective Tape

BMP41, 51,53 Fig.33 MC-500-584 B-584 Reflective Tape BK on WT 0.500 (12.70) 25 ft. (7.62 m) 1roll (cont.) R6000
BMP41, 51,53  Fig.33 MC-750-584 B-584 Reflective Tape BK on WT 0.750 (19.05) 25 ft. (7.62 m) 1roll (cont.)  R6000
BMP41, 51,53  Fig.33 MC-1000-584 B-584 Reflective Tape BK on WT 1.000 (25.40) 20 ft. (6.09 m) 1roll (cont.) R6000
BMP51, 53 Fig.33 MC-1500-584 B-584 Reflective Tape BK on WT 1.500 (38.10) 20 ft. (6.09 m) 1roll (cont.)  R6000
BMP41, 51,53  Fig.33 MC-500-584-YL B-584 Reflective Tape BKon YL 0.500 (12.70) 20 ft. (6.09 m) 1roll (cont.) R6000
BMP41,51,53  Fig.33 MC-750-584-YL B-584 Reflective Tape BKon YL 0.750 (19.05) 20 ft. (6.09 m) 1roll (cont.)  R6000
BMP41, 51,53  Fig.33 MC-1000-584-YL B-584 Reflective Tape BKon YL 1.000 (25.40) 20 ft. (6.09 m) 1roll (cont.)  R6000
BMP51, 53 Fig.33 MC-1500-584-YL B-584 Reflective Tape BKon YL 1.500 (38.10) 20 ft. (6.09 m) 1roll (cont.)  R6000

1-888-272-3946
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Bin, Storage, and General Industrial Labels

(B-483, B-499, and B-595)

Several materials with an aggressive adhesive for use in

commercial and industrial applications.

¢ B-483 Polyester Material - Permanent adhesive for powder-
coated/textured surfaces. Best on flat surfaces Temp. range:
-40°F to 248°F (-40°C to 120°C). UL recognized.

¢ B-499 Nylon Cloth Material - Permanent adhesive. Pliable
for rough or smooth surfaces. Temp. range: -94°F to 194°F

(-70°C to 90°C). UL recognized. n}
¢ B-595 Indoor/Outdoor Vinyl Material - Permanent adhesive, A ——
very pliable, good for rough surfaces and outdoor use, wide TEXT 1 5P| 2%
range of colors. Temp. range: -40°F to 180°F (-40°C to 82°C). B TEXT 2 oo
UL recognized. || TEXT3 )
Figure 29 Figure 33
i i n f Label Width A Label Height B Ribbon in
'I;:Lsdzlnmer Diagram Catalog # Material Color Inch (mm) Inch (mm;] Cartridge
B-483 - Ultra Aggressive Polyester
BMP41, 51,53 _Fig. 29 M-47-483 B-483 _ Polyester _ BKonWT 1.000 (25.4) 0.500 (12.7) 360 R6000
BMP41, 51,53  Fig. 29 M-61-483 B-483  Polyester  BKonWT 2.000 (50.80) 0.500 (12.70) 80 R6000
BMP41, 51,53 Fig. 29 M-60-483 B-483  Polyester  BKonWT 2.000 (50.80) 1.000 (25.40) 80 R6000
B-499 - Nylon Cloth
BMP41, 51,53 Fig. 29 M-11-499 B-499  Nylon Cloth ~ BK on WT o 500 (12.70) 0.750 (19.05) 220 R4300
BMP41, 51,53  Fig. 29 M-84-499 B-499  Nylon Cloth  BK on WT 900 (22.86) 0.500 (12.70) 200 R4300
BMP41, 51,53 Fig. 29 M-128-499 B-499  Nylon Cloth  BKon WT 000 (25.40) 1.900 (48.3) 100 R4300
BMP51, 53 Fig. 29 M-132-499 B-499  Nylon Cloth  BK on WT 1 500 (38.10) 1.250 (31.75) 160 R4300
BMP41, 51,53 Fig. 33 MC-750-595-WT-BK B-595  Vinyl BK on WT o 750 (19.10) 25 ft. (7.62 m) 1 roll (cont.)  R6000
BMP41,51,53 Fig. 33 MC1-1000-595-WTI-BK  B-595  Vinyl BK on WT 000 (25.40) 25 ft. (7.62 m) 1ol (cont)  R6000
BMP51, 53 Fig. 33 MC-1500-595-WT-BK ~ B-595  Vinyl BK on WT 1500 (38.10) 25 ft. (7.62 m) 1roll (cont)  RG000
BMP41, 51,53 Fig. 33 MC-750-595-YL-BK B-595  Vinyl BK on YL o 750 (19.10) 25 ft. (7.62 m) 1roll (cont)  R6000
BMP41, 51,53  Fig. 33 MC1-1000-595-YL-BK  B-595  Vinyl BK on YL 000 (25.40) 25 ft. (7.62m) 1ol (cont)  R6000
BMP51, 53 Fig. 33 MC-1500-595-YL-BK B-595  Vinyl BK on YL 1500 (38.10) 25 ft. (7.62 m) 1roll (cont)  R6000

* For additional vinyl label colors, refer to the B-595 Indoor/Outdoor Grade Facility and Safety Labels on page 326.

A
-Indicati i i - DO NOT REMOVE
Tamper-Indicating Vinyl Material (B-351) | Ig;; I i
Destructible vinyl material prohibits one piece removal of 1 TEXT 3 { Ms-25

label to indicate if the label has been tampered with.
Figure 29

Label Width A Label Height B Ribbon in

Fits Printer
Inch (mm) Inch (mm) LabolsRoll Cartridge

Model
B-351 - Tamper Evident Vinyl

BMP51, 53 Fig. 29 M-17-351 - Vinyl 0.500 (12.70) 1.000 (25.40)

BMP51, 53 Fig. 29 M-20-351 B-351 Vinyl BK on WT 2.000 (50.80) 1.000 (25.40) 160 R6000

Diagram Catalog # Material
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Get the job done for less with a Brady Starter Kit.

Datacomm Kit

'

Electrical Kit

R o

Lab Kit

1-888-272-3946

Voice / Data Communications Starter Kit

Everything you need to get started with your voice/data
labeling. Kit includes:

e Hard case, USB cable and AC power supply

e Self-laminating cable markers (M-21-427)

e Port, faceplate and general ID labels (M-30-422)

¢ Non-adhesive slide-in strips for punch blocks (MC-475-412)

e Rack and panel labels (MC-1000-595-YL-BK)

e 1.5” White label roll for general ID (MC-1500-595-WT-BK)

Catalog #
BMP51-KIT-VD

Description
Kit with BMP51 Label Printer and Li-lon Battery

Electrical Starter Kit

This kit includes a variety of wire and cable marking
materials, as well as continuous tape for panel
identification. Kit includes:

e Hard case, USB cable and AC power supply

e Self-laminating wire markers (M-103-427)

e Wrap around wire markers (M-18-498)

* PermaSleeve® PS heat shrink wire markers (M-187-1-342)
¢ Panel identification labels (MC-1500-595-OR-BK)

e 1.5” White label roll for general ID (MC-1500-595-WT-BK)

Catalog #
BMP51-KIT-EL

Description
Kit with BMP51 Label Printer and Li-lon Battery

Facility Identification Starter Kit

Kit includes a variety of our durable indoor/outdoor
vinyl tapes. Kit includes:

e Hard case, USB cable and AC power supply

e 1.5” Yellow label roll with black ribbon (MC-1500-595-YL-BK)
1.5” White label roll with red ribbon (MC-1500-595-WT-RD)
1.5” Green label roll with white ribbon (MC-1500-595-GN-WT)
1.5” White label roll with black ribbon (MC-1500-595-WT-BK)
2" x 1" labels for low surface energy labeling (M-20-483)

e o o o

Catalog #
BMP51-KIT-GI

Description
Kit with BMP51 Label Printer and Li-lon Battery

Lab Identification Starter Kit

Accurately identify and track samples in your
lab with this lab ID starter kit. Kit includes:

e Hard case, USB cable and AC power supply

e Vial & tube labels (M-156-492)

¢ Microplate labels (M-81-488)

e Top & side label set for vials & tubes (M-120-492)

e Removable diecut labels for bottles, beakers, etc. (M-103-498)
* 1.5” White label roll for general ID (MC-1500-595-WT-BK)

Catalog #
BMP51-KIT-LS

Description
Kit with BMP51 Label Printer and Li-lon Battery

BradylD.com/s35



