
Modular Light



Modular Light 50w 60 °

LUXEON 3030 2D

Application Area

Warehouse, Auditorium(halls), Shopping Production Areas & Factories.

Code

Power Consumption

Input Voltage

Input Current

Frequency

Power Factor

Operating Temperature

CRI

Luminous Flux

Luminous Efficiency

CCT

LED Source

Driver

IP Rating

Beam Angle

Lifespan

Material

Dimension

Warranty

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

HLP-HBM1-50D60-PZ-V

50W

AC 110-240V

0.231A

50/60Hz

0.9 PF

20~50°C

>80

5271.7 Lm

105.23 Lm/w

3000K / 4000K / 5700K

Philips Lumileds 3030

HLP Driver

IP 65

60°

>20,000H

Aluminium(Fin Type), Polycarbonate

315*90*130

2 Years

Luminous Intensity Distribution Curve

The Average Illuminance Effective Figure
(LM80)



Modular Light 50w 90 °

LUXEON 3030 2D

Application Area

Warehouse, Auditorium(halls), Shopping Production Areas & Factories.

Code

Power Consumption

Input Voltage

Input Current

Frequency

Power Factor

Operating Temperature

CRI

Luminous Flux

Luminous Efficiency

CCT

LED Source

Driver

IP Rating

Beam Angle

Lifespan

Material

Dimension

Warranty

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

HLP-HBM1-50D90-PZ-V

50W

AC 110-240V

0.231A

50/60Hz

0.9 PF

20~50°C

>80

5664.7 Lm

113.29 Lm/w

3000K / 4000K / 5700K

Philips Lumileds 3030

HLP Driver

IP 65

90°

>20,000H

Aluminium(Fin Type), Polycarbonate

315*90*130

2 Years

Luminous Intensity Distribution Curve

The Average Illuminance Effective Figure
(LM80)



Modular Light 100w 60 °

LUXEON 3030 2D

Application Area

Warehouse, Auditorium(halls), Shopping Production Areas & Factories.

Code

Power Consumption

Input Voltage

Input Current

Frequency

Power Factor

Operating Temperature

CRI

Luminous Flux

Luminous Efficiency

CCT

LED Source

Driver

IP Rating

Beam Angle

Lifespan

Material

Dimension

Warranty

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

HLP-HBM2-100D60-PZ-V

100W

AC 110-240V

0.529A

50/60Hz

0.9 PF

20~50°C

>80

10640.2 Lm

102.41 Lm/w

3000K / 4000K / 5700K

Philips Lumileds 3030

HLP Driver

IP 65

60°

>20,000H

Aluminium(Fin Type), Polycarbonate

315*180*130

2 Years

Luminous Intensity Distribution Curve

The Average Illuminance Effective Figure
(LM80)



Modular Light 100w 90 °

LUXEON 3030 2D

Application Area

Warehouse, Auditorium(halls), Shopping Production Areas & Factories.

Code

Power Consumption

Input Voltage

Input Current

Frequency

Power Factor

Operating Temperature

CRI

Luminous Flux

Luminous Efficiency

CCT

LED Source

Driver

IP Rating

Beam Angle

Lifespan

Material

Dimension

Warranty

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

HLP-HBM2-100D90-PZ-V

100W

AC 110-240V

0.529A

50/60Hz

0.9 PF

20~50°C

>80

10743.2 Lm

103.8 Lm/w

3000K / 4000K / 5700K

Philips Lumileds 3030

HLP Driver

IP 65

90°

>20,000H

Aluminium(Fin Type), Polycarbonate

315*180*130

2 Years

Luminous Intensity Distribution Curve

The Average Illuminance Effective Figure
(LM80)



Modular Light 150w 60 °

LUXEON 3030 2D

Application Area

Warehouse, Auditorium(halls), Shopping Production Areas & Factories.

Code

Power Consumption

Input Voltage

Input Current

Frequency

Power Factor

Operating Temperature

CRI

Luminous Flux

Luminous Efficiency

CCT

LED Source

Driver

IP Rating

Beam Angle

Lifespan

Material

Dimension

Warranty

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

HLP-HBM3-150D60-PZ-V

150W

AC 110-240V

0.694A

50/60Hz

0.9 PF

20~50°C

>80

15845.3 Lm

103.23 Lm/w

3000K / 4000K / 5700K

Philips Lumileds 3030

HLP Driver

IP 65

60°

>20,000H

Aluminium(Fin Type), Polycarbonate

315*270*130

2 Years

Luminous Intensity Distribution Curve

The Average Illuminance Effective Figure
(LM80)



Modular Light 150w 90 °

LUXEON 3030 2D

Application Area

Warehouse, Auditorium(halls), Shopping Production Areas & Factories.

Code

Power Consumption

Input Voltage

Input Current

Frequency

Power Factor

Operating Temperature

CRI

Luminous Flux

Luminous Efficiency

CCT

LED Source

Driver

IP Rating

Beam Angle

Lifespan

Material

Dimension

Warranty

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

:

Luminous Intensity Distribution Curve

The Average Illuminance Effective Figure
(LM80)

HLP-HBM3-150D90-PZ-V

150W

AC 110-240V

0.694A

50/60Hz

0.9 PF

20~50°C

>80

16167.5 Lm

103.9 Lm/w

3000K / 4000K / 5700K

Philips Lumileds 3030

HLP Driver

IP 65

90°

>20,000H

Aluminium(Fin Type), Polycarbonate

315*270*130

2 Years


