sontrol system

Soyal BASIC system is efficiently optimized for low
budget door, turnstile, parking and elevator access
control system. Effectively control who (card user) can
enter where (door group) at what time (time zone) using

what method (card and/or pin).

® Connect to PC for reporting and time atten-
dance.

® Alarm function - force entry, door open too
long and tamper warning

® Auto RF-learning for faster and easier card

enroliment

Tamper protection system and full 10 digit
wiegand format for higher security.

Built in watchdog to prevent system hang
Real time clock for accurate time records

Programmable auto door-unlock schedule

Compact modern design looks good in any

decoration
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AR721H

Controller with
built-in reader
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AR721U
Auxiliary Wiegand
reader
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Basic RFID access control system

AR721H is a single door controller with built in RF reader.
AR716 multi door controller (15K users). During AR716
continue to run as secondary system. Generally, AR
outside as ENTRY reader.

There are 2 versions available: AR721H (Stz

AR721H specifica

Built-in operation mode M4 M6 M8
Card user 1024 65,536 1024 B ARTOBCM
Event memory 1200 NONE 1200 ﬂ AR716E ,,.,-_J
Time zone / holiday 11 NONE 11 A 9 -
Anti-passback YES NONE YES g s
Alarm (tamper, force entry YES NONE YES - g g g g
& door open too long) & = g -~
Elevator control 1024 users, NONE 1024 users, Single door g % ‘
1024 card users -
32 floor 32 ﬂOOI’ local anti-passback .ﬁ'
DirectPC software YES NONE YES \ \
Multi reader networking VES NONE VES Multi door, 15,000 card users, global anti-passback
with AR716E TCP|P 1_ k 1_
Access mode Card only, Card or pin, Card and pin nefwork connection
Access pin number format 5 ?:S:;cqtfer Public pin User pin
L L Network
4 digit pin 4digt 4digit sit,‘.'tv:r:
Wiegand port 1 input port (selectable WG 26 or 34) ICPIP
Push button input 1 negative trigger input AR727CM - i
P Sl sstee o0 T - W/ AN mocie
Alarm sensor input 1 negative trigger input
Door output (dry contact) 0.1-600 sec,N.O / N.C, max 24V-1A
Alarm output (open collector) 0.1-600 sec, active low output = e I e 2 =
Reader RF frequency 125KHz or Mifare 13.56 MHz _ﬂ _ﬁ _ﬁ _ﬁ _ﬂ _ﬂ
Reading range approx 10 cm (4 inch) I I ! | |
Data communication RS485 - 9600 bps (N, 8, 1) - - - - -
Power consumption 9-16V, less than 3W
" " . Single door, 1024 card users L |
Dimension, weight 111(h) x 77(w) x 26(d) mm, 120 gram local anti-passback Multi door, 15,000 card users, global anti-passback
wiegand specification Standalone connection
RF frequency 125KHz Power supply 12V RS485 data interface
Reading range 7cm | S wire ¥ e Connect to AR716 or PC
Power consumption 9-16V, less than 0.7W Wiegadnd z 7 wire oo T @ Alarm
Dimension, weight 81(h) x 43(w) x 18(d) mm, 45 gram reader 3 e - output
Push button . d Zwire I— Ear:\‘rll)eezts r(;i';cxﬁ:rl:\taﬁ:tlarm
input system.
Alarm sensor Door lock output.
input Connect to EM Lock, barrier,
. turnstiles and etc...
Accessories
a | ” 0
AR737U mini  AR721Kkeypad, AR661U long Proximity card AR708CM AR727CM ) )
wiegand wiegand range wiegand & Keychain tag 485-USB interface 485-TCPIP interface Break glass Keyswitch
[ W Rim lock ' '

Power supply with

Electromagnetic lock _‘/'-._'* RS485 surge
300,600, 1200 Ibs TN backup battery

protec
Dropbolt
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Features, specifications and dimensions are subject to change without notice.
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