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UP STROKE
PRESS
BRAKE

» CYBELEC
CYBTouch 12

Specification GH-1032NT GH-1640NT
Nominal Pressure 1000 KN 1600 KN
Slide Stroke 200 mm 200 mm
Numerical Control Axis Number Y1/Y2/X/R/V 4+ Y1/Y2/X/R/V 4+
Main Motor Power 7.5 KW KW
Lateral Width 3500 mm 4300 mm
Lateral Depth 1600 mm 1650 mm
Machine Height 2750 mm 2850 mm
Table Length 3200 mm 4000 mm
Column Spacing 2900 mm 3680 mm
Throat Depth 400 mm 400 mm
Machine Weight 9000 kg 12000 kg




TANDEM CNC
PRESS BRAKE

Nominal Pressure

8000 KN

Ram Stroke 400 mm

Column Spacing 5180 mm

Opening Height 800 mm

Throat Depth 700 mm

CNC Axes Y1/Y2/X/R/V 4+
Main Motor Power 55 KW

Dimension L xW x H

6600 mm x 7500 mm x 6000 mm

Table Length

12000 mm

Machine Weight

79000 kg




DOWN STROKE
PRESS BRAKE

Specification GH-3512NT GH-6020NT
Nominal Pressure 350 KN 600 KN
Bending Length 1200 mm 2000 mm
Table Travel 100 mm 100 mm
Motor Power 4 KW 55 KW
Max. Stroke of Rear Gear (L axis) 550 L axis 550 L axis
Lateral Width 1400 mm 2200 mm
Lateral Depth 1100 mm 1300 mm
Total Machine Height 2000 mm 2150 mm
Column Spacing 1020 mm 1700 mm
Lower Deck Width 1200 mm 2000 mm
Throat Depth 300 mm 400 mm




ERMAKSAN

POWER BEND
SERIES

» 3 Axes CNC
Press Brake

» TANDEM

Ermaksan heavy duty press brake machine
Bending power : 300 ton - 3000 tons
Bending length : 6100mm - 32100mm

» CNC TURRET PUNCH
PRESS MACHINE

- Tool lubricating system (Airblow)
+ Free standing control panel
- Control with foot panel
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HYDRAULIC
TORSION BAR
SYNCHRO
PRESS BRAKE

Technical Parameter

Nominal Length of Distance Throat Ram Open Overall

Pressure Working Between Depths Stroke Height Dimensions
Specification table uprights (LxW x H)

KN mm mm mm

TPB- 63/2500 630 2500 2000 250 100 370 £S5 2960 x 1510 x 2050
TPB- 63/3200 630 3200 2500 250 100 370 55 3300 x 1320 x 2300
TPB- 80/3200 800 3200 2500 250 120 380 55 3300 x 1385 x 2380
TPB-100/3200 1000 3200 2500 320 120 400 75 3740 x 1650 x 2355
TPB- 125/3200 1250 3200 2500 320 120 400 7.5 3750 x 1650 x 2470
TPB- 125/4000 1250 4000 3000 320 120 400 75 4550 x 1650 x 2470
TPB- 160/3200 1600 3200 2500 320 180 450 1 3300 x 1720 x 2530
TPB- 200/3200 2000 3200 2450 320 200 470 15 3410 x 1780 x 2740
TPB- 250/3200 2500 3200 2450 400 250 540 15 3420 x 1830 x 2810

TPB- 300/4000 3000 4000 3000 400 250 560 18.5 4340 x 2100 x 3300
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HYDRAULIC
GUILLOTINE
SHEAR
MACHINE

Technical Parameter

Shearing Shearing Stroke Backgauge Shearing Throat
Model Thickness Width Rang Angle Height
Specification _
mm mm (")

TGS- 6X2500 6 2500 16-35 20-600 30'-1°30 800 7.5
TGS- 6X3200 6 3200 14-35 20-600 30'-1°30 800 7.5
TGS- 6X4000 6 4000 10-30 20-600 30'-1°30 800 7.5
TGS- 6X5000 6 5000 10-30 20-800 30'-1°30 900 1l

TGS- 6X6000 6 6000 8-25 20-800 30'-1730 1000 1l

TGS- 8X2500 8 2500 14-30 20-600 30'-2° 800 il

TGS- 8X3200 8 3200 12-30 20-600 30'-2° 850 1l

TGS- 8X4000 8 4000 10-25 20-600 30'-2° 900 n

TGS- 8X5000 8 5000 10-25 20-800 30'-2° 1000 15
TGS- 8X6000 8 6000 8-20 20-800 30'-2° 1050 15
TGS- 12X2500 12 2500 12-25 20-800 30'-2° 840 15
TGS- 12X3200 12 3200 12-25 20-800 30'-2° 900 15
TGS- 12X4000 12 4000 8-20 20-800 30'-2° 940 15
TGS- 12X5000 12 5000 8-20 20-1000 30'-2° 1000 22
TGS- 12X6000 12 6000 6-20 20-1000 30'-2° 1060 30
TGS- 16X2500 16 2500 12-20 20-800 30'-1°30 840 22
TGS- 16X3200 16 3200 12-25 20-800 30'-1°30 900 22
TGS- 16X4000 16 4000 8-25 20-800 30'-1°30 940 22
TGS- 16X5000 16 5000 8-15 20-1000 30'-1°30 1000 30
TGS- 16X6000 16 6000 6-15 20-1000 30'-1°30 100 37
TGS- 20X2500 20 2500 10-20 20-800 30'-3° 900 30
TGS- 20X3200 20 3200 10-20 20-800 30'-3" 950 30




MACHINING
CENTER

» Gantry-Type High
Speed Machine

X/Y/Z Axis Travel : 1100 /700 /580 mm

Spindle Nose :180-760 mm S HG 11
T-slot :7-22 x 150 mm

3 Axis Motor 145 KW

» High Speed Vertical
Machine

X/Y/Z Axis Travel : 1100 /650 / 600 mm
Spindle Nose :130-730 mm

T-slot :5-18 x 100 mm

3 Axis Motor :3 KW




HIGH-SPEED
GANTRY
MACHINING
CENTER

» L-2013
X/Y/Z Travel  :2000 /1400 / 800 mm
Door Width  :1400 mm
Spindle : BT50
Spindle Motor :18.5 KW

» L-2015
X/Y/Z Travel  :2000 /1500 /800 mm
Door Width  :1500 mm
Spindle : BT50
Spindle Motor :18.5 KW

FEATURES:
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- Adopt Japan Mitsubishi, FANUC or Germany Siemens, HEIDENHAIN control system.
- Japan’s Mitsubishi, FANUC or Germany Siemens, HEIDENHAIN spindle motors, three-axis motors

and drives.

» Taiwan's well-known brand spindle.
- Taiwan’s Shangyin, Yintai and Japan THK or German Rexroth rails and ball screws.




PRATIC’

CNC MACHINING
CENTER

» PCD Series

FEATURES :

- With functions of milling, drilling, tapping, routing, chamfering, applicable for
various length of profile of aluminium, iron, steel, etc.

- With automatic chip conveyor

- BT40 Spindle

- With Protection door

- With Disc shape tool magazine

- Casting base or welding base optional

» PYD Series

FEATURES:

X Axis : 4000 - 6000 mm

Y Axis :800/1000 /1200 mm
Z Axis :600 mm

Spindle Speed :8000/10000 rpm
Spindle Taper :BT40/BT50

Tool Magazine :12/20 pcs Umbrella




» MACH 200

» MACH 300

MOTOJET X HYPERIJET HYPLEX PRIME
450 BAR [60,000 PSI] 6,500 BAR [94,000PSI] 4,150 BAR [60,000 PSI]

E Flow

WATERJET
SERIES

DYNAMIC WATERJET - DYNAMICALLY SUPERIOR PARTS

Qur patented Dynamic Waterjet works unlike any other system. Using our SmartStream
technology, Dynamic Waterjet not only counters stream lag and taper (characteristics
inherent to waterjet), but also automatically tilts and monitors the speed of your cutting
head on the fly. This ensures the part you pick up off the table is cut as quickly as possible,
and to high precision

. Exacting precision +/- .0254 mm [+/- .001in]
 Up to 3x faster than standard systems

DYNAMIC WATERIJET XD - DYNAMICALLY SUPERIOR PARTS

Ko 7 S e Dynamic XD incorporates the unique
= = AT AL L VLS capabilities of SmartStream technology

4 and Dynamic Waterjet for bevel cutting.

This distinctive Flow technology can
cut with 5 axis motion, even cutting
compound angles with improved speed
and accuracy. Easily cut flat stock with
up to +/-60 of motion.

Test cut for safety required on all formed and 3D parts

CUTTING HEAD TECHNOLOGY

PROVEN PERFORNAMCE

Thousands of installations worldwide have
earned our Mach 3 the title of “The World's
Most Popolar Waterjet." More importantly
reliable performance, day in add day out is
what means the most to our customers, and
the Mach 3 consistently delivers proven result.
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DYNAMIC WATERJET®- J

Three times faster and more
accurate than Standard Waterjel.\.,

——

The accuracy and speed of Dynamic
Waterjet brought to the 3D world.
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» IW-125SD

» HBM-Series
Hydraulic Bending Machine » IW-50A » PM-Series

BAR SHEARING STATION

- One hold-down for various sizes of square bar shearing and round bar shearing

- Optional channel and section bar shear tooling is available for most models ‘ . ‘ ° . g . o
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CNC POSITIONING =UNRISE

SYSTEMS

AUTOMATIC CNC TABLES

The fully automatic CNC tables are high efficient and accurate positioning devices to improve your productivity.
The controller is easy to learn and operate, so you can start operating almost immediately. The hydraulic clamps
with pressure sensor for strong grip of material are standard equipment on the CNC tables. Moreover, hydraulic
stripper with exchangeable plates is also standard equipments on the CNC tables to suit various punching
operations. Ball transfer units on the support table provide smooth movement of material, and cover with
interlock switch ensures operation safety.

» PM-120-CNC6001200

« Maximum material (L x W x T) : 600 x 1200 x 18 mm

- Table travel range : (X)Y) coordinate (25, 45)
to (575, 1175)

- Machine punching capacity :120 tons

- Maximum hole : @40 x 21 mm

- Two 500-watt MITSUBISHI servo motors
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CONTROLLER FEATURES

« Four pre-programs, each consistes of up to 6 patterns
. Maximum table travel speed without load: 10m/min
« Table accuracy without load: #0.05 mm




BENDMAK

BENOING & DRILLING & WELDING SOLUTIONS

PLATE ROLLING
MACHINE

» 3 Roller Hydraulic
Cylinder

Maximum Thickness : 6mm - 25mm
Pre-bending : 4mm - 20mm

» 4 Roller Hydraulic
Cylinder

Maximum Thickness : 6mm - 35mm
Pre-bending : 4mm - 28mm



BENDMAK

BENDING & DRILLING & WELDING SOLUTIONS

PROFILE BENDING
MACHINE

» Heavy Duty Series

- Welded steel construction (St-52) body
+ Rolls are driven by 3 separate hydraulic motors
- Infinitely variable speed of rotation

» PRO180 » PRO240

» Medium Series Hydraulic

» Steel (St-52) construction body
- On PRO 101 and PRO 121, the rolls are driven by a hydraulic motor + planetary gearbox and gears
- Shafts are made of special steel, hardened and grinded

» PRO120 » PRO55



CNC PLASMA
CUTTING

» Master High Precision
CNC Cutting Machine

- Rigid structure

- Advanced CNC Controller

- Come with operator platform

- Flip down chair design suitable for
production and maximum operation
space

» Maximum :1Plasma + 6 Oxyfuel torch

Rail :
- 37 kg/m precision grinding |-rail
- 3M per section

» CNC Cutting Machine

Magicut Gantry Type

Supporting standard plasma and up to
4 oxyfuel torches, its compact design
provide maximum working area with
smallest floor space requirement.



DRILLING MACHINE

» CNC Drilling Machine
- Table Type

It constituted by :

+ IPC based CNC controller

« Servo Z-axis lifter

« Servo drill spindle

- Auto tool length detector

- Auto plate thickness measuring device
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» Drill + CNC Drilling Machine
- Gantry Type

It constituted by :

- IPC based CNC controller
- Servo Z-axis lifter

- Servo drill spindle

- Auto tool length detector
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FIBER LASER
CUTTING MACHINE

» HDE SERIES

Laser Power : 1000W ~ 20000W

Working Area (LxW) : [3000 mm x 1500 mm]
[6000 mm x 2500 mm]

X/Y Axis Repositioning Accuracy : + 0.02 mm

Max. Acc Speed:1.0G

» E SERIES

Laser Power : 1000W ~ 20000W
Working Area (LxW) : [3000 mm x 1500 mm]

[6000 mm x 2500 mm]
X/Y Axis Repositioning Accuracy : £ 0.02 mm
Max. Acc Speed :1.2G

» TDE SERIES

Laser Power : 6000W ~ 20000W
Working Area (LxW) : [8000 mm x 2500 mm]

[12000 mm x 2500 mm]
X/Y Axis Repositioning Accuracy : + 0.03 mm
Max. Acc Speed :0.8 G

SEEETTHOLNTOS A



GLORYSTAR

TUBE LASER
CUTTING MACHINE

» GS-TG Series

Professional Tube Laser Cutting Machine
With highly intelligent cutting system design, GS-TG Series is specialized in cutting tube

& pipe, which has extremely simplified operation steps, freed operators, and achieved a
combination of high efficiency and high quality.

» GS-HG Series
Three-chunk Tube Laser Cutting Machine

GS-HG Series has a powerful cutting function, pneumatic three chucks, can cut square
pipes, round pipes, rectangular pipes and various special-shaped pipes; processing pipe
diameter and length range can be customized (standard round pipe diameter

@30 ~ 160 mm length 12000 mm).




TAIEDA

H-SHAPED
SIIEEL
DRILLING

» 3BF-105011I-RG

FEATURES :

- High-speed material feed of 50 m/min

- Devices to detect the height of the flange /
web and the web width featured

- Automatic setting of 3-axis simultaneous
drilling and drill speed

- Easy-to-operate computer interface

- Continuous diagonal drilling pattern
also possible

- Marking products

AUTOMATIC
DRILLING
MACHINE FOR
H-BEAM

This automatic machine is capable of
drilling various sizes for H-beam from
150 mm x 75 mm to 1000 mm x 500 mm



CNC DOUBLE MITER BIGSTONE
CUTTING BANDSAW

» DMA SERIES CUTTING CAPACITY :

MODEL : 650DMA ~ 1300DMA 90 deg cutting : 450 ~ 760

Motor (Saw blade) :3.75 KW ~10.0 KW

STANDARD EQUIPMENTS : Vise clamping width :10 - 670 mm
- Variable blade speed drive 80-820 mm
- Hydraulic blade tension 200 - 1020 mm
- Laser liner T T
« Working light w
FEATURES :

- For cutting variable angle from 60" left to 45° right.

- Twin columns with leaner guide ways for cutting more stable and accuracy.

- Inclination of the saw blade (57) to reduce the initial blade impact when cutting beams and square tubes.
The CNC control allows setting and memorizing 250 cutting programs, with different cutting lengths;
guantities and angles.

- The material feeder with Steel guides; precision rack and pinion, powered by servo motor with 2300 mm
feed stroke.

- Automatic positioning of guide arm.
- Mist coolant system with minimal lubrication to cut long pipe and profile without any leakage of coolant.




SEMI-AUTO

MITER CUTTING
BANDSAW
MACHINE

» CF-1000DMS

Cutting Capacity :

® 90° cutting : 650 mm

m 90° cutting : 650 mm x 1000 mm

m 45° |eft cutting :400 mm x 650 mm
650 mm x 570 mm

m 60° left cutting :400 mm x 420 mm
650 mm x 320mm

m 45° right cutting : 650 mm x 650 mm

cel

CF-10000MS

- Cutting capacity 650 x 1000 mm (H x W) at 90°, with 54 mm saw blade.

- For cutting any angle from 45" forward to 60° backward.
- NC / manual mitre positioning with digital readout.

- The rotary center is at the intersection point of the saw blade and the fixed vise jaw.
- Inclination of the saw blade (5°) to reduce the initial blade impact

when cutting beams.
- Two columns with linear guideways.
- Automatic positioning of guide arm.

» CF-610DMS

Cutting Capacity :

® 90° cutting 1420 mm

m 90° cutting : 400 mm x 610 mm

m 45° |eft cutting  : 400 mm x 400 mm
m 60° left cutting : 400 mm x 225 mm
m 45° right cutting : 400 mm x 400 mm

» Cutting capacity 400 x 610 mm (H x W) at 90",

with 34 mm saw blade.

- For cutting any angle from 45 forward to

60" backward.

- Adjustment of mitre manual with digital readout

to 0.10 accuracy.

+ Inclination of the saw bow (4 ) to reduce the

initial blade impact when cutting flat materials.

» Columns type with linear guideway.
- Varialble speed drive



AUTOMATIC COLUMN
TYPE BANDSAW

» CF-360AW
Cutting Capacity :
® Round Cutting :360 mm
m Square Cutting : 360 mm x 360 mm

» CF-600AW
Cutting Capacity :
® Round Cutting : 600 mm
m Square Cutting : 600 mm x 600 mm

Full size nesting fixture system
(CF 325BSN)

Automatic guide arm
adjustment

Split front vise & Auto-Chip conveyor Digital readout Variable blade speed Hydraulic blade
quick approach bar index tension




LATHE MACHINE

[ToLsek]

Category

Swing over bed
Width of bed

LK6160X1500

: Horizontal duty lathe
machine (CW series)
: 800 mm - 2000 mm
: 550 mm - 800 mm
Length of workplace : 750 mm - 8000 mm

ITCLSEIKI

»C6226B X 2000

Category : Gap Bed Lathe Machine
Distance between centers :78/74

Swing over bed :660 mm

Swing over gap : 870 mm

Taper of spindle bore : Dia. 13 mm

Spindle bore : Dia. 105 mm

Spindle nose :D1-8

Step of spindle nose : 12 steps

» L1860D /1500

Category : Gap Bed Lathe Machine
Swing over bed 1460 mm

Swing over gap :690 mm

Length of gap 1165 mm

Distance between centers :59.06" mm

Width of bed :300 mm

Spindle nose :D1-6

Spindle bore :58 mm

Taper of spindle bore : No. 6 morse

» LK6160 X 1500

Category: NC Gap Bed Lathe




VERTICAL &
HORIZONTAL
MILLING MACHINE n

» OX-3BHK SERIES

(4 AXIS CNC CONTROL)
Table Size : 1515 mm x 470 mm
Left and Right Travel 11300 mm
Rear Travel : 600 mm
Horizontal Milling Travel : 370 mm
Y-axis Track Width 720 mm

» OX-5B-5H SERIES

(4 AXIS CNC CONTROL)
Table Size :1850 mm x 650 mm
Longitudinal Travel :1500 mm
Cross Travel :800 mm
Spindle Taper : NT#50(BT)

Spindle Motor :75HP / 4P
Spindle Speed : 40 ~ 3000 RPM

» OX-750NC SERIES

(3 AXIS CNC CONTROL)
Table Size :1250 mm x 290 mm
Longitudinal Travel : 750 mm
Cross Travel :390 mm
Vertical Travel of Knee :340 mm
T-slots 16 X3 x72 mm

Quill Travel :140 mm




VERTICAL TURRET
MILLING MACHINE

Longitudinal Travel (M./A.) :850/750 (Opt. 950/850)
Cross Travel : 426 mm
T-slots (Width x No. x Pitch) :16 x 3 x 63 mm

RADIAL DRILLING
MACHINE

Max. Drilling Capacity  :50 mm
Distance Spindle axis to

Column Generating Line :350 - 1600 mm
Diameter of Column : 350 mm
Spindle Taper : MT5

Steps (SS)

Inverter (VC)




OTHER MACHINES

DOUBLE COLUMN
VERTICAL LATHE
MACHINE

Max. Machining Height : 1600 mm

Max. Load Table 10T

Max. Torque 163000 N.m
Working Table Dia : 3150 / 3500 mm
Range of Table Speed : 2~40 r/min
Machine Weight (48T

PLANO MILLING
MACHINE

Worktable Size (W x L) : 2000 mm x 8000 mm
Worktable Fast Speed : 3000 mm/min
Worktable Load “35T

Distance Between Column : 2550 mm
Crossbeam Travel (R) : 2000 mm
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TCL

MACHINERY

TCL MACHINERY (M) SDN BHD

. 934098-K
9, Jalan Tiong Emas 6,

Kawasan Perindustrian Tiong Nam,
81100 Johor Bahru, Johor

TEL +607-361 6546 / +607-364 8659
FAX  +607-364 8679
EMAIL enquiry@tcl-machinery.com

www.tcl-machinery.com
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