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(4) Induction hardened rolls
indtksiyon ile sertlestirilmis miller

Cone rolling and positioning control
from the control panel

Kumanda paneli Uzerinden gerceklestirilen
konik acma ve pozisyon ayarlama 6zelligi

9 Cone bending device
Konik bukme aparati

Digital readout for side rolls
Yan miller icin dijital gosterge
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CE, 1IS09001 - 2015,
TSEK and TURQUM Certifications

6 CE, 1SO9001 - 2015,TSEK and
TURQUM Sertifikalari

Q All rolls are mounted in bearings.
Rulman ile yataklanmis miller

Separate moveable control panel

Makined , hareketli kontrol li i
SHINEAEn ayr, Nareretit Kontrotpaney @ Steel (St-52) construction body

Komple celik (St-52) kaynak
konstruksiyon makine gévdesi

OPTIONAIL ACCESSORIES OPSIYONEL OZELLIKLER

 Degisebilir donus hizi

e Merkezi ve yan dayama

* Malzeme besleme tablasi
* Malzeme cikarici

e Degisebilir ust mil

* Infinitely variable speed of rotation

» Side and central supports for large diameters
* Material feeding table

* Material ejector

* Interchangeable top roll
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. Oil cooling system * Yagd sogutma sistemi @ U

In CY3R-HHS Roll Plate Rolling Machines, every 3 rolls are independently-driven
with the reducers and hydraulic motors in the models with a roll diameter of 230

mm and over, and in the models with a roll diameter of less than 230 mm, the side
rolls are driven by a hydraulic motor, reducer + gear and the upper roll is driven by
means of chain gear.

CY3R-HHS 3 Toplu Hidrolik Silindir Bikme Makinelerinde, 230 mm ve yukarisinda
st mil capina sahip modellerde her 3 mil de redlktér ve hidrolik motor ile bagimsiz
olarak tahrikli olup 230 mm'den klgtk (st mil capina sahip modellerde bir adet
hidrolik motor, reddktér + disliler ile yan toplar tahrik edilmektedir. Ust top ise zincir
disli tahriklidir.
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3-ROLL PLLATE ROLLS
3 TOPLU SILINDIR BUKME MAKINESI

CYR3-HHS TECHNICAL INFORMATION / TEKNIK OZELLIKLER
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mm mm mm mm mm kW mm mm mm kg

CY3R-HHS 160-20/6.0 2100 4 160 180 | 22 3950 160 1080 2100

CY3R-HHS 190-20/8.0 2100 8 6 190 | 180 3 | 3950 | 160 | 1080 | 2950

CY3R-HHS 210-20/10 2100 10 8 20 190 75 | 3950 160 | 1080 3950

CY3R-HHS 230-20/13 2100 | 13 10 230 | 20 M| 4030 | 1275 | 1370 | 4680

CY3R-HHS 270-20/16 2100 16 13 270 | 250 N 4180 1385 1440 550 00 TP
CY3R-HHS 300-20/20 2100 20 16 300 | 270 15 | 4445 | 1630 | 1620 6920 e DIUXSE
CY3R-HHS 330-20/25 2100 25 20 330 | 300 | 15 | 4225 1825 1810 8550

CY3R-HHS 360-20/30 | 2100 = 30 25 360 | 330 | 22 | 4500 | 2000 | 1900 | 9400

CY3R-HHS 390-20/40 2100 40 30 390 360 | 22 | 4900 | 2200 | 1950 = 17000

CY3R-HHS 430-20/45 | 2100 = 45 35 430 | 390 | 30 | 5200 | 2500 | 2200 | 19250

CY3R-HHS 190-25/6.0 2600 6 4 190 | 170 3 | 4450 | n60 | 1080 | 3350

CY3R-HHS 210-25/8.0 2600 8 6 20 | 190 75 | 4450 160 1080 4200

CY3R-HHS 230-25/10 | 2600 & 10 8 230 | 210 | 75 | 4530 | 1275 | 1370 | 4600

CY3R-HHS 270-25/13 2600 13 10 270 | 250 | T 4680 1385 1440 5600 | g Top
CY3R-HHS 300-25/16 2600 16 13 300 | 270 | 15 | 5000 | 1650 | 1650 7650 VPN
CY3R-HHS 330-25/20 2600 20 16 330 | 300 15 5000 1850 | 1850 = 9500 | opCapix3
CY3R-HHS 360-25/25 2600 = 25 20 360 | 330 | 22 | 4900 | 1850 | 1850 | 1900

CY3R-HHS 390-25/30 2600 30 25 390 | 360 | 22 | 5400 2000 2150 | 14700

CY3R-HHS 430-25/40 | 2600 = 40 30 430 | 390 | 30 | 6000 | 2200 | 2200 | 16700

CY3R-HHS 210-30/6.0 3100 6 4 200 | 190 | 75 | 5000 | 1200 | 1100 4350

CY3R-HHS 230-30/8.0 3100 8 6 230 210 75 | 5100 1300 | 1400 5150

CY3R-HHS 270-30/10 | 3100 = 10 8 270 | 250 | T | 5200 | 1400 | 1500 | 7000

CY3R-HHS 300-30/13 3100 13 10 300 | 270 15 | 5500 1700 | 1700 8470
CY3R-HHS330-30/16 3100 16 13 330 | 300 | 15 | 5300 | 1900 | 1900 = 10580 | pon@°1%%
CY3R-HHS 360-30/20 3100 20 16 360 | 330 | 15 | 5400 | 1900 | 1900 = 13200 M2 Ll
CY3R-HHS 390-30/25 3100 | 25 20 390 | 360 | 22 | 5900 | 2000 | 2200 | 17000

CY3R-HHS 430-30/35 3100 35 28 430 390 | 22 | 6000 2200 2200 20300

CY3R-HHS 460-30/40 3100 | 40 32 460 | 420 | 30 | 6200 | 2450 | 2200 | 29000

CY3R-HHS 510-30/45 3100 45 35 50 460 = 45 | 6300 2800 2500 31500

CY3R-HHS 270-40/6.0 4100 6 4 270 | 250 | 75 | 6200 1400 1500 = 8000

CY3R-HHS 300-40/80 4100 8 6 300 | 270 | 75 | 6500 1700 | 1700 | 9000

CY3R-HHS 330-40/10 4100 10 8 330 | 300 1 6300 1900 1900 12600

CY3R-HHS 360-40/13 4100 13 10 360 | 330 | N | 6400 | 1900 | 1900 | 14500 | wing:Top
CY3R-HHS 390-40/16 4100 16 13 390 360 15 | 7000 2000 2150 18750  "otDRxs
CY3R-HHS 430-40/20 4100 | 20 16 430 | 390 | 185 | 7000 | 2200 | 2200 | 23000 | TopCapix3
CY3R-HHS 460-40/25 4100 25 20 460 | 420 22 | 7200 2500 2200 31000

CY3R-HHS 510-40/30 | 4100 30 25 500 | 460 | 30 | 7300 | 2800 | 2500 | 33000

CY3R-HHS 540-40/35 4100 35 28 540 510 | 37 | 7300 2800 2500 = 45000

+ Data indicated above are based on steel with yield point 240 N/mm?
* For cone bending, all bending values must be reduced %50. . L k V! M mahd\r

+ All specifications are subject to change without notice. + B , hakkina sahiptir




