ARGOX

Empower the Barcode

ArgoScan Barcode Imager
Mid-range Series
AS-8000 / AS-8080 / AS-8120
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® Light Weight, Ergonomic Design

® Gerneral Purpose reader - a signle device
ing the broadest range of appli

© Durable - without any moving parts to wear out

* 100 scans per second and working range from
contact to 150mm on medium density barcodes

. Scanning Per starting at
0.1mm (4 mil)

® Readable Under Sun Light
® Reliability
(1) Trigger: 1,000,000 times

(2) Cable: 320,000 times (90°)
(3) Drop: 1.2 meter

Depth of Field

Resolution | AS-8000 AS-8120

4 mil 10 ~ 45mm 0 ~ 25 mm
5 mil 7 ~ 80mm 0 ~ 40 mm
10 mil Upto 110 mm 0 ~ 80 mm
13 mil Up to 120 mm Up to 100 mm
20 mil Up to 150 mm Up to 150 mm

Applications

POS

Pharmacy

Medical Treatment
Financial Service
Retail
Manufacturer



Product Values

AS-8080

AS-8120

Accessories

S

> AS-8000 holder

AS-8000 & AS-8080

The sleek new AS-8000 is the deal scanner for
retail applications. Its light-weight, easy-to-handle
form factor makes scanning a breeze. Operation is
intuitive, no warm up or waiting: Just point and
scan! The AS-8000 reads all commonly used
barcode symbologies from contact up to a distance
of 125mm. Available in black or gray to match most
retail systems, the AS-8000 offers easy plug and
play installation. For all retail and similar
applications, this little mid-range imager delivers
unmatched cost / performance.

AS-8120

The Atgoscan 8120 scanner offers excellent
scanning performance at an attractive, entry-level
price, The AS-8120 reads from contact to 150mm
from the barcode and provides accurate decoding
in seconds. This scanner features ultra-low power
consumption and an all-in-one universal host
interface.

> AS-8000 stand > AS:8120 stand



‘Specifications AS-8120
Light source
Optical system arge-coupled device)
S00Lux. PCS=90%, 20mis) PCS - 00%, 20mis)
Scanving v g i 75 mm st contact
Scan speed 100 scanssec 100 scansisec
Current - sleep mode il i
Resoluion o1 . PGS =50% on contl
Pt conras %ormore 5% ormore 0%
Scanning angle Pitch; Max 60° Yaw: Max 70" Front 60° Rear: 60° Yaw: 75"
datavar -symbologies can be ordered optionally
Catie-unersaitpe | NI 7
7 tones of no beep. 7 tones or no beep.
ndcsor GreenLED Bue LED
Length 176 mm 182 mm
Width-handie ’ 26 mm.
Warynead 0 %0mm
Depth-handie 30 mm 49 mm
Depth-head 40 mm 35 mm.
Weight not included)
Cable - K/B wedge ‘Straight 2.0 m !
Gomestrtype
Gase materal ABS plastio + TPR 85
0°Clo45°C (32°F to 113'F) )
Input voltage 5VDC 025V 5VDOC £ 025V
Powsr - operating vax2s0ma 125000
Powes - standby 30mA@5VDC. 300 mW
Current - operating. VDG 250 MA@ 5 VDC
Current - standby 30mA@5VDC 60mA@ 5 VDC
Operating Temperature i3 0°C 10 45°C (32°F 1o 113°F)
OC rransformers Class 2. 5VDC @ 500 mA 1
‘Storage 20°C 10 60°C (-4'F to 140°F) -20°C1060°C (-4°F 10 140°F)
Humidty
Lghtlevel Up 1020000 Lox Up 1020000 Lx
Shock 1.5m drop anto concrete. 1.2m drop onto concrete
Man
oo
Contammante 7
Program upgrade NA 1
Eve € € B Fc € 8
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