
TECHNICAL DATA

❖ MC-SONICVIEW-MMSC-1F1RJ45

APPLICATION

PRODUCT FACTS

PRODUCT CODE

❖ This product support IEEE802.3Z/AB 1000Base-SX-LX protocol, the working mode of duplex

full mode and half mode. The electric outlet is adaptive to the rate of 10/100/1000M Gigabit 

optical converter. This manual is for various models of adaptive 10Base-T, 100Base-T, 1000Base-

T optical converters. The following purchasing guide is for customer to refer to.

❖ TP-SC/LC MM -- 1000M adaptive, multi-mode 500 meter

❖ TP-SC/LC SM -- 1000M adaptive, single-mode 0-80Km

Technical parameters

Standard Protocol IEEE802.3Z/AB 1000Base – T/SX/LX

Transfer Rate Electrical interface : 10/100/1000Mbps

Fiber interface        : 1.25Gbps

Interface One UTP RJ45 interface / One SC interface

Power Supply Parameters 110-265 VAC     48 VDC

Environmental temperature 0   C – 60  C

Relative humidity 5 % - 90 %

Transfer fiber MM : 50/125, 62.5/125 um / SM : 9/125um

Dimensions Built-in power supply 32mm x 130mm x 170mm

10/1001000BASE MEDIA CONVERTER

LED Status Explanation

FXSPD On Rate of fiber interface is 1000Mbps

FXLINK/ACT Blink Active status display of fiber interface link
“Blink” indicates packet goes through FX

TPSPD On
Blink
Off

Rate of electrical interface is 1000Mpbs
Rate of electrical interface is 100Mpbs
Rate of electrical interface is 10Mpbs

TPLINK/ACT Blink Active status display of electrical interface link
“Blink” indicates packet goes through TP

PWR On Power is on and normal




