Specifications

Indoor Unit

Outdoor Unit

Wireless Remote

Controller

v

Wired Remote
Controller
(Optional)

Indoor Model Wireless  YCE5J10AAS-W YCE5J15AAS-W YCE5J20AAS-W YCE5J25AAS-W
Outdoor Model YSM5J10AAS YSM5J15AAS YSM5J20AAS YSM5J25CAS
Cooling Capacity Btu/hr | 11,200 (2,389~13,310) | 13,000 (3,071~15,357) | 18,000 (5,082~18,088) | 24,000 (6,143~24,866)
Input Power W 1,020 (280~1,800) 1,020 (280~1,800) 1,500 (550~2,000) 2,210 (500~2,600)
Rated Current A 5(1.2~8) 5(1.2~8) 6.8 (2.3~9.5) 9.5 (2.3~12)
EER Btu/hr/W 10.98 12.75 12 10.86
Power Source Ph/V/Hz 1Ph/220-240V/50Hz
Refrigerant Type/ Control R410A / OUTDOOR ELECTRONIC EXPANSION VALVE
Indoor Air Flow (H/L) CFM 382/265 382/265 470/382 500/424
Noise Level (H/L) dB(A) 41/33 41/33 44/36 44/36
; : Indoor mm 990x655x199 990x655x199 990x655x199 990x655x199
Dimension (WxDxH)
Outdoor mm 780x245x540 780x245x540 810x288x688 860x308x730
k
Unit Weight Indoor g 26.3 26.3 28.3 28.3
Outdoor kg 31.2 31.2 43 49
. - Liquid mm/in 6.35/1/4 6.35/1/4 6.35/1/4 9.52 / 3/8
Refrigerant Piping :
Gas mm/in 9.52/3/8 9.52/3/8 127712 15.88 /5/8

RS

Indoor Model
Outdoor Model

YCE5J30AAS-W
YSM5J30CAS

YCE5J40AAS-W
YSM5J40CAS

YCE5J50AAS-W
YSM5J50CAS

Cooling Capacity Btu/hr | 30,000 (6,494~31,398) | 44,500 (18,770~45,390)| 48,000 (18,770~49,486)
Input Power W 2,500 (500~4,200) 3,900 (2,000~6,000) | 4,100 (2,000~6,000)
Rated Current A 10.2 (2.2~18.5) 6.6 (2.9~10) 6.7 (2.9~10)
EER Btu/hr/W 12 11.41 11.71
Power Source Ph/V/Hz | 1Ph/220-240V/50Hz 3Ph/380-415V/50Hz
Refrigerant Type/ Control R410A / OUTDOOR ELECTRONIC EXPANSION VALVE
Indoor Air Flow (H/L) CFM 959/809 1,176/824 1,176/824
Noise Level (H/L) dB(A) 49/43 53/49 53/49
; : Indoor mm 1,298x700x240 1,580x700x240 1,580x700x240
Dimension (WxDxH)
Outdoor mm 948x340x840 1,008x410x830 948x340x1,250
k
Unit Weight i o007 g 37 54 54
Outdoor kg 64 82 93
. " Liquid mm/in . 9.52/3/8
Refrigerant Piping lqui /I, 952/3/8
Gas mm/in 15.88/5/8 19.05/ 3/4

Note:

1. All designs and specifications are subjected to change without prior notice for product improvement

2. Nominal cooling capacity is based on the conditions below

Power supply, 1Ph/230V/50Hz

Cooling - Indoor: 27°C DB /19°C WB and Outdoor 35°C DB / 24°C WB
3. Units are tested and comply with the latest 1ISO5151
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