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Medium Temperature Application

*Capacity

General

**Air throw
“**Sound

Fan motor

Connection pipe
size

*  Capacity based on Tiye = 0°C, Te =

Designation
kw
Size L/W/H
[mm/mm/mm]
Weight, kg
Room Temperature
Max operating press,
Bar
Air Flow (m®/h)
Power Supply
m
dB(A)
mm x Qty
Fan speed (rpm)
Watts (W)
Current (A)
Outlet Size
Inlet Size
Drain pipe

** Air throw is according to final air velocity of 0.4m/s.
**The sound pressure level is measured at 1m away from the unit, inside Anechoic sound room.

Model T
LFMNSO150AXV1
LFMNSO0400AXV1
LFMNSOB600AXV1
LFMNSO0800AXV1
LFMNSO0980AXV1

LFMNS1400AXV1

R404A (kW)
-10 -8
148 150
385  3.90
5.83 | 5.90
795 | 805
9.67  9.80
13.94  14.20

Te = Evaporating temperature

1.54
4.01
6.07
8.28
10.07
14,62

LFMNSO0150AXV1 LFMNS0400AXV1 LFMNS0600AXV1 LFMNS0800AXV1 LFMNS0980AXV1 LFMNS1400AXV1
1.5 3.9 5.9 8.05 9.8 14.2
745 x 560 x 515 745x560x 515 1205x560x 515 1205x560x 515 1665 x560x 515 1665 x 560 x 515
23 27 34 43 51 62
-5~15°C -5~15°C -5~15°C -5~15°C -5~15°C -5~15°C
25 25 25 25 25 25
1600 1500 3200 3100 4800 4700
230/1/50Hz 230/1/50Hz 230/1/50Hz 230/1/50Hz 230/1/50Hz 230/1/50Hz
10 10 13 13 15 15
67 67 68 68 70 70
3156x1 315x 1 3156x2 3156x2 315x3 315x3
1350 1350 1350 1350 1350 1350
92 92 184 184 276 276
0.41 0.41 0.82 0.82 1.23 1.23
OD 12.7mm OD 15.88mm OD 15.88mm OD 22.2mm OD 22.2mm OD 28.56mm
OD 12.7mm OD 12.7mm OD 12.7mm OD 12.7mm OD 12.7mm OD 15.88mm
1"-14UNF 1"-14UNF 1"'-14UNF 1"'-14UNF 1"'-14UNF 1"'-14UNF
-8°C. Use external equalized thermostatic expansion valve.
R134a (kW)
0 5 Model Te  -10 -8 -5 0 5
1.66 1.79 LFMNSO0150AXV1 1.35 1.37 1.40 1.51 1.63
4.30 4.63 LFMNSO0400AXV1 3.51 3.55 3.65 3.91 4.21
6.58 7.05 LFMNSOB00AXV1 5.30 5.37 5.52 5.98 6.41
8.91 9.37 LFMNSO0800AXV1 7.24 7.33 7.54 8.10 8.53
10.71 11.16 LFMNSO0980AXV1 8.80 8.92 9.17 9.75 10.16
15.28 15.76 LFMNS1400AXV1 12.68 12.92 13.21 13.91 14.34



Low Temperature Application "

Designation LFLHS0150AXV1 LFLHS0200AXV1 LFLHS0320AXV1 | LFLHS0400AXV1  LFLHS0480AXV1 LFLHS0600AXV1
*Capacity KW 1.5 2.0 3.2 4.0 4.8 6.0
[r?ﬁ/mﬁm] 745 x 560 x 515 745 x 560 x 515 | 1205 x 560 x 515 | 1205 x 560 x 515 | 1665 x 560 x 515 | 1665 x 560 x 515
Weight, kg 23 27 34 43 51 62
General Room Temperature -18~5°C -18~5°C -18~5°C -18~5°C -18~5°C -18~5°C
Max opereting press, 25 25 25 25 25 25
Air Flow (m?/h) 1600 1500 3200 3100 4800 4700
Power Supply 230/1/50Hz 230/1/50Hz 230/1/50Hz 230/1/50Hz 230/1/50Hz 230/1/50Hz
**Air throw m 10 10 13 13 15 15
***Sound dB(A) 67 67 68 68 70 70
mm x Qty 315 x1 315x 1 315x2 315x2 315x3 315x3
Fan motor Fan speed (rpm) 1350 1350 1350 1350 1350 1350
Watts (W) 92 92 184 184 276 276
Current (A) 0.41 0.41 0.82 0.82 1.23 1.23
. . Outlet Size OD 12.7mm OD 15.88mm OD 15.88mm OD 22.2mm OD 22.2mm OD 28.56mm
Connection pipe Inlet Size OD 12.7mm OD 12.7mm oD 12.7mm oD 12.7mm oD 12.7mm oD 15.88mm
sz Drain pipe 1"-14UNF 1"-14UNF 1"-14UNF 1"-14UNF 1"-14UNF 1"-14UNF
Recommended Heater 3 x 0.3kW 3 x 0.4kW 3x0.6 kW 3 x 0.8kW 3x 0.9kW 3 x 1.2kW
*  Capacity based on T,,,=-18°C, T,=-25°C, with refrigerant R404a. Use external equalized thermostatic expansion valve.
** Air throw is according to final air velocity of 0.4m/s.
***The sound pressure level is measured at 1m away from the unit, inside Anechoic sound room.

Capacity Table R404A (kW)

Model T -40 -35 -30 -25 -20
LFLHSO0150AXV1 0.81 1.04 1.27 1.5 1.73
LFLHS0200AXV1 1.49 1.66 1.83 2 217
LFLHS0320AXV1 2.21 2.54 2.87 3.2 3.53
LFLHS0400AXV1 2.74 3.16 3.58 4 4.42
LFLHS0480AXV1 3.27 3.78 4.29 4.8 5.31
LFLHS0600AXV1 4.05 4.7 5.35 6 6.65

Te = Evaporating temperature

TEMPERATURE DIFFERENCE (TD) CORRECTION FACTORS
Capacity at different TD can be calculated using the correction factor given in below table:

TD(K) 4.5 5.0 5.5 6.0 6.5 7.0 75 8.0 8.5 9.0 9.5 10.0
Correction Factor (Medium Temp.) 0.56 0.63 0.69 0.75 0.81 0.88 0.94 1 1.06 1.13 1.19 1.25
Correction Factor (Low Temp. ) 0.64 0.71 0.79 0.86 0.93 1 1.07 1.14 1.21 1.29 1.36 -




» Askaqualified installer or contractor toinstall this product. Do not try to install the product yourself.
ﬂ'\ Improper installation can result inrefrigerant leakage, electrical shock, fire or explosion.

» Use only those parts and accessories supplied or specified by Daikin. Ask a qualified installer or
contractor to install those parts and accessories. Use of unauthorized parts and accessories or
improper installation of parts and accessories can result in refrigerant leakage, electrical shock, fire or
explosion.

» Read the user’s manual carefully before using this product. The user’s manual provides
important safety instructions and warnings. Be sure to follow these instructions and warnings.
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