
 

 

 

 

 

 

 

 

 

 

 

 

 
 

 Specifications 

Brand Woods Asia 
Model No MDH-CC-30 MDH-CC-40 MDH-CC-60 
SMART Air Quality Control Yes / LCD 
Capacity (@30*C, 80%RH) 30L/day 40L/day 60L/day 
Process Air Flow 320m3/hr 780m3/hr 950m3/hr 
Operating Temp. Range 5oC up to 35oC 
Compressor Type Panasonic Rotary Type 
Refrigerant R407C / R410A 
Filters Efficiency G4 
Static Pressure at disposal 50Pa 70Pa 70Pa 
Sound Level 40dBA 38dBA 38dBA 
Process Air Inlet 125mm 200mm 200mm 
Dry Air Outlet 100mm 125mm 125mm 
Current 2.0A 3.0A 3.5A 
Maximum Power 380W 700W 800W 
Power Supply 220V-240V / 1Ph / 50Hz 
Dimension 575 x 325 x 245mm 620 x 452 x 352mm 620 x 452 x 352mm 
Net Weight 30Kg 40Kg 45Kg 
Warranty Two (2) years 

 

The Woods Asia Ceiling Conceal or Wall mounted MDH-
CC models is suitable for a wide range of applications 
including Hospitals, Laboratories, Hotels, Office 
Buildings, Museums, Warehouses, Gymnasiums and 
Domestic Residences.  
 

The designed technology is used to ensure maximum 
efficiency of air distribution, air balance and 
dehumidifying capacity. The MDH-CC is also installed 
together with HVAC systems such as FCU ducted air 
conditioners and direct Fresh Air ventilation systems.  

Solve Your Humidity Problem,  
Offer Professional Smart Solution 

Applied Air Quality Specialists Sdn Bhd 
No 56, Jalan 4, Kawasan Perindustrian Ringan, 
Pandan Indah, 55 100, Kuala Lumpur 
Tel: 603-4295 3295 Fax: 603-4295 2295 
Website: www.aaq.com.my 

Main Features:  
 

 Ceiling Conceal or Wall 
mounted 

 Rotary type compressor 
 Centrifugal fan or low 

sound level, high airflow 
and high performance. 

 Designed to work in the 
toughest conditions 

 Delayed start up for 
protection 

 To generate the highest 
level of drying at the 
shortest period of time. 

 Waterproof ranking IPX04 
 The design is in line with 

the requirements of IEC 
protection Class IP44 

 Electrical design in 
accordance with 
international standard 
EN60204 

 External humidistat 


