FIVALCO ()

BRASS BALL VALVE

Fig. 4B25
PN25

FEATURES & SPECIFICATION

= Screwed body cap

Full Bore

Blow-out proof stem

Threaded to EN 10226-1 (IS0 7)

Applicable for Building Services, Ai-Conditioning, Fire-Protection,
Cold Water Plumbing, Hot Water System, General Industries.

10arSaturted Steam

Shell Testing Pressure (x1.3) 37.5bar Hydrostatic
‘Seat Testing Pressure _(ﬂ-.ﬂ 27.5bar Hydrostatic
: 5.5bar Alr

Working Temperature 10 17_0'(:

Part Material Specification . I

Body Brass. EN 12165 CWBI7N L

Ball Brass EN 12165 C_W61_7N I

Stem Brass. (EN 12165 CWB17N

Seat_ PTFE _ v

Seat Retainer Brass (EN 12165 CWB17N

Packirjg PTFE

Gland Nut Brass EN 12165 CWB17N

_l.gyel Nut Stainlg“ss Steg |

Lever PVC Covered mild stee|

o {mm) 10 15 20 25 32 40 50

{inch) % % % 1 1% 1% 2

L 46 505 595 67 78 88 95
H 33 i3 40 44 58 63 76
D 76 76 94 o4 120 120 152




