
e TECHNICAL DATA 

Model 

Voltage 

Discharge Head 

Flow Rate 

Tank Capacity 

Mimi Splites up to 

Sound Level at lm 

Ambient temp. 

Power Consumption 

e FLOW DIAGRAM 
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e PREVENT SIPHON ACTION 
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Condensing Drain Pump 

Operating Instructions 

AB/CDP18 I AB/CDP36 

100-23CN /SG-60HZ I 
Max.10m(33ft) 

Max.18L/h(4.8GPH) I Max.36L/h(4.8GPH) 

3Sml 

8KW(30,000btu/hr) I 15KW(45,000btu/hr) 

19dB(A) I 21dB(A) 
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Cut out a section of big water tube,connect with reservoir immediately,higher 
than drain plate's water level,let air current.(as shown in figure) 
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As shown in figure 

<D Vitual Topout 

~ The end of drain tube 

® Drain pallet's water line 

© Outer tube nozzle 

@ The top of air piple 

e INSTALLATION PROCEDURE 

1, Ensure float can move up and down without let or hindrance, filter and cover 
can installed in reservoir firmly.(as shown in figure) 
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2, Insure reservoir installed steady,ai r-condition's outlet tube is connect with 
reservoir's inlet tube closely.(as shown in figure) 
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3, Cover the air pipe and reservoir joint.(as shown in figure) 
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4, Put pump set higher than ceiling where is available.(as shown in figure) 
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<D Virtual ceiling 

~ Evaporator pipe coil 

® Drain age pallet 

©Vinyl tube 

@ Aquedud 



5, shock-proof material insures pump and tank stick tightly, no shock,and on 
noise.(as shown in figure) 
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6, Pay attention to the direction of water flow.(as shown in figre) 
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7, Use 6x9mm/1/4"x3/8"of vinyl tube to connect reservoir and pump set well, 
then tie them closely with strop.Please insure the length of water tube is 
not longer than 2 meters.( as shown in figure) 
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8, Put a 5/32 inch inside diameter's 4x6mm water tube,connect to pump set's 
water outlet port.then tie them closely with strop.(as shown in figure) 

9, if connect to alarm bell or alarm light,please connect signal wire as follow 
wiring diagram, when the pump can't work regularly(the bell rings or 
alarm light lightened). If connect to air-conditioner directly, when the 
pump can't work regularly,pump's circuit will trigger signal,turn off cut 
down the air-conditioner's operation(as shown in figure) 

Air-condition er 

Con trol sl gnal wire ,-... ---------~ 
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AT-CDP18 
Power wire : 

(L):Brown 
I I L __ 

-- - -' (N):Blue 

Pump (E):Color 

Control signal wire 

c~ Cl (N .C):Green 

(COM):Red 

- (N.O):Black 
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WARNING 
*Please distinguish power wire and signal wire, wrong wiring will lead to 
damage the pump.And ensure using the same voltage as require . 

10, Pull some water on the evaporator pallet.to checkout whether the pallet will 
leaking.(as shown in figure) 

•• 

, . 

A~ 

AT-CDP36 
Power wire : 

(L):Brown 

{N):Blue 

(E):Color 
Control signal wire 

{N .C):Green 

(COM): Red 

(N.O):Black 


