LCS (R22) - Technical Specifications
- Physical Data

ZR250KC-TWD ZR300KC-TWD ZR310KC-TWD ZR380KC-TWD
Motor HP 20 25 26 30
Displacement (CFH) 1,997.67 2,363.3 2,522.4 3,088.3
Suction Size (in) 1 5/8” Stub 2 1/8” Stub 1 5/8” Stub 1 5/8” Stub
Discharge Size (in) 1 3/8” Stub 1 3/8” Stub 1 3/8” Stub 1 3/8” Stub
Oil Charge (lit /oz) 4.67/158 6.30/213 6.78 /1 230 6.30/213
Height (mm) 137 734 734 734
Shell Diameter (mm) 289.0 331.0 331.0 331.0
Net Weight (kg/lb) 139.2/ 307 184.3 / 406 160/ 353 177/ 390
Ga_s Charge (kg) Limit for not 1.3 13.6 13.6 13.6
Using Crankcase Heater
Bill Of Material Crankcase Heater Part No.
522 : Stub Tube, 115/230V Motor Protector Module ZR250 : 02-6333-00 (120 Watts, 240 V)
523 : Rotalock, 115/230V Motor Protector Module ZR300 : 018-0068-05 (150 Watts, 240 V)
ZR310/380 : 018-0056-01 (150 Watts, 240 V) :‘3‘\
N\

Lopeland EMERSON.

brand products Climate Technologies

March 16, 2012




