
JAPAN SUN OIL COMPANY, LTD. 

 

 

June 2014 

【 SUNISO 4SA 】 
 
1. Application 
   SUNISO 4SA is developed for using Ammonia System Screw Compressor and is  

formulated by Highly Refined Naphthenic Oils for featuring Excellent High and Low 
Temperature Properties. 
 
This product is of High Stability and gives Long Trouble-Free Service in modern 
compressor designate to maximize output capacity with minimum physical size. 

 
   Please note that SUNISO 4SA is not recommended to be used into HALOGENATED 

HYDROCARBON REFRIGERANT SYSTEM. 
 
 
2. Properties 

Test Description Test Method Physical Property 

Density      (@15℃) g/cm3 JIS K-2249 ASTM D4052 0.9003 

Color        (ASTM) JIS K-2580 ASTM D1500 L1.0 

Flash Point   (COC) ℃ JIS K-2265 ASTN D92 202 

Pour Point ℃ JIS K-2269 ASTM D97 -42.5 

Viscosity     (@40℃)  mm2/s JIS K-2283 ASTM D445 54.46 

Viscosity     (@100℃)  mm2/s JIS K-2283 ASTM D455 7.028 

Viscosity     (@100℉)  SUS -------- ASTM D2161 252.7 

Viscosity     (@210℉)  SUS -------- ASTM D2161 49.20 

Cu Corrosion  (@100℃ x 3hr) JIS K-2513 ASTM D130 1a 

Total Acid No.             mgKOH/g JIS K-2501 ASTM D664 0.01 

Dielectric Strength              kV JIS C-2101 ASTM D1816 40 

Foaming Tendency/Stability   Ⅰ  ml JIS K-2518 ASTM D892 10 - 0 

Foaming Tendency/Stability   Ⅱ  ml JIS K-2518 ASTM D892 10 - 0 

Foaming Tendency/Stability   Ⅲ  ml JIS K-2518 ASTM D892 10 - 0 
 
 
3. Packaging 

Available by In Net 200 Liter Steel Drum, In Net 20 Liter Steel Pail 
 
 
 
 

For more information, please contact Japan Sun Oil Company, Ltd. 
Phone: 81-3-3238-0235 
Facsimile: 81-3-3237-1028 
E-mail: exp@sunoco.co.jp 
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