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SUNISO
SUS ISO SL-S Series

Mobil Artic EAL 322R 150 32 SL-32S
Mobil Artic 22 100 22 SL-22S
Mobil Artic 32 150 32 SL-32S
Mobil Artic 46 200 46 SL-46S
Mobil Artic 68 300 68 SL-68S
Mobil Artic 100 500 100 SL-100S
National NPE-22 100 22 SL-22S
National NPE-32 150 32 SL-32S
National NPE-46 200 46 SL-46S
National NPE-68 300 68 SL-68S
National NPE-100 500 100 SL-100S
National NPE-170 850 170 SL-170S
Reniso Ttriton SE 170 850 170 SL-170S
Reniso E32 150 32 SL-32S
Reniso E68 300 68 SL-68S
Reniso E100 500 100 SL-100S
Reniso Triton SEZ 22 100 22 SL-22S
Reniso Triton SEZ 32 150 32 SL-32S
Reniso Triton SEZ 170 850 170 SL-170S
Summit RPE-32 150 32 SL-32S
Summit RPE-46 200 46 SL-46S
Summit RPE-68 300 68 SL-68S
Summit RPE-100 500 100 SL-100S
Texaco HFC 22 100 22 SL-22S
Texaco HFC 32 150 32 SL-32S
Texaco HFC 68 300 68 SL-68S
Texaco HFC 32NA 150 32 SL-32S
Texaco HFC 68NA 300 68 SL-68S
Texaco HFC 100NA 500 100 SL-100S
Thermoking 203-413 150 32 SL-32S
Thermoking 203-426 150 32 SL-32S
Virginia LE 22H 100 22 SL-22S
Virginia LE 32H 150 32 SL-32S
Virginia LE 46H 200 46 SL-46S
Virginia LE 68H 300 68 SL-68S
Virginia LE 170H 850 170 SL-170S
Virginia LE 100E 500 100 SL-100S
York Type K 150 32 SL-32S
York Type L 150 32 SL-32S
York Type J 200 46 SL-46S
York Type H 300 68 SL-68S

Remark:  This Cross Reference List should be used as a guide only. 

                  For more information, please contact our local representative or
                  Japan Sun Oil Co., Ltd. throug E-mail:  exp@sunoco.co.jp

Tel: 81-3-3238-0235
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