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SUNISO SL-S SERIES 
 
“SUNISO SL-S” series are full synthetic new generation refrigeration oils formulated by 
polyor ester with special additives. 
 
“SUNISO SL-S” series are developed for using into various type of compressors with HFC 
Refrigerant: R-134a, R-404A, R-407C, R-410A featuring Excellent Lubricity, Outstanding 
Anti-Hydrolysis, Remarkable Chemical / Thermal Stability, Corrosion Protection. 
 
< TYPICAL PROPERTY > 

Test Description SL-32S SL-46S SL-68S SL-100S  SL -170S  SL -220S

ISO Viscosity Grade  32 46 68 100 170 220 

Density @15 ﾟ C g/cm3 0.949 0.953 0.960 0.978 1.000 1.012 

Color  ASTM L0.5 L0.5 L0.5 L0.5 L0.5 L0.5 

Flash Point COC ﾟ C 208 228 256 236 254 222 

Pour Point  ﾟ C －42.5 －42.5 －37.5 －35.0 －32.5 －32.5 

 Viscosity @40 ﾟ C mm2/s 32.37 46.40 66.32 98.20 158.3 210.2 

 @100 ﾟ C mm2/s 5.315 6.600 8.212 11.17 16.08 20.08 

Cu Corrosion @100 ﾟ C x 3 hrs 1a 1a 1a 1a 1a 1a 

Total Acid No. mgKOH/g 0.01 0.01 0.01 0.01 0.01 0.01 

 
< PACKAGE > 
“SUNISO SL-S” series are available by the following containers. 

■Net 200L Steel Drum 
■Net 20L Steel Pail 
■Carton Case (6 x 4L Tin Can) 
■Carton Case (10 x 1L Tin Can) 

 
For more information, please contact Phone: 81-3-3238-0235 

Facsimile: 81-3-3237-1028 
E-mail: exp@sunoco.co.jp 

TECHNICAL INFORMATION 


