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ASME REFRIGERANT TANKS

 

 
 

�� Mounted on casters 
�� High pressure (-HP) tanks: Dual 250-psi relief valves 

on diverting valve. 
�� Low pressure (-LP) tanks:  250-psi rupture disc & 

250-psi relief (meets ASME section VIII div 1 and 
ANSI specifications) 

�� Pressure gauge 
�� (3) Sight glass windows 
�� 80% tank full float switch 
 

�� Bottom drain connection 
�� Liquid & Vapor ports: Threaded connections with 

isolation ball valves are supplied standard.  Ball 
valves may be substituted with quick connect 
fittings on LP tanks only.  

 
Options:  

�� Cable for liquid level cut out switch  
�� 1000W Heating Bands for distillation (add “-

HB” suffix) 
 

 
Part number Capacity Connections Refrigerant Service 
ASME-250-075-HP 250-Gallon 3/4" Flare with Ball Valves High Pressure 
ASME-250-075-LP 250-Gallon 3/4" Flare with Ball Valves Low Pressure 
ASME-250-075-LP-QC 250-Gallon 3/4" Ports with Quick Connects Low Pressure 
ASME-500-075-HP 500-Gallon 3/4" Flare with Ball Valves High Pressure 
ASME-500-075-LP 500-Gallon 3/4" Flare with Ball Valves Low Pressure 
ASME-500-075-LP-QC 500-Gallon 3/4" Ports with Quick Connects Low Pressure 
 
        

Refrigerant Capacity at 80% Full (lbs) 
 
Tank model Gallons Dry wgt R12 R22 R500 R502 R134a R11 R123 

ASME-250 250 650 lb 2195 2000 2034 2039 2015 2459 2440 
ASME-500 500 1000 lb 4390 4000 4068 4078 4030 4918 4880 
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