EK Liquid Line Filter Drier System Protectors

The EK Liquid Line Filter Drier is a premium compacted bead Filter
Drier with a 20 micron outlet pad for maximum filtration. The EK is
a premium universal replacement liquid line Filter Drier for CFC,
HCFC and HFC refrigerants including R-12, R-134a, R-22, R-404A,
R-407C, R-410A, R-500, R-502, and R-507.
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Ordering Information
e Dimensions (in) .
PCN Description y B D E 3 Weight (lbs)
060009 EK 032 438
0600 EK 0325 83 2.71 0.56
0600 EK 032FM 92
060010 EK 032MF 92 251 175 048
060013 EK 033 469
060014 EK 033S 403 2.79 062
04760 EK 052 483 202
05701 EK 052MF 437 :
063978 EK 05255 420 3556 032 3.02 -
047602 EK 0525 415 346 0.35 :
047603 EK 053 514 3.02
047604 EK 0538 44 324 062
047605 EK 082 5.64
047606 EK 082S 49 427 0.35
049551 EK 08255 50 437 032 -
056906 EK 083MF. 570 383 12
047607 EK 083 595 383 ‘
047608 EK 083S 5.29 405 0.62 : 264
047609 EK 084 6.17 .
047610 EK 084S 533 407 063
0476 EK162 6.58
0476 EK 1625 590 521 035
056045 EK 16255 5.95 531 0.32
047613 EK 163 6.89
047614 EK 163S 6.24 543 040
047615 EK 164 Tl 4 149
047616 EK 164S 633 533 050
047617 EK 165 757
047618 EK 165S 6.55 5.30 063
047619 EK 167S 7.13 563 0.75
048210 EK 303 96
0482 EK 303S 90 821 0.40
0482 EK 304 88
048213 EK 304S 10 8.10 0.50
048214 EK 305 10.34 7.54 314 301
048215 EK 3055 932 8.07 063
048216 EK 306S 973 48 063
048217 EK 307S 9.90 40 0.75
048218 EK 309S 10.26 45 0.90
048219 EK 413 9.79
048220 EK 414 10.01
0482 EK 4145 923 823 050
048222 EK 415 1047 - 7.67 335
048223 EK 4155 945 20 063 364
048224 EK417S 0.03 53 0.75
048225 EK 4195 0.39 858 09
048228 EK 757S 525 14.02 06
048229 EK 7595 588 14.07 09 1318 614
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