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Air Surround
Ceiling Cassette

A2 & C Series
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Indoor Model Capacity RangeOutdoor Model

2.0 – 5.0 hp

1.0 -1.5 hp

R25-30CV1

R10-15CV1

R35DV1
R40-50DY1

FC20/25/30/40/50A2V1

R18-20CV1

FF10/15CV1

Ceiling Cassette Product Line Up



Dry Mode Operation (Dehumidifying Operation)
Start with cooling to dehumidify and keeps the room dry without much change in 
temperature.
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Forced On/Off Operation
This feature enables you to operate the unit even if the remote controller is misplaced or the 
remote’s battery is weak. Preset at 24ºC cool mode, just press the forced on button for instant 
cooling comfort.

700mm
Built-In High Head Drain Pump
The unit comes with a built-in high head drain 
pump up to 700mm. A safety float is incorporated 
in the drain pump to monitor its water level.

Slim Wired Controller (Optional)
The unit also offers an optional wired controller upon
your special requirement.
• Dedicated buttons for Quiet and Turbo functions
• Key lock function (DSLM8 only)
• Real-time timer (For DSLM8: 7 days option, 2 events daily)

DSLM8
Wired

Controller

Compact and easy-to use controller
• Prominent temparature display.
• Real-time clock display.
• Easily accessible buttons

DGS01
Wireless
Controller

Negative Ionizer Feature
The Ion Generator In Daikin Air-Surround Ceiling 
Cassette which releases  negative ion shower to create 
refreshing environment resembling nature itself.

It sterilizes the air by removing mold and fungus from 
sources such as leaves, wood, paper and even dirt. It 
then moisturizes the sterilized air.



Deodorization
Its deodorizing properties 

simply eliminates 
unpleasant odours 

derived from cigarettes, 
bacteria, fungi or mold.

Filtration
The system comes with 
an air filter to reduce fine 
particles and dusts in the 

air.

Sterilization
It sterilizes the air by 

removing mold and fungus 
from sources such as 

leaves, wood, paper and 
even dirt. It then moisturizes 

the sterilized air.

Power Resume

E2 PROME2 PROM

Setting stored before
power failure.

Operation Stop Restart

Power Failure

Auto Random Restart
In the event of a sudden power failure during 
operation, unit can be automatically restarted 
(subject to certain protection conditions) from 
last setting condition. This eliminates the 
need to restart manually after each power 
failure.

High Efficiency Hydrophilic Fin
It encourages condensation of water. The 
condensated water moves easily to the drain 
pan thus enhancing the cleanliness and 
lifespan of the cooling coil.

28mm (FC-A2)
20mm (FF-C)

Elegantly Designed Panel
The slim panel can be blended into any 
decoration and design.

Exclusive 4-Way Air Flow And 
Auto Air Swing
This feature is complemented by the powerful 
Turbo Mixed Flow Fan, cools remarkably fast 
and evenly to deliver extraordinary cooling 
efficiency.

Built-in-Starter (BIS)
Protect air conditioner from overcurrent 
condition due to malfunctioning of internal 
parts. This will prolong the unit's lifespan as 
the unit will be protected from overcurrent. 
(1 - 2.5HP only)
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Self Diagnosis System
The advanced Daikin Air-Surround is an intelligent air-conditioner with its own 
self-diagnosis system to detect any malfunction and is indicated through the 
blinking LED lights.

Coil Anti-Freeze Control
The unit has a self protection system that prevents it from coil frosting. This 
protects and extends the compressor life span.

5 Years Warranty
The outstanding Daikin Air-Surround comes with 5 
years warranty on the 1.0 - 2.75hp compressor.

TheTrusted Name In Air-Conditioning
This unprecedented innovation is brought to you by Daikin - the trusted name 
in air-conditioning for quality and reliable after-sales-service. With a nationwide 
service network. Daikin is ever ready to take you to a new dimension in 
cooling comfort.



Specification

Ceiling Cassette Type - FC-A2 Series

INDOOR UNIT
OUTDOOR UNIT
INDOOR UNIT
OUTDOOR UNIT
LIQUID
GAS

REFRIGERANT TYPE / CONTROL
INDOOR AIR FLOW

UNIT WEIGHT 

UNIT DIMENSION
(WITH PANEL) - HxWxD 

COPPER PIPE SIZE

POWER SOURCE

SOUND
PRESSURE LEVEL

TOTAL COOLING CAPACITY

INPUT POWER
RUNNING CURRENT, 1Ø (3Ø)

MODEL
INDOOR UNIT
OUTDOOR UNIT R18CV1 R20CV1 R20CV1 R25CV1 R28CV1 R30CV1 R35DV1

Btu/h 18,000 20,000 22,000 25,000 28,000 30,000 35,000
W 5,275 5,862 6,448 7,327 8,206 8,792 10,258
W 1,773 2,1462,023 2,809 2,760 3,200 3,360
A 7.75 8.92 9.21 12.57 12.42 14.32 15.79

V/Ph/Hz

dBA
CFM

dBA
HIGH
LOW

mm
mm 756 x 855 x 328 852 x 1,030 x 400

43 50 57 78
mm/in
mm/in 19.05 / 3/4

R-22 / OUTDOOR CAP. TUBE

kg

15.88 / 5/8

654 x 855 x 328
265 x 820 x 820 (345 x 930 x 930) 300 x 820 x 820 (385 x 930 x 930)

220-240 / 1 / 50 380-415 / 3 / 50

4239
33

43

6.35 / 1/4 9.52 / 3/8

26 + 4 32 + 4

FC40A2V1

R-22 / INDOOR CAP. TUBE

47

FC30A2V1FC20A2V1 FC25A2V1
R40DY1 R50DY1
40,000 50,000
11,723 14,654
3,600 4,550
[6.10] [7.90]

EER Btu/hr/W 10.15 9.89 10.25 8.90 10.14 9.38 10.42 11.11 10.99

FC50A2V1

49
35 36 40 43

830730 890 1,030 1,200

85 88

1) ALL SPECIFICATIONS ARE SUBJECTED TO CHANGE BY THE MANUFACTURER WITHOUT PRIOR NOTICE.
2) ALL UNITS ARE BEING TESTED AND COMPLY TO INTERNATIONAL STANDARDS SUCH AS ISO 5151 AND AHRI 210/240.
3) NOMINAL COOLING CAPACITY ARE BASED ON THE CONDITIONS BELOW:
    COOLING – 27ºC DB/ 19ºC WD INDOOR AND 35ºC DB/ 24ºC WB OUTDOOR.
4) SOUND PRESSURE LEVELS ARE MEASURED IN SOUND ROOM.

Ceiling Cassette Type - FF-C Series

INDOOR UNIT
OUTDOOR UNIT
INDOOR UNIT
OUTDOOR UNIT
LIQUID
GAS

SOUND
PRESSURE LEVEL

UNIT DIMENSION
(WITH PANEL) - HxWxD 

INDOOR UNIT
OUTDOOR UNIT

COPPER PIPE SIZE

MODEL

TOTAL COOLING CAPACITY

INPUT POWER
RUNNING CURRENT, 1Ø (3Ø)

POWER SOURCE

REFRIGERANT TYPE / CONTROL

UNIT WEIGHT 

FF10CV1 FF15CV1
R10CV1 R15CV1

Btu/h 10,000 13,000
W 2,930 3,810
W 905 1,190
A 3.80 5.30

EER Btu/hr/W 10.92
V/Ph/Hz

dBA
dBA

HIGH
LOW

41 41
35 34

INDOOR AIR FLOW CFM 410 410

mm
mm

15.5 + 2
28

mm/in
mm/in 9.52 / 3/8 12.7 / 1/2

543 x 700 x 250

6.35 / 1/4

11.05

R-22 / OUTDOOR CAP. TUBE
220-240 / 1 / 50

250 x 570 x 570 (295 x 640 x 640)

kg

Head Office: Tel: 03-7718 8388
Email: sales_enquiry@daikinmalaysia.com.my, customer_service@daikinmalaysia.com.my
Branches: • Penang Tel: 04-331 1670 • Johor Tel: 07-557 7788
 • Pahang Tel: 09-567 6778 • Perak Tel: 05-548 2307 
 • Melaka Tel: 06-288 1133 • Sabah Tel: 088-722 194
 • Sarawak Tel: 082-333 299 • Negeri Sembilan   Tel: 06-768 8969
 • Kedah Tel: 04-733 0235 • Kelantan Tel: 09-747 4678

GROUP ASSOCIATED (C&L) SDN BHD (109719-M)

Authorized dealer:
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