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Greater Compatibility
As a leader in cooling technology, Daikin 
carries a comprehensive range of indoor 
and outdoor units. The wide variety of 
models available give you greater 
compatibility in selecting, combining and 
utilising the equipment in ways that meet 
your specific needs and budget.

Aesthetic Quality
With Daikin Unity, the appearance on the 
exterior of the building is enhanced.

Better Space Utilization
Daikin Unity allows the flexibility to install 
up to 3 indoors coupling with 1 outdoor 
at any time of convenience

Extra Efficiency, Less Energy
The new Daikin Unity, is specially 
engineered to allow one single outdoor 
unit to couple up to 3 indoor units. These 
powerful combinations are more 
economical and can also significantly 
reduce your operating expenses in the 
long term.

Precise Individual Control
The Daikin Unity puts you in control. This 
means that 1, 2 or all 3 indoor units can 
be operated either similtaneously or 
seperately, giving you optimum 
performance and precise climate control 
at all times.

Unsurpassed versatility
           from Daikin Unity, 
  Multi-Split System



Daikin Cooling King L series
Wall Mounted

Daikin Cooling King M series
Wall Mounted

Daikin Eternity Ceiling Concealed

Daikin Air Surround
Ceiling Cassette

Daikin Prestige Ceiling Exposed

Specifications
RMD Series with Wall Mounted

Sound Pressure
Level

Running Current 

Refrigerant

Dimension
(H X W X D)

Unit Weight

Power Source

Copper Pipe Size

Model

Total Cooling Capacity 

Air Flow Rate

EER

Total Input Power 

RMD1010AV1 RMD1515AV1 RMD2020AV1

2 x FT10LV1L 2 x FT15LV1L  FT10LV1L FT15LV1L  FT10LV1L  FT20LV1L FT15LV1L  FT20LV1L 2 x FT20LV1L
2 x FT10MV1I 2 x FT15MV1I  FT10MV1I FT15MV1I  FT10MV1I  FT20MV1I FT15MV1I  FT20MV1I 2 x FT20MV1I

Btu/hr 2 x 10,000 2 x 13,000 10,000 13,000 10,000 19,500 13,000 19,500 2 x 19,500

W 2 x 2,931 2 x 3,810 2,931 3,810 2,931 5,715 3,810 5,715 2 x 5,715

W 1,018 1,459 1,018 1,459 1,070 2,076 1,511 2,076 2,076

W 1,864 2,756 4,574

A 4.47 6.43 4.47 6.43 4.73 10.20 6.69 10.20 10.20

A 8.30 12.10 21.90

Btu/hr/W 10.73 9.43 8.53

Type

V/Ph/Hz

CFM 342 355 342 355 342 531 355 531 531

dBA 38/27 40/29 38/27 40/29 38/27 42/36 40/29 42/36 42/36

dBA

mm 310 x 1,065 x 224 288 x 800 x 206

mm

kg 14 9

kg 62 64 106

mm/in

mm/in 2 x 9.52 / 2 x 3/8 2 x 12.7 / 2 x 1/2 9.52 / 3/8 12.7 / 1/2 9.52 / 3/8 15.88 / 5/8 12.7 / 1/2 15.88 / 5/8 2 x 15.88 / 2 x 5/8

RMD1015AV1

63

R22 

56 59

220-240/1/50

288 x 800 x 206

646 x 840 x 330

9

95 99

2 x 6.35 / 2 x 1/4

RMD1520AV1

3,364

16.20

9.66

61

2,310

10.20

9.96

RMD1020AV1

3,059

14.40

9.64

310 x 1065 x 224

632 x 960 x 437

14

One Unit Running

Two Units Running

One Unit Running

Two Units Running

Indoor (Hi/Lo)

Outdoor

Indoor

Outdoor

Indoor

Outdoor

Liquid

Gas

Outdoor

Indoor

1) DUE TO OUR POLICY OF INNOVATION, ALL SPECIFICATIONS ARE SUBJECTED TO CHANGE BY THE MANUFACTURER WITHOUT PRIOR NOTICE. 
2) ALL UNITS ARE BEING TESTED AND COMPLY TO ISO 5151. 
3) NOMINAL COOLING CAPACITY ARE BASED ON THE CONDITIONS BELOW : 
 COOLING - 27°C DB / 19°C WB INDOOR AND 35°C DB / 24°C WB OUTDOOR
4) SOUND PRESSURE LEVELS ARE MEASURED IN OYLM R&D SOUND ROOM.

RMT Series with Wall Mounted

Sound Pressure
Level

Dimension
(H X W X D)

Unit Weight

EER

Model

Total Cooling Capacity 

Total Input Power 

Running Current 

Power Source

Air Flow Rate

Refrigerant

Copper Pipe Size

RMT101010AV1 RMT151515AV1

3 x FT10LV1L 3 x FT15LV1L  2 x FT10LV1L FT15LV1L  FT10LV1L 2 x FT15LV1L 2 x FT10LV1L  FT20LV1L

3 x FT10MV1I 3 x FT15MV1I  2 x FT10MV1I FT15MV1I  FT10MV1I  2 x FT15MV1I 2 x FT10MV1I  FT20MV1I

Btu/hr 3 x 10,000 3 x 13,000

W 3 x 2,931 3 x 3,810

W 2,685 4,188

A 12.59 18.41

Btu/hr/W 11.17 9.31

Type

V/Ph/Hz

CFM 342 355 342 355 342 355 342 531

dBA 38/27 40/29 38/27 40/29 38/27 40/29 38/27 42/36

dBA 61 62

mm 310 x 1,065x 224

mm

kg 14

kg 97 109

mm/in

mm/in 3 x 9.52 / 3 x 3/8 3 x 12.7 / 3 x 1/2 2 x 9.52 / 2 x 3/8 12.7 / 1/2 9.52 / 3/8 2 x 12.7 / 2 x 1/2 2 x 9.52 / 2 x 3/8 15.88 / 5/8

10.50 9.82 9.79

2 x 13,000 

2 x 3,810

10,000

2,931

3,665

16.31

2 x 10,000

2 x 2,931

19,500

5,715

4,035

18.10

13,000

3,810

2 x 10,000

2 x 2,931

3,142

288 x 800 x 206

9

632 x 960 x 437

6162

RMT101015AV1 RMT101515AV1 RMT101020AV1

14.50

61

R22 

220-240/1/50

101 105 104

3 x 6.35 / 3 x 1/4

632 x 960 x 437

Indoor (Hi/Lo)

Outdoor

Indoor

Outdoor

Indoor

Outdoor

Liquid

Gas

Outdoor

Indoor



1) DUE TO OUR POLICY OF INNOVATION, ALL SPECIFICATIONS ARE SUBJECTED TO CHANGE BY THE MANUFACTURER WITHOUT PRIOR NOTICE. 
2) ALL UNITS ARE BEING TESTED AND COMPLY TO ISO 5151. 
3) NOMINAL COOLING CAPACITY ARE BASED ON THE CONDITIONS BELOW : 
 COOLING - 27°C DB / 19°C WB INDOOR AND 35°C DB / 24°C WB OUTDOOR
4) SOUND PRESSURE LEVELS ARE MEASURED IN OYLM R&D SOUND ROOM.

RMT Series with Wall Mounted

Air Flow Rate

Sound Pressure
Level

Dimension
(H X W X D)

Refrigerant

Power Source

Running Current 

EER

Model

Total Cooling Capacity 

Total Input Power 

Copper Pipe Size

Unit Weight

2 X FT 15MV1I  FT 20MV1I

Btu/hr

W

W

A

Btu/hr/W

Type

V/Ph/Hz

CFM 355 531

dBA 40/29 42/36

355 646

40/29

342

38/27 46/40

71dBA

mm 288 x 800 x 206310 x 1,065 x 224288 x 800 x 206 310 x 1,065 x 224

mm

kg 9 14149

kg

mm/in

mm/in 2 x 12.7 / 2 x 1/212.7/ 1/29.52/ 3/8 15.88/ 5/815.88/ 5/8

220-240/1/50

22.30

9.46

R22 

850 x 1,030 x 400

123120

3 x 6.35 / 3 x 1/4

RMT151520AV1RMT101525AV1

19,500

5,715

2 x 13,000 

2 x 3,810

FT25MV1I

24,000 

7,034

FT 15MV1I

13,000 

3,810

 FT 10MV1I

2 x FT15LV1L  FT20LV1LFT25LV1LFT15LV1L FT10LV1L

10,000

2,931

4,808

22.70

9.80

4,798

Indoor (Hi/Lo)

Outdoor

Indoor

Outdoor

Indoor

Outdoor

Liquid

Gas

Indoor

Outdoor

RMT Series with Wall Mounted

Air Flow Rate

Sound Pressure
Level

Dimension
(H X W X D)

Refrigerant

Power Source

Running Current 

EER

Model

Total Cooling Capacity 

Total Input Power 

Copper Pipe Size

Unit Weight

 2 x FT10LV1L FT25LV1L 2 x FT15LV1L FT25LV1L  FT10LV1L FT15LV1L  FT20LV1L

 2 x FT10MV1I FT25MV1I 2 x FT15MV1I FT25MV1I  FT10MV1I FT15MV1I  FT20MV1I

Btu/hr

W

W

A

Btu/hr/W

Type

V/Ph/Hz

CFM 342 646 355 646 342 355 531

dBA 38/27 46/40 40/29 46/40 38/27 40/29 42/36

dBA

mm 288 x 800 x 206 310 x 1065 x 224 288 x 800 x 206 310 x 1,065 x 224 310 x 1,065 x 224

mm

kg 9 14 9 14 14

kg

mm/in

mm/in 2 x 9.52 / 2 x 3/8 15.88 / 5/8 2 x 12.7 / 2 x 1/2 15.88 / 5/8 9.52 / 3/8 12.7 / 1/2 15.88 / 5/8

9

25.10 19.36

9.40

220-240/1/50

R22 

RMT151525AV1

9.43

2 x 3,810

5,300

2 x 13,000

71

850 x 1,030 x 400

RMT101025AV1

2 x 10,000

2 x 2,931

24,000

7,034

24,000

7,034

4,280

20.20

10.28

RMT101520AV1

13,000

3,810

19,500

5,715

10,000

2,931

4,522

120117 123

3 x 6.35 / 3 x 1/4

288 x 800 x 206

Indoor (Hi/Lo)

Outdoor

Indoor

Outdoor

Indoor

Outdoor

Liquid

Gas

Indoor

Outdoor

Specifications

Head Office: Tel: 03-7718 8388
Email: sales_enquiry@daikinmalaysia.com.my, customer_service@daikinmalaysia.com.my
Branches: • Penang Tel: 04-331 1670 • Johor Tel: 07-557 7788
 • Pahang Tel: 09-567 6778 • Perak Tel: 05-548 2307 
 • Melaka Tel: 06-288 1133 • Sabah Tel: 088-722 194
 • Sarawak Tel: 082-333 299 • Negeri Sembilan   Tel: 06-768 8969
 • Kedah Tel: 04-733 0235 • Kelantan Tel: 09-747 4678

GROUP ASSOCIATED (C&L) SDN BHD (109719-M)

Authorized dealer:
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