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K-Type Thermocouple with Lumberg Connector Probes 

T-Type Thermocouple with Lumberg Connector Probes

K-Type Thermocouple with Sub-Mini Connector Probes

Model #
Description Application Range°F°C Probe

tip Dimensions Insulation 
Material 

CT11L 
Surface probe with

ribbon sensor 

Surface
Temperatures

Grills 

-58° to 500°F
-50° to 250°C 32

Stem Length: 4”(102mm)
Diameter: 0.13” (3.2mm) 
Lead Length: 39.4” (1M)
IP Rating: N/A 

PVC

FT11L 
Chisel tip penetra-

tion probe 

General purpose
penetation into
semi-solids and

liquids 

-148° to 500°F
-100° to 250°C 22 

Stem Length: 4”(101.6mm)
Diameter: 0.13/.15” (3.2mm/2.2mm) 
Lead Length: 39.4” (1M)
IP Rating: 67 

Polyurethane

Model #
Description Application Range°F°C Probe

tip Dimensions Insulation 
Material 

GJ11M
Standard fiberglass

insulation, 4 foot, bead-
ed end (disposable)

Exposed junc-
tion for fast
response

-40° to 950°F
-40° to 500°C  

Stem Length: N/A
Diameter: 24 Gauge
Lead Length: 1.2 
IP Rating: N/A

Fiberglass

GJ12M
GJ11M with

oven clip

Oven clip to
shield sensor
from direct

radiated heat

-40° to 950°F
-40° to 500°C   

Stem Length: N/A
Diameter: 24 Gauge
Lead Length: 1.2 
IP Rating: N/A

Fiberglass
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Model #
Description Application Range°F°C Probe

tip Dimensions Insulation 
Material 

FK21L
Contact surface

probe with ribbon
sensor. Water proof

Food
Penetration 

-58° to 500°F
-50° to 250°C 21 

Stem Length: 4” (101.6mm)  
Diameter:     0.13/.06” (3.2/1.6mm) 
Lead Length: 39.4” (1M) 
IP Rating: 67

Polyurethane 

FK22L
Oven food probe

Testing food
temperatures

during cooking 

-58° to 500°F 
-50° to 250°C 20 

Stem Length: 4”(101.6mm)
Diameter:     0.09/.06” (3.2/1.6mm) 
Lead Length: 47.2” (1.2M) 
IP Rating:

Teflon 

FK23L
Immersion /

Penetration probe
no handle or lead 

Food
Penetration 

-58° to 500°F
-50° to 250°C 21

Stem Length: 3.9”(100mm)
Diameter: 0.15” (3.75mm) 
Lead Length: NA 
IP Rating: 67

NA 

FK25L 
Flat sensor pack

probe
Between pack -40° to 400°F

-40° to 204°C 34
Stem Length: NA
Diameter: NA
Lead Length: 47.2” (1.2M)
IP Rating: 67 

Teflon 

FK26L
Immersion /

Penetration probe 

Food
Penetration 

-58° to 500°F 
-50° to 250°C 20

Stem Length: 4”(101.6mm)
Diameter: .09/.06” (2.4/1.6mm)
Lead Length: 39.4” (1M) 
IP Rating: 67 

Polyurethane 

Model #
Description Application Range°F°C Probe

tip Dimensions Insulation 
Material 

GK20M
Flue temperature

probe

Exposed junction
with cone stop,  fast

response in flue
temperature 
applications

-40° to 932°F
-40° to 260°C 42 

Stem Length: 4.33" (110mm)
Diameter: 0.24" (6mm)
Lead Length: 16' (4.9M)
IP Rating: N/A

Teflon 

EXT 31M
Male to Male

Extension

Use with
FK31M N/A N/A 

Stem Length: NA
Diameter: NA 
Lead Length: 39.4” (1M) 
IP Rating: N/A

Polyurethane 

HK11M
Handle for use with
K-type interchange-

able probe tips 

Use with
FK13M, CK15M,

and GK16M 
N/A N/A

Stem Length: N/A
Diameter: N/A
Lead Length: 39.4" (1M)
IP Rating: N/A

Polyurethane
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Thermistor Probe with Bipolar Connectors
Model #

Description Application Range°F°C Probe
tip Dimensions Insulation

Material 

CX13B
Surface flat disk

probe
Surface -40° to 300°F

-40° to 150°C 30 
Stem Length: 3.15”(80mm)
Diameter: 0.3” (7.5mm) 
Lead Length: 15.7” (0.4M) 
IP Rating: N/A

PVC

FX12B
Liquid immersion

probe 
General Purpose -40° to 300°F

-40° to 150°C 24
Stem Length: 3.15”(80mm)
Diameter: 0.13” (3.2mm)
Lead Length: 15.7” (0.4M)
IP Rating: N/A

PVC

FX13B
Liquid immersion

probe 
General Purpose -40° to 300°F

-40° to 150°C 24
Stem Length: 8”(203mm)
Diameter: 0.13” (3.2mm)
Lead Length: 15.7” (0.4M)
IP Rating: 67

PVC

GX15B
Shielded air probe Air -40° to 300°F

-40° to 150°C 44 
Stem Length: 3.15”(80mm)
Diameter: 0.13” (3.2mm) 
Lead Length: 15.7” (0.4M)
IP Rating: N/A

PVC 

EX11B
extension lead 

Thermistor
probes N/A NA

Stem Length: N/A
Diameter: N/A 
Lead Length: 36” (0.9M) 
IP Rating: N/A

PVC 

Thermistor Probe with Lumberg Connectors
Model #

Description Application Range°F°C Probe
tip Dimensions Insulation 

Material 

FX11L
Liquid immersion

probe

General
Purpose, Liquid 

-40° to 300°F
-40° to 150°C 24

Stem Length: 4”(102mm)
Diameter: 0.13” (3.2mm)
Lead Length: 39.4” (1M) 
IP Rating: 67

PVC 

T-Type Thermocouple with Lumberg Connector Probes
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Model #
Description Application Range°F°C Probe

tip Dimensions Insulation 
Material 

FT12L
Needle probe 

Weiner probe
for food

processing 

-148° to 500°F
-100° to 250°C 22 

Stem Length: 4”(101.6mm)
Diameter: 0.13”(3.2mm) 
Lead Length: 39.4” (1.0M) 
IP Rating: 67 

PVC 

FT15L
Needle probe 

Weiner probe
for food pro-

cessing 

-148° to 500°F
-100° to 250°C 22 

Stem Length: 3.15”(80mm) 
Diameter: 0.06”(1.6mm)
Lead Length: 39.4” (1.2M) 
IP Rating: N/A 

Teflon 

FT21L 
Tapered end for 
food penetration

Waterproof 

Food
penetration 

-148° to 500°F
-100° to 250°C 21 

Stem Length: 3.75”(95.3mm) 
Diameter: 3.2/1.6mm 
Lead Length: 39.4” (1.0M)
IP Rating: 67 

PVC 

FT22L
Oven food probe

Testing food
temperature

during cooking 

-40° to 500°F
-50° to 250°C 22 

Stem Length: 3.93”(100mm)
Diameter: 0.13” (3.2mm)
Lead Length: 98.4” (2.5M) 
IP Rating: N/A 

Teflon 

FT23L
Oven food probe

Testing food
temperature

during cooking 

-40° to 950°F
-40° to 510°C 28 

Stem Length: NA
Diameter: NA 
Lead Length: 177.2” (4.5M)
IP Rating: N/A 

Teflon 

FT24L
Heavy duty T-handle
long stem penetra-

tion probe 

General purpose
penetration into
semi-solids and

liquids 

-40° to 500°F
-40° to 250°C 21 

Stem Length: 24" (610mm)
Diameter: 0.37"/0.15" (9.5mm/3.76mm)
Lead Length: 39.4" (1M) 
IP Rating: 67 

Polyurethane 

GT13L
Beaded probe

with FDA  approved
insulation 

General
Purpose. Air 

-148° to 500°F
-100° to 250°C 42 

Stem Length: NA
Diameter: NA
Lead Length: 47.2” (1.2M) 
IP Rating: 67 

Teflon 

GT19L
Oven clamp probe 

Special
hangingClip for

ovens. Air. 

-40° to 500°F
-40° to 510°C 48

Stem Length: NA
Diameter: NA 
Lead Length: 39.4” (1M) 
IP Rating: 67 

SS 
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