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XCODT

SECURITY

Siren Box

SB99 Strobe Light

SL99 (Red/Blue)

Dimension : 195(W%x220(1-l)

x125(L) mm Voltage : DCi12V

Dimension : 65(D)x40(H) mm
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TamQI.e;QSQWitCh Internal Siren
IS15W

Voltage : DCi12V
Dimension : 100(L)x100(H)x50(W) mm

Magnetic Contact
CMC10

Gap : 20mm
Dimension : 28(L)x 12(W)x 6(H) mm

Magnetic Contact
MC38

Gap : 20mm
Dimension : 28(L)x12(W)x6(H) mm

Vibration Sensor Bell
VSBELM5

Concealed Magnetic
CRC33/CRC36

Size: 3/8” Size: 6/8” Vibration : Adjustable
Gap : 17mm Gap : 40mm Dimension : 50(L)x20(W)x20(H) mm

** Design and specifications are subject to change without prior notice.

External Siren
ES30

Voltage : DCi12V
Dimension : 100(H)x100(D) mm

Magnetic Contact
MC31

Gap : 25mm
Dimension : 64(L)x19(W)x13(H) mm

Shock Sensor
SS10

Dimension : 50(L)x20(W)x20(H) mm

Alarm Accessories

Peizo Strobe Light
PS103

Voltage : DC 12V

Big Strobe Light
SL356

Voltage : DC 12V

Heavy Duty Metal Magnetic
Contact MC57

Gap : Up to 35mm
Dimension : 49(L)x20(W)x10(H)mm

Glass Breaking Detector
RG-GS020S

Capacity :70mA
Dimension : 4x80cm
Thickness of Glasses : 2-20mm
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Plato Passive Infrared PET Immune Passive
Infrared Detector
PIR530P

Power Supply : 9 -16VDC Power Supply : 9 -16VDC
Dimension : 100(L)x60(W)x42(H) mm Dimension : 100(L)x60(W)x40(H) mm

Detector cw Bracket
PIR580B

Roller-Shutter-Sensor Roller Shutter Sensor
Overhead CRS10A

Material : Aluminium Case Dimension : 25(L)x70(W)x115(H) mm Voltage  :DC9V

Dimension :100(D)x45(H) mm

Floor Type RS10F

Panic Button With Key
PB33

Voltage :250 VDC
Dimension : 850(W)x850(H) mm

Foot Kick Bar (Plastic)
FKB83

Dimension : 650(W)x1000(H) mm

Wireless Transmitter
Sensor WLTX

Wireless Transmitter for WLRX8CH

Receiver, can be installed together
with Motion Detector Magnetic Sensor

Foot Kick Bar (Metal)
FKB103

Dimension : 80(W)x80(H) mm

** Design and specifications are subject to change without prior notice.

Dual Tech PIR
DP150B

Power Supply : 9 -16VDC

Detection Range : 15 m
Dimension : 125(L)x68(W)x42(H) mm

Standalone Smoke
Detector SSD

‘! I' 'I‘ Alarm Accessories

Ceiling Mount
360 DegreesPIR

IR363
Power Supply : 9 -16VDC

Detector NSD
Voltage : DC9-16V

Wireless Receiver
WLRX8CH

Distance between Receiver & Transmitter
Open Space : Max 30 m

Junction Box
JB10

Dimension : 32(L)x 30(W)x20(H) mm

Dimension : 10(D) x 44(H) mm

Network Smoke

Dimension :100(D)x45(H) mm
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