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New World Together!

H100 Series

Application Features
. * Elevator * Tremendous noise characteristics
» Parking system * Easy to attach

b\

» Custom design available

“®) Model

H 100 - 40 - 1024 B 0

Hollow shaft
Resolution Qutput signal Output form
QOuter diameter (P/R)
(¢ 100) 0512 ‘B:AB + O : Open collector
1024 *U:AABB » L : Line driver
Shaft size
40 ¢ 40
42 ¢ 42
“®) External dimension
Unit in mm % _1‘ 2040.2 |=}12205
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“®) Specifications
Electrical spec. Mechanical spec.
Resolution 512, 1024 P/R Starting torque 800g—cm Max.
8 Qutput form Power supply Current consumption Maximum rotating speed 3000 rpm
t
p -
u | Open collector DC +15V 100mA Max. o
tt Allowable shaft load | Radial : 5.0kg Max.
y Axial : 2.5kg Max.
p | Line driver DC +5V 150mA Max.
e
M Operating temp. range -10T ~ +70T
Vibration oG
Cable length 1m (other length available upon request) Shock 100G
@) Output phase shift
Open collector Line driver
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» CCW (Viewed from shaft end)
“®) Connection table &) Output circuit
Cable color | Open collector Line driver
Red DC+15V D.C +5V Open collector Line driver
Black GROUND GROUND iﬁi—w”””"i”ﬂ' S ri%”””"””" oo
Yellow A A i i Signal i - i Signal
Orange | SIG. GROUND A i : | s
: ; GND } 4&)6!\10
Brown B B | _Ewoter ] I Erooder | ____ i
White | SIG. GROUND B
Shield CASE SHIELD
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