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PICO-STYLE QUICK DISCONNECT CABLES

Diameter | M8 pico-style | | M8 pico-style
@ Female pico-style @ Female pico-style
- @ Screw locking with (aut) securing safety nut @ Rignt-angle siyle
eature & With moulded cable & Screw locking with (auto) securing safety nut
@ With moulded cable
Picture
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j 5 HNE acc.to DIN 40040 [25°Cl+30°CI = T5%F HNE acc.to DIN 40040 (-25°CH90°C1 = 75%F]
Moulded Body TP, self-extinguishin g TPU, self-extinguishing
Nominal Power 4A 4
Nominal Voltage GOVACITEVDC GOVACITSVDC
Contact CuZnprenickeled and 0.Emicrons gold-plated CuZn,pre-nickeled and 0.8microns gold-plated
0-Ring Viton Viton
Body TP, self-exting uishing TPU self-extinguishing
Securing Safety nut Nickel plaied brass Nickel plated brass
Protection IP 67 IPGT
Contact Resistance 5m 5y (1
Insulation Group C acc.to VDE 0110 C acc.to VDE 0110
Test Voltage 1.5 KV effJ 60 s. 1.5 KV effl 60 s.
Insulation Resistance =10' 0 10" o
Part-No Ma-3-2M-5 M3-3-2M-L
Poles 3 3

Face View female
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Colr Code 1=brown 3=blue 4=black 1=brown 3=hlye 4=black
Gage 0.3¥mm* 0. Mmm*
Conductors
Stranding 4010 40040
Outer Hmm 50 50
Jacket
Material PVC PVC

Dime nsions (unit: mm)

n

Remark

Standard Lengih: 20 m

Qiher cable lengih or cablespecifications on reguest.

Standard Lengih: 20 m
(Ofhercable lengih or cablespecifications on reguest.
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PICO-STYLE QUICK DISCONNECT CABLES

M8 pico-style

| |

® Female pico-style
® Screw locking with [auto) securing safety nut
@ Withmoulded cable

M8 pico-style

|

® Female pico-style

@ Right-angle style

@ Screw locking with [autc) securing safety nut
& Withmoulded cable
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HME acc.to DIN 40040 [25°C/HO0°CI = T5%rF) HNE acc.to DIN 40040  [25°CHI0'CI = T5%IF |
TP U, self-extinguishing TP L, self-extinguishing

A A |
BOVACITAVDC GOVACITEVDC

CuZnpre-nickeled and 0.8microns gold-plated

CuZnprenickeled and 0.8 microns gold-plated

Viton

Viton

TPU self-extinguishing TPU,self-extinguishing |
Nickel plated brass Nickel plated brass
IP &7 IP 67
Smi 5m
. acc.to VDE 0110 . acc.to VDE 0110
1.5 KV eft. 60 s, 1.5 KV effJ 60 5. |
>0 o 0" 0
|
ME-4-2M-5 M8-4-2M-L
4 4
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1=brown Z=white 3=blue 4=hlack 1=brown 2=white }=ble 4=black
0.25mn¥ 025mm’
R2x00.40 320040
5.0 50
PVC PVC

Standard Lengh: 20 m
Qfier cable lengih or cablespecifications on request.

Standard Lengih: 20 m
(Ofher cable lengih or cablespecifications on reguest.
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EURO-STYLE QUICK DISCONNECT RECEPTACLES

| Diameter M12 Euro-style | [ M12 Euro-style
@ Female Euro-style ® Female Eurosiyle
_— @ Screw locking with (autd) securing safety nut ® Right-angle style
Eature @ With moulded cable & Screw locking with (auto) securing s afety nut
® With moulded cable
Picture ==
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icati 5 HNA acc.to DIN 40040 [(-25°CHO0FCI = 100%IF HNA acc.to DIN 40040 (-25'CHO0'D — 100%F)
Mo ulded Body TPU, selfextinguishing TPU, self-extnguishing
Nominal Power 4A[CSA=3A) , 8 poles=1.5A 4A(CSA=3A) |
Nominal Voltage J+dpoles, 250VRC300VDC 5+Bpoles, JIVACIIBVDC POES, poles,
_Contact & peloe=CuZn, pro-niokaiod and 0.8 miorons goid-piaisd CuSn, brass, prenickded and 0.3 microns gold-plated
0-Ring Viton Viton
Bo dy TP U selfexfinguishing TPU selfextinguishing |
Securing Safety nut Nickel plated brass Mickel plated brass
Protection IP 68 IP 68
Contact Resistance 5m am
Insulation Group C acc.to VDE 0110 C acc.to VDE 0110

Test Voltage

J+dpoles 2.0 KV eff/@s. 5+Bpoles 1.5 KV eff s,

Fipoles,20 KVefiils. 5+Bpoles,1.5 KV effkils. |

Insulation Resistance

10" o
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Part-No

M12-4-2M-5

M12-4-2M-L

Poles

4

4

Face View female
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1=brown Z=white }=blue 4=black

Color Code 1=brown 2Z=white 3=blue d4=black

Gage 0.25mm’ 0.34mm’* 0.2 5mnr* 0.25mm* 0.34mm* 0. 25mm*
Conductors

Stranding 30 0.10 42040 Rx 040 Vx 0.40 42% 040 Vxi040
Outer R 50 50
Jacket PVC PVC

Material PVC iradiated PURIPVC PVC i radided PUR i PWC

Dime nsions (unit: mm)

M12X1
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Remark

Standard Lengh:20 m
(fher cable length or cablespecifications on reguest.

Standard Length: 20 m
(Ofhercable length or cablespecifications on request.




	Sheet1

