
Sensor Head
Sensor head fo r HMD／CMD.
Fiber type and non-air dust-purge hood .
●Sensor head such as withstanding bad environment
is also lined-up.

FHM-203
(Narrow directivity for HMD)

FHM-201-8WA
(Wide directivity for HMD)

■ Spread of beam
FHM-201

FHM-211-1

FHM-311

FHM-111-4

FHM-201-8WA

FHM-203

Spread: φ40mm×distance

Approx.φ400mmApprox.φ200mm

Approx.
φ100mm

5m 10m10m 1m

Approx.
φ60mm

Approx.
φ40mm

Approx.
φ20mm

2m 3m3m

Spread: φ20mm×distance(but φ40mm up to 2m)

Available lens 
diameterφ22mm
Focus f＝50

Available lens 
diameterφ40mm
Focus f＝100

Available lens 
diameterφ22mm
Focus f＝95

Available lens 
diameter22×33mm

Available lens 
diameterφ22mm
Focus f＝50

Available lens 
diameterφ56m m
Focus f＝150

Spread: φ20mm×distance

Spread: 40×500×distance

2m

Approx.φ200mmApprox.
φ40mm

Approx.φ56m m

5m 10m10m

Spread: φ13.3mm×distance(but φ56mm up to 4.2m) Spread: 10×60×distance

1m

Approx.
1,500mm(height)

×
120mm(width)

Approx.
1,000mm(height)

×
80mm(width)

Approx.
500mm(height)

×
40mm(width)

2m 3m3m

1m

Approx.
360mm(height)

×
30mm(width)

Approx.
240mm(height)

×
20mm(width)

Approx.
120mm(height)

×
10mm(width)

2m 3m3m

Approx.φ133mm

4.2m 10m10m

FHM-201
FHM-111-4

FHM-211-1

FHM-311

FIber Type Sensor Head
for HMD/CMD

(Standard type for HMD/CMD)

Sensor Head
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■ External dimensions

FHM-201

FHM-211-1

FHM-311

FHM-111-4

FHM-201-8WA

FHM-203
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2-mounting hole 
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Outer diameter 
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照準 
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2-mounting hole 
（for M10） 

Non-air dust-purge 
hood

Fiber unit Outer  Outer  

diameterφ13

Non-air dust-purge 
hood

Fiber unit Outer  Outer  

diameterφ13

mounting hole 
for M10 bolt
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Non-air  
dust-purge 
hood

Screw for fixing lens

Fiber unit Outer  Outer  

diameterφ13

mounting hole mounting hole 
for M10

Non-air dust-purge 
hood

Finder cover

Fiber unit 
Outer diameter 
φ13

Non-air dust-purge 
hood
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