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NEW PRODUCT LISTING

Number                  Date Number                  Date Number                  Date Number                  Date
PA4483 ________3/17/15
PA5281 ________3/17/15
PA5282 ________3/17/15
RS5285 ________3/17/15
RS5288XP______3/17/15
PA5289 ________3/17/15
PA5299 ________3/17/15

PA5451 ________3/17/15
CA5514________3/17/15
PA5515 ________3/17/15
RS5742 ________3/17/15
RS5746 ________3/17/15
RS5748 ________3/17/15
PA5792 ________3/17/15

RS3539XP______2/10/15
PA4487 ________1/13/15
PA4489 ________1/13/15
CA4996 ________1/13/15
CA5450 ________1/13/15
CA5500 ________1/13/15
CA5788 ________1/13/15

CA5789 ________1/13/15
CA5790 ________1/13/15
CA5791 ________1/13/15
PT9537-MPG__________2/10/15
B9604______________2/10/15
P9605 ________2/10/15

Baldwin New Products & Obsoletes.qxp_Layout 1  3/16/15  8:06 AM  Page 1



PA4483
Panel Air Element

APPLICATIONS

CROSS-REFERENCE

SPECIFICATIONS

PACKAGING

Case Quantity: 6
Case Weight: 5.7 lbs. (2,6 kgs.)
Filter Weight: 0.95 lbs. ea. (0,433 kgs. ea.)
Volume: 0.109 ft3 ea. (0,003 m3 ea.)

March 2015
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PA5281
Cab Air Element with Foam Wrap

APPLICATIONS

CROSS-REFERENCE

SPECIFICATIONS

PACKAGING

Case Quantity: 1
Case Weight: 5.2 lbs. (2,3 kgs.)
Filter Weight: 5.2 lbs. ea. (2,3 kgs. ea.)
Volume: 0.298 ft3 ea. (0,008 m3 ea.)

March 2015
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PA5282
Cab Air Element

APPLICATIONS

CROSS-REFERENCE

SPECIFICATIONS

PACKAGING

Case Quantity: 6
Case Weight: 3.6 lbs. (1,6 kgs.)
Filter Weight: 0.6 lbs. ea. (0,267 kgs. ea.)
Volume: 0.129 ft3 ea. (0,004 m3 ea.)

March 2015
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RS5285
Radial Seal Cab Air Element

APPLICATIONS

CROSS-REFERENCE

SPECIFICATIONS

PACKAGING

Case Quantity:
Case Weight: lbs. (0,9 kgs.)
Filter Weight: lbs. ea. (0,9 kgs. ea.)
Volume: 0.300 ft3 ea. (0,008 m3 ea.)

March 2015
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RS5288XP
Extreme Performance Nano Radial Seal Outer Air Element

APPLICATIONS

CROSS-REFERENCE

SPECIFICATIONS

PACKAGING

Case Quantity: 1
Case Weight: 9.3 lbs. (4,2 kgs.)
Filter Weight: 9.3 lbs. ea. (4,2 kgs. ea.)
Volume: 2.250 ft3 ea. (0,064 m3 ea.)

March 2015
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PA5289
Oval Air Element with Lid

APPLICATIONS

CROSS-REFERENCE

SPECIFICATIONS

PACKAGING

Case Quantity: 1
Case Weight: 2.9 lbs. (1,3 kgs.)
Filter Weight: 2.9 lbs. ea. (1,3 kgs. ea.)
Volume: 0.583 ft3 ea. (0,016 m3 ea.)

March 2015
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PA5299
Cab Air Element

APPLICATIONS

CROSS-REFERENCE

SPECIFICATIONS

PACKAGING

Case Quantity: 1
Case Weight: 4.3 lbs. (1,9 kgs.)
Filter Weight: 4.3 lbs. ea. (1,9 kgs. ea.)
Volume: 0.399 ft3 ea. (0,011 m3 ea.)

March 2015
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PA5451
Channel Flow Safety Air Element with Pull Handle

APPLICATIONS

CROSS-REFERENCE

SPECIFICATIONS

PACKAGING

Case Quantity: 1
Case Weight: 0.4 lbs. (0,2 kgs.)
Filter Weight: 0.4 lbs. ea. (0,2 kgs. ea.)
Volume: 0.089 ft3 ea. (0,003 m3 ea.)

March 2015
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CA5514
Channel Flow Primary Air Element

APPLICATIONS

CROSS-REFERENCE

SPECIFICATIONS

PACKAGING

Case Quantity: 1
Case Weight: 3.9 lbs. (1,7 kgs.)
Filter Weight: 3.9 lbs. ea. (1,7 kgs. ea.)
Volume: 0.634 ft3 ea. (0,018 m3 ea.)

March 2015
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PA5515
Channel Flow Safety Air Element with Pull Handle

APPLICATIONS

CROSS-REFERENCE

SPECIFICATIONS

PACKAGING

Case Quantity: 1
Case Weight: 0.2 lbs. (0,1 kgs.)
Filter Weight: 0.2 lbs. ea. (0,1 kgs. ea.)
Volume: 0.253 ft3 ea. (0,007 m3 ea.)

March 2015
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RS5742
Radial Seal Inner Air Element

APPLICATIONS

CROSS-REFERENCE

SPECIFICATIONS

PACKAGING

Case Quantity: 1
Case Weight: 0.7 lbs. (0,3 kgs.)
Filter Weight: 0.7 lbs. ea. (0,3 kgs. ea.)
Volume: 0.230 ft3 ea. (0,007 m3 ea.)

March 2015
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RS5746
Radial Seal Inner Air Element

APPLICATIONS

CROSS-REFERENCE

SPECIFICATIONS

PACKAGING

Case Quantity: 1
Case Weight: 0.8 lbs. (0,4 kgs.)
Filter Weight: 0.8 lbs. ea. (0,4 kgs. ea.)
Volume: 0.289 ft3 ea. (0,008 m3 ea.)

March 2015
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RS5748
Radial Seal Inner Air Element

APPLICATIONS

CROSS-REFERENCE

SPECIFICATIONS

PACKAGING

Case Quantity: 1
Case Weight: 0.7 lbs. (0,3 kgs.)
Filter Weight: 0.7 lbs. ea. (0,3 kgs. ea.)
Volume: 0.193 ft3 ea. (0,005 m3 ea.)

March 2015
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PA5792
Channel Air Safety Filter with Pull Handle

APPLICATIONS

CROSS-REFERENCE

SPECIFICATIONS

PACKAGING

Case Quantity: 1
Case Weight: 1.3 lbs. (0,6 kgs.)
Filter Weight: 1.3 lbs. ea. (0,6 kgs. ea.)
Volume: 0.246 ft3 ea. (0,007 m3 ea.)

March 2015
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