
LED PAR30 Lamps -PAR30-09C1C        15°

LED LAMPS

Features:
● CHIP-ON-BOARD LED. 
● High Tech COB Technology with Breakthrough Low Thermal Resistant. 
● High Optical Efficiency . 
● Low Heat LED Technology.
● Reduces energy and maintenance costs when compared
   to conventional light sources.
● Replaceable driver.
● A High quality replacement of 75W halogen PAR30 Spotlight. 
● Reduces energy consumption up to 80%. 
● Lasts  12 times longer than halogen lamps. 
● No warm up time, instant-on with full light output and stable color.
● Contains no hazardous materials.
● 25,000 hours life at 70% lumen maintenance.
● Suitable for indoor use.
● Mercury, UV and IR free.
● CE, RoHS Compliance.

Applications:
Suitable for shop, window display, hotel, restaurant,
entertainment outlets, residential and etc.

Specifications :

URANUS

SPECIFICATION

PAR30-09C1C

15W

3pcs 3XLED 3CHIP

5700K

0.9

930lm

11500cd

No

Ra70

15°

E27

25,000h

 -20°C~45°C

φ94x89 mm

0.24Kg

PAR30-09C1C

15W

3pcs 3XLED 3CHIP

5700K

85-265 Vac

50-60Hz

85-265 Vac

50-60Hz

85-265 Vac

50-60Hz

85-265 Vac

50-60Hz

85-265 Vac

50-60Hz

85-265 Vac

50-60Hz

85-265 Vac

50-60Hz

85-265 Vac

150 mA150 mA150 mA150 mA150 mA150 mA150 mA150 mA

50-60Hz

0.9

820lm

10500cd

No

Ra90

15°

E27

25,000h

 -20°C~45°C

φ94x89 mm

0.24Kg

PAR30-09C1C

15W

3pcs 3XLED 3CHIP

2700K

0.9

720lm

7500cd

No

Ra80

15°

E27

25,000h

-20°C~45°C

φ94x89 mm

0.24Kg 

PAR30-09C1C PAR30-09C1C PAR30-09C1C

15W

3pcs 3XLED 3CHIP

2700K

0.9

600lm

6000cd

No

Ra90

15°

E27

25,000h

-20°C~45°C

φ94x89 mm

0.24Kg 

PAR30-09C1C

15W

3pcs 3XLED 3CHIP

3000K

0.9

810lm

8700cd

No

Ra80

15°

E27

25,000h

-20°C~45°C

φ94x89 mm

0.24Kg 

15W

3pcs 3XLED 3CHIP

3000K

0.9

680lm

6600cd

No

Ra90

15°

E27

25,000h

-20°C~45°C

φ94x89 mm

0.24Kg 

15W

3pcs 3XLED 3CHIP

4000K

0.9

720lm

7700cd

No

Ra90

15°

E27

25,000h

-20°C~45°C

φ94x89 mm

0.24Kg

PAR30-09C1C

15W

3pcs 3XLED 3CHIP

4000K

0.9

860lm

10000cd

No

Ra80

15°

E27

25,000h

-20°C~45°C

φ94x89 mm

0.24Kg 

MODEL
Power Consumption
LED Quantity
Color Temperature
Operating Voltage

Operating Current
Line Frequency
Power Factor

Initial Lumen
Beam Intensity
Dimmable

CRI

Beam Angle
Base
Average Lifetime
Operating Temperature
Dimension DxH
Net Weight
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Color Temperature:3000K                     Color Temperature:4000K                       Color Temperature:6000K            Color Temperature:3000K         Color Temperature:4000K         Color Temperature:6000K

Wavelength(nm)
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Light Source Test Report
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Light Source Test Report
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Light Source Test Report
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1.0 = 26.2mW/nm .

Luminous Intensity Distribution Curve
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Replacement of Halogen Lamp 100W 100W 100W 100W 100W 100W 100W 100W


