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Construction : Beige ABS

Sensitivity Range :

Operating Temperature : of -10°C to +60°C

Dimensions : Sensor - (L)60x(W)22x(T)22.5mm

Operating Humidity : 0~95% (Non Condensing)

: 7/0.2mm Cables
: 24ct Cobalt Gold Plated 

M = Mid Vibrations
H = High Vibrations

L = Low Vibrations

Weight : 24g (±1%)

V I B R A T I O N  S E N S O R

      reserve the right to go ahead with 
any modifications of the models or features or 

price without forewarning. All the information and 
specification stated in this document are current at 

the time of publication.

Disclaimer :S E C U R I T Y

The Highest Conductivity With 24ct Cobalt

Gold Plating

Sensor Head Complete Sealed With Epoxy

For Water Resistance

Can Be Installed At Glass, Fences, Walls,

Windows, Doors, Air-Conditioner Dusts,

Manholes, Etc.

Colour Available In White / Brown Color

BEL-M5

VIBRATION SENSOR

       Vibration Sensor BEL-M5 is an Advanced High Frequency Vibration Sensor which can detect 

a burglar making a force entry. It is an Invaluable Mechanism for Incorporation into Burglar Alarm 

System. The sensor are complience to CE and manufactured under the highest quality control to 

achieve the commitment to customer who always satisfied with the maximum quality and reliability.
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