
 

  

 
 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

MODEL TKBC-32 TKBC-42 

Maximum Bar 
Diameter (mm) 

32 42 

Working Speed (rpm) 40 40 

Engine Kubota RK-50 or 
Equivalent 

Kubota RV-125 or 
Equivalent 

Engine Type Horizontal, water-cooled 
4 cycle Diesel Engine. 

Horizontal, water-cooled 4 
cycle Diesel Engine. 

Output (hp/rpm) 5 / 2400 12.5 / 2400 

Dimension (mm)         
(L x W x H)  

1300 x 660 x 750 1610 x 685 x 800 

Net Weight (kg) 600 950 

 

TKBC-32 

MODEL TKBB-32 TKBB-42 

Maximum Bar 
Diameter (mm) 

32 42  

Engine Kubota RK-60 or 
Equivalent 

Kubota RV-125-2N or 
Equivalent 

Engine Type Horizontal, water-cooled 4 
cycle Diesel Engine. 

Horizontal, water-cooled 4 
cycle Diesel Engine. 

Rates Output 
(hp/rpm) 

6 / 2400 12.5 / 2400 

Dimension (mm)                
(L x W x H)  

1170 x 900 x 750 1375 x 1010 x 935 

Net Weight (kg) 650 950 

Roller Size (mm) 64, 86, 96, 110, 

125 

85, 98, 110, 140 

 
TKBB-32 

Designs and specifications are subject to change for improvement without prior notice.                     2007 - Rev. 5 

LIGHT CONSTRUCTION MACHINERY ~ 36 BAR CUTTER TKBC-32, 42 & BAR BENDER TKBB-32, 42 

 


