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LED LIGHTING 
CATALOGUE 2024
Commercial & Industrial 
Outdoor / Indoor Solutions



PRODUCT INDEX

lumiBA - LED Adjustable Downlight

lumiDL/DN - LED Downlight

lumiTL - LED Tracklight

lumiSF - LED Surface Light

lumiTC/TD/TF - LED Tube Light

lumiWP - Weather Proof LED Tube Light

lumiPD - LED Panel Light

lumiPL - LED Panel Light

lumiLL - LED Linear Light

lumiFL - LED Floodlight

lumiFD - LED DC Floodlight

lumiHB - LED Highbay Light

lumiHU - LED UFO Highbay Light

lumiLH - LED Linear Highbay Light

lumiSP - LED Spot Light

lumiST - LED Street Light



Part No Wattage Colour Temp Lumens Lumens Per Watt Input Power (AC) Warranty

BA1500C 12 5700K 1500 125

BA1500N 12 4000K 1500 125 240V @ 50mA

BA1500W 12 3000K 1350 112  
2 Years

BA3000C 27 5700K 3300 125

BA3000N 27 4000K 3300 125 240V @ 116mA

BA3000W 27 3000K 3000 112 
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Individual Swivelling Mechanism for greater 
flexibility and customisation

Rectangle HousingSingle Round Unit

lumiBA | LED Adjustable Downlight

lumiBA LED Adjustable Downlight

Triple Fitting 
Part No: HAR111T
Size: 475mm x 175mm 
Opening: 455mm x 155mm
Weight: 1500g

Double Fitting 
Part No: HAR111D
Size: 325mm x 175mm 
Opening: 305mm x 155mm
Weight: 1000g

Single Square Fitting 
Part No: HAR111SQ
Size: 175mm x 175mm 
Opening: 155mm x 155mm
Weight: 500g

Single Round Fitting 
Part No: HAR111S
Size: 170mm  (Ø)
Opening: 155mm (Ø)
Weight: 500g

Adjustable Fitting Configuration

Note: * ± 10% Lux accuracy  * Test environment @ 25°C *Specifications subject to change without prior notice. 
* Product images are for illustraton purposes only.           

 lumiBA Series Adjustable Downlight

CRI Ra > 80 / R9 > 0

Input Power (AC) 180-265V 50/60Hz

Power Factor > 0.9 @240VAC

Working Temp Ambient Temperature Max 50°C

Projection Angle 38°

Remark Ask fo TRIAC Dimming & Zigbee Wireless Dimming option 



lumiDL/DN LED Downlight
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lumiDL/DN | LED Downlight

Square Face PlateRound Face Plate

Note: * ± 10% Lux accuracy  * Test environment @ 25°C *Specifications subject to change without prior notice. 
* Product images are for illustraton purposes only.           

  lumiDL 4" Series Downlight

CRI Ra > 80 / R9 > 0

Input Power (AC) 180-265V 50/60Hz

Power Factor > 0.9 @240VAC

Working Temp Ambient Temperature Max 50°C

Projection Angle 60°

Housing Material Die Cast Aluminium (Heatsink), Reflector & Glass

Remark Ask for TRIAC Dimming & Zigbee Wireless Dimming option 

Part No Wattage Colour Lumens Lumens  Input  Dimension / Size Opening  Weight Warranty
  Temp  Per Watt Power (AC)  Hole

DL1500C4 12 5700K 1500 125  
ROUND

DL1500N4 12 4000K 1500 125 240V @ 50mA 
105mm (ø) x 5.5mm (H)

   

DL1500W4 12 3000K 1300 112   
95mm

 300g 
2 Years

DL1500C4S 12 5700K 1500 125  SQUARE  ± 5%

DL1500N4S 12 4000K 1500 125 240V @ 50mA 105mm (W) x 105mm (L)

DL1500W4S 12 3000K 1300 112   x 5.5mm (H)



lumiDL/DN LED Downlight
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lumiDL/DN Series Downlight

Note: * ± 10% Lux accuracy  * Test environment @ 25 °C *Specifications subject to change without prior notice. * Product images are for illustraton purposes only.           

lumiDL Circular (6” diameter)
lumiDL Circular (8” diameter)

lumiDN (8” diameter) lumiDN (10” diameter)

lumiDL Square (6” )
lumiDL Square (8” )

 lumiDL 6 & 8" Series Downlight

CRI Ra > 80 / R9 > 0

Input Power (AC) 180-265V 50/60Hz

Power Factor > 0.9 @240VAC

Working Temp Ambient Temperature Max 50°C

Projection Angle 120°

Housing Material Stamped Aluminium (Heatsink) PC Diffuser, ABS Ring

Remark Ask for TRIAC Dimming & Zigbee Wireless Dimming option 

Part No Wattage Colour Lumens Lumens  Input  Dimension / Size Opening  Weight Warranty
  Temp  Per Watt Power (AC)  Hole

DL1000C6 9 6500K 1120 125  

DL1000N6 9 4000K 1120 125 240V @ 40m    

DL1000W6 9 3000K 1000 112  6” @ 
165mm 110g

DL1500C6 12 6500K 1500 125  190mm (ø) x 55mm (H)  

DL1500N6 12 4000K 1500 125 240V @ 50mA 

DL1500W6 12 3000K 1350 112      
2 Years

DL2000C8 18 6500K 2250 125

DL2000N8 18 4000K 2250 125 240V @ 75mA 

DL2000W8 18 3000K 2020 112  8” @ 
210mm 140g

DL3200C8 28 6500K 3360 120  235mm (ø) x 55mm (H) 

DL3200N8 28 4000K 3360 120 240V @ 120mA

DL3200W8 28 3000K 3030 112

 lumiDN 8" & 10" Series Downlight

CRI Ra > 80 / R9 > 0

Input Power (AC) 180-265V 50/60Hz

Power Factor > 0.9 @240VAC

Working Temp Ambient Temperature Max 50°C

Projection Angle 60°

Housing Material Stamped Aluminium Body, Glass

Remark Ask for TRIAC Dimming & Zigbee Wireless Dimming option 

Part No Wattage Colour Lumens Lumens  Input  Dimension / Size Opening  Weight Warranty
  Temp  Per Watt Power (AC)  Hole

DN3800C8 30 5700K 3800 126  
8” @

DN3800N8 30 4000K 3800 126  
230mm (ø) x 155mm (H)

 200mm  1800g

DN3800W8 30 3000K 3500 116 
240V @ 130mA

   

DN3800C10 30 5700K 3800 126  
10“ @

 

DN3800N10 30 4000K 3800 126  
280mm (ø) x 155mm (H) 

250mm 2000g

DN3800W10 30 3000K 3500 116      
2 Years

DN7000C8 60 5700K 7200 120  
8” @

DN7000N8 60 4000K 7200 120  
230mm (ø) x 155mm (H) 

200mm 1800g

DN7000W8 60 3000K 6720 112 
240V @ 250mA

   

DN7000C10 60 5700K 7200 120  
10” @

  

DN7000N10 60 4000K 7200 120  
280mm (ø) x 155mm (H) 

250mm 2000g

DN7000W10 60 3000K 6720 112



Connecters

lumiTL LED Tracklight
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lumiTL | LED Tracklight

  lumiTL Series Track Light

CRI Ra > 80 / R9 > 0

Input Power (AC) 100-240V 50/60Hz 

Power Factor > 0.95 @240VAC

Working Temp Ambient Temperature Max 50°C

Projection Angle 38°

Fitting Colour Black or White

Housing Material Die Cast Aluminium Base (Heatsink), Reflector & Glass  

Note: * ± 10% Lux accuracy  * Test environment @ 25 °C *Specifications subject to change without prior notice. * Product images are for illustraton purposes only.           

Part No Wattage Colour Lumens Lumens  Input  Dimension / Size Fitting Weight Warranty
  Temp  Per Watt Power (AC)  Colour

TL1500C 12 5700K 1500 125    

TL1500N 12 4000K 1500 125 240V @ 50mA 115mm (W) x 130mm (H) White 475g ± 5% 

TL1500W 12 3000K 1350 112     

TL1500CB 12 5700K 1500 125     

TL1500NB 12 4000K 1500 125 240V @ 50mA 115mm (W) x 130mm (H) Black 475g ± 5%  

TL1500WB 12 3000K 1350 112     2 Years

TL3000C 28 5700K 3080 110    

TL3000N 28 4000K 3080 110 240V @ 116mA 145mm (W) x 170mm (H) White 935g ± 5%  

TL3000W 28 3000K 2865 102    

TL3000CB 28 5700K 3080 110    

TL3000NB 28 4000K 3080 110 240V @ 116mA 145mm (W) x 170mm (H) Black 935g ± 5%  

TL3000WB 28 3000K 2865 102    



lumiSF LED Surface Light

R

www.cooled.my
lumiSF | LED Surface Light

8 inch 5.5 inch

Note: * ± 10% Lux accuracy  * Test environment @ 25 °C *Specifications subject to change without prior notice. * Product images are for illustraton purposes only.           

5.5 inch8 inch

  lumiSF Series Surface Downlight

CRI Ra > 80 / R9 > 0

Input Power (DC) 180-240V 50/60Hz

Power Factor > 0.9 @240VAC

Working Temp Ambient Temperature Max 50°C

Projection Angle 110°

Fitting Colour Black or White

Housing Material Die Cast Aluminium Base (Heatsink) & PC Diffuser

Remark Ask for TRIAC Dimming & Zigbee Wireless Dimming option 

Part No Wattage Colour Lumens Lumens  Input  Dimension / Size Fitting Weight Warranty
  Temp  Per Watt Power (AC)  Colour

SF1100C 9 6500K 1100 125   

SF1100N 9 4000K 1100 125   White  

SF1100W 9 3000K 1000 116 240V @ 38mA   

SF1100CB 9 6500K 1100 125    

SF1100NB 9 4000K 1100 125   Black 425g 

SF1100WB 9 3000K 1000 116  (5.5 inch) 150mm (Ø) x 90mm (H)

SF1500C 12 6500K 1500 125   

SF1500N 12 4000K 1500 125   White 

SF1500W 12 3000K 1400 116 240V @ 75mA

SF1500CB 12 6500K 1500 125   

SF1500NB 12 4000K 1500 125   Black

SF1500WB 12 3000K 1400 116     2 Years

SF2000C 18 6500K 2200 120   

SF2000N 18 4000K 2200 120   White

SF2000W 18 3000K 2020 112 240V @ 75mA  

SF2000CB 18 6500K 2200 120   

SF2000NB 18 4000K 2200 120   Black

SF2000WB 18 3000K 2020 112  (8 inch) 210mm (Ø) x 120mm (H)  

SF3200C 28 6500K 3200 115    800g 

SF3200N 28 4000K 3200 115   White

SF3200W 28 3000K 3000 107 240V @ 120mA  

SF3200CB 28 6500K 3200 115   

SF3200NB 28 4000K 3200 115   Black

SF3200WB 28 3000K 3000 107   



lumiTC/TD LED Tube Light
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lumiTC/TD | LED Tube Light

Note: * ± 10% Lux accuracy  * Test environment @ 25 °C *Specifications subject to change without prior notice. * Product images are for illustraton purposes only.           

Motion Sensor

Transparent
  lumiTC Sensor Tube T8 

CRI Ra > 80 / R9 > 0

Input Power (DC) 180-240V 50/60Hz   

Power Factor > 0.9 @240VAC

Working Temp Ambient Temperature Max 50°C

Projection Angle 160°

Housing Material Half Aluminium Profile, Frosted Cover, 
 Transparent Cover

Sensor Parameters

Silenced Wattage 5W

Sensor Area/ Angle 3 - 5m @ 90° (IR) / 5- 8m 90° (MW)

Lighting Last / React Time 30s / 0.5s (IR/MW)

Part No Wattage Colour Lumens Lumens  Input  Dimension / Size Type Weight Warranty
  Temp  Per Watt Power (AC)  of Sensor

TC2000C-IR 15 6500K 2175 145    

TC2000N-IR 15 4000K 2175 145   IR  

TC2000W-IR 15 3000K 2025 135 
240V @ 70mA 1212mm (L) X 25.7mm (Ø)

  
280g 2 Years 

TC2000C-MW 15 6500K 2175 145    

TC2000N-MW 15 4000K 2175 145   MW

TC2000W-MW 15 3000K 2025 135



Part No Wattage Colour Lumens Lumens  Input  Dimension / Size Weight Warranty
  Temp  Per Watt Power (AC)  

TC900C 7 6500K 1015 145    

TC900N 7 4000K 1015 145 240V @ 30mA 602mm (L) X 25.7mm (Ø) 160g 2 Years

TC900W 7 3000K 945 135     

  lumiTC Series 2ft LED Tube 

CRI Ra > 80 / R9 > 0

Input Power (DC) 180-240V 50/60Hz   

Power Factor > 0.9 @240VAC

Working Temp Ambient Temperature Max 50°C

Projection Angle 160°

Housing Material Half Aluminium Profile & Frosted Cover

lumiTC/TD LED Tube Light
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lumiTC/TD Series Tube Light

Note: * ± 10% Lux accuracy  * Test environment @ 25 °C *Specifications subject to change without prior notice. * Product images are for illustraton purposes only.           

lumiTD
Frosted Plastic Tube

  lumiTD T8 LED Tube Series

CRI Ra > 80 / R9 > 0

Input Power (AC) 180-240V 50/60Hz   

Power Factor > 0.9 @240VAC

Working Temp Ambient Temperature Max 50°C

Projection Angle 270°

Housing Material Full Plastic with Aluminium Plate 

Part No Wattage Colour Lumens Lumens  Input  Dimension / Size Weight Warranty
  Temp  Per Watt Power (AC)  

TD1600C 12 6500K 1740 145    

TD1600N 12 4000K 1740 145 240V @ 50mA   

TD1600W 12 3000K 1620 135     

TD2500C 18 6500K 2610 145  
1212mm (L) X 25.7mm (Ø) 280g 2 Years

TD2500N 18 4000K 2610 145 240V @ 75mA

TD2500W 18 3000K 2430 135 

Frosted

  lumiTC T8 LED Tube Series

CRI Ra > 80 / R9 > 0

Input Power (DC) 180-240V 50/60Hz   

Power Factor > 0.9 @240VAC

Working Temp Ambient Temperature Max 50°C

Projection Angle 160°

Housing Material Half Aluminium Profile , Frosted Cover, Transparent Cover

Part No Wattage Colour Lumens Lumens  Input  Dimension / Size Weight Warranty
  Temp  Per Watt Power (AC)  

TC1600C 12 6500K 1740 145    

TC1600N 12 4000K 1740 145 240V @ 50mA   

TC1600W 12 3000K 1620 135     

TC2500C 18 6500K 2610 145  1212mm (L) X 25.7mm (Ø) 280g 2 Years

TC2500N 18 4000K 2610 145 240V @ 75mA

TC2500W 18 3000K 2430 135 

TC3600C 24 6500K 3600 150 240V @ 100mA



lumiTF LED Tube Light
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lumiTF | LED Tube Light

Note: * ± 10% Lux accuracy  * Test environment @ 25 °C *Specifications subject to change without prior notice. * Product images are for illustraton purposes only.           

Seamless LinkConnector Link

  lumiT5 Series LED Tube

CRI Ra > 80 / R9 > 0

Input Power (AC) 180-240V 50/60Hz   

Power Factor > 0.9 @240VAC

Working Temp Ambient Temperature Max 50°C

Projection Angle 160°

Housing Material Half Aluminium Profile & Frosted Cover 

Part No Wattage Colour Lumens Lumens  Input  Dimension / Size Weight Warranty
  Temp  Per Watt Power (AC)  

TF900C 7 6000K 1015 145    

TF900N 7 4000K 1015 145 240V @ 30mA 565mm x 25mm (W) , 30mm (Ø) 150g 

TF900W 7 3000K 945 135     

TF1600C 12 6000K 1740 145    

TF1600N 12 4000K 1740 145 240V @ 50mA   2 Years

TF1600W 12 3000K 1620 135  1212mm (L) X 25mm(W) , 30mm (Ø) 330g

TF2500C 18 6000K 2610 145   

TF2500N 18 4000K 2610 145 240V @ 75mA   

TF2500W 18 3000K 2430 135   



 

lumiWP Weatherproof Batten LED Tubelight
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lumiWP Weatherproof  Batten | LED Tube Light 

Note: * ± 10% Lux accuracy  * Test environment @ 25 °C *Specifications subject to change without prior notice. * Product images are for illustraton purposes only.           

Weather Sealed 
Built-in LED light!
T8 or T5 tubes not required! 

Part No Wattage Colour Lumens Lumens  Input  Dimension / Size Weight Warranty
  Temp  Per Watt Power (AC)  

WP2600C2 20 6000K 2640 132   

WP2600N2 20 4000K 2640 132  630mm (L) X 74mm (W) x 74mm (H) 750g 

WP2600W2 20 3000K 2440 122 
240V @ 80mA

   

WP2600C 20 6000K 2640 132    

WP2600N 20 4000K 2640 132  1220mm (L) X 38mm (W) x 38mm (H) 500g 2 Years 

WP2600W 20 3000K 2440 122    

WP5000C 38 6000K 5016 132    

WP5000N 38 4000K 5016 132 240V @ 160mA 1230mm (L) X 74mm (W) x 74mm (H) 1300g 

WP5000W 38 3000K 4636 122    

  lumiWP Weatherproof Batten LED Tube Series  

CRI Ra > 80 / R9 > 0

Input Power (AC) 180-240V 50/60Hz

Power Factor > 0.95 @240VAC

Working Temp Ambient Temperature Max 50°C

Projection Angle 120°

IP Rating IP65

Housing Material Frosted ABS Enclosure, Aluminium Plate & 
 Weather Proof Connector 



lumiWP Weatherproof Batten LED Tubelight
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lumiWP Weatherproof Batten 
Series LED Tube Light 
Built-in LED light / T8 or T5 tubes not required

Drawing (Unit: mm)

Packaging Size

1230

74

67

27

25

lumiWP5000

630

74

67

27

25

lumiWP2600 2

80mm
lumiWP5000

52mm

lumiWP2600

Installation Instructions

A - Chain Suspended Mounting B - Surface Mounting

Bracket

Chain Mounting with V-Hook
Step 1 : Clip the brackets to the housing.
Step 2 : Attach V-Hooks to brackets.
Step 3 : Attach chain to the hooks and mounting surface.

Surface Mounting
Step 1 : Secure the brackets to the ceiling.
Step 2 : Clip the housing onto the brackets.

Install chain to 
mounting
surface

 

38

1220 41

17
21

lumiWP2600



4’ x 2’

lumiPD LED Panel Light
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lumiPD | LED Panel Light

2’ x 2’

595
553

9

21

29
11

520

595

  lumiPD LED Direct Panel Light 

CRI Ra > 80 / R9 > 0

Input Power (AC) 100-240V 50/60Hz  

Power Factor > 0.9 @240VAC

Working Temp Ambient Temperature Max 50°C

Projection Angle 110°

Housing Material Aluminium Profile & Frosted Cover

Note: * ± 10% Lux accuracy  * Test environment @ 25 °C *Specifications subject to change without prior notice. * Product images are for illustraton purposes only.           

Part No Wattage Colour Lumens Lumens  Input  Dimension / Size Weight Warranty
  Temp (± 5%) Per Watt Power (AC)  

PD5000C-M22 40 5700K 5000 125  

PD5000N-M22 40 4000K 5000 125  597mm (L) x 597mm (W) x 31mm (H) 1800g  

PD5000W-M22 40 3000K 4650 116 
240V @ 166mA

   

PD5000C-M14 40 5700K 5000 125    

PD5000N-M14 40 4000K 5000 125  1197mm (L) x 295mm (W) x 26.2mm (H) 1700g 2 Years

PD5000W-M14 40 3000K 4650 116

PD7500C 60 6500K 7500 125   

PD7500N 60 4000K 7500 125 240V @ 277mA 1197mm (L) x 597mm (W) x 31mm (H) 3200g 

PD7500W 60 3000K 6900 116



lumiPL LED Panel Llight
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lumiPL | LED Panel Light

Note: * ± 10% Lux accuracy  * Test environment @ 25 °C *Specifications subject to change without prior notice. * Product images are for illustraton purposes only.           

4’ x 2’

4’ x 1’

2’ x 2’

  lumiPL LED Panel Light

CRI Ra > 80 / R9 > 0

Input Power (AC) 180-265V 50/60Hz

Power Factor > 0.9 @240VAC

Working Temp Ambient Temperature Max 50°C

Projection Angle 110°

Housing Material Aluminium Profile & Frosted Cover

Remark Ask for TRIAC Dimming & Zigbee Wireless Dimming option 

Part No Wattage Colour Lumens Lumens  Input  Dimension / Size Weight Warranty
  Temp  Per Watt Power (AC)  

PL4500C-M14 36 6500K 4500 125  

PL4500N-M14 36 4000K 4500 125  1195mm (L) X 295mm (W) x 11mm (H)   

PL4500W-M14 36 3000K 4100 113    

PL4500C 36 6500K 4500 125    

PL4500N 36 4000K 4500 125 240V @ 167mA 595mm (L) X 595mm (W) x 11mm (H) 3000g 

PL4500W 36 3000K 4100 113

PL4500C-I 36 6500K 4500 125   

PL4500N-I 36 4000K 4500 125  610mm (L) X 610mm (W) x 11mm (H)  2 Years

PL4500W-I 36 3000K 4100 113

PL7800C 60 6500K 7800 130   

PL7800N 60 4000K 7800 130  1195mm (L) X 595mm (W) x 11mm (H) 

PL7800W 60 3000K 7200 120 240V @ 277mA  5800g

PL7800C-I 60 6500K 7800 130   

PL7800N-I 60 4000K 7800 130  1210mm (L) X 610mm (W) x 11mm (H) 

PL7800W-I 60 3000K 7200 120   



Built-in LED light!
T8 or T5 tubes not required! 

Note: * ± 10% Lux accuracy  * Test environment @ 25 °C *Specifications subject to change without prior notice. * Product images are for illustraton purposes only.           

APPLICATIONS:  Warehouse, Factory, Shopping Mall, Car Park, Indoor Sports Center...

lumiLL LED Linear Light
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lumiLL | LED Linear Light

Adjustable length

Adjustable 
rope length 
100cm

53

52

1220

0
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-150
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UNIT:cd
C0/180,101.6

UNIT:cd

C90/270,105.4

AVERAGE BEAM ANGLE(50%):103.5 DEG

0

600

1200

1800

2400

3000

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

lumiLL7800C
1m 245.32cm991.6,2775lx

2m 490.63cm247.9,693.7lx

3m 735.95cm110.2,308.3lx

4m 981.27cm61.98,173.4lx

5m 1226.58cm39.67,111.0lx

6m 1471.90cm27.55,77.07lx

7m 1717.22cm20.24,56.62lx

8m 1962.53cm15.49,43.35lx

9m 2207.85cm12.24,34.25lx

10m 2453.17cm9.916,27.75lx

Height Eavg,Emax DiameterAngle:101.62deg

Flux out:4751 lm

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.

  lumiLL LED Linear Light Series

CRI Ra > 80 / R9 > 0

Input Power (AC) 180-265V 50/60Hz  (100-277V 50/60Hz Optional)  

Power Factor > 0.95 @240VAC

Working Temp Ambient Temperature Max 50°C

Projection Angle 110°

Housing Material Aluminium & Frosted Cover

Part No Wattage Colour Lumens Lumens  Input  Dimension / Size Weight Warranty
  Temp (± 5%) Per Watt Power (AC)  

LL4500C 37.5 6500K 4500 120  

LL4500N 37.5 4000K 4500 120 240V @ 458mA    

LL4500W 37.5 3000K 4200 112  
1200mm (L) x 50mm (W) x 50mm(H)

 
1750g

 
2 Years

LL7800C 65 6500K 7800 120    

LL7800N 65 4000K 7800 120 240V @ 916mA 

LL7800W 65 3000K 7280 112   



lumiFL LED Flood Llight

R

www.cooled.my
lumiFL | LED Flood Light 

APPLICATIONS:  Billboard, Signages, Landscape Lighting, Building Lighting, Outdoor...

Note: * ± 10% Lux accuracy  * Test environment @ 25 °C *Specifications subject to change without prior notice. * Product images are for illustraton purposes only.           

  lumiFL Series Floodlight

CRI Ra > 80 / R9 > 0

Input Power (AC) 180-265V 50/60Hz  (100-277V 50/60Hz Optional)

Power Factor > 0.9 @240VAC

Working Temp Ambient Temperature Max 50°C

IP Rating IP66

Projection Angle 110°

Housing Material Die Cast Aluminium Base (Heatsink) & Glass

Part No Wattage Colour Lumens Lumens  Input  Dimension / Size Weight Warranty
  Temp  Per Watt Power (AC)  

FL32000C 215 5700K 32000 148 240V @900mA  

FL26000C 205 5700K 26000 128 
240V @860mA

 400mm(L) x 401mm(W) x 53.5mm(H) 6020g ± 5%   

FL26000W 205 3000K 24700 122    

FL16000C 125 5700K 16000 128 
240V @520mA

 
345mm(L) x 295mm(W) x 54.6mm(H) 3945g ± 5% 3 Years

 

FL16000W 125 3000K 15200 122   

FL8300C 65 5700K 8300 128 
 240V @270mA

 
265mm(L) x 220mm(W) x 47.5mm(H) 1880g ± 5%

FL8300W 65 3000K 7880 122

FL2800C 27 5700K 2800 104 
240V @105mA

 
190mm(L) x 152mm(W) x 40mm(H) 795g ± 5%

FL2800W 27 3000K 2600 97    
2 Years

FL1400C 13.5 5700K 1400 104 
240V @54mA

 
140mm(L) x 107mm(W) x 32mm(H) 425g ± 5%

FL1400W 13.5 3000K 1300 97



lumiFL LED Flood Light
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lumiFL Series LED Flood Light 

Drawing (Unit: mm / gram)
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lumiFL32000 / lumiFL26000  6020g ± 5%

lumiFL16000  3945g ± 5% lumiFL8300  1880g ± 5%

lumiFL2800  795g ± 5% lumiFL1400  425g ± 5%
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lumiFL32000C
Luminous Intensity Distribution Diagram

Average Beam   Angle (50%): 112.6°

Note:  The Curves indicate the illuminated area and the average 
             illumination when the luminaire is at different distance.
For reference purpose only, for more accurate result for your 
environment, kindly contact us for proper simulation.

Angle: 111.88° DiameterHeight Eavg, Emax

10m

9m

8m

7m

6m

5m
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3m

2m

1m

20.71 m

17.75 m

14.79 m

11.84 m

8.88 m

5.92 m

2.96 m

23.67 m

26.63 m

29.59 m35.09, 115.5 lx

43.32, 142.5 lx

54.83, 180.4 lx

71.61, 235.6 lx

97.47, 320.7 lx

140.4, 461.8 lx

219.3, 721.6 lx

389.9, 1283 lx

877.2, 2886 lx

3509, 11546 lx

Cone Diagram for lumiFL32000C



lumiFD LED DC Flood Light
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lumiFD | LED DC Flood Light 

APPLICATIONS:  DC driven environment - Vehicles, Machinery, Battery Operated (Solar)...

Note: * ± 10% Lux accuracy  * Test environment @ 25 °C *Specifications subject to change without prior notice. * Product images are for illustraton purposes only.           

Introducing our FD range
Highly flexible DC power input 
from 12V to 30V, from vehicles, 
solar batteries, machineries, etc.

  lumiFD Series Floodlight

CRI Ra > 80 / R9 > 0

Input Power (DC) DCV 12-30V

Power Efficiency 92°C

Working Temp Ambient Temperature Max 50°C

IP Rating IP66

Projection Angle 110°

Housing Material Die Cast Aluminium Base (Heatsink) & Glass

Part No Wattage Colour Lumens Lumens  Input  Dimension / Size Weight Warranty
  Temp  Per Watt Power (DC)  

FD16000C 120 5700K 15300 128  
345mm(L) x 295mm(W) x 54.6mm(H) 3945g ± 5%

FD16000W 120 3000K 14600 122     

FD8300C 60 5700K 7700 128 
DCV 12-30V 265mm(L) x 220mm(W) x 47.5mm(H) 1880g ± 5% 3 Years

FD8300W 60 3000K 7320 122    

FD2800C 27 5700K 2800 104  
190mm(L) x 152mm(W) x 40mm(H) 795g ± 5%

FD2800W 27 3000K 2600 97  



lumiFD LED DC Flood Light
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Average Beam  Angle (50%): 112.6°
Note:  The Curves indicate the illuminated area and the average 
             illumination when the luminaire is at different distance.
For reference purpose only, for more accurate result for your 
environment, kindly contact us for proper simulation.
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APPLICATIONS:  Warehouse, Factory, Shopping Mall, Car Park, Indoor Sports Center...

lumiHB LED Highbay Light
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lumiHB | LED Highbay Light

25° Reflector Cap 60° Reflector Cap 100° Reflector Cap

  lumiHB Series Highbay Light

CRI Ra > 80 / R9 > 0

Input Power (AC) 100-277V 50/60Hz  

Power Factor > 0.95 @240VAC

Working Temp Ambient Temperature Max 50°C

Projection Angle 25° / 60° 100°

Housing Material Die Cast Aluminium Base (Heatsink) & Lens

Reflective Cap

HBC100 100°  (75mm (H) x 360mm Ø) 

HBC60 60°  (106mm (H) x 270mm Ø) 

HBC25 25° (129mm (H) x 345mm Ø)

Part No Wattage Colour Lumens Lumens  Input  Dimension / Size Weight Warranty
  Temp  Per Watt Power (AC)  

HB28000C 215 5700K 28000 132 240V @900mA 359.50mm (H) x 244mm (Ø) 4500g 

HB20000C 165 5700K 20000 122 
240V @690mA 307mm (H) x 219mm (Ø) 3300g

   

HB20000W 165 3000K 19000 116    

HB13000C 105 5700K 13000 123 
240V @440mA 279.5mm (H) x 219mm (Ø) 2800g

 3 Years 

HB13000W 105 3000K 12350 117   

HB8500C 105 5700K 8500 130  
240V @270mA 255mm (H) x 219mm (Ø) 2230g

HB8500W 65 3000K 7800 120

Note: * ± 10% Lux accuracy  * Test environment @ 25 °C *Specifications subject to change without prior notice. * Product images are for illustraton purposes only.           



lumiHB LED Highbay Light
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Drawing (Unit: mm)

lumiHB28000 lumiHB20000 lumiHB13000 lumiHB8500

Note:  The Curves indicate the illuminated area and the average 
             illumination when the luminaire is at different distance.
For reference purpose only, for more accurate result for your 
environment, kindly contact us for proper simulation.
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lumiHU LED UFO Highbay Light
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lumiHU | LED UFO Highbay Light 

APPLICATIONS:  Warehouse, Factory, Shopping Mall, Car Park, Indoor Sports Center...

Note: * ± 10% Lux accuracy  * Test environment @ 25 °C *Specifications subject to change without prior notice. * Product images are for illustraton purposes only.           

 lumiHU Series UFO Highbay Light

CRI Ra > 80 / R9 > 0

Input Power (AC) 100-277V 50/60Hz

Power Factor > 0.95 @240VAC

Working Temp Ambient Temperature Max 50°C

IP Rating IP65

Housing Material Die Cast Aluminium Base (Heat) & Lens

Part No Wattage Colour Lumens Lumens  Projection Input Dimension / Size Weight Warranty
  Temp  Per Watt Angle Power (AC)  

HU28000C-60 215 5700K 30000 142 60°

HU28000C-90 215 5700K 30000 142 90° 
240V @900mA 188mm (H) x 345mm (Ø)

 
4500g

  

HU28000W-60 215 3000K 28000 132 60° 

HU28000W-90 215 3000K 28000 132 90°   

HU20000C-60 165 5700K 23500 142 60°

HU20000C-90 165 5700K 23500 142 90° 
240V @690mA 188mm (H) x 300mm (Ø) 3300g

  

HU20000W-60 165 3000K 21800 132 60°  

HU20000W-90 165 3000K 21800 132 90°    
3 Years

HU13000C-60 105 5700K 15200 145 60°    

HU13000C-90 105 5700K 15200 145 90° 
240V @440mA 182.5mm (H) x 250mm (Ø) 2800g

  

HU13000W-60 105 3000K 14000 135 60°    

HU13000W-90 105 3000K 14000 135 90°    

HU8500C-60 65 5700K 9000 138 60°    

HU8500C-90 65 5700K 9000 138 90° 
240V @270mA 145mm (H) x 250mm (Ø) 2500g

  

HU8500W-60 65 3000K 8300 128 60°    

HU8500W-90 65 3000K 8300 128 90°    



lumiHU LED UFO Highbay Light
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Drawing (Unit: mm)

lumiHU28000 215W lumiHU20000 165W

lumiHU13000 105W

Note: * ± 10% Lux accuracy  * Test environment @ 25 °C *Specifications subject to change 
without prior notice. * Product images are for illustraton purposes only.           

Luminous Intensity Distribution Diagrams
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Note: * ± 10% Lux accuracy  * Test environment @ 25 °C *Specifications subject to change without prior notice. * Product images are for illustraton purposes only.           

lumiLH LED Linear Highbay Light
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APPLICATIONS:  Warehouse, Factory, Shopping Mall, Car Park, Indoor Sports Center...

lumiLH | LED Linear Highbay Light

 lumiLH Linear High Bay Series

CRI Ra > 80 / R9 > 0

Input Power (AC) 180-265V 50/60Hz  (100-277V 50/60Hz Optional)

Power Factor > 0.9 @240VAC

Working Temp Ambient Temperature Max 50°C

Housing Material Die Cast Aluminium Base (Heatsink) & Lens

Part No Wattage Colour Lumens Lumens  Projection Input Dimension / Size Weight Warranty
  Temp  Per Watt Angle Power (AC)  

LH30000C-18 220 5700K 30000 140 18°

LH30000C-60 220 5700K 30000 140 60°    

LH30000C-90 220 5700K 30000 140 90° 
240V @916mA 

1180mm(L) x 145mm(W)
 

6500g  

LH30000W-18 220 3000K 28000 130 18°  x 145mm(H) ± 5%

LH30000W-60 220 3000K 28000 130 60°   

LH30000W-90 220 3000K 28000 130 90°    

LH23000C-18 165 5700K 23000 140 18°

LH23000C-60 165 5700K 23000 140 60°   

LH23000C-90 165 5700K 23000 140 90° 
240V @687mA 

838mm(L) x 145mm(W) 5200g

LH23000W-18 165 3000K 21000 130 18°  x 145mm(H) ± 5%

LH23000W-60 165 3000K 21000 130 60°   

LH23000W-90 165 3000K 21000 130 90°    
3 Years

LH15000C-18 110 5700K 15000 140 18°    

LH15000C-60 110 5700K 15000 140 60°    

LH15000C-90 110 5700K 15000 140 90° 
240V @458mA 

568mm(L) x 145mm(W)
 

3800g  

LH15000W-18 110 3000K 14000 130 18°  x 145mm(H) ± 5% 

LH15000W-60 110 3000K 14000 130 60°    

LH15000W-90 110 3000K 14000 130 90°    

1Meter Metal 
Chain included. 

*Custom length available on special request.
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Drawing (Unit: mm)
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lumiSP LED Spot Light

R

www.cooled.my
lumiSP | LED Spot Light

APPLICATIONS:  Ports, Stadiums, Tower Cranes, High Mast Tower, Unipole, others...

Note: * ± 10% Lux accuracy  * Test environment @ 25 °C *Specifications subject to change without prior notice. * Product images are for illustraton purposes only.           

 lumiSP Series Spot Light

CRI Ra > 80 / R9 > 0

Input Power (AC) 180-277V 50/60Hz  (100-277V 50/60Hz Optional) 

Power Factor > 0.95 @240VAC

Working Temp Ambient Temperature Max 50°C

IP Rating IP66

Housing Material Die Cast Aluminium Base (Heatsink) & Glass

Part No Wattage Colour Lumens Lumens  Projection Input Dimension / Size Weight Warranty
  Temp  Per Watt Angle Power (AC)  

SP140000C-10     10°

SP140000C-25  5700K 1400000 146 25°    

SP140000C-75 960    75° 240V @ 4A 855mm(L) x 420mm(W) 27.5kg  

SP140000W-10     10°  x 155mm(H) ± 5%

SP140000W-25  3000K 133400 139 25°   

SP140000W-75     75°    

SP105000C-10     10°

SP105000C-25  5700K 105000 146 25°   

SP105000C-75 720    75° 240V @ 3A 675mm(L) x 420mm(W) 17.5kg 3 Years

SP105000W-10     10°  x 155mm(H) ± 5%

SP105000W-25  3000K 10000 139 25°   

SP105000W-75     75°    

SP70000C-10     10°    

SP70000C-25  5700K 70000 146 60°    

SP70000C-75 480    90° 240V @ 2A 495mm(L) x 420mm(W) 14.4kg  

SP70000W-10     10°  x 155mm(H) ± 5% 

SP70000W-25  3000K 66700 139 60°    

SP70000W-75     90°  
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Luminous Intensity Distribution Diagram
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Part No Wattage Colour Lumens Lumens  Projection Input Dimension / Size Weight Warranty
  Temp  Per Watt Angle Power (AC)  

SP42000C-18     18°    

SP42000C-60  5700K 42900 130 60°   

SP42000C-90 330    90° 
240V @ 1375mA

 
530mm(L) x 355mm(W)

 10150g 

SP42000W-18     18°   ± 5% 

SP42000W-60  3000K 40250 122 60°    

SP42000W-90     90°    

SP28000C-18     18°    

SP28000C-60  5700K 28600 130 60°    

SP28000C-90 220    90° 
240V @ 916mA

 
372mm(L) x 355mm(W)

 7350g 

SP28000W-18     18°   ± 5% 

SP28000W-60  3000K 26800 122 60°    

SP28000W-90     90°    
3 Years

SP21000C-18     18°    

SP21000C-60  5700K 21500 130 60°    

SP21000C-90 165    90° 
240V @ 687mA

 
290mm(L) x 355mm(W)

 5750g 

SP21000W-18     18°   ± 5% 

SP21000W-60  3000K 20130 122 60°    

SP21000W-90     90°    

SP14000C-18     18°    

SP14000C-60  5700K 14300 130 60°    

SP14000C-90 110    90° 
240V @ 458mA

 
210mm(L) x 355mm(W)

 4880g 

SP14000W-18     18°   ± 5% 

SP14000W-60  3000K 13400 122 60°    

SP14000W-90     90°    



Drawing (Unit: mm)
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Note:  The Curves indicate the illuminated area and the average illumination when the 
luminaire is at different distance. For reference purpose only, for more accurate result for 
your environment, kindly contact us for proper simulation.



APPLICATIONS:  Street Lights, Carpark Area, Walkways, Storage Yard, Factory Compound...

lumiST LED Street Light

R
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lumiST | LED Street Light

Note: * ± 10% Lux accuracy  * Test environment @ 25 °C *Specifications subject to change without prior notice. * Product images are for illustraton purposes only.           

  lumiST Series Street Light

CRI Ra > 80 / R9 > 0

Input Power (AC) 180-277V 50/60Hz  (100-277V 50/60Hz Optional)

Power Factor > 0.95 @240VAC

Working Temp Ambient Temperature Max 50°C

Projection Angle 140° x 75°

IP Rating IP66

Housing Material Die Cast Aluminium Base (Heatsink) & Lens 

Part No Wattage Colour Lumens Lumens  Input  Dimension / Size Weight Warranty
  Temp  Per Watt Power (AC)  

ST17000C 
150

 5700K 17000 113 
240V @ 625mA 613.7mm(L) x 215mm(W) x 89.3mm(D) 

5100g

ST17000W  3000K 16000 107   ± 5% 
2 Years

 

ST9000C 
75

 5700K 9000 120 
240V @ 313mA 413.3mm(L) x 160mm(W) x 89.30mm(D)

 3200g 

ST9000W  3000K 8400 112   ± 5% 
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Drawing (Unit: mm)
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Note: * ± 10% Lux accuracy  * Test environment @ 25 °C *Specifications subject to change 
without prior notice. * Product images are for illustraton purposes only.           
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Ecolite Vision Sdn Bhd was established in 2011, 
distributing premium brand CooLED products. 
We offer competitive pricing, better quality 
control, more customisation of products 
through local assembly so as to meet or even 
exceed customer's needs as well as provide 
better after sales service to customers.

We are committed to achieving even greater 
successes in the near future with our strong 
conviction in technology, products, technical 
knowledge and practical experience.

We are ISO 9001:2015 Certified. Certificates available upon request. 

Ecolite Vision Sdn Bhd (720033-W)

No 29, Jalan SILC 2/19, Kawasan Perindustrian SILC, 79200 Iskandar Puteri, Johor, Malaysia.
Tel: +607-287 9313, +607-287 9319 | WhatsApp / WeChat: +60127377188
Visit as us at www.cooled.my or email us sales@cooled.my


