
Built-in LED light!
T8 or T5 tubes not required! 

Note: * ± 10% Lux accuracy  * Test environment @ 25 °C *Specifications subject to change without prior notice. * Product images are for illustraton purposes only.           

APPLICATIONS:  Warehouse, Factory, Shopping Mall, Car Park, Indoor Sports Center...

lumiLL LED Linear Light
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Adjustable length

Adjustable 
rope length 
100cm
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UNIT:cd
C0/180,101.6

UNIT:cd

C90/270,105.4

AVERAGE BEAM ANGLE(50%):103.5 DEG
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

lumiLL7800C
1m 245.32cm991.6,2775lx

2m 490.63cm247.9,693.7lx

3m 735.95cm110.2,308.3lx

4m 981.27cm61.98,173.4lx

5m 1226.58cm39.67,111.0lx

6m 1471.90cm27.55,77.07lx

7m 1717.22cm20.24,56.62lx

8m 1962.53cm15.49,43.35lx

9m 2207.85cm12.24,34.25lx

10m 2453.17cm9.916,27.75lx

Height Eavg,Emax DiameterAngle:101.62deg

Flux out:4751 lm

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.

  lumiLL LED Linear Light Series

CRI Ra > 80 / R9 > 0

Input Power (DC) 180-265V 50/60Hz  (100-277V 50/60Hz Optional)  

Power Factor > 0.95 @240VAC

Working Temp Ambient Temperature Max 50°C

Projection Angle 110°

Housing Material Aluminium & Frosted Cover

Part No Wattage Colour Lumens Lumens  Input  Dimension / Size Weight Warranty
  Temp (± 5%) Per Watt Power (AC)  

LL4500C 37.5 6500K 4500 120  

LL4500N 37.5 4000K 4500 120 240V @ 458mA    

LL4500W 37.5 3000K 4200 112  
1200mm (L) x 50mm (W) x 50mm(H)

 
1750g

 
2 Years

LL7800C 65 6500K 7800 120    

LL7800N 65 4000K 7800 120 240V @ 916mA 

LL7800W 65 3000K 7280 112   


