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Note: * ± 10% Lux accuracy  * Test environment @ 25 °C *Specifications subject to change without prior notice. * Product images are for illustraton purposes only.           

Motion Sensor

Transparent
  lumiTC Sensor Tube T8 

CRI Ra > 80 / R9 > 0

Input Power (DC) 180-240V 50/60Hz   

Power Factor > 0.9 @240VAC

Working Temp Ambient Temperature Max 50°C

Projection Angle 160°

Housing Material Half Aluminium Profile, Frosted Cover, 
 Transparent Cover

Sensor Parameters

Silenced Wattage 5W

Sensor Area/ Angle 3 - 5m @ 90° (IR) / 5- 8m 90° (MW)

Lighting Last / React Time 30s / 0.5s (IR/MW)

Part No Wattage Colour Lumens Lumens  Input  Dimension / Size Type Weight Warranty
  Temp  Per Watt Power (AC)  of Sensor

TC2000C-IR 15 6500K 2175 145    

TC2000N-IR 15 4000K 2175 145   IR  

TC2000W-IR 15 3000K 2025 135 
240V @ 70mA 1212mm (L) X 25.7mm (Ø)

  
280g 2 Years 

TC2000C-MW 15 6500K 2175 145    

TC2000N-MW 15 4000K 2175 145   MW

TC2000W-MW 15 3000K 2025 135



Part No Wattage Colour Lumens Lumens  Input  Dimension / Size Weight Warranty
  Temp  Per Watt Power (AC)  

TC900C 7 6500K 1015 145    

TC900N 7 4000K 1015 145 240V @ 30mA 602mm (L) X 25.7mm (Ø) 160g 2 Years

TC900W 7 3000K 945 135     

  lumiTC Series 2ft LED Tube 

CRI Ra > 80 / R9 > 0

Input Power (DC) 180-240V 50/60Hz   

Power Factor > 0.9 @240VAC

Working Temp Ambient Temperature Max 50°C

Projection Angle 160°

Housing Material Half Aluminium Profile & Frosted Cover
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lumiTD
Frosted Plastic Tube

  lumiTD T8 LED Tube Series

CRI Ra > 80 / R9 > 0

Input Power (AC) 180-240V 50/60Hz   

Power Factor > 0.9 @240VAC

Working Temp Ambient Temperature Max 50°C

Projection Angle 270°

Housing Material Full Plastic with Aluminium Plate 

Part No Wattage Colour Lumens Lumens  Input  Dimension / Size Weight Warranty
  Temp  Per Watt Power (AC)  

TD1600C 12 6500K 1740 145    

TD1600N 12 4000K 1740 145 240V @ 50mA   

TD1600W 12 3000K 1620 135     

TD2500C 18 6500K 2610 145  
1212mm (L) X 25.7mm (Ø) 280g 2 Years

TD2500N 18 4000K 2610 145 240V @ 75mA

TD2500W 18 3000K 2430 135 

Frosted

  lumiTC T8 LED Tube Series

CRI Ra > 80 / R9 > 0

Input Power (DC) 180-240V 50/60Hz   

Power Factor > 0.9 @240VAC

Working Temp Ambient Temperature Max 50°C

Projection Angle 160°

Housing Material Half Aluminium Profile , Frosted Cover, Transparent Cover

Part No Wattage Colour Lumens Lumens  Input  Dimension / Size Weight Warranty
  Temp  Per Watt Power (AC)  

TC1600C 12 6500K 1740 145    

TC1600N 12 4000K 1740 145 240V @ 50mA   

TC1600W 12 3000K 1620 135     

TC2500C 18 6500K 2610 145  1212mm (L) X 25.7mm (Ø) 280g 2 Years

TC2500N 18 4000K 2610 145 240V @ 75mA

TC2500W 18 3000K 2430 135 

TC3600C 24 6500K 3600 150 240V @ 100mA


