
Product Data

Construction

In a situation where there can be leaks around a door, through which sound can pass, there will be reduced sound 
attenuation. Therefore, not only does the fabrication period of ISTIQ ACOUSTIC STEEL DOOR is carried out in great 
care, but also the installation process is meticulously done to ensure high performance and quality. The importance of 
good sealing method can never be underestimated. A door with a reduction factor of 40dB with a leakage factor of only 
1% will have a true reduction of 20dB.

ISTIQ ACOUSTIC STEEL DOOR are designed to have a combination of superb acoustic performance with attractive 
finishes and easy installation.
The doors consist of door leaves that contain an acoustic infill, selected to provide high damping and minimum acoustic 
coupling to ensure high transmission loss. The outer and inner skins are of two different thicknesses to control the 
resonance effect. The doors come in complete sets that include frames, latch, locking system, hinges and door closer 
where applicable.
High gauge steel is used in constructing the door frame to rigidly support the door leaves. Due to the heavy weight of 
the door leaves, a special designed adjustable ball bearing hinges are use to ease the opening and closing of the door.

Acoustic Steel DoorsAcoustic Steel Doors

Applications

ISTIQ ACOUSTIC STEEL DOOR are excellent for sound attenuation performance within certain environments that need 
a control of sound transmission through doorways. Typical applications are as the following:

Control Room Music Rehearsal Recording Studios AHU Room

Interrogation Room Genset RoomChiller Room



Tie Rod 
(Frame Support)

Door Leaf

Gap of 
50mm - 75mm

Istiq Name Plate

R.C LintelBrick wall

Door Lock

ISTIQ 
Hinges

Standard Sizes Single Leaf:
900 mmW x 2100 mmH
1200 mmW x 2100 mmH
1500 mmW x 2100 mmH

1800 mmW x 2100 mmH
2100 mmW x 2100 mmH
2400 mmW x 2400 mmH

Standard Sizes Double Leaf:
Tie Rod 
(Frame Support)

Door Leaf

Istiq Name Plate

Door Lock

ISTIQ Hinges

Gap of 
50mm - 75mm

R.C LintelBrick wall
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ISTIQ SD 60 Steel  Door
Octave Band Center Frequency (Hz) STC

Model Type 63 125 250 500 1K 2K 4K 8K
ISTIQ SD 60 SL Single Leaf 23 26 36 39 41 44 47 48 42
ISTIQ SD 60 DL Double Leaf 20 25 34 37 32 35 39 40 35

Frequency (Hz)

ISTIQ SD 100 Steel  Door
Octave Band Center Frequency (Hz) STC

Model Type 63 125 250 500 1K 2K 4K 8K
ISTIQ SD 100 SL Single Leaf 26 34 36 40 50 55 55 53 45
ISTIQ SD 100 DL Double Leaf 22 25 41 40 42 48 48 49 42

60mm

ISTIQ SD 100

100mm



ISTIQ SD 125

ISTIQ SD 130
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ISTIQ SD 130 Steel  Door
Octave Band Center Frequency (Hz) STC

Model Type 63 125 250 500 1K 2K 4K 8K
ISTIQ SD 130 DL Double Leaf 30 35 39 49 48 45 46 48 49

1, Jalan Utarid U5/17, Seksyen U5, 

40150 Shah Alam, Selangor, Malaysia
Tel : +603-7846 5188/5288  Fax:  +603-7842 7206

NOISE CONTROL SDN BHD www.istiq.com.my
Certified to ISO 9001:2015

Cert. No.: MY-AR 3789

ISTIQ SD 125 Steel  Door
Octave Band Center Frequency (Hz) STC

Model Type 63 125 250 500 1K 2K 4K 8K
ISTIQ SD 125 SL Single Leaf 30 35 39 49 51 55 56 58 50
ISTIQ SD 125 DL Double Leaf 26 29 38 45 48 49 49 51 45

130mm

125mm


