




Laboratory Scientific Equipment

SAMHEUNG  establish in 1982, throughout over 30 years, has been providing highly reliable and precision 
equipment. Generally, SAMHEUNG assist in accomplishing successfully the testing tasks in the laboratory

 for the �elds of biology, chemistry, medicine, pharmacology etc. 
SAMHEUNG innovate with deep product lines that are cost e�ective, durable and again, reliable.

Universal Oven

Universal Oven:         
1)   Natural Oven remark as (0)
2)   Forced Convention Oven remark as (*)

Vacuum Oven 
Vacuum oven usually applied on oxygen sensitive 
and heat-sensitive materials such as electronic & 
electrical components, cosmetics, food, solvent and 
etc. 

Professional Incubator
-  Temp Range  : Ambient +5°C to 70°C
-  Forced Convection Type, improve 
   temperature uniformity
-  Intelligent microprocess PID temperature  
   controller
-  Complete with inner view window for  
   convenient monitoring of samples
-  Thermocouple adopts Platinum Resistance   
   Temperature Detector (R.T.D) which
   is most sensitive and precise under 100°C

-  Optional : Precise cooling device allows 
   SAMHEUNG incubator to reach temperature  
   down to -5°C 

Muffle Furnace 1200 °C 
-  Come with Intelligent PID Microprocessor  
   temperature controller (Optional 
   programmable controller)
-  Strong durability and rigid structure against 
    physical shock
-  Good insulation layer (ceramic Board and 
   wool) minimize heat loss 
-  Special design prevent damage of 
    heating element caused by outside contact
-  Temperature Accuracy  : ±1°C

Tube Furnace 1200 °C

-  Intelligent PID Microprocessor temperature 
   controller (Optional Programmable Controller)
-  Usually used in laboratory, for heat treatment 
   process that required gas atmosphere
-  Temp Accuracy & Stability ±1°C -  Optional : Circulation model with powerful circulation pump, provide much more  

                        excellent temperature distribution
-  Optional : Precise cooling device allows SAMHEUNG waterbath to reach temp down 
                       to  -20°C or -40°C (optional)

 Incubator with refrigerator (-5°C to 60 °C) 

Model Capacity L Int. Dimension  (WxDxH)  Price RM 
⁰SH-NDO54 54L   
⁰SH-NDO100 100L   
*SH-FDO54 54L   

*SH-FDO100 100L   
*SH-FDO149 150L   
*SH-FDO250 250L   
*SH-FDO-550 546L   

 

RM 4314
RM 4591
RM 4646
RM 5392
RM 5789
RM 8561

RM 16,814

380 x 340 x 420
480 x 400 x 530
380 x 340 x 420
480 x 400 x 530
555 x 450 x 600
700 x 450 x 800
700 x 650 x 1200

Model Capacity L Int. dimension(WxDxH) Price RM 
SH-MF5L 5L   

SH-MF13L 13L   
SH-MF27L 27L   
 

RM 5808
RM 7270

RM 14,383

150 x 300 x 100
250 x 350 x 150
300 x 300 x 300

- Temp Range  : Ambient +5°C to 250°C 
- Excellent durability internal chamber and shelves are    
   made of  high quality 304 grade stainless steel.
- Silicon rubber packing for better heat consistency
- Microprocess PID Membrane Touch Digital controller
- Built in Digital Counter Timer, Over Temp Protection
- Door built with over pressure safety protection mechanism
- Powerful lock devise, low noise operation
- Complete with viewing window

Model Capacity L Int. dimension (WxDxH) Price RM 
SH-FIB54 54L 380 x 340 x 420 RM 4178 

SH-FIB100 100L 480 x 400 x 530 RM 4836 
SH-FIB149 150L 555 x 420 x 600 RM 5180 
SH-FIB250 250L 700 x 450 x 800 RM 6919 
SH-FIB54R 54L, with refrigerator  380 x 340 x 420  RM 8440 

SH-FIB149R 150L, with refrigerator  555 x 420 x 600 RM 9817 
 

Vacuum Oven with pump, and chiller

 
 

-  Temp Range :  Ambient +5°C to 99°C
   Time Range : 00.00 to 99HR 59MIN (MIN SEC) 
-  Excellent durability, bath is made of seamless stainless steel 
   External body : steel plate SS41 with powder coated
-  Comes with stainless steel LID cover, it prevents evaporation, and improve temperature  
   consistency in the bath. 
-  Precision Control system : Microprocess PID Membrane Touch Digital Controller

Model Capacity L Int. dimension(WxDxH) Price RM 
SH-GWB6D 6L 300 x 155 x 170 RM 1785 

SH-GWB11D 11L 300 x 240 x 170 RM 1951 
SH-GWB22D 22L 500 x 295 x 170 RM 2497 

SH-WB11 11L c/w circulation  240 x 300 x 150 RM 2849 
SH-WB22 22L c/w circulation  500 x 300 x 150 RM 3269 

SH-WB13R 13L, c/w refrigerator  250 x 300 x 150 RM 5718 
SH-WB22R 22L, c/w refrigerator  350 x 420 x 150 RM 6960 

 

Refrigerated
Circulating Bath

General Water
Bath

Circulation 
Water Bath

Vacuum Oven with pump and chiller 

Model Capacity L Price RM 
SH-HVDO30F 27L RM 25,863 
SH- HVDO70F 64L RM 32,447 

 

Model Capacity L Price RM 
SH-VDO30 27L RM 9761 
SH-VDO70 64L RM 11,978 

SH-VDO125 125L RM 15,704 
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Model Internal Diameter 
(mm) 

Heated Length 
(Heating Zone) 

Price RM 

SH-TMFC-50 50 300 mm RM 8804 
SH-TMFC-80 80 300 mm RM 9598 

SH-TMFC-100 100 300 mm RM 10,838 
 

- The fully heating from three sides of the chamber   
   guarantees quick and better temperature uniformity
-  Complete with tempered viewing glass for sample  
   observation during test
-  Microprocess Digital PID membrane touch controller
-  With user friendly all-in-one control panel



Laboratory Scientific Equipment

Digital Oil Bath

-  Temp Range : Amb ±5°C to 300°C
-  Complete with powerful circulation motor, 
   which provide high thermal uniformity
- Digital P I D Temperature Controller

Autoclave 
More userfriendly and more protection series!!!

-  Max Temp : 135°C 
-  Max Pressure : 2.65kgf/cm²
-  Steriling time 00.00 to 99HR 59MIN controlled   
   by digital PID controller
-  Thermocouple R.T.D Type
-  Simple and user friendly full auto sterillizer: can 
   proceed whole process such as sterilization, 
   vacuum automatically 
-  Has electrically and physically double safety 
   device and temperature over-heating and 
   over-pressure, sterillizing �nished buzzer

Cold Lab Chamber 0°C to 10°C

KOREA

Come with double door system:

Temp Controller :  Microprocess P I D
           Digital Controller

Vertical Laminar Flow Cleanroom Bench 

 

- Uses high quality HEPA Filter 0.3μ 99.97%, 
   �lter tiny particle size
- Excellent chemical resistance working table, 
   made of Stainless Steel SUS 304 with Hair Line Finished
- Powerful, uniformly distributed, UV lamp with 
  selectable time range 00.00 to 99HR 59 MIN 
- FL lamp installed for lighting
- Intelligent LCD digital controller 
- Real-time air �ow adjustment and monitoring 
- Auto self-testing (automatically check the status 
  of clean bench), self-diagnosis function, auto safety
  device on �lter replacement alarm signal
- Purity Below to Class 100

Biosafety Cabinet 

- Uses high quality HEPA Filter 0.3μ 99.97%, 
  �lter tiny particle size
- Pre-�lter: e�ciency nylon �lter extends the 
  lifespan of the main �lter
- Excellent chemical resistance working table, 
  made of Stainless Steel SUS 304 with Hair 
  Line Finished
- Confortable armrest
- Low noise level
- Powerful, uniformly distributed, UV lamp with 
  selectable time range 00.00 to 99HR 59 MIN 
   Intelligent LCD digital controller 
- Real-time air �ow adjustment and monitoring 

Oil Rotary Pump

Model :  W2V10
Pressure G.B Close : 5 x 10(-2) Torr (6.7 x 10 (-2) pa)
Pressure G.B Open : 5 x 10(-2) Torr (6.7 pa)
Oil Capa :  500mL
Pumping Speed : 100L/min

Climatic Temperature and 
Humidity Chamber 

Climatic temperature and humidity chamber has a wide range
of models with various capacities and temperature range.

Capacity :   150L, 250L, 400L 800L, 1200L and etc.
Temperature range : -200C/-400C/-700C to 1500C, Humidity 
  of 20% to 98%

Model Capacity L Int. dimension (WxDxH) Price RM 
SH-OILWB10 13L   
SH-OILWB20 24L   
SH-OILWB40 48L   
 

Model Volume/L Price (RM) 
SH-AC60 60  
SH-AC80 80  

SH-AC100 110  
SH-AC128 128  

 

RM 12,621
RM 15,444
RM 18,509
RM 23,312

RM 3820
RM 4441
RM 5545

250 x 300 x 170
350 x 400 x 170
600 x 400 x 200

 

Call us for

pricing

Model Capacity L Int. dimension (WxDxH) Price RM 
SH-CLC686 686L 700 x 700 x 1400 RM 14,567 

SH-CLC1170 1176L 1200 x 700 x 1400 RM 19,789 
 

SAMHEUNG oven used by KJ Can

Besides with robust construction, and good air circulation 
system, the chamber also equipped with high precision PT100 
temperature sensor and high accuracy electronic humidity 
sensor to improve its performance.  It comes with user friendly 
programmable Touch screen Controller that with controlling 
and recording functions.

www.meridianinstruments.com

Outer door is made of double safety 
protection glass, and inner door is 
designed as 4 sections. This helps 
minimized temperature loss into 
outside environment

Model: SH-BCB1             RM 11,394

  Model SH-VCB1         RM 10,369


















	Cover page.pdf
	Pg 1. meridian.pdf
	Pg 2. samheung 1.pdf
	Pg 3. samheung 2.pdf
	Pg 4. NABERTERM 1.pdf
	Pg 5. Raynova 1.pdf
	Pg 6. raynova 2.pdf
	Pg 7. raynova 3.pdf
	Pg 8. Pipette 1.pdf
	Pg 9. meripure.pdf
	Pg 10. Analytical.pdf
	Pg. 11 samheung 3.pdf

