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RoHS COMPLAINT Wiring ~ Diagram
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C
ELECTRICAL PARAMETER m ?b
STEP_ANGLE 1.815% ULT007 AWe2Z B
NO. OF PHASES 4 N A
RATED VOLTAGE 3.3V
RATED_CURRENT 3.0 A PARALLEL BIPOLAR
RESISTANCE 0.95 ohm0.1 AT 25C c
INDUCTANCE 1.85 mH£20% i L
HOLDING TORQUE 1.48N-m(209.6 oz—in) (SEE NOTE 1)
RUNNING TORQUE ~ZMAX
(AT ——PPS) (24VDC,RATED CURRENT.FULL STEP) 5 v
DIELECTRIC STRENGTH 500V AC 1 MINUTIE CONNECTION RESISTANCE  |INDUCTANCE |RATED CURRENT| RATED VOLTAGE |HOLDING TORQUE
INSULATION RESISTANCE 100 MQ_MIN MODE ohm*15% | mH20% A v N—m(oz—in) MIN
NEDLATION LLASS g UNIPOLAR 0.95 .85 3.0 2.85 1.48(209.6)
TEMPERATURE RISE 80K MAX (SEE NOTE 2) . . . . : .
RN 450 0o (265 or-i?) SERIES BIPOLAR 1.9 7.4 2.12 4.03 1.97(279.0)
WEIGHT APPROX. 1100 g(38.8 oz) PARALLEL BIPOLAR 0.4/ 1.85 4.24 1.99 f@wmmw@g
ALLOWABLE THRUST LOAD | 15N .
ALLOWAELE PO 10D 75N (0N THE SHAFT END) * SURFACE FINISH: BOTH END CAPS BLACK PAINTED
AMBIENT TEMPERATURE Z20C T0 +50C CONFIRMED&ACCEPTED BY CUSTOMER | VODEL
AMBIENT HUMIDITY 15% 10 95% CUSTOMER'S |
LIFE 5000 HOURS (SEE NOTE ) coupanr CHOP 7 5/7J1880-8350B
o | A po13-04-17] —— FIRST ISSUE Chuck
: TOLERANCE  +0.3/+3 |[REV] DATE | ECN NO REVISIONS BY 1A
1. AT RATED CURRENT,TWO PHASE ON. / | NOTE REV. |
2. MEASURED BY RESISTANCE METHOD.MOUNT WITH ALUMINUM HEAT SINK DRAVIN Chuck/2013-04-17 |qcaE| 1.1 el
168x168xT5 AT TWO WINDING BE EXCITED BY RATED VOLTAGE,OPPS,2PHASE ON. DESIGNED Ojcor\moéw\o%\gw TITLE STEPPING MOTOR SPECIFICATION
3. LIFE TEST CONDITION:2PHASE EXCITING,FULL STEP,AT MAX. STARTING CHECKED UNIT | mm = @
PULSE,BEARING TEMPERATURE SHOULD BE 70°C MAX.
APPROVED SHEET 1/
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