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REVISED MOTOR SPECS, UPDATE ENCODER CHART, ADDED GEOMETRIC TOLERANCES, ADD CONNECTOR 
CHARTS AND ADDED NOTE 3 FOR NAMEPLATE INFO.

5/6/2013 MB
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REVISION HISTORY
REV ECO NO. DESCRIPTION OF CHANGE DATE APRV BY

20.0 ±0.8

METRIC - MM

NOTES:
1. MAX LOAD AT 20.0mm FROM X-SURFACE TO BE 
   26.7N RADIAL AND 44.5N THRUST.
2. BLACK ELECTROPHORETIC COATING, STATOR CORE ONLY.
3. NAMEPLATE INFORMATION TO INCLUDE:
   ELECTROCRAFT TRADEMARK LOGOS, MOTOR PART NUMBER,
   AMPS, VOLTS, DATE CODE AND COUNTRY OF ORIGIN.
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ENCODER PINOUT CHART

INDEX

Function
GROUND

Pin No.

+5 VDC

2
1

5 CHANNEL B

Current (Max) Supply

33 ma ±.5 Volt
5

Encoder Mating Connector
  Connector: AMP# 104257-4
     Contacts: AMP# 104480-4
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5 WHITE
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AMP# 3-640428-6
6 LEAD CONNECTOR

654321

AMP# 3-640428-4
4 LEAD CONNECTOR
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